
A.3
Msc Common Request Processing 

Service Components communicate with each other across the Msc Reference Point. Additional input or output parameters are not necessary when invoking service capabilities across the Msc Reference Point. As such signature of the service capability is sufficient for implementing the service capability in clause 6 when the capability is invoked across the Msc Reference Point.

A.3.1
Msc Common Request Data Types (Normative)
Each request that is received by the M2M Component across the Msc Reference Point shall have a common set of input parameters as described in Table A.3.1-1 Msc: Common Request Input Parameters. 

	Parameter name
	Direction
	Optional
	Description

	from
	IN
	NO
	The identifier of the Originator of the request. This is typically the Service Capability identifier of the M2M System.

	requestId
	IN-OUT
	NO
	The request identifier. When supplied by the Originator, the same value is returned in the response if the response is applicable for the message exchange pattern. If not supplied by the Originator, the M2M System supplied a globally unique value in the response if the response is applicable for the message exchange pattern.


Table A.3.1-1 Msc: Common Request Input Parameters
A.4
Common Entity Attributes 

Information Entities (e.g., M2M Service Subscription) that are maintained using the M2M Service Capabilities have a set of common attributes that are associated with the entity when the information entity is created, updated and retrieved. 

A.4.1
System Generated Attributes (Normative)
When an information entity is created or updated the system shall update the common attributes as described in Table A.4.1-1.  When an information entity is retrieved the system shall return the common attributes as described in Table A.4.1-1.

	Parameter name
	Description

	creationTime
	The date and time that the system created the information entity.

	lastModifiedTime
	The date and time that the system modified the information entity. The system modifies this attribute when the information entity is created or updated.


Table A.4.1-1 System Generated Attributes
A.4.2
User Defined Discovery Attributes (Normative)
Information entities are retrieved through the system’s service capabilities.  Some service capabilities allow for discovery of information elements using user defined discovery attributes.

	Parameter name
	Description

	labels
	The list of labels that a user can add or modify in creation and update requests for information entities. When a service capability is used to retrieve a list of information elements, the service capability shall have this attribute as a common request input attribute.


Table A.4.2-1 User Defined Discovery Attributes

© oneM2M Partners Type 1 (ARIB, ATIS, CCSA, ETSI, TIA, TTA, TTC)
Page 1 of 2
This is a draft oneM2M document and should not be relied upon; the final version, if any, will be made available by oneM2M Partners Type 1.

