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oneM2M Notice

The document to which this cover statement is attached is submitted to oneM2M.  Participation in, or attendance at, any activity of oneM2M, constitutes acceptance of and agreement to be bound by terms of the Working Procedures and the Partnership Agreement, including the Intellectual Property Rights (IPR) Principles Governing oneM2M Work found in Annex 1 of the Partnership Agreement.

GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.
In case of a correction, and the change apply to previous releases, a separated “mirror CR” should be posted at the same time of this CR
Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
Change 1: Response type info shall be used in m2m:metaInformation. (change from m2m:responseType ( m2m:responseTypeInfo)
Change 2/3: response type info shall be used in request primitive
Change 4: short name for responseTypeInfo, notificationURI shall be defined.
-----------------------Start of change 1-------------------------------------------
6.3.4.3 m2m:metaInformation
Used for metaInformation attribute in <request> resource, and m2m:aggregatedRequest data type.
 Table 6.3.4.3‑1: Type Definition of m2m:metaInformation

	Element Path
	Element Data Type 
	Multiplicity
	Note

	resourceType
	m2m:resourceType
	0..1
	See Clause 6.3.3.2.1

	name
	xs:string
	0..1
	

	originatingTimestamp
	m2m:timestamp
	0..1
	

	requestExpirationTimestamp
	m2m:timestamp
	0..1
	

	resultExpirationTimestamp
	m2m:timestamp
	0..1
	

	operationExecutionTime
	m2m:timestamp
	0..1
	

	responseType
	m2m:responseTypeInfo
	0..1
	See Clause 6.3.3.2.6

	resultPersistence
	m2m:timestamp
	0..1
	

	resultContent
	m2m:resultContent
	0..1
	See Clause 6.3.3.2.7

	eventCategory
	m2m:eventCat
	0..1
	See Clause 6.3.2

	deiveryAggregation
	xs:boolean
	0..1
	

	groupRequestIdentifier
	xs:string
	0..1
	

	filterCriteria
	m2m:filterCriteria
	0..1
	See Clause 6.3.4.7

	discoveryResultType
	m2m:discResType
	0..1
	See Clause 6.3.3.2.8


-----------------------End of change 1---------------------------------------------
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8.2.2 


	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



-----------------------Start of change 4-------------------------------------------

8.2.5 Complex data types members

In protocol bindings complex data types member names shall be translated into short names of Table 8.2.5-1.

Table 8.2.5‑1: Complex data type member short names

	Member Name
	Occurs in
	Short Name

	createdBefore
	filterCriteria, eventNotificationCriteria
	crb

	createdAfter
	filterCriteria, eventNotificationCriteria
	cra

	modifiedSince
	filterCriteria, eventNotificationCriteria
	ms

	unmodifiedSince
	filterCriteria, eventNotificationCriteria
	us

	stateTagSmaller
	filterCriteria, eventNotificationCriteria
	sts

	stateTagBigger
	filterCriteria, eventNotificationCriteria
	stb

	expireBefore
	filterCriteria, eventNotificationCriteria
	exb

	expireAfter
	filterCriteria, eventNotificationCriteria
	exa

	labels
	filterCriteria, eventNotificationCriteria
	lbl

	resourceType
	filterCriteria
	rty

	sizeAbove
	filterCriteria, eventNotificationCriteria
	sza

	sizeBelow
	filterCriteria, eventNotificationCriteriay
	szb

	contentType
	filterCriteria
	cty

	limit
	filterCriteria
	lim

	attribute
	filterCriteria, eventNotificationCriteria
	atr

	resourceStatus
	eventNotificationCriteria, notificationEvent
	rss

	operationMonitor
	eventNotificationCriteria, notificationEvent
	om

	filterUsage
	filterCriteria
	fu

	eventCatType
	eventCat
	ect

	eventCatNo
	eventCat
	ecn

	number
	batchNotify
	num

	duration
	batchNotify
	dur

	notification
	aggregatedNotification
	sgn

	notificationEvent
	notification
	nev

	verificationRequest
	notification
	vrq

	subscriptionDeletion
	notification
	sud

	subscriptionReference
	notification
	sur

	creator
	notification
	cr*

	notificationForwardingURI
	notification
	nfu*

	operation
	operationMonitor
	opr

	originator
	operationMonitor
	org

	accessId
	externalID
	aci

	MSISDN
	externalID
	msd

	action
	actionStatus
	acn

	status
	actionStatus
	sus

	childResource
	All except execInstance, announced resource, management resources from firmware
	ch

	aggregatedNotification
	Primitive Content
	agn

	aggregatedResponse
	Primitive Content
	Agr

	accessControlRule
	privileges, selfPrivileges
	acr

	accessControlOriginators
	accessControlRule
	acor

	accessControlOperations
	accessControlRule
	acop

	accessControlContexts
	accessControlRule
	acco

	accessControWindow
	accessControlContexts
	actw

	accessControlIpAddresses
	accessControlContexts
	acip

	ipv4Addresses
	accessControlIpAddress
	ipv4

	ipv6Addresses
	accessControlIpAddress
	ipv6

	accessControlLocationRegion
	accessControlContexts
	aclr

	countryCode
	accessControlLocationRegion
	accc

	circRegion
	accessControlLocationRegion
	accr

	responseTypeValue
	responseTypeInfo
	rtv

	notificationURI
	responseTypeInfo
	nu


-----------------------End of change 4---------------------------------------------

-----------------------Start of change 5---------------------------------------------

6.3.4.29 m2m:responseTypeInfo
Table 6.3.4.29‑1: Type Definition of m2m:responseTypeInfo
	Element Path
	Element Data Type 
	Multiplicity
	Note

	responseTypeValue
	m2m:responseType
	1
	See Clause 6.3.3.2.6

	notificationURI
	xs:anyURI
	0..unbounded
	This element may be included only when the responseType is set to “2” (nonBlockingRequestAsynch), 


-----------------------End of change 5---------------------------------------------

CHECK LIST

· Does this change request include an informative introduction containing the problem(s) being solved, and a summary list of proposals.?
· Does this CR contain changes related to only one particular issue/problem?
· Have any mirror crs been posted?
· Does this change request  make all the changes necessary to address the issue or problem?  E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable?
· Does this change request follow the drafting rules?
· Are all pictures editable?
· Have you checked the spelling and grammar?
· Have you used change bars for all modifications?
· Does the change include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change? (Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.)
· Are multiple changes in this CR clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.?
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