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Introduction

Unfortunately there are still discrepancies between the current CDT-accessControPrimitive-v1_1_0.xsd and TS-0004v1.1.0 which was agreed as PRO-2015-0751R02.
Change 1 of this CR introduces a required change which was overlooked at PRO#16 and not covered in PRO-2015-0732R02 agreed at TP#16. 
Change 2 reintroduces changes that were included in PRO-2015-0732R02 but which were incorrectly implemented in TS-0004v1.1.0 and unfortunately overlooked when reviewing the draft revision.

When this CR is agreed, the present ACP XSD becomes aligned with TS-0004 without requiring technical changes.

-----------------------Start of change 1-------------------------------------------

1.1.1.1 m2m:setOfAcrs
Table 6.3.4.25‑1: Type Definition of m2m:setOfAcrs

	Element Path
	Element Data Type 
	Multiplicity
	Note

	accessControlRule
	m2m:accessControlRule


	0..n
	Data type of privileges and selfPrivileges attributes


-----------------------End of change 1-------------------------------------------

-----------------------Start of change 2-------------------------------------------

1.1.1.2 m2m:accessControlRule
Table 6.3.4.26‑1: Type Definition of m2m:accessControlRule

	Element Path
	Element Data Type 
	Multiplicity
	Note

	accessControlOriginators
	list of xs:anyURI
	1
	

	accessControlOperations
	m2m:accessControlOperations
	1
	

	accessControlContexts
	
	0..n
	

	accessControlContexts/accessControlWindow
	m2m:scheduleEntry
	0..n
	

	accessControlContexts/accessControlIpAddresses
	
	0..1
	

	accessControlContexts/accessControlIpAddresses/ipv4Addresses
	list of m2m:ipv4
	0..1
	List of IPv4 addresses

	accessControlContexts/accessControlIpAddresses/ipv6Addresses
	list of m2m:ipv6
	0..1
	List of IPv6 addresses

	accessControlContexts/accessControlLocationRegion
	m2m:locationRegion
	0..1
	

	NOTE: Some of the above elements are defined in clause 9.6.2 of TS-0001 [6] with slightly different names as follows (name in parenthesis used in TS-0001): accessControlWindow (accessControlTimeWindow), accessControlIpAddresses (accessControlIpAddress)


The accessControlContexts/accessControlIpAddresses element may include either the ipv4Addresses element, ipv6Addresses element, or both elements.

Each individual IPv4 address of data type m2m:ipv4 in the list of IPv4 addresses is represented in dotted-decimal notation with optional Classless Inter-Domain Routing (CIDR) suffix in accordance with RFC 4632 [29]. Each individual IPv6 address of data type m2m:ipv6 in the list of IPv6 addresses is represented in colon separated groups of hexadecimal digits with optional network prefix in accordance with RFC 5952 [30]. Example IPv4 and IPv6 addresses which comply with data types m2m:ipv4 and m2m:ipv6, respectively, are given in Table 6.3.2-1.
-----------------------End of change 2-------------------------------------------
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