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	CHANGE REQUEST

	Meeting:*
	REQ 17

	Source:*
	FUJITSU

	Date:*
	2015-05-10

	Contact:*
	Shingo Fujimoto, FUJITSU, shingo_fujimoto@jp.fujitsu.com

	Reason for Change/s:*
	Requirements lead by the Use Case for M2M Application/Field Domain Component Configuration, should be incorpolated to TS-0002. 

	CR  against:  Release*
	Release-2

	CR  against:  WI*
	 FORMCHECKBOX 
 Active <Work Item number>  
 FORMCHECKBOX 
 MNT Maintenace / < Work Item number(optional)>
 FORMCHECKBOX 
 STE Small Technical Enhancements / < Work Item number (optional)>

Only ONE of the above shall be ticked

	CR  against:  TS/TR*
	TS-0001 V2.

	Clauses/Sub Clauses*
	

	Type of change: *
	 FORMCHECKBOX 
 Editorial change
 FORMCHECKBOX 
 Bug Fix or Correction
 Change to existing feature or functionality
 New feature or functionality
Only ONE of the above shall be ticked

	Post Freeze checking:*
	This CR contains only essential changes and corrections?  YES 
  NO 
This CR is a mirror CR? YES  FORMCHECKBOX 
   NO  FORMCHECKBOX 
  if YES, please indicate the document number of the original CR: 
<Document Number)<CR Number of the original CR to the current Release>

	Template Version:23 February 2015 (Dot not modify)
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GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.
In case of a correction, and the change apply to previous releases, a separated “mirror CR” should be posted at the same time of this CR
Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
Requirements lead by the Use Case for M2M Application/Field Domain Component Configuration (MAS-2015-0534R02) , should be incorpolated to TS-0002.
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-----------------------Start of change 1-------------------------------------------
6.2 Management Requirements
Table 2: Management Requirements

	Requirement ID
	Description
	Release

	MGR-001
	The oneM2M System shall be able to support management and configuration of M2M Gateways/ Devices including resource constrained M2M Devices.
	Implemented in Rel-1

	MGR-002
	The oneM2M System shall provide the capability to discover the M2M Area Networks including information about devices on those networks and the parameters (e.g. topology, protocol) of those networks.
	Implemented in Rel-1

	MGR-003
	The oneM2M System shall be able to provide the capability to maintain and describe the management information model of devices and parameters (e.g. topology, protocol) of M2M Area Networks.
	Implemented in Rel-1

	MGR-004
	The oneM2M System shall support common means to manage devices enabled by different management technologies (e.g. OMA DM, BBF TR069).
	Implemented in Rel-1

	MGR-005
	The oneM2M System shall provide the capability to manage multiple devices in a grouped manner.
	Implemented in Rel-1

	MGR-006
	The oneM2M System shall provide the capability for provisioning and configuration of devices in M2M Area Networks .
	Implemented in Rel-1

	MGR-007
	The oneM2M System shall provide the capability for monitoring and diagnostics of M2M Gateways/Devices in M2M Area Networks .
	Implemented in Rel-1

	MGR-008
	The oneM2M System shall provide the capability for software management of devices in M2M Area Networks.
	Implemented in Rel-1

	MGR-009
	The oneM2M System shall provide the capability for rebooting and/or resetting of M2M Gateways/Devices and other devices in M2M Area Networks.
	Implemented in Rel-1

	MGR-010
	The oneM2M System shall provide the capability for authorizing devices to access M2M Area Networks.
	Implemented in Rel-1

	MGR-011
	The oneM2M System shall provide the capability for modifying the topology of devices in M2M Area Networks,subject to restriction based on M2M Area Network policies..
	Implemented in Rel-1

	MGR-012
	Upon detection of a new device the M2M Gateway shall be able to be provisioned by the M2M Service Infrastructure with an appropriate configuration which is required to handle the detected device.
	Partially implemented in Rel-1
(see note 1)

	MGR-013
	Void
	

	MGR-014
	The oneM2M System shall be able to retrieve events and information logged by M2M Gateways/ Devices and other devices in M2M Area Networks.
	Implemented in Rel-1

	MGR-015
	The oneM2M System shall be able to support firmware management (e.g. update) of M2M Gateways/ Devices and other devices in M2M Area Networks.
	Implemented in Rel-1

	MGR-016
	The oneM2M System shall be able to retrieve information related to the Static and Dynamic Device/Gateway Context for M2M Gateways/Devices as well as Device Context for other devices in M2M Area Networks.
	Implemented in Rel-1

	MGR-017
	The oneM2M System shall be capable of correlating Access Management elements provided by the technology specific Device Management Protocols to Access Management elements used by the oneM2M System
	Implemented in Rel-1

	
	
	

	
	
	

	
	
	

	
	
	

	MGR-x
	The M2M Service Infrastructure  shall be able to accept standardised Configuration Settings from an external Configuration Server to allow the M2M Devices to register.
	2

	MGR-x
	The M2M Device shall be able to accept standardised Configuration Settings from an external Configuration Server in order to  register to the M2M Platform.
	2

	Note 1: In Rel-1 no detection mechanism exists, but once an M2M Device is known at the Gateway it can be configured via the GW through DM.


-----------------------End of change 1---------------------------------------------

CHECK LIST

· Does this change request include an informative introduction containing the problem(s) being solved, and a summary list of proposals.?
· Does this CR contain changes related to only one particular issue/problem?
· Have any mirror crs been posted?
· Does this change request  make all the changes necessary to address the issue or problem?  E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable?
· Does this change request follow the drafting rules?
· Are all pictures editable?
· Have you checked the spelling and grammar?
· Have you used change bars for all modifications?
· Does the change include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change? (Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.)
· Are multiple changes in this CR clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.?
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