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Introduction
This CR is a Release 2 mirror CR corresponding to the Release 1 CR in ARC-2015-2017. The remainder of the introduction is identical to ARC-2015-2017.

During TP 17, Working Group 3 (PRO) has agreed to change an attribute name within the [cmdhPolicy] specialization of <mgmtObj> resources from “name” to “cmdhPolicyName” since this is needed to avoid any duplication of attributes or primitive parameters that share the same name but have different data types. This CR suggests to align the definition of [cmdhPolicy] in TS-0001 v 1.9.0 with the latest agreed TS-0004 v1.2.1 .

-----------------------Start of change 1-------------------------------------------
D.12
Resource cmdhPolicy
A [cmdhPolicy] resource is defined as a specialization of the <mgmtObj> resource type as specified in clause 9.6.15. It includes a number of child resources which are referenced by means of mgmtLink attributes. Each of these linked child resources represents itself a specialization of the <mgmtObj> resource type. These child resources and their child resources are defined in clauses D.12.1 to D.12.8.

The [cmdhPolicy] resource represents a set of rules associated with a specific CSE that govern the behaviour of that CSE regarding rejecting, buffering and sending request or response messages via the Mcc reference point. The rules contained in a [cmdhPolicy] resource are sub-divided into rules represented by different child resources with different purposes as follows:

· Defaults: Defines which CMDH related parameters will be used by default when a request or response message issued by a registrar of the associated CSE or the associated CSE itself contains the Event Category parameter but not all other CMDH related parameters and which default Event Category parameter shall be used when none is given in the request or response.
· Limits: Defines the allowed limits for CMDH related parameters in request or response messages with a given Event Category value.

· Network usage: Defines the conditions when usage of specific Underlying Networks is allowed for request or response messages with a given Event Category value.

· Buffering: Defines limits of supported buffer size to be used for storing pending messages with a given Event Category value and their priorities when deletion cannot be avoided.
The relationships of [cmdhPolicy] resources with other resources and the position within the overall resource structure are depicted in figure D.12-1. One or several [cmdhPolicy] resources can be assigned as child resources under a parent of <node> resource type. The <node> resource carrying CMDH policies is linked by means of a nodeLink attribute from either the local <CSEBase> resource or an instance of a <remoteCSE> resource type. This nodeLink attribute as well as the reverse hostedCSELink attribute in the <node> resource define to which CSE the set of CMDH policies apply whenever this CSE receives requests or responses that need to be forwarded over Mcc reference point. Since only one particular set of CMDH rules can be active for a given CSE at any given point in time, an [activeCMDHPolicy] child resource under the parent <node> resource that represents the node which hosts the respective CSE is used to point to the active [cmdhPolicy] resource that shall be effective for that particular CSE. 
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Figure D.12-1: Relationships between [cmdhPolicy] resource and other resources

When employing external management technology, the [cmdhPolicy] resources are assigned under instances of the <node> resources that represent the remotely managed field nodes in the IN-CSE performing device management for these nodes. In this scenario, the [cmdhPolicy] resources are transferred to the field node by means of the external device management technology applicable for that specific node.

When a field domain node is managed via the Mcc reference point, the [cmdhPolicy] resources are provisioned directly to instances of the <node> resources in the field domain CSE from an IN-CSE responsible for the device/entity management.
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Figure D-12-2: Structure of [cmdhPolicy] resource
The [cmdhPolicy] resource shall contain attributes specified in table D.12-1.
Table D.12-1: Attributes of [cmdhPolicy] resource

	Attributes of [cmdhPolicy]
	Multiplicity
	RW/

RO/

WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.

	resourceID
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.

	resourceName
	1
	WO
	See clause 9.6.1.3 where this common attribute is described.

	parentID
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.

	expirationTime
	1
	RW
	See clause 9.6.1.3 where this common attribute is described.

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3 where this common attribute is described.

	creationTime
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3 where this common attribute is described.

	labels
	0..1
	RO
	See clause 9.6.1.3 where this common attribute is described.

	mgmtDefinition
	1
	WO
	See clause 9.6.15. Has fixed value "cmdhPolicy" to indicate the resource is for CMDH policy management.

	objectIDs
	0..1 (L)
	RW
	See clause 9.6.15.

	objectPaths
	0..1 (L)
	RW
	See clause 9.6.15.

	description
	0..1
	RW
	See clause 9.6.15.

	cmdhPolicyName
	1
	RW
	A name under which the CMDH policy will be referred. This attribute is a specialization of [objectAttribute] attribute.

	mgmtLink
	1 (L)
	RW
	A list containing at least 4 links.

· 1 link to [cmdhDefaults] resource;
· At least 1 or more link(s) to [cmdhLimits] resource(s);
· At least 1 or more link(s) to [cmdhNetworkAccessRules] resource(s);
· At least 1 or more link(s) to [cmdhBuffer] resource(s).


-----------------------End of change 1---------------------------------------------
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