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Introduction
This contribution tries to reslove the problems raised by Test WG.
1. Map to parameter into URI Option
2. Add CoAP Example
3. Change Critical Mark and explain what C/U/N/R means.
----------------------- Start of change 1 -----------------------
6.2.2.3
URI Options
This clause describes how to configure CoAP Uri-Host, Uri-Port, Uri-Path, and Uri-Query Options.

Host and port part of the address specified in pointOfAccess attribute of <remoteCSE> resource shall be mapped to Uri-Host and Uri-Port respectively.


If To parameter contains absolute format, then the first URI-Path Option shall contain a letter “_” and map To parameter removing starting “//” into next URI-Path Option(s).
If To parameter contains SP-relative format, then the first URI-Path Option shall contain a letter “~” and map To parameter removing starting “/” into next URI-Path Option(s).

If To parameter contains CSE-relative format, then To parameter shall be mapped to URI-Path Option(s).
Resource Type, responseType element of Response Type, Result Persistence, Delivery Aggregation, Result Content, parameters of Filter Criteria, and Discovery Result Type parameters shall be carried in Uri-Query Option in a short name form as specified in clause 8.2.2 [2].
----------------------- End of change 1 -----------------------
----------------------- Start of change 2 -----------------------
A.1
AE Registration

The figure A.1-1 illustrates CoAP mapping of AE Registration procedure described in clause 7.3.5.2.1 of TS-0004 [2].
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Step1: IN-AE creates <AE> resource at IN-CSE

Method: POST

Uri-Host: m2m.sp1.com

Uri-Port: 5683

Uri-Path: CSE02Base

Content-Format Option: 41

oneM2M-RQI: 0001

oneM2M-TY: 2

Payload: <AE> representation to create  

Step2: Check access 

controls, process 

request and create <AE> 

resource for IN-AE 

Step3: Response

Code: 2.01 Created 

Location-path: /CSE02Base/ae02

Content-Format: 41

oneM2M-RQI: 0001

oneM2M-RSC: 2001

Payload: <AE> representation created 



Figure A.1-1 Binding Example – AE Registration
----------------------- End of change 2 -----------------------
----------------------- Start of change 3 -----------------------
6.2.2.4
Definition of New Options

6.2.2.4.0
Introduction

This clause describes new CoAP Options used for binding several oneM2M request/response parameters. The table 6.2.2.4-1 contains definitions of the new CoAP Options and sub-clauses specify oneM2M parameter mapping with the newly defined CoAP Options in the table 6.2.2.4-1.

Table 6.2.2.4.0-1: Definition of New Options

	No
	C
	U
	N
	R
	Name
	Format
	Length
	Default

	256
	
	
	
	
	oneM2M-FR
	string
	0-255
	(None)

	257
	
	
	
	
	oneM2M-RQI
	string
	0-255
	(None)

	258
	
	
	
	
	oneM2M-NM
	string
	0-255
	(None)

	259
	
	
	
	
	oneM2M-OT
	string
	15
	(None)

	260
	
	
	
	
	oneM2M-RQET
	string
	15
	(None)

	261
	
	
	
	
	oneM2M-RSET
	string
	15
	(None)

	262
	
	
	
	
	oneM2M-OET
	string
	15
	(None)

	263
	
	
	
	
	oneM2M-RTURI
	string
	0-255
	(None)

	264
	
	
	
	
	oneM2M-EC
	uint
	1
	(None)

	265
	
	
	
	
	oneM2M-RSC
	uint
	2
	(None)

	266
	
	
	
	
	oneM2M-GID
	string
	0-255
	(None)

	267
	
	
	
	
	oneM2M-TY
	uint
	2
	(None)


NOTE:
C, U, N, R in Table 6.2.2.4.0-1 means Critical, Unsafe, NoCacheKey and Repeatable respectively [1]. Table 6.2.2.4.0-1 follows the template used in clause 5.10 Option Definitions of CoAP specification [1].
NOTE:
CoAP Option numbers specified in table 6.2.2.4.0-1 are subject to change after review by IANA registration
6.2.2.4.1
From
The From parameter shall be mapped to the oneM2M-FR Option.
6.2.2.4.2
Request Identifier
The Request Identifier parameter shall be mapped to the oneM2M-RQI Option.
6.2.2.4.3
Name
The Name parameter shall be mapped to the oneM2M-NM Option.
6.2.2.4.4
Originating Timestamp
The Originating Timestamp parameter shall be mapped to the oneM2M-OT Option.
6.2.2.4.5
Request Expiration Timestamp
The Request Expiration Timestamp parameter shall be mapped to the oneM2M-RQET Option.
6.2.2.4.6
Result Expiration Timestamp
The Request Expiration Timestamp parameter shall be mapped to the oneM2M-RSET Option
6.2.2.4.7
Operation Execution Time
The Operation Execution Time parameter shall be mapped to the oneM2M-OET Option.
6.2.2.4.8
notificationURI of Response Type
The notificationURI element of Response Type parameter shall be mapped to the oneM2M-RTURI Option.
6.2.2.4.9
Event Category
The Event Category parameter shall be mapped to the oneM2M-EC Option.
6.2.2.4.10
Response Status Code
The Response Status Code parameter shall be mapped to the oneM2M-RSC Option
6.2.2.4.11
Group Request Identifier
The Group Request Identifier parameter shall be mapped to the oneM2M-GID Option.
6.2.2.4.12
Resource Type
The Resource Type parameter shall be mapped to the oneM2M-TY Option.
----------------------- End of change 3 -----------------------
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Step1: IN-AE creates <AE> resource at IN-CSE
Method: POST
Uri-Host: m2m.sp1.com
Uri-Port: 5683
Uri-Path: CSE02Base
Content-Format Option: 41
oneM2M-RQI: 0001
oneM2M-TY: 2
Payload: <AE> representation to create  



IN-AE
IN-CSE
Step1: IN-AE creates <AE> resource at IN-CSE
Method: POST
Uri-Path: coap://cse02.m2m.sp1.com/CSE02Base
Uri-Query: ?ty=2
Content-Formats: application/vnd.onem2m-res+xml
Payload: <AE> representation to create
Step2: Check access controls, process request and create <AE> resource for IN-AE
Step3: Response
Code: 2.01 Created 
Location-path: coap://cse02.m2m.sp1.com/CSE02Base/ae02
Content-Formats: application/vnd.onem2m-res+xml
Payload: <AE> representation created





