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1
Overview

oneM2M would like to thank 3GPP for their Liaison Statement (SP-160952) on SCEF northbound API standardisation and appreciates the Plenary agreement for 3GPP to standardise the northbound APIs.
To support the effort, oneM2M has identified the need for the following SCEF northbound APIs based on the functionality currently specified in 3GPP TS 23.682. Additional requirements related to SCEF northbound APIs, which are not directly supported by the current TS 23.682, are also identified
. Details are being captured in clause 8 in oneM2M TR-0024. 
[… TBD… list of APIs]
· 8.2 Configuration of Device Triggering Recall/Replace
· 8.3 Configuration of Traffic Patterns
· 8.4 Configuration of  Background Data Transfers
· 8.5
Support for Group Messaging
· …

3GPP is recommended to draw special attention to the “Key Issues and Requirements” sub-clause of each required functional features listed above, where specific SCEF northbound API requirements
 are provided.
To support the stage 2 work in SA2 in particular, oneM2M has also identified issues that may need to be addressed in 3GPP TS 23.682. We are capturing these issues in the sub-clauses of “Further 3GPP requirements and clarifications” and “Potential impacts to the southbound interface of SCEF” of aforementioned clauses. 
They may include additional parameters or functionality needed by the Service Layer from the SCEF and requests for clarification of the SCEF and network behaviour. 
[… TBD… some general requirements regarding: the preferred API style i.e. RESTful? xxx? ]

Interworking with underlying networks is one of oneM2M priorities which will be greatly supported by the standardisation of the 3GPP northbound APIs. oneM2M is moving energetically towards its Rel-3 publication that will include these APIs. 

For your information, the relevant deliverables are listed below.

· TR-0024: 3GPP Re13 IWK, 
http://www.onem2m.org/technical/latest-drafts
· TS-0026: 3GPP Interworking, 
· 
  http://www.onem2m.org/technical/latest-drafts


· TS-0001: Functional Architecture, 
http://www.onem2m.org/technical/latest-drafts
2
Requested Action
oneM2M TP respectfully requests 3GPP to take the above API requirements and identified issues into consideration in their stage 2 work. 
We kindly request 3GPP SA2 to strictly maintain the approved timeline in their WID to allow oneM2M sufficient time to proceed with any required architectural changes in our Rel-3 specifications.
3
Next Meeting Dates
	TP 28 
	March 27-30, 2017
	

	TP 29 
	May 22-26, 2017
	

	TP 30 
	July 10-14, 2017
	


�should we mark these additional requirements differently in TR-0024 or in the LS for 3GPP to easily understand?


�if referencing to TR-0024 is not so reader-friendly to 3GPP, we may copy-paste the content in an attachment.


�if referencing to TR-0024 is not so reader-friendly to 3GPP, we may copy-paste the content in an attachment.


�Unclear how to reference TS-0026, since it has not been released. Also IF it should be referenced
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