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Annex 1
A.1 justification for proposed draft new Recommendation Y.oneM2M.DM.OMA

	Question:
	Q3/20
	Proposed new ITU-T Recommendation
	September, 2017

	Reference and title:
	ITU-T Y.oneM2M.DM.OMA "oneM2M-TS 0005 Management Enablement (OMA)"

	Base text:
	TBD
	Timing:
	September, 2017

	Editor(s):
	Shane HE, Nokia, shane.he@nokia.com
Jiaxin Yin, Huawei, yinjiaxin@huawei.com
	Approval process:
	AAP 

	Scope (defines the intent or object of the Recommendation and the aspects covered, thereby indicating the limits of its applicability):

	This recommendation specifies the protocol translation and mappings between the oneM2M Service layer and the management technologies specified by OMA such as OMA DM 1.3, OMA DM 2.0 and OMA LightweightM2M.

	Summary (provides a brief overview of the purpose and contents of the Recommendation, thus permitting readers to judge its usefulness for their work):

	Purpose:
This recommendation specifies the usage of OMA DM and OMA LWM2M resources and the corresponding message flows including normal cases as well as error cases to fulfill the oneM2M management requirements.
Contents:
· Mapping between the oneM2M management related resources and the resources from OMA.
· Protocol translation between the oneM2M service layer and OMA. The Mca reference point, ms interface and la interface are possibly involved in this protocol translation.
· Resource definitions in OMA to fulfil the oneM2M management requirements.


	Relations to ITU-T Recommendations or to other standards (approved or under development):

	TBD, 

	Liaisons with other study groups or with other standards bodies:

	oneM2M (ARIB, ATIS, CCSA, ETSI, TIA, TSDSI, TTA, TTC),

	Supporting members that are committing to contributing actively to the work item:

	[bookmark: _GoBack]Nokia, KDDI, ZTE Corporation, InterDigital, Huawei, NEC, Qualcomm, Hitachi, Fujitsu, NTT, KT
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