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Introduction

This CR proposes to add a new Device model to TS-0023. This Device model describes a connected push button device that can be deployed and operated in order to initiate and control processes, similar to the Amazon Dash Button. 
It is supposed to be placed in the common devices section.
-----------------------Start of change 1-------------------------------------------

5.5.1.x deviceServiceButton
A service button is a device that initiates and controls technical or business processes, such as ordering consumer and industrial goods over the Internet. It may support optional ModuleClasses to present information to a user, such as presenting textual and graphical information.
Table 5.5.xx‑1: Modules of deviceServiceButton Device model
	Module Instance Name
	Module Class Name
	Optional
	Description

	pushButton
	pushButton
	false
	See clause 5.3.1.69.

	connectivity
	connectivity
	true
	See clause 5.3.1.xx.


	operationMode
	operationMode
	true
	See clause 5.3.1.57.

	battery
	battery
	true
	See clause 5.3.1.10.

	textMessage
	textMessage
	true
	See clause 5.3.1.89. This ModuleClass may be used to present textual information to a user.

	image
	binaryObject
	true
	See clause 5.3.1.11. This ModuleClass may be used to present graphical information to a user.

	credentials
	credentials
	true
	See clause 5.3.1.27.

	geoLocation
	geoLocation
	true
	See clause 5.3.1.41. This ModuleClass may be used to detect and report the geo-location of a deviceServiceButton device.


-----------------------End of change 1---------------------------------------------
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�Editors note: replace with final reference to the new ModuleClass.
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