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================ Start of  1st  Part: Test Purposes ==================
5.5.3
Fundamental feature sets

Table 5.5.3-1: Feature set for ADN Profile 4

	Function
	Feature Set
	Feature
	Remark
	

	GEN
	AE/GEN/00001
	At least one
	Support one of the format of resource identification
	TP/oneM2M/AE/GEN/CRE/001_CSR

TP/oneM2M/AE/GEN/CRE/001_SPR

TP/oneM2M/AE/GEN/CRE/001_ABS

TP/oneM2M/AE/GEN/CRE/002_CSR

TP/oneM2M/AE/GEN/CRE/002_SPR

TP/oneM2M/AE/GEN/CRE/002_ABS

TP/oneM2M/AE/GEN/UPD/001_CSR

TP/oneM2M/AE/GEN/UPD/001_SPR

TP/oneM2M/AE/GEN/UPD/001_ABS

TP/oneM2M/AE/GEN/UPD/002_CSR

TP/oneM2M/AE/GEN/UPD/002_SPR

TP/oneM2M/AE/GEN/UPD/002_ABS

TP/oneM2M/AE/GEN/RET/001_CSR

TP/oneM2M/AE/GEN/RET/001_SPR

TP/oneM2M/AE/GEN/RET/001_ABS

TP/oneM2M/AE/GEN/RET/002_CSR

TP/oneM2M/AE/GEN/RET/002_SPR

TP/oneM2M/AE/GEN/RET/002_ABS

TP/oneM2M/AE/GEN/DEL/001_CSR

TP/oneM2M/AE/GEN/DEL/001_SPR

TP/oneM2M/AE/GEN/DEL/001_ABS

TP/oneM2M/AE/GEN/DEL/002_CSR

TP/oneM2M/AE/GEN/DEL/002_SPR

TP/oneM2M/AE/GEN/DEL/002_ABS

	
	AE/GEN/00002
	AE/GEN/00002/00001
	Support Create request targeting one resource
	TP/oneM2M/AE/DMR/CRE/001



	
	
	AE/GEN/00002/00002
	Support Retrieve request targeting one resource
	TP/oneM2M/AE/DMR/RET/001_CB

TP/oneM2M/AE/DMR/RET/001_AE

TP/oneM2M/AE/DMR/RET/001_CNT

	
	
	AE/GEN/00002/00003
	Support Update request targeting one resource
	TP/oneM2M/AE/DMR/UPD/002_LBL



	
	
	AE/GEN/00002/00004
	Support Delete request targeting one resource
	TP/oneM2M/AE/DMR/DEL/003

	REG
	AE/REG/00001
	AE/REG/00001/00001
	The Retrieval of <CSEBase> resource
	TP/oneM2M/AE/DMR/RET/001_CB

	
	AE/REG/00002
	AE/REG/00002/00001
	Create <AE> with mandatory attributes
	TP/oneM2M/AE/REG//CRE/001

TP/oneM2M/AE/REG/CRE/002_RR

	
	
	AE/GEN/00003/00001
	Create <AE> with resourceName attribute
	TP/oneM2M/AE/REG/CRE/002_RN

	
	
	AE/GEN/00003/00002
	Create <AE> with expirationTime attribute
	TP/oneM2M/AE/REG/CRE/002_ET

	
	
	AE/DIS/00001/00017
	Create <AE> with labels
	TP/oneM2M/AE/REG/CRE/002_LBL

	
	
	AE/REG/00002/00002
	Create <AE> with applicationName
	TP/oneM2M/AE/REG/CRE/002_APN

	
	
	AE/REG/00002/00003
	Create <AE> with pointOfAccess
	TP/oneM2M/AE/REG/CRE/002_POA

	
	
	AE/REG/00002/00004
	Create <AE> with nodeLink
	TP/oneM2M/AE/REG/CRE/002_NL

	
	
	
	
	

	
	
	AE/GEN/00003/00002
	Update <AE> with expirationTime
	TP/oneM2M/AE/DMR/UPD/001_ET



	
	
	AE/DIS/00001/00017
	Update <AE> with labels
	TP/oneM2M/AE/DMR/UPD/001_LBL



	
	
	AE/REG/00002/00007
	Update <AE> with applicationName
	TP/oneM2M/AE/DMR/UPD/001_APN



	
	
	AE/REG/00002/00008
	Update <AE> with pointOfAccess
	TP/oneM2M/AE/DMR/UPD/001_POA



	
	
	
	
	


	
	
	AE/GEN/00002/00005
	Update <AE> with requestReachability
	TP/oneM2M/AE/DMR/UPD/001_RR



	
	
	
	
	

	
	
	AE/REG/00002/00013
	Delete <AE>
	TP/oneM2M/AE/REG/DEL/001

	
	
	AE/REG/00002/00012
	Retrieve <AE>
	TP/oneM2M/AE/DMR/RET/001_AE

	DMR
	AE/DMR/00001
	AE/DMR/00001/00001
	Create <container> with no attribute set
	TP/oneM2M/AE/DMR/CRE/001

	
	
	AE/GEN/00003/00001
	Create <container> with resourceName
	TP/oneM2M/AE/DMR/CRE/004_RN

	
	
	AE/GEN/00003/00002
	Create <container> with expirationTime
	TP/oneM2M/AE/DMR/CRE/004_ET

	
	
	AE/DIS/00001/00017
	Create <container> with labels
	TP/oneM2M/AE/DMR/CRE/004_LBL

	
	
	
	
	

	
	
	AE/DMR/00001/00002
	Create <container> with maxNrOfInstances
	TP/oneM2M/AE/DMR/CRE/004_MNI

	
	
	AE/DMR/00001/00003
	Create <container> with maxByteSize
	TP/oneM2M/AE/DMR/CRE/004_MBS

	
	
	AE/DMR/00001/00004
	Create <container> with maxInstanceAge
	TP/oneM2M/AE/DMR/CRE/004_MIA

	
	
	AE/GEN/00003/00002
	Update <container> with expirationTime
	TP/oneM2M/AE/DMR/UPD/002_ET

	
	
	AE/DIS/00001/00017
	Update <container> with labels
	TP/oneM2M/AE/DMR/UPD/002_LBL

	
	
	AE/DMR/00001/00006
	Update <container> with maxNrOfInstances
	TP/oneM2M/AE/DMR/UPD/002_MNI

	
	
	AE/DMR/00001/00007
	Update <container> with maxByteSize
	TP/oneM2M/AE/DMR/UPD/002_MBS

	
	
	AE/DMR/00001/00008
	Update <container> with maxInstanceAge
	TP/oneM2M/AE/DMR/UPD/002_MIA

	
	
	AE/DMR/00001/00011
	Delete <container>
	TP/oneM2M/AE/DMR/DEL/003

	
	
	AE/DMR/00001/00012
	Retrieve <container>
	TP/oneM2M/AE/DMR/RET/004

	
	AE/DMR/00002
	AE/DMR/00002/00001
	Create <contentInstance> with mandatory attributes
	TP/oneM2M/AE/DMR/CRE/002



	
	
	AE/GEN/00003/00001
	Create <contentInstance> with resourceName
	TP/oneM2M/AE/DMR/CRE/003_RN

	
	
	AE/GEN/00003/00002
	Create <contentInstance> with expirationTime
	TP/oneM2M/AE/DMR/CRE/003_ET

	
	
	AE/DIS/00001/00017
	Create <contentInstance> with labels
	TP/oneM2M/AE/DMR/CRE/003_LBL

	
	
	
	
	

	
	
	AE/DMR/00002/00002
	Create <contentInstance> with contentInfo
	TP/oneM2M/AE/DMR/CRE/003_CNF

	
	
	
	
	

	
	
	AE/DMR/00002/00004
	Retrieve <contentInstance> resource targeting the <contentInstance> resource
	TP/oneM2M/AE/DMR/RET/005

	
	
	AE/DMR/00002/00005
	Retrieve oldest <contentInstance> resource targeting the <oldest> resource
	TP/oneM2M/AE/DMR/RET/002

	
	
	AE/DMR/00002/00006
	Retrieve latest <contentInstance> resource targeting the <latest> resource
	TP/oneM2M/AE/DMR/RET/003


	
	
	AE/DMR/00002/00007
	Delete <contentInstance>
	TP/oneM2M/AE/DMR/DEL/004

	
	
	AE/DMR/00002/00008
	Delete oldest <contentInstance> resource targeting the <oldest> resource
	TP/oneM2M/AE/DMR/DEL/001


	
	
	AE/DMR/00002/00009
	Delete latest <contentInstance> resource targeting the <latest> resource
	TP/oneM2M/AE/DMR/DEL/002



================ End of  1st  Part: Test Purposes ==================
================ Start of  2nd   Part: Test Purposes ==================
5.8.3
Fundamental feature sets
Table 5.8.3-1: Fundamental feature sets for gateway as MN
	Function
	Feature Set
	Feature
	Remark
	

	GEN
	CE/GEN/00001
	CE/GEN/00001/00001
	Unstructured resource id
	TP/oneM2M/CSE/GEN/CRE/001_CSR

TP/oneM2M/CSE/GEN/CRE/001_SPR

TP/oneM2M/CSE/GEN/CRE/001_ABS

TP/oneM2M/CSE/GEN/UPD/001_CSR

TP/oneM2M/CSE/GEN/UPD/001_SPR

TP/oneM2M/CSE/GEN/UPD/001_ABS

TP/oneM2M/CSE/GEN/RET/001_CSR

TP/oneM2M/CSE/GEN/RET/001_SPR

TP/oneM2M/CSE/GEN/RET/001_ABS

TP/oneM2M/CSE/GEN/DEL/001_CSR

TP/oneM2M/CSE/GEN/DEL/001_SPR

TP/oneM2M/CSE/GEN/DEL/001_ABS

	
	
	CE/GEN/00001/00002
	Structured resource id
	TP/oneM2M/CSE/GEN/CRE/002_CSR

TP/oneM2M/CSE/GEN/CRE/002_SPR

TP/oneM2M/CSE/GEN/CRE/002_ABS

TP/oneM2M/CSE/GEN/UPD/002_CSR

TP/oneM2M/CSE/GEN/UPD/002_SPR

TP/oneM2M/CSE/GEN/UPD/002_ABS

TP/oneM2M/CSE/GEN/RET/002_CSR

TP/oneM2M/CSE/GEN/RET/002_SPR

TP/oneM2M/CSE/GEN/RET/002_ABS

TP/oneM2M/CSE/GEN/DEL/002_CSR

TP/oneM2M/CSE/GEN/DEL/002_SPR

TP/oneM2M/CSE/GEN/DEL/002_ABS

	
	CE/GEN/00002
	CE/GEN/00002/00001
	Support blocking request
	

	REG
	CE/REG/00001
	CE/REG/00001/00001
	Support <CSEBase> resource with attributes multiplicity equals 1[1].
	TP/oneM2M/CSE/REG/CRE/021

TP/oneM2M/CSE/REG/RET/001
TP/oneM2M/CSE/REG/RET/008

TP/oneM2M/CSE/REG/UPD/001

TP/oneM2M/CSE/REG/DEL/001

	
	
	CE/REG/00001/00002
	Support the cseType attribute of <CSEBase> resource
	TP/oneM2M/CSE/REG/RET/002_CST
TP/oneM2M/CSE/REG/RET/005


	
	
	
	
	

	
	CE/REG/00002
	CE/REG/00002/00001
	Support <AE> resource with attributes multiplicity equals 1[1]
	TP/oneM2M/CSE/REG/RET/003
TP/oneM2M/CSE/REG/DEL/003

TP/oneM2M/CSE/DMR/RET/013_AE

TP/oneM2M/CSE/DMR/UPD/016_AE/ET

TP/oneM2M/CSE/DMR/UPD/016_AE/RR

	
	
	CE/REG/00002/00002
	· AE registration/de-registration without a pre-assigned AE-ID in the registration request and where the AE-ID Stem is configured with ‘C’.
	TP/oneM2M/CSE/REG/CRE/004





TP/oneM2M/CSE/REG/CRE/011

TP/oneM2M/CSE/REG/CRE/016

TP/oneM2M/CSE/REG/CRE/017_API

TP/oneM2M/CSE/REG/CRE/017_RR

TP/oneM2M/CSE/REG/CRE/022

TP/oneM2M/CSE/REG/CRE/023

	
	
	CE/REG/00002/00003
	AE registration/de-registration without a pre-assigned AE-ID in the registration request and where the AE-ID Stem is configured with ‘S’.
	

	
	
	CE/REG/00002/00004
	AE registration/de-registration without a pre-assigned AE-ID in the registration request and where no AE-ID Stem is included.
	

	
	
	CE/REG/00002/00005
	AE registration/de-registration without a pre-assigned AE-ID in the registration request and where the AE-ID Stem is configured with ‘S’ and where announcement to an IN-CSE is needed to get an AE-ID assigned
	

	
	
	CE/DIS/00001/00006
	Support the labels attribute of <AE> resource
	TP/oneM2M/CSE/REG/CRE/012_AE/LBL
TP/oneM2M/CSE/REG/RET/004_LBL

TP/oneM2M/CSE/DMR/UPD/015_AE/LBL

	
	
	CE/REG/00002/00007
	Support the applicationName attribute of <AE> resource
	TP/oneM2M/CSE/REG/CRE/012_AE/APN

TP/oneM2M/CSE/REG/RET/004_APN

TP/oneM2M/CSE/DMR/UPD/015_AE/APN



	
	
	CE/REG/00002/00008
	Support the pointOfAccess attribute of <AE> resource
	TP/oneM2M/CSE/REG/CRE/012_AE/POA

TP/oneM2M/CSE/REG/RET/004_POA

TP/oneM2M/CSE/DMR/UPD/015_AE/POA



	
	
	CE/REG/00002/00009
	AE registration with pre-assigned AE-ID
	TP/oneM2M/CSE/REG/CRE/001
TP/oneM2M/CSE/REG/CRE/002



	
	CE/REG/00004
	CE/REG/00004/00001
	Support <remoteCSE> resource with attributes multiplicity equals 1[1]
	TP/oneM2M/CSE/REG/CRE/018

TP/oneM2M/CSE/REG/CRE/019

TP/oneM2M/CSE/REG/CRE/025

TP/oneM2M/CSE/REG/RET/006


TP/oneM2M/CSE/DMR/UPD/016_CSR/ET

TP/oneM2M/CSE/DMR/UPD/016_CSR/RR

	
	
	CE/DIS/00001/00006
	Support the labels attribute of <remoteCSE> resource
	TP/oneM2M/CSE/REG/CRE/013_LBL

TP/oneM2M/CSE/REG/CRE/028_LBL
TP/oneM2M/CSE/REG/RET/007_LBL
TP/oneM2M/CSE/REG/UPD/002_LBL

	
	
	CE/REG/00004/00002
	Support the cseType attribute of <remoteCSE> resource
	TP/oneM2M/CSE/REG/CRE/013_CST

TP/oneM2M/CSE/REG/CRE/027

TP/oneM2M/CSE/REG/RET/007_CST


	
	
	CE/REG/00004/00003
	Support the pointOfAccess attribute of <remoteCSE> resource
	TP/oneM2M/CSE/REG/CRE/013_POA

TP/oneM2M/CSE/REG/CRE/028_POA
TP/oneM2M/CSE/REG/RET/007_POA

TP/oneM2M/CSE/REG/UPD/002_POA

	
	
	CE/REG/00004/00004
	Support the nodeLink attribute of <remoteCSE> resource
	TP/oneM2M/CSE/REG/CRE/013_NL

TP/oneM2M/CSE/REG/CRE/028_NL
TP/oneM2M/CSE/REG/RET/007_NL

TP/oneM2M/CSE/REG/UPD/002_NL

	
	CE/REG/00005
	CE/REG/00005/00001
	The Creation with <remoteCSE> resource for CSE registration with mandatory attributes[2] for Create and locally create <remoteCSE> that represents the Regstree CSE
	TP/oneM2M/CSE/REG/CRE/024

TP/oneM2M/CSE/DMR/RET/013_CSR



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	
	
	
	
	


	
	
	
	
	


	
	
	
	
	


	
	
	CE/DIS/00001/00006
	Update the <remoteCSE> with labels
	
TP/oneM2M/CSE/DMR/UPD/015_CSR/LBL



	
	
	
	
	

	
	
	CE/REG/00005/00006
	Update the <remoteCSE> with pointOfAccess attribute
	
TP/oneM2M/CSE/DMR/UPD/015_CSR/POA



	
	
	
	
	

	
	
	CE/REG/00005/00008
	Update the <remoteCSE> with nodeLink attribute
	
TP/oneM2M/CSE/DMR/UPD/015_CSR/NL

	
	
	CE/REG/00005/00001
	Delete the <remoteCSE> resource on the Registrar, also delete the <remoteCSE> resource on the Registree
	TP/oneM2M/CSE/REG/DEL/004

	
	
	CE/REG/00005/00009
	Retrieve the <remoteCSE> resource
	TP/oneM2M/CSE/REG/RET/009

	DMR
	CE/DMR/00001
	CE/DMR/00001/00001
	Support <container> resource with attributes multiplicity equals 1[1]
	TP/oneM2M/CSE/DMR/CRE/001_CNT/CB

TP/oneM2M/CSE/DMR/CRE/001_CNT/AE

TP/oneM2M/CSE/DMR/CRE/001_CNT/CNT

TP/oneM2M/CSE/DMR/CRE/002_CNT
TP/oneM2M/CSE/DMR/CRE/003_CNT
TP/oneM2M/CSE/DMR/CRE/007
TP/oneM2M/CSE/DMR/CRE/008
TP/oneM2M/CSE/DMR/CRE/009

TP/oneM2M/CSE/DMR/CRE/010
TP/oneM2M/CSE/DMR/CRE/011

TP/oneM2M/CSE/DMR/CRE/014_CNT_CIN
TP/oneM2M/CSE/DMR/RET/001_CNT

TP/oneM2M/CSE/DMR/RET/013_CNT
TP/oneM2M/CSE/DMR/UPD/001_CNT/LBL

TP/oneM2M/CSE/DMR/UPD/002_CNT/LBL
TP/oneM2M/CSE/DMR/UPD/003_CNT/LBL
TP/oneM2M/CSE/DMR/UPD/004_CNT/ET/MNI/LBL
TP/oneM2M/CSE/DMR/UPD/005
TP/oneM2M/CSE/DMR/UPD/007_CNT/CT

TP/oneM2M/CSE/DMR/UPD/009_CNT/EXC

TP/oneM2M/CSE/DMR/UPD/010
TP/oneM2M/CSE/DMR/UPD/016_CNT/ET
TP/oneM2M/CSE/DMR/DEL/001_CNT
TP/oneM2M/CSE/DMR/DEL/005
TP/oneM2M/CSE/DMR/DEL/006

	
	
	CE/DIS/00001/00006
	Support the labels attribute of <container> resource
	TP/oneM2M/CSE/DMR/CRE/012_CNT/LBL
TP/oneM2M/CSE/DMR/UPD/014_CNT/LBL
TP/oneM2M/CSE/DMR/UPD/015_CNT/LBL

	
	
	CE/DMR/00001/00001
	Support the creator attribute of <container> resource
	TP/oneM2M/CSE/DMR/CRE/012_CNT/CR

	
	
	CE/DMR/00001/00002
	Support the maxNrOfInstances attribute of <container> resource
	TP/oneM2M/CSE/DMR/CRE/005_MNI
TP/oneM2M/CSE/DMR/CRE/006_MNI

TP/oneM2M/CSE/DMR/CRE/012_CNT/MNI
TP/oneM2M/CSE/DMR/UPD/014_CNT/MNI
TP/oneM2M/CSE/DMR/UPD/015_CNT/MNI

	
	
	CE/DMR/00001/00003
	Support the maxByteSize attribute of <container> resource
	TP/oneM2M/CSE/DMR/CRE/005_MBS
TP/oneM2M/CSE/DMR/CRE/006_MBS

TP/oneM2M/CSE/DMR/CRE/012_CNT/MBS
TP/oneM2M/CSE/DMR/CRE/013

TP/oneM2M/CSE/DMR/UPD/014_CNT/MBS
TP/oneM2M/CSE/DMR/UPD/015_CNT/MBS

	
	
	CE/DMR/00001/00004
	Support the maxInstanceAge attribute of <container> resource
	TP/oneM2M/CSE/DMR/CRE/005_MIA
TP/oneM2M/CSE/DMR/CRE/006_MIA
TP/oneM2M/CSE/DMR/CRE/012_CNT/MIA
TP/oneM2M/CSE/DMR/UPD/014_CNT/MIA
TP/oneM2M/CSE/DMR/UPD/015_CNT/MIA

	
	CE/DMR/00002
	CE/DMR/00002/00001
	Support <contentInstance> resource with attributes multiplicity equals 1[1]
	TP/oneM2M/CSE/DMR/CRE/001_CIN/CNT

TP/oneM2M/CSE/DMR/RET/001_CIN
TP/oneM2M/CSE/DMR/UPD/011

TP/oneM2M/CSE/DMR/DEL/001_CIN

	
	
	CE/DIS/00001/00006
	Support the labels attribute of <contentInstance> resource
	TP/oneM2M/CSE/DMR/CRE/012_CIN/LBL

	
	
	CE/DMR/00002/00001
	Support the creator attribute of <contentInstance> resource
	TP/oneM2M/CSE/DMR/CRE/012_CIN/CR

	
	
	CE/DMR/00002/00002
	Support the contentInfo attribute of <contentInstance> resource 
	TP/oneM2M/CSE/DMR/CRE/012_CIN/CNF

	
	
	CE/DMR/00002/00004
	Retrieve and Delete of latest <contentInstance> resource by <latest> virtual resource
	TP/oneM2M/CSE/DMR/RET/012
TP/oneM2M/CSE/DMR/UPD/012
TP/oneM2M/CSE/DMR/DEL/007

	
	
	CE/DMR/00002/00057
	Retrieve and Delete of oldest <contentInstance> resource by <oldest> virtual resource
	TP/oneM2M/CSE/DMR/RET/010

TP/oneM2M/CSE/DMR/UPD/013
TP/oneM2M/CSE/DMR/DEL/009

	SUB
	CE/SUB/00001
	CE/SUB/00001/00001
	The Support of <subscription> resource with attributes multiplicity equals 1[1]
	TP/oneM2M/CSE/DMR/CRE/001_SUB/CB

TP/oneM2M/CSE/DMR/CRE/001_SUB/AE

TP/oneM2M/CSE/DMR/CRE/001_SUB/CNT

TP/oneM2M/CSE/DMR/CRE/001_SUB/ACP
TP/oneM2M/CSE/DMR/CRE/001_SUB/CSR


TP/oneM2M/CSE/DMR/CRE/002_SUB
TP/oneM2M/CSE/DMR/CRE/003_SUB
TP/oneM2M/CSE/DMR/RET/001_SUB

TP/oneM2M/CSE/DMR/RET/013_SUB
TP/oneM2M/CSE/DMR/UPD/001_SUB/LBL

TP/oneM2M/CSE/DMR/UPD/002_SUB/LBL

TP/oneM2M/CSE/DMR/UPD/003_SUB/LBL

TP/oneM2M/CSE/DMR/UPD/004_SUB/ET/LBL/EXC

TP/oneM2M/CSE/DMR/UPD/007_SUB/CT

TP/oneM2M/CSE/DMR/UPD/008_SUB/NU

TP/oneM2M/CSE/DMR/UPD/009_SUB/MNI

TP/oneM2M/CSE/DMR/UPD/016_SUB/ET

TP/oneM2M/CSE/DMR/UPD/016_SUB/NU

TP/oneM2M/CSE/DMR/UPD/016_SUB/NCT
TP/oneM2M/CSE/DMR/DEL/001_SUB

	
	
	CE/DIS/00001/00006
	Support the labels attribute of <subscription> resource.
	TP/oneM2M/CSE/DMR/CRE/012_SUB/LBL

TP/oneM2M/CSE/DMR/UPD/014_SUB/LBL

TP/oneM2M/CSE/DMR/UPD/015_SUB/LBL



	
	
	CE/SUB/00001/00001
	Support the creator attribute of <subscription> resource
	TP/oneM2M/CSE/DMR/CRE/012_SUB/CR



	
	
	
	
	


	
	CE/SUB/00004
	CE/SUB/00004/00001
	Notify the address indicated in notificationURI with notification elements multiplicity equals 1[2]
	TP/oneM2M/CSE/SUB/CRE/001_SUB

TP/oneM2M/CSE/SUB/CRE/001_CIN

TP/oneM2M/CSE/SUB/CRE/003



	
	
	CE/SUB/00004/00002
	Notify with notificationEvent/representation set in the notification
	TP/oneM2M/CSE/SUB/CRE/005

TP/oneM2M/CSE/SUB/UPD/001

TP/oneM2M/CSE/SUB/DEL/001


	
	
	CE/SUB/00004/00003
	Notify with creator set in the notification
	TP/oneM2M/CSE/SUB/CRE/004

	SEC
	CE/SEC/00001
	CE/SEC/00001/00001
	Support <accessControlPolicy> resource with attributes multiplicity equals 1[1]
	TP/oneM2M/CSE/DMR/CRE/001_ACP/CB

TP/oneM2M/CSE/DMR/CRE/001_ACP/AE

TP/oneM2M/CSE/DMR/CRE/002_ACP
TP/oneM2M/CSE/DMR/CRE/003_ACP
TP/oneM2M/CSE/DMR/RET/001_ACP

TP/oneM2M/CSE/DMR/RET/013_ACP
TP/oneM2M/CSE/DMR/UPD/001_ACP/LBL

TP/oneM2M/CSE/DMR/UPD/002_ACP/LBL
TP/oneM2M/CSE/DMR/UPD/003_ACP/LBL


TP/oneM2M/CSE/DMR/UPD/007_ACP/CT

TP/oneM2M/CSE/DMR/UPD/008_ACP/PV

TP/oneM2M/CSE/DMR/UPD/009_ACP/EXC
TP/oneM2M/CSE/DMR/UPD/016_ACP/ET

TP/oneM2M/CSE/DMR/UPD/016_ACP/PV

TP/oneM2M/CSE/DMR/UPD/016_ACP/PVS
TP/oneM2M/CSE/DMR/DEL/001_ACP

TP/oneM2M/CSE/SEC/ACP/CRE/001
TP/oneM2M/CSE/SEC/ACP/CRE/002

TP/oneM2M/CSE/SEC/ACP/CRE/003

TP/oneM2M/CSE/SEC/ACP/CRE/004

	
	
	CE/DIS/00001/00006
	Support the labels attribute of <accessControlPolicy> resource
	TP/oneM2M/CSE/DMR/CRE/012_ACP/LBL
TP/oneM2M/CSE/DMR/UPD/014_ACP/LBL
TP/oneM2M/CSE/DMR/UPD/015_ACP/LBL


	
	CE/SEC/00002
	CE/SEC/00002/00001
	Support accessControlPolicyIDs attribute for <resource> that the Implementation supports.
	TP/oneM2M/CSE/DMR/CRE/012_SUB/ACPI

TP/oneM2M/CSE/DMR/CRE/012_CNT/ACPI

TP/oneM2M/CSE/DMR/UPD/014_CNT/ACPI
TP/oneM2M/CSE/DMR/UPD/014_SUB/ACPI
TP/oneM2M/CSE/DMR/UPD/015_AE/ACPI

TP/oneM2M/CSE/DMR/UPD/015_CNT/ACPI

TP/oneM2M/CSE/DMR/UPD/015_SUB/ACPI
TP/oneM2M/CSE/SEC/ACP/UPD/001

TP/oneM2M/CSE/SEC/ACP/UPD/002

	
	
	CE/SEC/00002/00002
	Support  access control decision and enforcement making on the Hosting CSE
	TP/oneM2M/CSE/DMR/CRE/004_CNT

TP/oneM2M/CSE/DMR/CRE/004_ACP

TP/oneM2M/CSE/DMR/CRE/004_SUB
TP/oneM2M/CSE/DMR/RET/003_ACP
TP/oneM2M/CSE/DMR/RET/003_CNT

TP/oneM2M/CSE/DMR/RET/003_SUB
TP/oneM2M/CSE/DMR/RET/014_ACP

TP/oneM2M/CSE/DMR/RET/014_AE

TP/oneM2M/CSE/DMR/RET/014_CNT

TP/oneM2M/CSE/DMR/RET/014_CSR

TP/oneM2M/CSE/DMR/RET/014_SUB
TP/oneM2M/CSE/DMR/UPD/006_CNT/LBL

TP/oneM2M/CSE/DMR/UPD/006_ACP/LBL

TP/oneM2M/CSE/DMR/UPD/006_SUB/LBL
TP/oneM2M/CSE/DMR/DEL/002_CNT

TP/oneM2M/CSE/DMR/DEL/002_ACP

TP/oneM2M/CSE/DMR/DEL/002_SUB
TP/oneM2M/CSE/SUB/CRE/002
TP/oneM2M/CSE/SEC/ACP/001_CRE

TP/oneM2M/CSE/SEC/ACP/001_UPD

TP/oneM2M/CSE/SEC/ACP/001_RET

TP/oneM2M/CSE/SEC/ACP/001_DEL

TP/oneM2M/CSE/SEC/ACP/002_CRE

TP/oneM2M/CSE/SEC/ACP/002_UPD

TP/oneM2M/CSE/SEC/ACP/002_RET

TP/oneM2M/CSE/SEC/ACP/002_DEL

TP/oneM2M/CSE/SEC/ACP/003_CRE

TP/oneM2M/CSE/SEC/ACP/003_UPD

TP/oneM2M/CSE/SEC/ACP/003_RET

TP/oneM2M/CSE/SEC/ACP/003_DEL

TP/oneM2M/CSE/SEC/ACP/004_CRE

TP/oneM2M/CSE/SEC/ACP/004_UPD

TP/oneM2M/CSE/SEC/ACP/004_RET

TP/oneM2M/CSE/SEC/ACP/004_DEL

TP/oneM2M/CSE/SEC/ACP/005_CRE

TP/oneM2M/CSE/SEC/ACP/005_UPD

TP/oneM2M/CSE/SEC/ACP/005_RET

TP/oneM2M/CSE/SEC/ACP/005_DEL

TP/oneM2M/CSE/SEC/ACP/006_CRE

TP/oneM2M/CSE/SEC/ACP/006_UPD

TP/oneM2M/CSE/SEC/ACP/006_RET

TP/oneM2M/CSE/SEC/ACP/006_DEL









TP/oneM2M/CSE/SEC/ACP/009_CRE

TP/oneM2M/CSE/SEC/ACP/009_UPD

TP/oneM2M/CSE/SEC/ACP/009_RET

TP/oneM2M/CSE/SEC/ACP/009_DEL

TP/oneM2M/CSE/SEC/ACP/010_CRE

TP/oneM2M/CSE/SEC/ACP/010_UPD

TP/oneM2M/CSE/SEC/ACP/010_RET

TP/oneM2M/CSE/SEC/ACP/010_DEL

TP/oneM2M/CSE/SEC/ACP/011_CRE

TP/oneM2M/CSE/SEC/ACP/011_UPD

TP/oneM2M/CSE/SEC/ACP/011_RET

TP/oneM2M/CSE/SEC/ACP/011_DEL

TP/oneM2M/CSE/SEC/ACP/012_CRE

TP/oneM2M/CSE/SEC/ACP/012_UPD

TP/oneM2M/CSE/SEC/ACP/012_RET

TP/oneM2M/CSE/SEC/ACP/012_DEL


================ End of  2nd   Part: Test Purposes ==================
================ Start of  3rd  Part: Test Purposes ==================
5.6.3
Fundamental feature sets

Table 5.6.3-1: Fundamental feature set for IN Profile
	Function
	Feature Set
	Feature
	Remark
	

	GEN
	CE/GEN/00001
	CE/GEN/00001/00001
	Support Unstructured resource identifier
	TP/oneM2M/CSE/GEN/CRE/001_CSR

TP/oneM2M/CSE/GEN/CRE/001_SPR

TP/oneM2M/CSE/GEN/CRE/001_ABS

TP/oneM2M/CSE/GEN/UPD/001_CSR

TP/oneM2M/CSE/GEN/UPD/001_SPR

TP/oneM2M/CSE/GEN/UPD/001_ABS

TP/oneM2M/CSE/GEN/RET/001_CSR

TP/oneM2M/CSE/GEN/RET/001_SPR

TP/oneM2M/CSE/GEN/RET/001_ABS

TP/oneM2M/CSE/GEN/DEL/001_CSR

TP/oneM2M/CSE/GEN/DEL/001_SPR

TP/oneM2M/CSE/GEN/DEL/001_ABS


	
	
	CE/GEN/00001/00002
	Support Structured resource identifier
	TP/oneM2M/CSE/GEN/CRE/002_CSR

TP/oneM2M/CSE/GEN/CRE/002_SPR

TP/oneM2M/CSE/GEN/CRE/002_ABS

TP/oneM2M/CSE/GEN/UPD/002_CSR

TP/oneM2M/CSE/GEN/UPD/002_SPR

TP/oneM2M/CSE/GEN/UPD/002_ABS

TP/oneM2M/CSE/GEN/RET/002_CSR

TP/oneM2M/CSE/GEN/RET/002_SPR

TP/oneM2M/CSE/GEN/RET/002_ABS

TP/oneM2M/CSE/GEN/DEL/002_CSR

TP/oneM2M/CSE/GEN/DEL/002_SPR

TP/oneM2M/CSE/GEN/DEL/002_ABS

	GEN
	CE/GEN/00002
	CE/GEN/00002/00001
	Support blocking request
	

	REG
	CE/REG/00001
	CE/REG/00001/00001
	Support <CSEBase> resource.
	TP/oneM2M/CSE/REG/CRE/021

TP/oneM2M/CSE/REG/RET/001
TP/oneM2M/CSE/REG/RET/008

TP/oneM2M/CSE/REG/UPD/001

TP/oneM2M/CSE/REG/DEL/001

	
	
	CE/REG/00001/00002
	Support the cseType attribute of <CSEBase> 
	TP/oneM2M/CSE/REG/RET/002_CST
TP/oneM2M/CSE/REG/RET/005

	
	
	
	
	

	
	CE/REG/00002
	CE/REG/00002/00001
	Support <AE> resource
	TP/oneM2M/CSE/REG/RET/003
TP/oneM2M/CSE/REG/DEL/003
TP/oneM2M/CSE/DMR/RET/013_AE

TP/oneM2M/CSE/DMR/UPD/016_AE/ET

TP/oneM2M/CSE/DMR/UPD/016_AE/RR

	
	
	CE/REG/00002/00002
	AE registration/de-registration without a pre-assigned AE-ID in the registration request and where the AE-ID Stem is configured with ‘C’.
	TP/oneM2M/CSE/REG/CRE/004

TP/oneM2M/CSE/REG/CRE/011

TP/oneM2M/CSE/REG/CRE/016

TP/oneM2M/CSE/REG/CRE/017_API

TP/oneM2M/CSE/REG/CRE/017_RR

TP/oneM2M/CSE/REG/CRE/022

TP/oneM2M/CSE/REG/CRE/023

	
	
	CE/REG/00002/00003
	AE registration/de-registration without a pre-assigned AE-ID in the registration request and where the AE-ID Stem is configured with ‘S’.
	

	
	
	CE/REG/00002/00004
	AE registration/de-registration without a pre-assigned AE-ID in the registration request and where no AE-ID Stem is included.
	

	
	
	CE/REG/00002/00005
	AE registration/de-registration without a pre-assigned AE-ID in the registration request and where the AE-ID Stem is configured with ‘S’ and where announcement to an IN-CSE is needed to get an AE-ID assigned
	

	
	
	CE/DIS/00001/00006
	Support the labels attribute of <AE> resource
	TP/oneM2M/CSE/REG/CRE/012_AE/LBL
TP/oneM2M/CSE/REG/RET/004_LBL

TP/oneM2M/CSE/DMR/UPD/015_AE/LBL

	
	
	CE/REG/00002/00007
	Support the applicationName attribute of <AE> resource
	TP/oneM2M/CSE/REG/CRE/012_AE/APN

TP/oneM2M/CSE/REG/RET/004_APN
TP/oneM2M/CSE/DMR/UPD/015_AE/APN



	
	
	CE/REG/00002/00008
	Support the pointOfAccess attribute of <AE> resource
	TP/oneM2M/CSE/REG/CRE/012_AE/POA

TP/oneM2M/CSE/REG/RET/004_POA
TP/oneM2M/CSE/DMR/UPD/015_AE/POA



	
	
	CE/REG/00002/00009
	AE registration with pre-assigned AE-ID
	TP/oneM2M/CSE/REG/CRE/001
TP/oneM2M/CSE/REG/CRE/002


	
	CE/REG/00004
	CE/REG/00004/00001
	Support <remoteCSE> resource with attributes multiplicity equals 1[1]
	TP/oneM2M/CSE/REG/CRE/018

TP/oneM2M/CSE/REG/CRE/019

TP/oneM2M/CSE/REG/CRE/025

TP/oneM2M/CSE/REG/RET/006
TP/oneM2M/CSE/DMR/RET/013_CSR


TP/oneM2M/CSE/DMR/UPD/016_CSR/ET

TP/oneM2M/CSE/DMR/UPD/016_CSR/RR

	
	
	CE/DIS/00001/00006
	Support the labels attribute of <remoteCSE> resource
	TP/oneM2M/CSE/REG/CRE/013_LBL

TP/oneM2M/CSE/REG/CRE/028_LBL
TP/oneM2M/CSE/REG/RET/007_LBL
TP/oneM2M/CSE/REG/UPD/002_LBL
TP/oneM2M/CSE/DMR/UPD/015_CSR/LBL

	
	
	CE/REG/00004/00002
	Support the cseType attribute of <remoteCSE> resource
	TP/oneM2M/CSE/REG/CRE/013_CST

TP/oneM2M/CSE/REG/RET/007_CST

	
	
	CE/REG/00004/00003
	Support the pointOfAccess attribute of <remoteCSE> resource
	TP/oneM2M/CSE/REG/CRE/013_POA

TP/oneM2M/CSE/REG/CRE/028_POA

TP/oneM2M/CSE/REG/RET/007_POA

TP/oneM2M/CSE/REG/UPD/002_POA
TP/oneM2M/CSE/DMR/UPD/015_CSR/POA

	
	
	CE/REG/00004/00004
	Support the nodeLink attribute of <remoteCSE> resource
	TP/oneM2M/CSE/REG/CRE/013_NL

TP/oneM2M/CSE/REG/CRE/028_NL

TP/oneM2M/CSE/REG/RET/007_NL

TP/oneM2M/CSE/REG/UPD/002_NL
TP/oneM2M/CSE/DMR/UPD/015_CSR/NL

	DMR
	CE/DMR/00001
	CE/DMR/00001/00001
	Support <container> resource with attributes multiplicity equals 1[1]
	TP/oneM2M/CSE/DMR/CRE/001_CNT/CB

TP/oneM2M/CSE/DMR/CRE/001_CNT/AE

TP/oneM2M/CSE/DMR/CRE/001_CNT/CNT

TP/oneM2M/CSE/DMR/CRE/002_CNT
TP/oneM2M/CSE/DMR/CRE/003_CNT
TP/oneM2M/CSE/DMR/CRE/007
TP/oneM2M/CSE/DMR/CRE/008
TP/oneM2M/CSE/DMR/CRE/009

TP/oneM2M/CSE/DMR/CRE/010
TP/oneM2M/CSE/DMR/CRE/011

TP/oneM2M/CSE/DMR/CRE/014_CNT_CIN
TP/oneM2M/CSE/DMR/RET/001_CNT

TP/oneM2M/CSE/DMR/RET/013_CNT
TP/oneM2M/CSE/DMR/UPD/001_CNT/LBL

TP/oneM2M/CSE/DMR/UPD/002_CNT/LBL
TP/oneM2M/CSE/DMR/UPD/003_CNT/LBL
TP/oneM2M/CSE/DMR/UPD/004_CNT/ET/MNI/LBL
TP/oneM2M/CSE/DMR/UPD/005
TP/oneM2M/CSE/DMR/UPD/007_CNT/CT

TP/oneM2M/CSE/DMR/UPD/009_CNT/EXC

TP/oneM2M/CSE/DMR/UPD/010
TP/oneM2M/CSE/DMR/UPD/016_CNT/ET
TP/oneM2M/CSE/DMR/DEL/001_CNT
TP/oneM2M/CSE/DMR/DEL/005
TP/oneM2M/CSE/DMR/DEL/006

	
	
	CE/DIS/00001/00006
	Support the labels attribute of <container> resource
	TP/oneM2M/CSE/DMR/CRE/012_CNT/LBL
TP/oneM2M/CSE/DMR/UPD/014_CNT/LBL
TP/oneM2M/CSE/DMR/UPD/015_CNT/LBL



	
	
	CE/DMR/00002/00001
	Support the creator attribute of <container> resource
	TP/oneM2M/CSE/DMR/CRE/012_CNT/CR

	
	
	CE/DMR/00001/00002
	Support the maxNrOfInstances attribute of <container> resource
	TP/oneM2M/CSE/DMR/CRE/005_MNI
TP/oneM2M/CSE/DMR/CRE/006_MNI
TP/oneM2M/CSE/DMR/CRE/012_CNT/MNI
TP/oneM2M/CSE/DMR/UPD/014_CNT/MNI
TP/oneM2M/CSE/DMR/UPD/015_CNT/MNI


	
	
	CE/DMR/00001/00003
	Support the maxByteSize attribute of <container> resource
	TP/oneM2M/CSE/DMR/CRE/005_MBS
TP/oneM2M/CSE/DMR/CRE/006_MBS
TP/oneM2M/CSE/DMR/CRE/012_CNT/MBS
TP/oneM2M/CSE/DMR/CRE/013

TP/oneM2M/CSE/DMR/UPD/014_CNT/MBS
TP/oneM2M/CSE/DMR/UPD/015_CNT/MBS


	
	
	CE/DMR/00001/00004
	Support the maxInstanceAge attribute of <container> resource
	TP/oneM2M/CSE/DMR/CRE/005_MIA
TP/oneM2M/CSE/DMR/CRE/006_MIA
TP/oneM2M/CSE/DMR/CRE/012_CNT/MIA
TP/oneM2M/CSE/DMR/UPD/014_CNT/MIA
TP/oneM2M/CSE/DMR/UPD/015_CNT/MIA

	
	CE/DMR/00002
	CE/DMR/00002/00001
	Support <contentInstance> resource with attributes multiplicity equals 1[1]
	TP/oneM2M/CSE/DMR/CRE/001_CIN/CNT

TP/oneM2M/CSE/DMR/RET/001_CIN
TP/oneM2M/CSE/DMR/UPD/011
TP/oneM2M/CSE/DMR/DEL/001_CIN

	
	
	CE/DIS/00001/00006
	Support the labels attribute of <contentInstance> resource
	TP/oneM2M/CSE/DMR/CRE/012_CIN/LBL

	
	
	CE/DMR/00002/00001
	Support the creator attribute of <contentInstance> resource
	TP/oneM2M/CSE/DMR/CRE/012_CIN/CR


	
	
	CE/DMR/00002/00002
	Support the contentInfo attribute of <contentInstance> resource 
	TP/oneM2M/CSE/DMR/CRE/012_CIN/CNF

	
	
	CE/DMR/00002/00004
	Retrieve and Delete of latest <contentInstance> resource by <latest> virtual resource
	TP/oneM2M/CSE/DMR/RET/012
TP/oneM2M/CSE/DMR/UPD/012
TP/oneM2M/CSE/DMR/DEL/007

	
	
	CE/DMR/00002/00057
	Retrieve and Delete of oldest <contentInstance> resource by <oldest> virtual resource
	TP/oneM2M/CSE/DMR/RET/010

TP/oneM2M/CSE/DMR/UPD/013
TP/oneM2M/CSE/DMR/DEL/009

	SUB
	CE/SUB/00001
	CE/SUB/00001/00001
	The Support of <subscription> resource with attributes multiplicity equals 1[1]
	TP/oneM2M/CSE/DMR/CRE/001_SUB/CB

TP/oneM2M/CSE/DMR/CRE/001_SUB/AE

TP/oneM2M/CSE/DMR/CRE/001_SUB/CNT

TP/oneM2M/CSE/DMR/CRE/001_SUB/ACP
TP/oneM2M/CSE/DMR/CRE/001_SUB/CSR

TP/oneM2M/CSE/DMR/CRE/002_SUB
TP/oneM2M/CSE/DMR/CRE/003_SUB
TP/oneM2M/CSE/DMR/RET/001_SUB

TP/oneM2M/CSE/DMR/RET/013_SUB
TP/oneM2M/CSE/DMR/UPD/001_SUB/LBL

TP/oneM2M/CSE/DMR/UPD/002_SUB/LBL

TP/oneM2M/CSE/DMR/UPD/003_SUB/LBL

TP/oneM2M/CSE/DMR/UPD/004_SUB/ET/LBL/EXC

TP/oneM2M/CSE/DMR/UPD/007_SUB/CT

TP/oneM2M/CSE/DMR/UPD/008_SUB/NU
TP/oneM2M/CSE/DMR/UPD/009_SUB/MNI

TP/oneM2M/CSE/DMR/UPD/016_SUB/ET

TP/oneM2M/CSE/DMR/UPD/016_SUB/NU

TP/oneM2M/CSE/DMR/UPD/016_SUB/NCT
TP/oneM2M/CSE/DMR/DEL/001_SUB

	
	
	CE/DIS/00001/00006
	Support the labels attribute of <subscription> resource.
	TP/oneM2M/CSE/DMR/CRE/012_SUB/LBL

TP/oneM2M/CSE/DMR/UPD/014_SUB/LBL

TP/oneM2M/CSE/DMR/UPD/015_SUB/LBL

	
	
	CE/SUB/00001/00001
	Support the creator attribute of <subscription> resource
	TP/oneM2M/CSE/DMR/CRE/012_SUB/CR



	
	
	
	
	


	
	CE/SUB/00004
	CE/SUB/00004/00001
	Notify the address indicated in notificationURI with notification elements multiplicity equals 1[2]
	TP/oneM2M/CSE/SUB/CRE/001_SUB

TP/oneM2M/CSE/SUB/CRE/001_CIN

TP/oneM2M/CSE/SUB/CRE/003



	
	
	CE/SUB/00004/00002
	Notify with notificationEvent/representation set in the notification
	TP/oneM2M/CSE/SUB/CRE/005

TP/oneM2M/CSE/SUB/UPD/001

TP/oneM2M/CSE/SUB/DEL/001


	
	
	CE/SUB/00004/00003
	Notify with creator set in the notification
	TP/oneM2M/CSE/SUB/CRE/004

	SEC
	CE/SEC/00001
	CE/SEC/00001/00001
	Support <accessControlPolicy> resource with attributes multiplicity equals 1[1]
	TP/oneM2M/CSE/DMR/CRE/001_ACP/CB

TP/oneM2M/CSE/DMR/CRE/001_ACP/AE


TP/oneM2M/CSE/DMR/CRE/002_ACP
TP/oneM2M/CSE/DMR/CRE/003_ACP
TP/oneM2M/CSE/DMR/RET/001_ACP

TP/oneM2M/CSE/DMR/RET/013_ACP
TP/oneM2M/CSE/DMR/UPD/001_ACP/LBL

TP/oneM2M/CSE/DMR/UPD/002_ACP/LBL
TP/oneM2M/CSE/DMR/UPD/003_ACP/LBL


TP/oneM2M/CSE/DMR/UPD/007_ACP/CT

TP/oneM2M/CSE/DMR/UPD/008_ACP/PVS

TP/oneM2M/CSE/DMR/UPD/009_ACP/EXC
TP/oneM2M/CSE/DMR/UPD/016_ACP/ET

TP/oneM2M/CSE/DMR/UPD/016_ACP/PV

TP/oneM2M/CSE/DMR/UPD/016_ACP/PVS
TP/oneM2M/CSE/DMR/DEL/001_ACP

TP/oneM2M/CSE/SEC/ACP/CRE/001
TP/oneM2M/CSE/SEC/ACP/CRE/002

TP/oneM2M/CSE/SEC/ACP/CRE/003

TP/oneM2M/CSE/SEC/ACP/CRE/004

	
	
	CE/DIS/00001/00006
	Support the labels attribute of <accessControlPolicy> resource
	TP/oneM2M/CSE/DMR/CRE/012_ACP/LBL
TP/oneM2M/CSE/DMR/UPD/014_ACP/LBL
TP/oneM2M/CSE/DMR/UPD/015_ACP/LBL


	
	CE/SEC/00002
	CE/SEC/00002/00001
	Support accessControlPolicyIDs attribute for <resource> that the Implementation supports.
	TP/oneM2M/CSE/DMR/CRE/012_SUB/ACPI

TP/oneM2M/CSE/DMR/CRE/012_CNT/ACPI

TP/oneM2M/CSE/DMR/UPD/014_CNT/ACPI
TP/oneM2M/CSE/DMR/UPD/014_SUB/ACPI
TP/oneM2M/CSE/DMR/UPD/015_AE/ACPI

TP/oneM2M/CSE/DMR/UPD/015_CNT/ACPI

TP/oneM2M/CSE/DMR/UPD/015_SUB/ACPI

TP/oneM2M/CSE/SEC/ACP/UPD/001

TP/oneM2M/CSE/SEC/ACP/UPD/002

	
	
	CE/SEC/00002/00002
	Support  access control decision and enforcement making on the Hosting CSE
	TP/oneM2M/CSE/DMR/CRE/004_CNT

TP/oneM2M/CSE/DMR/CRE/004_ACP

TP/oneM2M/CSE/DMR/CRE/004_SUB

TP/oneM2M/CSE/DMR/RET/003_ACP TP/oneM2M/CSE/DMR/RET/003_CNT TP/oneM2M/CSE/DMR/RET/003_SUB TP/oneM2M/CSE/DMR/RET/014_ACP

TP/oneM2M/CSE/DMR/RET/014_AE

TP/oneM2M/CSE/DMR/RET/014_CNT

TP/oneM2M/CSE/DMR/RET/014_CSR

TP/oneM2M/CSE/DMR/RET/014_SUB

TP/oneM2M/CSE/DMR/UPD/006_CNT/LBL

TP/oneM2M/CSE/DMR/UPD/006_ACP/LBL

TP/oneM2M/CSE/DMR/UPD/006_SUB/LBL
TP/oneM2M/CSE/DMR/DEL/002_CNT

TP/oneM2M/CSE/DMR/DEL/002_ACP

TP/oneM2M/CSE/DMR/DEL/002_SUB

TP/oneM2M/CSE/SUB/CRE/002
TP/oneM2M/CSE/SEC/ACP/001_CRE

TP/oneM2M/CSE/SEC/ACP/001_UPD

TP/oneM2M/CSE/SEC/ACP/001_RET

TP/oneM2M/CSE/SEC/ACP/001_DEL

TP/oneM2M/CSE/SEC/ACP/002_CRE

TP/oneM2M/CSE/SEC/ACP/002_UPD

TP/oneM2M/CSE/SEC/ACP/002_RET

TP/oneM2M/CSE/SEC/ACP/002_DEL

TP/oneM2M/CSE/SEC/ACP/003_CRE

TP/oneM2M/CSE/SEC/ACP/003_UPD

TP/oneM2M/CSE/SEC/ACP/003_RET

TP/oneM2M/CSE/SEC/ACP/003_DEL

TP/oneM2M/CSE/SEC/ACP/004_CRE

TP/oneM2M/CSE/SEC/ACP/004_UPD

TP/oneM2M/CSE/SEC/ACP/004_RET

TP/oneM2M/CSE/SEC/ACP/004_DEL

TP/oneM2M/CSE/SEC/ACP/005_CRE

TP/oneM2M/CSE/SEC/ACP/005_UPD

TP/oneM2M/CSE/SEC/ACP/005_RET

TP/oneM2M/CSE/SEC/ACP/005_DEL

TP/oneM2M/CSE/SEC/ACP/006_CRE

TP/oneM2M/CSE/SEC/ACP/006_UPD

TP/oneM2M/CSE/SEC/ACP/006_RET

TP/oneM2M/CSE/SEC/ACP/006_DEL









TP/oneM2M/CSE/SEC/ACP/009_CRE

TP/oneM2M/CSE/SEC/ACP/009_UPD

TP/oneM2M/CSE/SEC/ACP/009_RET

TP/oneM2M/CSE/SEC/ACP/009_DEL

TP/oneM2M/CSE/SEC/ACP/010_CRE

TP/oneM2M/CSE/SEC/ACP/010_UPD

TP/oneM2M/CSE/SEC/ACP/010_RET

TP/oneM2M/CSE/SEC/ACP/010_DEL

TP/oneM2M/CSE/SEC/ACP/011_CRE

TP/oneM2M/CSE/SEC/ACP/011_UPD

TP/oneM2M/CSE/SEC/ACP/011_RET

TP/oneM2M/CSE/SEC/ACP/011_DEL

TP/oneM2M/CSE/SEC/ACP/012_CRE

TP/oneM2M/CSE/SEC/ACP/012_UPD

TP/oneM2M/CSE/SEC/ACP/012_RET

TP/oneM2M/CSE/SEC/ACP/012_DEL


================ End of  3rd  Part: Test Purposes ==================
