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Introduction
This contribution is written for maintenance of TS-0017 Rel-3.
Change 1 is modifying reference TS-0004 version from V2.17.0 to V3.13.0.
Change 2 is proposing to put Subscription Verification feature in the capability statement table, since we did not have this feature however TS-0031 do have this information. And also removing trafficPattern, trafficPattern from the table, since TS-0001 V3.15.0 is no longer having this resources.
-----------------------Start of Change 1-------------------------------------------

2
References

2.1
Normative references

References are either specific (identified by date of publication and/or edition number or version number) or non‑specific. For specific references, only the cited version applies. For non-specific references, the latest version of the referenced document (including any amendments) applies.

The following referenced documents are necessary for the application of the present document.

[1]
oneM2M TS-0001 (V3.15.0): "Functional Architecture".

NOTE:
Available at http://ftp.onem2m.org/Work%20Programme/WI-0002/.
[2]
oneM2M TS-0004 (V3.13.0): "Service Layer Core Protocol Specification".
NOTE:
Available at http://ftp.onem2m.org/Work%20Programme/WI-0009/.

[3]
ISO/IEC 9646-7: "Information technology - Open Systems Interconnection - Conformance testing methodology and framework - Part 7: Implementation Conformance Statements".
[4]
oneM2M TS-0005 (V3.5.0): "Management Enablement (OMA)". 
NOTE:
Available at http://ftp.onem2m.org/Work%20Programme/WI-0010/.

[5]
oneM2M TS-0006 (V3.6.0): "Management Enablement (BBF)". 

NOTE:
Available at http://ftp.onem2m.org/Work%20Programme/WI-0010/.

[6]
oneM2M TS-0025 (V2.0.0): "Definition of product profiles". 
NOTE:
Available at http://ftp.onem2m.org/Work%20Programme/WI-0055/.
[7]
oneM2M TS-0015 (V2.0.1): "Testing Framework". 

NOTE:
Available at http://ftp.onem2m.org/Work%20Programme/WI-0027/.

-----------------------End of Change 1---------------------------------------------

-----------------------Start of Change 2-------------------------------------------
A.5
Tables
A.5.1
Functional Entities, Roles and Reference Points

oneM2M functional entities, roles, and reference points defined in oneM2M TS-0001 [1] are listed in table A.5.1-1, A5.1-2 and A.5.1-3, respectively.

Table A.5.1-1: oneM2M Functional Entities

	Item
	Entity Type
	Mnemonic
	Reference
	Condition
	Support

	1
	Application Entity
	
	[1] 5.2.1
	C.1
	O Yes  O No

	2
	Common Services Entity
	
	[1] 5.2.1
	C.1
	O Yes  O No

	C.1:
The IUT shall be explicitly checked which entity type is going to be tested.


Table A.5.1-2: oneM2M Node Role

	Item
	Node Type
	Mnemonic
	Reference
	Condition
	Support

	1
	ASN-CSE
	
	[1] 3.2, 

[2] 6.3.4.2.2,

[2] 7.3.4
	C.1
	O Yes  O No

	2
	MN-CSE
	
	[1] 3.2,

[2] 6.3.4.2.2,

[2] 7.3.4
	C.1
	O Yes  O No

	3
	IN-CSE
	
	[1] 3.2,

[2] 6.3.4.2.2,

[2] 7.3.4
	C.1
	O Yes  O No

	4
	ASN-AE
	
	[1] 3.2, [2] 7.3.4
	C.1
	O Yes  O No

	5
	MN-AE
	
	[1] 3.2, [2] 7.3.4
	C.1
	O Yes  O No

	6
	IN-AE
	
	[1] 3.2, [2] 7.3.4
	C.1
	O Yes  O No

	7
	ADN-AE
	
	[1] 3.2, [2] 7.3.4
	C.1
	O Yes  O No

	C.1:
The IUT shall be explicitly declared to one node role per testing session.


Table A.5.1-3: oneM2M Reference Points Supported per Node Role

	
	ASN-CSE
	MN-CSE
	IN-CSE
	ASN-AE
	MN-AE
	IN-AE
	ADN-AE

	Mca
	M
	M
	M
	M
	M
	M
	M

	Mcc
	M
	M
	M
	NA
	NA
	NA
	NA

	Mcn
	M
	M
	M
	NA
	NA
	NA
	NA

	Mcc'
	NA
	NA
	M
	NA
	NA
	NA
	NA

	M:
Mandatory to support the current reference point.

NA:
Not Applicable in current reference point.


A.5.2
Resource Addressing Methods

This clause presents resource addressing methods specified in the oneM2M standard. There are two different methods for addressing a resource within the oneM2M resource structure with three different variants each depending on the scope of the request to access the resource. The ways how the resource IDs shall be constructed in each case are as follows.
Table A.5.2-1: Resource Addressing Methods
	Item
	Resource Addressing Methods
	Mnemonic
	Reference
	Condition
	Support

	1
	Unstructured
	CSE-Relative
	
	[1] 9.3.1
	C.1
	O Yes  O No

	
	
	SP-Relative
	
	[1] 9.3.1
	C.1
	O Yes  O No

	
	
	Absolute
	
	[1] 9.3.1
	C.1
	O Yes  O No

	2
	Structured
	CSE-Relative
	
	[1] 9.3.1
	C.1
	O Yes  O No

	
	
	SP-Relative
	
	[1] 9.3.1
	C.1
	O Yes  O No

	
	
	Absolute
	
	[1] 9.3.1
	C.1
	O Yes  O No

	C.1:
 The IUT shall be explicitly declared resource addressing methods per testing session.


A.5.3
Capability Statement

A list of capabilities defined in oneM2M TS [1] are presented in table A.5.3-1. The capability list can be used to check whether the IUT supports part or whole of the capabilities listed as below.

Table A.5.3-1: Capabilities for oneM2M Conformance Testing

	Item
	Capability
	Mnemonic
	Reference
	Condition
	Support

	1
	Registration
	
	[1] 10.2.2
	C.1
	O Yes  O No

	2
	Data Management
	
	[1] 10.2.4

	C.1
	O Yes  O No

	3
	Subscription and Notification
	
	[1] 10.2.10
	C.2
	O Yes  O No

	3.a
	Subscription Verfication
	
	[1] 10.2.11
	C.2
	O Yes  O No

	4
	Group Management
	
	[1] 10.2.7
	C.2
	O Yes  O No

	5
	Discovery
	
	[1] 10.2.6
	C.2
	O Yes  O No

	6
	Location Management
	
	[1] 10.2.9
	C.2
	O Yes  O No

	7
	Device Management
	
	[1] 10.2.8
	C.2
	O Yes  O No

	8
	Communication Management and Delivery Handling 
	
	[1] 10.2.5
	C.2
	O Yes  O No

	9
	Resource Announcement
	
	[1] 10.2.13
	C.2
	O Yes  O No

	10
	Security
	
	[1] 10.2.3
	C.2
	O Yes  O No

	C.1:
 Mandatory IF the IUT is declaimed to be developed conforming to oneM2M TS [1], [2].

C.2:
 Optional IF the IUT is declaimed to be developed conforming to oneM2M TS [1], [2].


A.5.4
Request handling statement 

This clause presents request handling features defined in oneM2M TS-0001[1]. Table A.5.4-1 can be used to check whether the IUT support response types listed as below.
Table A.5.4-1: Request Handling Features Supported by CSEs
	Item
	Response Type
	Mnemonic
	Reference
	Condition
	Support

	1
	Blocking
	
	[1] 8.2.1
	C.1
	O Yes  O No

	2
	Non-Blocking
	Synchronous
	
	[1] 8.2.2.2
	C.1
	O Yes  O No

	
	
	Asynchronous
	
	[1] 8.2.2.3
	C.1
	O Yes  O No

	3
	Re-targeting
	
	[1] 10.2.5.23
	C.1
	O Yes  O No

	C.1:
Mandatory IF the IUT is declaimed to be a ASN-CSE OR MN-CSE OR IN-CSE when acting as a Receiver.


A.5.5
External Device Management Protocol Statement

This clause presents a group of external device management protocols specified in oneM2M standard. Table A.5.5-1 shown as below can be used to check whether the IUT supports the listed external device management protocol(s).

Table A.5.5-1: External Device Management Protocols

	Item
	External Device Management Protocol
	Mnemonic
	Reference
	Condition
	Support

	1
	OMA
	DM 1.3 and DM 2.0
	
	[4] 5
	C.1
	O Yes  O No

	
	
	Lightweight M2M 1.0
	
	[4] 6
	C.1
	O Yes  O No

	2
	BBF
	
	[5] 5, 6, 7, 8, 9 
	C.1
	O Yes  O No

	C.1:
Optional to support one or more than one of the above listed external device management protocols.


A.5.5.1 3GPP Network Interworking

This section presents a group of functionality supporting 3GPP interworking and 3GPP CIoT features. 

Table A.5.5.1.1: functions for 3GPP Interworking
	Item
	Profile Identifier
	Mnemonic
	Reference
	Condition
	Support

	1
	Non-IP Data Delivery
	
	[8] 7.1
	C.1
	O Yes   O No

	2
	UE Reachability Monitoring
	
	[8] 7.4.1
	C.1
	O Yes   O No

	3
	Device Triggering
	
	[8] 7.5
	C.1
	O Yes   O No

	4
	Group Message Delivery
	
	[8] 7.7
	C.1
	O Yes   O No

	5
	Background Data Transfer
	
	[8] 7.10
	C.1
	O Yes   O No

	C.1: 
Optional to support one or more than one of the above listed functions per testing session.


A.5.6
Resource Type Statement

This clause presents a list of resource types specified in oneM2M standard. Table A.5.6-1 shown as below can be used to check whether the IUT supports the listed oneM2M resource type(s).
Table A.5.6-1: oneM2M Resource Type*

	Item
	Resource Type
	Reference
	Condition
	Support

	1
	accessControlPolicy
	[1] 9.6.2
	C.1
	O Yes  O No

	2
	CSEBase
	[1] 9.6.3
	C.1
	O Yes  O No

	3
	remoteCSE
	[1] 9.6.4
	C.1
	O Yes  O No

	4
	AE
	[1] 9.6.5
	C.1
	O Yes  O No

	5
	container
	[1] 9.6.6
	C.1
	O Yes  O No

	6
	contentInstance
	[1] 9.6.7
	C.1
	O Yes  O No

	7
	subscription
	[1] 9.6.8
	C.1
	O Yes  O No

	8
	schedule
	[1] 9.6.9
	C.1
	O Yes  O No

	9
	locationPolicy
	[1] 9.6.10
	C.1
	O Yes  O No

	10
	delivery
	[1] 9.6.11
	C.1
	O Yes  O No

	11
	request
	[1] 9.6.12
	C.1
	O Yes  O No

	12
	group
	[1] 9.6.13
	C.1
	O Yes  O No

	13
	fanOutPoint
	[1] 9.6.14
	C.1
	O Yes  O No

	14
	mgmtObj
	[1] 9.6.15
	C.1
	O Yes  O No

	15
	mgmtCmd
	[1] 9.6.16
	C.1
	O Yes  O No

	16
	execInstance
	[1] 9.6.17
	C.1
	O Yes  O No

	17
	node
	[1] 9.6.18
	C.1
	O Yes  O No

	18
	m2mServiceSubscriptionProfile
	[1] 9.6.19
	C.1
	O Yes  O No

	19
	serviceSubscribedNode
	[1] 9.6.20
	C.1
	O Yes  O No

	20
	serviceSubscribedAppRule
	[1] 9.6.29
	C.1
	O Yes  O No

	21
	pollingChnnel
	[1] 9.6.21
	C.1
	O Yes  O No

	22
	pollingChannelURI
	[1] 9.6.22
	C.1
	O Yes  O No

	23
	statsConfig
	[1] 9.6.23
	C.1
	O Yes  O No

	24
	eventConfig
	[1] 9.6.24
	C.1
	O Yes  O No

	25
	statsCollect
	[1] 9.6.25
	C.1
	O Yes  O No

	26
	accessControlPolicyAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	27
	AEAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	28
	containerAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	29
	contentInstanceAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	30
	groupAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	31
	locationPolicyAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	32
	mgmtObjAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	33
	nodeAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	34
	remoteCSEAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	35
	scheduleAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	36
	flexContainerAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	37
	
void
	
	
	

	38
	semanticDescriptorAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	39
	semanticFanOutPoint
	[1] 9.6.14a
	C.1
	O Yes  O No

	40
	latest
	[1] 9.6.27
	C.1
	O Yes  O No

	41
	oldest
	[1] 9.6.28
	C.1
	O Yes  O No

	43
	semanticDescriptor
	[1] 9.6.30
	C.1
	O Yes  O No

	44
	notificationTargetMgmtPolicyRef
	[1] 9.6.31
	C.1
	O Yes  O No

	45
	notificationTargetPolicy
	[1] 9.6.32
	C.1
	O Yes  O No

	46
	policyDeletionRules
	[1] 9.6.33
	C.1
	O Yes  O No

	47
	notirficationTargetSelfReference
	[1] 9.6.34
	C.1
	O Yes  O No

	48
	flexContainer
	[1] 9.6.35
	C.1
	O Yes  O No

	49
	timeSeries
	[1] 9.6.36
	C.1
	O Yes  O No

	50
	timeSeriesInstance
	[1] 9.6.37
	C.1
	O Yes  O No

	51
	role
	[1] 9.6.38
	C.1
	O Yes  O No

	52
	token
	[1] 9.6.39
	C.1
	O Yes  O No

	53
	dynamicAuthorizationConsultation
	[1] 9.6.40
	C.1
	O Yes  O No

	54
	void
	
	
	

	55
	authorizationDecision
	[1] 9.6.41
	C.1
	O Yes  O No

	56
	authorizationPolicy
	[1] 9.6.42
	C.1
	O Yes  O No

	57
	authorizationInformation
	[1] 9.6.43
	C.1
	O Yes  O No

	58
	localMulticastGroup
	[1] 9.6.44
	C.1
	O Yes  O No

	59
	AEContactList
	[1] 9.6.45
	C.1
	O Yes  O No

	60
	AEContactListPerCSE
	[1] 9.6.46
	C.1
	O Yes  O No

	61
	transactionMgmt
	[1] 9.6.47
	C.1
	O Yes  O No

	62
	transaction
	[1] 9.6.48
	C.1
	O Yes  O No

	63
	triggerRequest
	[1] 9.6.49
	C.1
	O Yes  O No

	64
	ontologyRepository
	[1] 9.6.50
	C.1
	O Yes  O No

	65
	ontology
	[1] 9.6.51
	C.1
	O Yes  O No

	66
	semanticValidation
	[1] 9.6.52
	C.1
	O Yes  O No

	67
	semanticMashupJobProfile
	[1] 9.6.53
	C.1
	O Yes  O No

	68
	semanticMashupInstance
	[1] 9.6.54
	C.1
	O Yes  O No

	69
	mashup
	[1] 9.6.55
	C.1
	O Yes  O No

	70
	semanticMashupResult
	[1] 9.6.56
	C.1
	O Yes  O No

	71
	multimediaSession
	[1] 9.6.57
	C.1
	O Yes  O No

	72
	crossResourceSubscription
	[1] 9.6.58
	C.1
	O Yes  O No

	73
	backgroundDataTransfer
	[1] 9.6.60
	C.1
	O Yes  O No

	74
	timeSeriesAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	75
	timeSeriesInstanceAnnc
	[1] 9.6.26
	C.1
	O Yes  O No

	C.1: 
The IUT shall be explicitly declared to one or more than one of the above listed resource types per testing session.


A.5.7
Optional attribute Statement
lists of optional attribute based on resource type is presented in this clause. Tables A.5.7-1 to A.5.7-10 shown as below can be used to check whether the IUT supports the listed oneM2M optional attribute of each resource type(s).
Table A.5.7-1: Optional Attributes of <CSEBase> resource

	Item
	Resource Type
	Reference
	Condition
	Support

	1
	accessControlPolicyIDs
	[1] 9.6.3
	C.1
	O Yes  O No

	2
	labels
	[1] 9.6.3
	C.1
	O Yes  O No

	3
	cseType
	[1] 9.6.3
	C.1
	O Yes  O No

	4
	nodeLink
	[1] 9.6.3
	C.1
	O Yes  O No

	5
	notificationCongestionPolicy
	[1] 9.6.3
	C.1
	O Yes  O No

	6
	dynamicAuthorizationConsultationIDs
	[1] 9.6.3
	C.1
	O Yes  O No

	7
	e2eSecInfo
	[1] 9.6.3
	C.1
	O Yes  O No

	8
	supportedReleaseVersions
	[1] 9.6.3
	C.1
	O Yes  O No

	9
	contentSerialization
	[1] 9.6.3
	C.1
	O Yes  O No

	C.1: 
The IUT shall be explicitly declared to one or more than one of the above listed resource types per testing session.


Table A.5.7-2: Optional Attributes of <remoteCSE> resource

	Item
	Resource Type
	Reference
	Condition
	Support

	1
	accessControlPolicyIDs
	[1] 9.6.4
	C.1
	O Yes  O No

	2
	labels
	[1] 9.6.4
	C.1
	O Yes  O No

	3
	announceTo
	[1] 9.6.4
	C.1
	O Yes  O No

	4
	announcedAttribute
	[1] 9.6.4
	C.1
	O Yes  O No

	5
	cseType
	[1] 9.6.4
	C.1
	O Yes  O No

	6
	pointOfAccess
	[1] 9.6.4
	C.1
	O Yes  O No

	7
	M2M-Ext-ID
	[1] 9.6.4
	C.1
	O Yes  O No

	8
	Trigger-Recipient-ID
	[1] 9.6.4
	C.1
	O Yes  O No

	9
	nodeLink
	[1] 9.6.4
	C.1
	O Yes  O No

	10
	resourceName
	[1] 9.6.4
	C.2
	O Yes  O No

	11
	expirationTime
	[1] 9.6.4
	C.2
	O Yes  O No

	12
	requestReachability
	[1] 9.6.4
	C.2
	O Yes  O No

	13
	dynamicAuthorizationConsultationIDs
	[1] 9.6.4
	C.1
	O Yes  O No

	14
	e2eSecInfo
	[1] 9.6.4
	C.1
	O Yes  O No

	15
	triggerReferenceNumber
	[1] 9.6.4
	C.1
	O Yes  O No

	16
	supportedReleaseVersions
	[1] 9.6.4
	C.1
	O Yes  O No

	17
	contentSerialization
	[1] 9.6.4
	C.1
	O Yes  O No

	18
	descendantCSEs
	[1] 9.6.4
	C.1
	O Yes  O No

	19
	multicastCapability
	[1] 9.6.4
	C.1
	O Yes  O No

	20
	externalGroupID
	[1] 9.6.4
	C.1
	O Yes  O No

	21
	triggerEnable
	[1] 9.6.4
	C.1
	O Yes  O No

	22
	activityPatternElements
	[1] 9.6.4
	C.1
	O Yes  O No

	C.1:
The IUT shall be explicitly declared to one or more than one of the above listed resource types per testing session.

C.2: 
It is used for CSE testing, and optional attribute to be sent in the request.


Table A.5.7-3: Optional Attributes of <AE> resource

	Item
	Resource Type
	Reference
	Condition
	Support

	1
	accessControlPolicyIDs
	[1] 9.6.5
	C.1
	O Yes  O No

	2
	labels
	[1] 9.6.5
	C.1
	O Yes  O No

	3
	announceTo
	[1] 9.6.5
	C.1
	O Yes  O No

	4
	announcedAttribute
	[1] 9.6.5
	C.1
	O Yes  O No

	5
	appName
	[1] 9.6.5
	C.1
	O Yes  O No

	6
	pointOfAccess
	[1] 9.6.5
	C.1
	O Yes  O No

	7
	ontologyRef
	[1] 9.6.5
	C.1
	O Yes  O No

	8
	nodeLink
	[1] 9.6.5
	C.1
	O Yes  O No

	9
	contentSerialization
	[1] 9.6.5
	C.1
	O Yes  O No

	10
	dynamicAuthorizationConsultationIDs
	[1] 9.6.5
	C.1
	O Yes  O No

	11
	e2eSecInfo
	[1] 9.6.5
	C.1
	O Yes  O No

	12
	supportedReleaseVersions
	[1] 9.6.5
	C.1
	O Yes  O No

	13
	M2M-Ext-ID
	[1] 9.6.5
	C.1
	O Yes  O No

	14
	trigger-Recipient-ID
	[1] 9.6.5
	C.1
	O Yes  O No

	15
	triggerReferenceNumber
	[1] 9.6.5
	C.1
	O Yes  O No

	16
	registrationStatus
	[1] 9.6.5
	C.1
	O Yes  O No

	17
	trackRegistrationPoints
	[1] 9.6.5
	C.1
	O Yes  O No

	18
	activityPatternElements
	[1] 9.6.5
	C.1
	O Yes  O No

	19
	triggerEnable
	[1] 9.6.5
	C.1
	O Yes  O No

	20
	sessionCapabilities
	[1] 9.6.5
	C.1
	O Yes  O No

	C.1: 
The IUT shall be explicitly declared to one or more than one of the above listed resource types per testing session.


Table A.5.7-4: Optional Attributes of <AccessControlPolicy> resource

	Item
	Resource Type
	Reference
	Condition
	Support

	1
	labels
	[1] 9.6.2
	C.1
	O Yes  O No

	2
	announceTo
	[1] 9.6.2
	C.1
	O Yes  O No

	3
	announcedAttribute
	[1] 9.6.2
	C.1
	O Yes  O No

	4
	authorizationDecisionResourceIDs
	[1] 9.6.2
	C.1
	O Yes  O No

	5
	authorizationPolicyResourceIDs
	[1] 9.6.2
	C.1
	O Yes  O No

	6
	authorizationInformationResourceIDs
	[1] 9.6.2
	C.1
	O Yes  O No

	C.1: 
The IUT shall be explicitly declared to one or more than one of the above listed resource types per testing session.


Table A.5.7-5: Optional Attributes of <container> resource

	Item
	Resource Type
	Reference
	Condition
	Support

	1
	accessControlPolicyIDs
	[1] 9.6.6
	C.1
	O Yes  O No

	2
	labels
	[1] 9.6.6
	C.1
	O Yes  O No

	3
	announceTo
	[1] 9.6.6
	C.1
	O Yes  O No

	4
	announcedAttribute
	[1] 9.6.6
	C.1
	O Yes  O No

	5
	creator
	[1] 9.6.6
	C.1
	O Yes  O No

	6
	maxNrOfInstances
	[1] 9.6.6
	C.1
	O Yes  O No

	7
	maxByteSize
	[1] 9.6.6
	C.1
	O Yes  O No

	8
	maxInstanceAge
	[1] 9.6.6
	C.1
	O Yes  O No

	9
	locationID
	[1] 9.6.6
	C.1
	O Yes  O No

	10
	ontologyRef
	[1] 9.6.6
	C.1
	O Yes  O No

	11
	resourceName
	[1] 9.6.6
	C.2
	O Yes  O No

	12
	expirationTime
	[1] 9.6.6
	C.2
	O Yes  O No

	13
	dynamicAuthorizationConsultationIDs
	[1] 9.6.6
	C.1
	O Yes  O No

	14
	disableRetrieval
	[1] 9.6.6
	C.1
	O Yes  O No

	C.1: 
The IUT shall be explicitly declared to one or more than one of the above listed resource types per testing session.

C.2: 
It is used for AE testing, and optional attribute to be sent in the request.


Table A.5.7-6: Optional Attributes of <contentInstance> resource

	Item
	Resource Type
	Reference
	Condition
	Support

	1
	labels
	[1] 9.6.7
	C.1
	O Yes  O No

	2
	announceTo
	[1] 9.6.7
	C.1
	O Yes  O No

	3
	announcedAttribute
	[1] 9.6.7
	C.1
	O Yes  O No

	4
	creator
	[1] 9.6.7
	C.1
	O Yes  O No

	5
	contentInfo
	[1] 9.6.7
	C.1
	O Yes  O No

	6
	ontologyRef
	[1] 9.6.7
	C.1
	O Yes  O No

	7
	resourceName
	[1] 9.6.7
	C.2
	O Yes  O No

	8
	expirationTime
	[1] 9.6.7
	C.2
	O Yes  O No

	9
	contentRef
	[1] 9.6.7
	C.1
	O Yes  O No

	C.1: 
The IUT shall be explicitly declared to one or more than one of the above listed resource types per testing session.

C.2: 
It is used for AE testing, and optional attribute to be sent in the request.


Table A.5.7-7: Optional Attributes of <subscription> resource

	Item
	Resource Type
	Reference
	Condition
	Support

	1
	labels
	[1] 9.6.8
	C.1
	O Yes  O No

	2
	accessControlPolicyIDs
	[1] 9.6.8
	C.1
	O Yes  O No

	3
	eventNotificationCriteria
	[1] 9.6.8
	C.1
	O Yes  O No

	4
	expirationCounter
	[1] 9.6.8
	C.1
	O Yes  O No

	5
	groupID
	[1] 9.6.8
	C.1
	O Yes  O No

	6
	notificationForwardingURI
	[1] 9.6.8
	C.1
	O Yes  O No

	7
	batchNotify
	[1] 9.6.8
	C.1
	O Yes  O No

	8
	rateLimit
	[1] 9.6.8
	C.1
	O Yes  O No

	9
	preSubscriptionNotify
	[1] 9.6.8
	C.1
	O Yes  O No

	10
	pendingNotification
	[1] 9.6.8
	C.1
	O Yes  O No

	11
	notificationStoragePriority
	[1] 9.6.8
	C.1
	O Yes  O No

	12
	latestNotify
	[1] 9.6.8
	C.1
	O Yes  O No

	13
	notificationEventCat
	[1] 9.6.8
	C.1
	O Yes  O No

	14
	creator
	[1] 9.6.8
	C.1
	O Yes  O No

	15
	subscriberURI
	[1] 9.6.8
	C.1
	O Yes  O No

	16
	dynamicAuthorizationConsultationIDs
	[1] 9.6.8
	C.1
	O Yes  O No

	17
	associatedCrossResourceSub
	[1] 9.6.8
	C.1
	O Yes  O No

	C.1: 
The IUT shall be explicitly declared to one or more than one of the above listed resource types per testing session.


Table A.5.7-8: Optional Attributes of <group> resource

	Item
	Resource Type
	Reference
	Condition
	Support

	1
	accessControlPolicyIDs
	[1] 9.6.13
	C.1
	O Yes  O No

	2
	labels
	[1] 9.6.13
	C.1
	O Yes  O No

	3
	announceTo
	[1] 9.6.13
	C.1
	O Yes  O No

	4
	announcedAttribute
	[1] 9.6.13
	C.1
	O Yes  O No

	5
	creator
	[1] 9.6.13
	C.1
	O Yes  O No

	6
	membersAccessControlPolicyIDs
	[1] 9.6.13
	C.1
	O Yes  O No

	7
	memberTypeValidated
	[1] 9.6.13
	C.1
	O Yes  O No

	8
	groupName
	[1] 9.6.13
	C.1
	O Yes  O No

	9
	dynamicAuthorizationConsultationIDs
	[1] 9.6.13
	C.1
	O Yes  O No

	10
	semanticSupportIndicator
	[1] 9.6.13
	C.1
	O Yes  O No

	11
	notifyAggregation
	[1] 9.6.13
	C.1
	O Yes  O No

	12
	specializationType
	[1] 9.6.13
	C.1
	O Yes  O No

	C.1: 
The IUT shall be explicitly declared to one or more than one of the above listed resource types per testing session.


Table A.5.7-9: Optional Attributes of <timeSeries> resource

	Item
	Resource Type
	Reference
	Condition
	Support

	1
	accessControlPolicyIDs
	[1] 9.6.36
	C.1
	O Yes  O No

	2
	labels
	[1] 9.6.36
	C.1
	O Yes  O No

	3
	announceTo
	[1] 9.6.36
	C.1
	O Yes  O No

	4
	announcedAttribute
	[1] 9.6.36
	C.1
	O Yes  O No

	5
	dynamicAuthorizationConsultationIDs
	[1] 9.6.36
	C.1
	O Yes  O No

	6
	maxNrOfInstances
	[1] 9.6.36
	C.1
	O Yes  O No

	7
	maxByteSize
	[1] 9.6.36
	C.1
	O Yes  O No

	8
	maxInstanceAge
	[1] 9.6.36
	C.1
	O Yes  O No

	9
	periodicInterval
	[1] 9.6.36
	C.1
	O Yes  O No

	10
	missingDataDetect
	[1] 9.6.36
	C.1
	O Yes  O No

	11
	ontologyRef
	[1] 9.6.36
	C.1
	O Yes  O No

	12
	missingDataMaxNr
	[1] 9.6.36
	C.1
	O Yes  O No

	13
	missingDataList
	[1] 9.6.36
	C.1
	O Yes  O No

	14
	missingDataCurrentNr
	[1] 9.6.36
	C.1
	O Yes  O No

	15
	missingDataDetectTimer
	[1] 9.6.36
	C.1
	O Yes  O No

	16
	contentInfo
	[1] 9.6.36
	C.1
	O Yes  O No

	C.1: 
The IUT shall be explicitly declared to one or more than one of the above listed resource types per testing session.


Table A.5.7-10: Optional Attributes of <timeSeriesInstance> resource

	Item
	Resource Type
	Reference
	Condition
	Support

	1
	labels
	[1] 9.6.37
	C.1
	O Yes  O No

	2
	announceTo
	[1] 9.6.37
	C.1
	O Yes  O No

	3
	announcedAttribute
	[1] 9.6.37
	C.1
	O Yes  O No

	4
	sequenceNr
	[1] 9.6.37
	C.1
	O Yes  O No

	C.1: 
The IUT shall be explicitly declared to one or more than one of the above listed resource types per testing session.


Table A.5.7-11: Optional Attributes of <pollingChannel> resource

	Item
	Resource Type
	Reference
	Condition
	Support

	1
	labels
	[1] 9.6.22
	C.1
	O Yes  O No

	C.1: 
The IUT shall be explicitly declared to one or more than one of the above listed resource types per testing session.


Table A.5.7-12: Optional Attributes of <flexContainer> resource

	Item
	Resource Type
	Reference
	Condition
	Support

	1
	expirationTime
	[1] 9.6.35
	C.1
	O Yes  O No

	2
	accessControlPolicyIDs
	[1] 9.6.35
	C.1
	O Yes  O No

	3
	labels
	[1] 9.6.35
	C.1
	O Yes  O No

	4
	creationTime
	[1] 9.6.35
	C.1
	O Yes  O No

	5
	lastModifiedTime
	[1] 9.6.35
	C.1
	O Yes  O No

	6
	announceTo
	[1] 9.6.35
	C.1
	O Yes  O No

	7
	announcedAttribute
	[1] 9.6.35
	C.1
	O Yes  O No

	8
	dynamicAuthorizationConsultationIDs
	[1] 9.6.35
	C.1
	O Yes  O No

	9
	creator
	[1] 9.6.35
	C.1
	O Yes  O No

	10
	ontologyRef
	[1] 9.6.35
	C.1
	O Yes  O No

	11
	nodeLink
	[1] 9.6.35
	C.1
	O Yes  O No

	C.1: 
The IUT shall be explicitly declared to one or more than one of the above listed resource types per testing session.


-----------------------End of Change 2---------------------------------------------
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