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Introduction
Changes to TPs for DAU (change 1) + CF06 defined (change 2)
----------------------- Start of change 1 -----------------------
	TP Id
	TP/oneM2M/CSE/DAU//NOT/001

	Test objective
	Check that the IUT starts the Dynamic Authorization for an incoming request and sends a Notify Request including all mandatory fields.

	Reference
	TS-0001 [1], clause 10.1.6 and 10.2.10.6, TS-0004 [2], clause 7.2.2.1 and 7.5.1.2.10

	Config Id
	CF06

	Parent Release
	Release 3

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being registered

and the IUT being a hosting CSE

and the IUT having registered an AE



and the AE having privileges to perform operations on a resource


and the IUT having privileges to send request towards a DAS on DAS_ADDRESS


the IUT having received a request from an AE


and the targeted resource has a dynamicAuthorizationConsultationID attribute and corresponding <dynamicAuthorizationConsultation> not set to FALSE

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT, after receiving an request from the AE, is triggered to perform dynamic authorization on that incoming request and to send a valid NOTIFY Request containing



To set to DAS_ADDRESS (DAS associated with the resource targeted by 


the received requestt and



From set to IUT address and


Notification data containing securityInfo indicating Dynamic Authorization


Request }
	NA

	
	then {

the IUT sends a valid NOTIFY Request to DAS containing 



To set to DAS_ADDRESS and


From set to CSE_ID and


Notification data containing




securityInfo containing




securityInfoType set to 1 (Dynamic Authorization Request) and




originator set to AE_ID and





targetedResourceType set to resource targeted by the received





request and




operation set to type of operation targeted by the received request.
}
	DAS ( IUT


	TP Id
	TP/oneM2M/CSE/DAU//NOT/002

	Test objective
	Check that the IUT starts the Dynamic Authorization for an incoming request and sends a Notify Request including all mandatory fields and one ore more optional fields.

	Reference
	TS-0001 [1], clause 10.1.6 and 10.2.10.6, TS-0004 [2], clause 7.2.2.1 and 7.5.1.2.10

	Config Id
	CF06

	Parent Release
	Release 3

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being registered

and the IUT being a hosting CSE

and the IUT having registered an AE



and the AE having privileges to perform operations on a resource


and the IUT having privileges to send request towards a DAS on DAS_ADDRESS


the IUT having received a request from an AE


and the targeted resource has a dynamicAuthorizationConsultationID attribute and corresponding <dynamicAuthorizationConsultation> not set to FALSE

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT, after receiving an request from the AE, is triggered to perform dynamic authorization on that incoming request and to send a valid NOTIFY Request containing



To set to DAS_ADDRESS (DAS associated with the resource targeted by 


the received requestt and



From set to IUT address and


Notification data containing securityInfo indicating Dynamic Authorization


Request }
	NA

	
	then {

the IUT sends a valid NOTIFY Request to DAS containing 



To set to DAS_ADDRESS and


From set to CSE_ID and


Notification data containing




securityInfo containing




securityInfoType set to 1 (Dynamic Authorization Request) and




originator set to AE_ID and





targetedResourceType set to resource targeted by the received





request and




operation set to type of operation targeted by the received request




and optionally containing





originatorIP set to AE_IP





originatorLocation set to location of originator of the received 




request





originatorRole set to role of originator of the received request





requestTimestamp set to time of receipt of request





targetedResourceID set to identifier of the targeted resource





proposedPrivilegesLifetime set to time duration of requested 




privileges





rolesFromACPs set to list of roles of requested resource





tokenIdDs set to list of token identifiers from the received request





authorSignIndicator set to value specified by the received request.

}
	DAS ( IUT


	TP Id
	TP/oneM2M/CSE/DAU//NOT/005

	Test objective
	Check that the IUT correctly processes a Notify response received in response to a Notify request that started Dynamic Authorization.

	Reference
	TS-0001 [1], clause 10.1.6 and 10.2.10.6, TS-0004 [2], clause 7.2.2.1 and 7.5.1.2.10

	Config Id
	CF06

	Parent Release
	Release 3

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being registered

and the IUT being a hosting CSE

and the IUT having registered an AE



and the AE having privileges to perform operations on a resource


and the IUT having sent a NOTIFY request to a DAS requesting Dynamic Authorization in reaction to a request received from the AE
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid NOTIFY Response containing



Notification data containing




securityInfo containing




securityInfoType set to 2 (Dynamic Authorization Response)
}
	DAS ( IUT

	
	then {



the IUT accepts the request received from the AE.

}
	AE ( IUT


	TP Id
	TP/oneM2M/CSE/DAU//NOT/006

	Test objective
	Check that the IUT correctly processes a Notify response including a dynamicACPInfo element received in response to a Notify request that started Dynamic Authorization.

	Reference
	TS-0001 [1], clause 10.1.6 and 10.2.10.6, TS-0004 [2], clause 7.2.2.1 and 7.5.1.2.10

	Config Id
	CF06

	Parent Release
	Release 3

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being registered

and the IUT being a hosting CSE

and the IUT having registered an AE



and the AE having privileges to perform operations on a resource


and the IUT having sent a NOTIFY request to a DAS requesting Dynamic Authorization in reaction to a request received from the AE
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid NOTIFY Response containing



Notification data containing




securityInfo containing




securityInfoType set to 2 (Dynamic Authorization Response) and



dynAuthDasResponse containing dynamicACPInfo
}
	DAS ( IUT

	
	then {




the IUT creates



<accesscontrolPolicy> child resource and



configures the privileges, expirationTime and selfPrivileges attributes



based on the data received in the dynamicACPInfo,


and the IUT accepts the request received from the AE.

}
	AE ( IUT


	TP Id
	TP/oneM2M/CSE/DAU//NOT/007

	Test objective
	Check that the IUT correctly processes a Notify response including a tokens element received in response to a Notify request that started Dynamic Authorization.

	Reference
	TS-0001 [1], clause 10.1.6 and 10.2.10.6, TS-0004 [2], clause 7.2.2.1 and 7.5.1.2.10

	Config Id
	CF06

	Parent Release
	Release 3

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being registered

and the IUT being a hosting CSE

and the IUT having registered an AE



and the AE having privileges to perform operations on a resource


and the IUT having sent a NOTIFY request to a DAS requesting Dynamic Authorization in reaction to a request received from the AE
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid NOTIFY Response containing



Notification data containing




tokens
}
	DAS ( IUT

	
	then {






the IUT accepts the request received from the AE.

}
	AE ( IUT


	TP Id
	TP/oneM2M/CSE/DAU//NOT/008

	Test objective
	Check that the IUT correctly processes a Notify response received in response to a Notify request that started Dynamic Authorization.

	Reference
	TS-0001 [1], clause 10.1.6 and 10.2.10.6, TS-0004 [2], clause 7.2.2.1 and 7.5.1.2.10

	Config Id
	CF06

	Parent Release
	Release 3

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being registered

and the IUT being a hosting CSE

and the IUT having registered an AE



and the AE having privileges to perform operations on a resource


and the IUT having sent a NOTIFY request to a DAS requesting Dynamic Authorization in reaction to a request received from the AE
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid NOTIFY Response NOT containing



Notification data containing




securityInfo containing




securityInfoType set to 2 (Dynamic Authorization Response)
}
	DAS ( IUT

	
	then {



the IUT rejects the incoming request from the AE



containing Response Status Code set to


"ORIGINATOR_HAS_NO_PRIVILEGE".
}
	AE ( IUT


---------------------- End of change 1 -----------------------
----------------------- Start of change 2 -----------------------
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Figure 5.1-6: Test configuration 6 (CF06)
---------------------- End of change 2 -----------------------
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