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Addition of new config 07 (change 3)
----------------------- Start of change 1 -----------------------
TP/oneM2M/AE/OBI/REG/001

	TP Id
	TP/oneM2M/AE/OBI/REG/001

	Test objective
	Check that the IUT sends an AE initial registration request when it is started 

	Reference
	TS-0001 [1], clause 10.1.1.2.2 - case C, and clause 9.6.19, TS-0030 [8], clause 6.2.1.2

	Config Id
	CF07

	Parent Release
	Release 3

	PICS Selection
	PICS_AE_IPE

	Initial conditions
	with {

the IUT never being registered and

the IUT being in the "initial state" and 

the IUT having got a valid APP-ID

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT is triggered to send a valid CREATE Request containing

          To set to  CSE_RESOURCE_ADDRESS and

          Resource Type set to 2 (AE) and 

          Content containing 

AE resource representation

}
	NA

	
	then {

the IUT sends a valid CREATE Request to CSE containing 



Resource Type set to 2 (AE) and
           To set to CSE_RESOURCE_ADDRESS and 



From set to empty and 



Content containing 

AE-IPE resource representation

}
	CSE ( IUT


TP/oneM2M/AE/OBI/INI/001

	TP Id
	TP/oneM2M/AE/OBI/INI/001

	Test objective
	Check that the IUT starts the Initialization sequence of an Ontology based Interworking IPE and retrieves the formal description of the ontology

	Reference
	TS-0001 [1], clause 10.1.1.1 and 10.2.4.16, TS-0004 [2], clause 7.2.2.1 and 7.4.37, TS-0030 [8], clause 6.2.1.2 item 1.

	Config Id
	CF07

	Parent Release
	Release 3

	PICS Selection
	PICS_AE_IPE, PICS_RESTFULL_API, PICS_TS_ONTOLOGY_SERVER

	Initial conditions
	with {

the IUT being registered and

the IUT being in the "initial state" and 

the IUT having privileges to perform RETRIEVE operation on formal description of the ontology at AE_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT is triggered to send a request to get the formal description of the Ontology
}
	NA

	
	then {

the IUT sends a valid HTTP GET Request to Ontology server containing 



anURI



indicating the address where to get the Ontology

}
	OS 
( IUT


TP/oneM2M/AE/OBI/DIS/001

	TP Id
	TP/oneM2M/AE/OBI/DIS/001

	Test objective
	Check that the IUT has performed DISCOVERY of non-oneM2M devices during initialization sequence

	Reference
	TS-0001 [1], clause 10.1.1.1 and 10.2.4.16, TS-0004 [2], clause 7.2.2.1 and 7.4.37, TS-0030 [8], clause 6.2.1.2 item 5.

	Config Id
	CF07

	Parent Release
	Release 3

	PICS Selection
	PICS_AE_IPE, PICS_AE_IPE_DISCOVERY

	Initial conditions
	with {

the IUT being registered and

the IUT being in the "initial state" and

the IUT having retrieved and parsed the formal description of the ontology and
the IUT having performed DISCOVERY of non-oneM2M devices and
the IUT having discovered a non-oneM2M device with 



a valid address value



indicating NON_ONEM2M_AE_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid RETRIEVE Request from CSE containing 



To set to NON_ONEM2M_AE_RESOURCE_ADDRESS and


From set to CSE_ID
}
	CSE ( IUT

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2000 (OK) and



Content containing




non-oneM2M devices resource representation
}
	CSE ( IUT


TP/oneM2M/AE/OBI/DIS/002

	TP Id
	TP/oneM2M/AE/OBI/DIS/002

	Test objective
	Check that the IUT continues to discover the devices in the non-oneM2M area

	Reference
	TS-0001 [1], clause 10.1.1.1 and 10.2.4.16, TS-0004 [2], clause 7.2.2.1 and 7.3.3.14, TS-0030 [8], clause 6.2.2.1.

	Config Id
	CF07

	Parent Release
	Release 3

	PICS Selection
	PICS_AE_IPE, PICS_AE_IPE_DISCOVERY

	Initial conditions
	with {

the IUT being registered and

the IUT being in the "initial state" and

the IUT having retrieved and parsed the formal description of the ontology and

the IUT having performed DISCOVERY of non-oneM2M devices and
the IUT having discovered a new non-oneM2M device with 



a valid address value



indicating NON_ONEM2M_NEW_AE_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid RETRIEVE Request from CSE containing 



To set to NON_ONEM2M_NEW_AE_RESOURCE_ADDRESS and


From set to CSE_ID
}
	CSE ( IUT

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2000 (OK) and



Content containing




non-oneM2M devices resource representation
}
	CSE ( IUT


TP/oneM2M/AE/OBI/DIS/003

	TP Id
	TP/oneM2M/AE/OBI/DIS/003

	Test objective
	Check that the IUT continues to discover the devices in the non-oneM2M area

	Reference
	TS-0001 [1], clause 10.1.1.1 and 10.2.4.16, TS-0004 [2], clause 7.2.2.1 and 7.3.3.14, TS-0030 [8], clause 6.2.2.1.

	Config Id
	CF07

	Parent Release
	Release 3

	PICS Selection
	PICS_AE_IPE, PICS_AE_IPE_DISCOVERY

	Initial conditions
	with {

the IUT being registered and

the IUT being in the "initial state" and

the IUT having retrieved and parsed the formal description of the ontology and

the IUT having performed DISCOVERY of non-oneM2M devices and
An existing non-oneM2M (NON_ONEM2M_NEW_AE_RESOURCE_ADDRESS) device was switched off

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid RETRIEVE Request from CSE containing 



To set to NON_ONEM2M_NEW_AE_RESOURCE_ADDRESS and


From set to CSE_ID
}
	CSE ( IUT

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 4004 (NOT_FOUND)
}
	CSE ( IUT


TP/oneM2M/AE/OBI/DIS/004

	TP Id
	TP/oneM2M/AE/OBI/DIS/004

	Test objective
	Check that the IUT accepts “on demand” discovery

	Reference
	TS-0001 [1], clause 10.1.1.1 and 10.2.4.16, TS-0004 [2], clause 7.2.2.1 and 7.3.3.14, TS-0030 [8], clause 6.2.2.1.

	Config Id
	CF07

	Parent Release
	Release 3

	PICS Selection
	PICS_AE_IPE, PICS_AE_IPE_DISCOVERY

	Initial conditions
	with {

the IUT being registered and

the IUT being in the "initial state" and

the IUT having retrieved and parsed the formal description of the ontology and

the IUT having performed DISCOVERY of non-oneM2M devices

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid RETRIEVE Request from AE containing




To set to IPE_RESOURCE_ADDRESS and



Resource Type set to 28 (flexContainer) and


From set to CSE_ID and




Filter Criteria containing 




filterUsage set to 1 (IPE On-demand Discovery)
}
	CSE ( IUT

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2000 (OK) and



Content containing




URIList representation
}
	CSE ( IUT


TP/oneM2M/AE/OBI/RET/001

	TP Id
	TP/oneM2M/AE/OBI/RET/001

	Test objective
	Check that the IUT accepts a retrieval request resource and responds 2000 (OK) status.

	Reference
	TS-0001 [1], clause 10.2.3.2 and clause 9.6.3, TS-0004 [2], clause 7.4.3.2.2, TS-0030 [8], clause 6.2.2.2.1.

	Config Id
	CF07

	Parent Release
	Release 3

	PICS Selection
	PICS_AE_IPE

	Initial conditions
	with {

the IUT being registered and


the IUT being in the "initial state" and


the IUT having retrieved and parsed the formal description of the ontology and


the IUT having performed DISCOVERY of non-oneM2M devices

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid RETRIEVE Request from CSE containing 


To set to AE_IPE_ID and

From set to CSE_RESOURCE_ADDRESS and 


no Content 
}
	IUT ( CSE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2000 (OK) and



Resource Type set to 28 (flexContainer) and


Content containing




Non-oneM2M AE resource representation as a specialization of <flexContainer>
}
	IUT ( CSE


TP/oneM2M/AE/OBI/RET/002

	TP Id
	TP/oneM2M/AE/OBI/RET/002

	Test objective
	Check that the IUT accepts a retrieval request resource with the optional ATTRIBUTE.

	Reference
	TS-0001 [1], clause 10.2.3.2and clause 9.6.3, TS-0004 [2], clause 7.4.3.2.2, TS-0030 [8], clause 6.2.2.2.1.

	Config Id
	CF07

	Parent Release
	Release 3

	PICS Selection
	PICS_AE_IPE

	Initial conditions
	with {

the IUT being registered and


the IUT being in the "initial state" and


the IUT having retrieved and parsed the formal description of the ontology and


the IUT having performed DISCOVERY of non-oneM2M devices
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid RETRIEVE Request from AE containing 


To set to CSEBASE_RESOURCE_ADDRESS and

From set to AE_ID and 


no Content
}
	IUT ( CSE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2000 (OK) and



Resource Type set to 28 (flexContainer) and


Content containing




Non-oneM2M resource as a specialization of <flexContainer> containing





valid ATTRIBUTE attribute

}
	IUT ( CSE



	
	

	
	

	
	

	
	

	
	

	
	

	
	




	
	
	

	
	


	

	
	



	



	
	

	
	

	
	

	
	

	
	

	
	

	
	





	
	
	

	
	






	

	
	






	



	
	

	
	

	
	

	
	

	
	

	
	

	
	






	
	
	

	
	






	

	
	







	



	
	

	
	

	
	

	
	

	
	

	
	

	
	







	
	
	

	
	




	

	
	




	


---------------------- End of change 1 -----------------------
----------------------- Start of change 2 -----------------------
[8]
oneM2M TS-0030: “Ontology based Interworking”.

---------------------- End of change 2 -----------------------
----------------------- Start of change 3 -----------------------
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Ontology 

server

 Figure 5.1-7: Test configuration 7 (CF07)

---------------------- End of change 3 -----------------------
CHECK LIST

· Does this change request include an informative introduction containing the problem(s) being solved, and a summary list of proposals.?

· Does this CR contain changes related to only one particular issue/problem?
· Does this change request  make all the changes necessary to address the issue or problem?  E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable?
· Does this change request follow the drafting rules?
· Are all pictures editable?
· Have you checked the spelling and grammar?
· Have you used change bars for all modifications?
· Does the change include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change? (Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.)
· Are multiple changes in this CR clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.?
�Ontoogy Server, can be simulated by the TS or can be an external resource
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