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============== == Start of  1st Part: Proposed Test Descriptions ==================
8.1.1 Application Entity Registration

8.1.1.1 AE Resource creation
8.1.1.2 Editor’s Note: The place of the ty in CoAP check and HTTP check is currently inconsistent with TS-0008 v 1.0.1 and TS-0009 v1.0.1.
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_02

	Objective:
	AE registers to its registrar CSE via an AE Create Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.1.1 

[2] 7.3.5.2.1

	

	Pre-test conditions:
	·  CSEBase resource has been created in CSE with name {CSEBaseName}

·  AE does not have an AE-ID, i.e. it registers from scratch

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE  is requested to send a AE Create request to register to the Registrar CSE

	2
	Mca
	PRO Check Primitive 
	· op = 1 (Create)

· to =  {CSEBaseName}
· fr = AE-ID
· rqi = (token-string)

· ty = 2 (AE)
· pc = Serialized representation of <AE> resource

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = POST

· Request-Target:{CSEBaseName}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)
· X-M2M-Origin:  AE-ID
· Content-Type:  application/vnd.onem2m-res+xml; ty=2   or  application/vnd.onem2m-res+json; ty=2

· Message-body: Serialized representation of <AE> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}
· 
· Content-type: application/vnd.onem2m-res+xml; ty = 2  or  application/vnd.onem2m-res+json; ty = 2
· oneM2M-FR: AE-ID
· oneM2M-RQI: (token-string)
· Payload: Serialized representation of <AE> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 1 (Create)

· to =  {CSEBaseName}

· fr = AE-ID
· rqi = (token-string)

· ty = 2 (AE)
· pc = Serialized representation of <AE> resource

	3
	
	IOP Check
	Check if possible that the <AE> resource is created in registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <AE> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 201 (OK)
· X-M2M-RSC: 2001 
· X-M2M-RI:  (token-string) same as received in request message
· Content-Location: URI of the created AE resource.
· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Message-body: Serialized representation of <AE> resource

	
	
	PRO Check CoAP
	
Registrar sends response containing:

· Response Code = 2.01 
· oneM2M-RSC: 2001

· oneM2M-RQI: (token-string) same as received in request message
· Location-Path: URI of the created AE resource
· Payload: Serialized representation of <AE> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· to = AE-ID
· fr = Registrar CSE-ID
· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <AE> resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
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