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Introduction
The contribution corrects the Resource Type option in the CoAP binding. The clause numbers and the TD identifier names in the following proposal may change when included in to TS-0013. 
Proposal
============== == Start of  1st Part: Proposed Test Descriptions ==================
8
Test Descriptions
In order to address the TBDs in the oneM2M CoAP binding specification (TS-0008), basic XML and JSON media-type numbers shall be used in the contentFormat option.
8.1 No Hop configuration testing

8.1.1 CSEBase Management

8.1.1.1 CSEBase Retrieve on Mca
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_01

	Objective:
	AE retrieves the CSEBase resource 

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.3.2

[2] 7.3.2

	

	Pre-test conditions:
	· CSEBase resource has been automatically created in CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a retrieve Request to CSE CSE with name {CSEBaseName}

	2
	Mca
	PRO Check Primitive 
	Operation (op) = 2 (Retrieve)

To (to) = Resource-ID of requested <CSEBase> resource, assumed CSE-relative here 

From (from) = AE-ID of request originator

Request Identifier (rqi) = (token-string)

	
	
	PRO Check HTTP


	Sent GET request contains
· Request method = GET

· Request-Target:{CSEBaseName}

· Host: Host Address of registrar CSE 

· X-M2M-RI:  value of rqi primitive parameter

· X-M2M-Origin:  AE-ID

· Payload: empty

	
	
	PRO Check CoAP
	Sent GET request contains

· Method: 0.01 (GET)

· Uri-Host: Registrar CSE host
· Uri-Port: Registrar CSE port
· Uri-Path: <CSEBase>

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH protocol packet to the request topic “/oneM2M/req/<SP-Relative-AE-ID>/<Registrar CSE-ID>”
· Payload: 


op = 2

to = <CSEBase>

fr = <AE-ID>

rqi = <Request ID>

	3
	Mca
	PRO Check Primitive
	· Response Status Code (rsc) = 2000 (OK)
· Request Identifier (rqi) = same string as received in request message

Content (pc) = Serialized Representation of <CSEBase> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200

· X-M2M-RSC: 2000
· X-M2M-RI:  value of rqi primitive parameter

· Content-Type; application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json

· Content-Length = size of payload in the message body in bytes
· Payload: Serialized Representation of <CSEBase> resource

	
	
	PRO Check 
	Registrar sends response containing:

· Response Code = 2.05 

· Payload: <CSEBase> resource

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH protocol packet to the response topic “/oneM2M/resp/<SP-Relative-AE-ID>/<Registrar CSE-ID>”
· Payload: 


to = <SP-Relative-AE-ID>

fr = <Registrar CSE-ID>

rqi = <Request ID>

rsc = <Response Status Code(2000)>

pc = <Content(<CSEBase> resource representation)>

	4
	
	IOP CheckIOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.2 RemoteCSE Management

8.1.2.1 RemoteCSE Create
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_02

	Objective:
	Registree CSE registers to Registrar CSE

	Configuration:
	M2M_CFG_02

	References:
	[1] 10.2.2.1

[2] 7.3.3.2.1

	

	Pre-test conditions:
	·  CSEBase resource has been created in registrar CSE with name {CSEBaseName}

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	Registree CSE  is requested to send a RemoteCSE Create request to Registrar CSE

	2
	Mca
	PRO Check Primitive 
	· op = 1 (Create)

· to =  {CSEBaseName}

· fr = Registree CSE-ID

· rqi = (token-string)

· ty = 16 (RemoteCSE)

· pc = Serialized representation of <RemoteCSE> resource

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = POST

· Request-Target:{CSEBaseName}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  Registree CSE-ID

· Content-Type:  application/vnd.onem2m-res+xml; ty=16   or  application/vnd.onem2m-res+json; ty=16

· Message-body: Serialized representation of <RemoteCSE> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}
· Content-type: application/vnd.onem2m-res+xmlor application/vnd.onem2m-res+json
· oneM2M-TY: 16
· oneM2M-FR: Registree CSE-ID

· oneM2M-RQI: (token-string)
· Payload: Serialized representation of <RemoteCSE> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< Registree CSE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 1 (Create)

· to =  {CSEBaseName}

· fr = Registree CSE-ID

· rqi = (token-string)

· ty = 16 (RemoteCSE)

· pc = Serialized representation of <RemoteCSE> resource

	3
	Mca
	PRO Check Primitive
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <RemoteCSE> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 201 (Created)

· X-M2M-RSC: 2001 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Location: URI of the created RemoteCSE resource.

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <RemoteCSE> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.01 

· oneM2M-RSC: 2001

· oneM2M-RQI: (token-string) same as received in request message
· Location-Path: URI of the created RemoteCSE resource

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of <RemoteCSE> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = Registree CSE-ID

· fr = Registrar CSE-ID

· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <RemoteCSE> resource

	4
	
	IOP Check
	Check if possible that the <remoteCSE> resource has been created in registrar CSE.

	5
	
	IOP Check
	Check if possible that the corresponding <remoteCSE> resource has been also created in registree CSE.

	6
	
	IOP Check
	Registree CSE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.2.2 remoteCSE Retrieve
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_03

	Objective:
	Registree CSE retrieves RemoteCSE from Registrar CSE

	Configuration:
	M2M_CFG_02

	References:
	[1] 10.2.2.2

[2] 7.3.3.2.2

	

	Pre-test conditions:
	·  CSEBase resource has been created in registrar CSE with name {CSEBaseName}

· Registree CSE has created a remoteCSE resource on registrar CSE with name {RemoteCSEName}

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	Registree CSE  is requested to send a RemoteCSE retrieve request to Registrar CSE

	2
	Mca
	PRO Check Primitive 
	· op = 2 (Retrieve)

· to =  {CSEBaseName}/{remoteCSEName}

· fr = Registree CSE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = GET

· Request-Target: {CSEBaseName}/{remoteCSEName}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  Registree CSE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{remoteCSEName}
· oneM2M-FR: Registree CSE-ID

· oneM2M-RQI: (token-string)
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< Registree CSE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 2 (Retrieve)

· to =  {CSEBaseName}/{remoteCSEName}

· fr = Registree CSE-ID

· rqi = (token-string)

· pc = empty

	3
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <RemoteCSE> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2000 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <RemoteCSE> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05  (OK)

· oneM2M-RSC: 2000 

· oneM2M-RQI: (token-string) same as received in request message
· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of <RemoteCSE> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<Registree CSE-ID>/<Registrar CSE-ID>”
Payload: 
· to = Registree CSE-ID

· fr = Registrar CSE-ID

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <RemoteCSE> resource

	4
	
	IOP Check
	Registree CSE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.2.3 remoteCSE Update
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_04

	Objective:
	Registree CSE updates RemoteCSE from Registrar CSE

	Configuration:
	M2M_CFG_02

	References:
	[1] 10.2.2.3

[2] 7.3.3.2.3

	

	Pre-test conditions:
	·  CSEBase resource has been created in registrar CSE with name {CSEBaseName}

· Registree CSE has created a remoteCSE resource on registrar CSE with name {RemoteCSEName}

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	Registree CSE  is requested to send a RemoteCSE update request to Registrar CSE

	2
	Mca
	PRO Check Primitive 
	· op = 3 (Update)

· to =  {CSEBaseName}/{remoteCSEName}

· fr = Registree CSE-ID

· rqi = (token-string)

· pc = Serialized representation of updated <RemoteCSE> resource

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = PUT

· Request-Target: {CSEBaseName}/{remoteCSEName}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  Registree CSE-ID

· Content-Type:  application/vnd.onem2m-res+xml or  application/vnd.onem2m-res+json

· Message-body: Serialized representation of updated <RemoteCSE> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.03 (PUT)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{remoteCSEName}
· oneM2M-FR: Registree CSE-ID

· oneM2M-RQI: (token-string)

· Content-Type:  application/vnd.onem2m-res+xml or  application/vnd.onem2m-res+json

· Payload: Serialized representation of updated <RemoteCSE> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< Registree CSE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 3 (Update)

· to =  {CSEBaseName}/{remoteCSEName}

· fr = Registree CSE-ID

· rqi = (token-string)

· pc = Serialized representation of updated <RemoteCSE> resource

	3
	
	IOP Check
	Check if possible that the <remoteCSE> resource has been updated in registrar CSE.

	4
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 2004 (UPDATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <RemoteCSE> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2004 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <RemoteCSE> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.04 (UPDATED)

· oneM2M-RSC: 2004

· oneM2M-RQI: (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of <RemoteCSE> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<Registree CSE-ID>/<Registrar CSE-ID>”
Payload: 
· to = Registree CSE-ID

· fr = Registrar CSE-ID

· rsc = 2004 (Updated)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <RemoteCSE> resource

	5
	
	IOP Check
	Registree CSE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.2.4 remoteCSE Delete
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_05

	Objective:
	Registree CSE deletes RemoteCSE from Registrar CSE

	Configuration:
	M2M_CFG_02

	References:
	[1] 10.2.2.4

[2] 7.3.3.2.4

	

	Pre-test conditions:
	·  CSEBase resource has been created in registrar CSE with name {CSEBaseName}

· Registree CSE has created a remoteCSE resource on registrar CSE with name {RemoteCSEName}

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	Registree CSE  is requested to send a RemoteCSE delete request to Registrar CSE

	2
	Mca
	PRO Check Primitive 
	· op = 4 (Delete)

· to =  {CSEBaseName}/{remoteCSEName}

· fr = Registree CSE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = DELETE

· Request-Target: {CSEBaseName}/{remoteCSEName}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  Registree CSE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.04 (DELETE)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{remoteCSEName}
· oneM2M-FR: Registree CSE-ID

· oneM2M-RQI: (token-string)
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<Registree CSE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 4 (Delete)

· to =  {CSEBaseName}/{remoteCSEName}

· fr = Registree CSE-ID

· rqi = (token-string)

· pc = empty

	3
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

· pc = empty

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2002 
· X-M2M-RI:  (token-string) same as received in request message
· Message-body: empty

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05 (OK)

· oneM2M-RSC: 2002 

· oneM2M-RQI: (token-string) same as received in request message
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<Registree CSE-ID>/<Registrar CSE-ID>”
Payload: 
· to = Registree CSE-ID

· fr = Registrar CSE-ID

· rsc = 2002

· rqi = (token-string) same as received in request message

· pc = empty

	4
	
	IOP Check
	Check if possible that the <remoteCSE> resource has been removed from registrar CSE.

	5
	
	IOP Check
	Check if possible that the <remoteCSE> resource is also removed from registree CSE.

	4
	
	IOP Check
	Registree CSE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.3 Application Entity Registration
8.1.3.1 AE Create
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_06

	Objective:
	AE registers to its registrar CSE via an AE Create Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.1.1 

[2] 7.3.5.2.1

	

	Pre-test conditions:
	·  CSEBase resource has been created in CSE with name {CSEBaseName}
·  AE does not have an AE-ID, i.e. it registers from scratch

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE  is requested to send a AE Create request to register to the Registrar CSE

	2
	Mca
	PRO Check Primitive 
	· op = 1 (Create)

· to =  {CSEBaseName}

· fr = AE-ID

· rqi = (token-string)

· ty = 2 (AE)

· pc = Serialized representation of <AE> resource

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = POST

· Request-Target:{CSEBaseName}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; ty=2   or  application/vnd.onem2m-res+json; ty=2

· Message-body: Serialized representation of <AE> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}
· Content-type: application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json
· oneM2M-TY: 2
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: Serialized representation of <AE> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 1 (Create)

· to =  {CSEBaseName}

· fr = AE-ID

· rqi = (token-string)

· ty = 2 (AE)

· pc = Serialized representation of <AE> resource

	3
	
	IOP Check
	Check if possible that the <AE> resource is created in registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <AE> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 201 (OK)

· X-M2M-RSC: 2001 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Location: URI of the created AE resource.

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <AE> resource

	
	
	PRO Check CoAP
	
Registrar sends response containing:

· Response Code = 2.01 

· oneM2M-RSC: 2001

· oneM2M-RQI: (token-string) same as received in request message
· Location-Path: URI of the created AE resource
· Payload: Serialized representation of <AE> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <AE> resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.3.2 AE Retrieve
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_07

	Objective:
	AE retrieves <AE> resource via an AE Retrieve Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.1.2

[2] 7.3.5.2.2

	

	Pre-test conditions:
	·  CSEBase resource has been created in registrar CSE with name {CSEBaseName}

· AE has created a <AE> resource on registrar CSE with name {AE}



	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE  is requested to send a accessControlPolicy retrieve request to Registrar CSE

	2
	Mca
	PRO Check Primitive 
	· op = 2 (Retrieve)

· to = {CSEBaseName}/{AE}

fr = AE-ID of request originator

· rqi = (token-string)

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = GET

· Request-Target: {CSEBaseName}/{{AE}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{AE} }
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 2 (Retrieve)

· to =  {CSEBaseName}/{AE}

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	3
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <AE> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2000 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <AE> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05  (OK)

· oneM2M-RSC: 2000 

· oneM2M-RQI: (token-string) same as received in request message
· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of <AE> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <AE> resource

	4
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.3.3 AE Update
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_08

	Objective:
	AE updates attribute in <AE> resource

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.1.3

[2] 7.3.5.2.3

	

	Pre-test conditions:
	·  CSEBase resource has been created in registrar CSE with name {CSEBaseName}

· AE has created a <AE> resource on registrar CSE with name {AE}



	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send an AE Update Request

	2
	Mca
	PRO Check Primitive 
	· op = 3 (Update)

· to =   {CSEBaseName}/{AE}

· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of updated <AE> resource

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = PUT

· Request-Target: {CSEBaseName}/{AE}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Content-Type:  application/vnd.onem2m-res+xml or  application/vnd.onem2m-res+json

· Message-body: Serialized representation of updated <AE> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.03 (PUT)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{AE}
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

· Content-Type:  application/vnd.onem2m-res+xml or  application/vnd.onem2m-res+json

· Payload: Serialized representation of updated <AE> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 3 (Update)

· to =  {CSEBaseName}/{AE}

· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of updated <AE> resource

	3
	
	IOP Check
	Check if possible that the <AE> resource has been updated in registrar CSE.

	4
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 2004 (UPDATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <AE> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2004 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <AE> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.04 (UPDATED)

· oneM2M-RSC: 2004

· oneM2M-RQI: (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of <AE> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2004 (Updated)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <AE> resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.3.4 AE Delete

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_09

	Objective:
	AE de-registers by deleting <AE> resource via an AE Delete Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.1.4
 [2] 7.3.5.2.4

	

	Pre-test conditions:
	· CSEBase resource has been created in registrar CSE with name {CSEBaseName}

· AE has created a <AE> resource on registrar CSE with name {AE}



	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send an AE Delete Request

	2
	Mca
	PRO Check Primitive 
	· op = 4 (Delete)

· to =  {CSEBaseName}/{AE}

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = DELETE

· Request-Target: {CSEBaseName}/{AE}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.04 (DELETE)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{AE]
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 4 (Delete)

· to =  {CSEBaseName}/{AE}

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	3
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

· pc = empty

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2002 
· X-M2M-RI:  (token-string) same as received in request message
· Message-body: empty

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05 (OK)

· oneM2M-RSC: 2002 

· oneM2M-RQI: (token-string) same as received in request message
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2002

· rqi = (token-string) same as received in request message

· pc = empty

	4
	
	IOP Check
	Check if possible that the <AE> resource has been removed from registrar CSE.

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.4 Container Management

8.1.4.1 Container Create

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_10

	Objective:
	AE creates a container resource in registrar CSE via a container Create Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.4.1

[2] 7.3.5.2.1

	

	Pre-test conditions:
	· AE has created an application resource <AE> on registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE  sends a request to create a <container>

	2
	Mca
	PRO Check Primitive 
	· op = 1 (Create)

· to =  {CSEBaseName}/URI of <AE> resource
· fr = AE-ID

· rqi = (token-string)

· ty = 3 (Container)

· pc = Serialized representation of <container> resource

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = POST

· Request-Target:{CSEBaseName}/URI of <AE> resource
· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; ty=3  or
                         application/vnd.onem2m-res+json; ty=3

· Message-body: Serialized representation of <container> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/URI of <AE> resource

· Content-type: application/vnd.onem2m-res+xml or 
               application/vnd.onem2m-res+json
· oneM2M-TY: 3
· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)
· Payload: Serialized representation of <container> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 1 (Create)

· to =  {CSEBaseName}/URI of <AE> resource 

· fr = AE-ID

· rqi = (token-string)

· ty = 3 (Container)

· pc = Serialized representation of <container> resource

	3
	
	IOP Check
	Check if possible that the <container> resource is created in registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <container> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 201 (Created)

· X-M2M-RSC: 2001 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Location: URI of the created resource.

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <container> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:

· Response Code = 2.01 

· oneM2M-RSC: 2001

· oneM2M-RQI: (token-string) same as received in request message
· Location-Path: URI of the created resource

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Payload: Serialized representation of <container> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <container> resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.4.2 Container Retrieve

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_11

	Objective:
	AE retrieves information of a container resource via a container Retrieve Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.4.2

[2] 7.3.5.2.2

	

	Pre-test conditions:
	· AE has created an Application Entity resource <AE> on Registrar CSE

· AE has created a container resource <container> on Registrar CSE

· 

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Retrieve Request for a <subscription>

	2
	Mca
	PRO Check Primitive 
	· op = 2 (Retrieve)

· to =  {CSEBaseName}/URI of <container> resource

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP
	Sent request contains
· Request method = GET
· Request-Target: {CSEBaseName}/URI of <container> resource

· Host : IP address or the FQDN of Registrar CSE 

· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}/URI of <container> resource

· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload:

· op = 2 (Retrieve)

· to =  {CSEBaseName}/URI of <container> resource
· fr = AE-ID

· rqi = (token-string)

· pc = empty

	3
	Mca
	PRO Check Primitive
	· rsc =2000 (OK)
· rqi = (token-string) same as received in request message

· pc = Serialized representation of <container> resource

	
	
	PRO Check HTTP
	Registrar CSE sends response containing:
· Status Code = 200 (OK)
· X-M2M-RSC: 2000
· X-M2M-RI:  (token-string) same as received in request message
· Content-Type: application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json
· Message-body: Serialized representation of <container> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05 (OK)

· oneM2M-RSC: 2000(OK)

· oneM2M-RQI: (token-string) same as received in request message

· Content-Type: application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json
· Payload: Serialized representation of <container> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· 
to = AE-ID

· 
fr = Registrar CSE-ID
· 
rsc 2000(OK)

· 
rqi = (token-string) same as received in request message

· pc = Serialized representation of <container> resource

	4
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.4.3 Container Update
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_12

	Objective:
	AE updates attribute in application resource via a container Update Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.4.3

[2] 7.3.5.2.3

	

	Pre-test conditions:
	· AE has created an Application Entity resource <AE> on Registrar CSE

· AE has created a container resource <container> on Registrar CSE

· 

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a subscription Update  Request to update the lifetime of the resource.

	2
	Mca
	PRO Check Primitive 
	· op =  3 (Update)

· to = {CSEBaseName}/URI of <container> resource
· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of updated <container> resource

	
	
	PRO Check HTTP


	Sent request contains
· Request method = PUT
· Request-Target:{CSEBaseName}/URI of <container> resource

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI:  (token-string)
· X-M2M-Origin:  AE-ID 

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Message-body: Serialized representation of updated <container> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.03 (PUT)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}/URI of <container> resource

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of updated <container> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/ req /< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
op = 3 (Update)

· to = {CSEBaseName}/URI of <container> resource

· 
fr = AE-ID

· 
rqi = (token-string)
· 
pc = Serialized representation of updated <container> resource

	3
	
	IOP Check
	Check if possible that the < container > resource is updated in Registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2004 (Updated)
· rqi = (token-string) same as received in request message

· pc = Serialized representation of <container> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Code = 200 (Ok)
· X-M2M-RSC: 2004
· X-M2M-RI:  (token-string) same as received in request message
· Content-Type: application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <container> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:

· Response Code = 2.04

· oneM2M-RSC: 2004

· oneM2M-RQI: (token-string) same as received in request message

· Content-Type: application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Payload : Serialized representation of <container> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
to = AE-ID

· 
fr = Registrar CSE-ID

· 
rsc = 2004 (Updated)
· 
rqi = (token-string) same as received in request message
· 
pc = Serialized representation of modified <container> resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.4.4 Container Delete

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_13

	Objective:
	AE deletes a specific container resource via a container Delete Request 

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.4.4

[2] 7.3.5.2.4

	

	Pre-test conditions:
	· AE has created an Application Entity resource <AE> on Registrar CSE

· AE has created a container resource <container> on Registrar CSE

· 

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a subscription Delete Request

	2
	Mca
	PRO Check Primitive 
	· op =  4 (Delete)

· to = {CSEBaseName}/URI of <container> resource
· fr = AE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP


	Sent request contains
· Request method = DELETE

· Request-Target: {CSEBaseName}/URI of <container> resource 

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID 

· Message-body: Empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.04 (DELETE)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/URI of <container> resource
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string) 

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
op = 4 (Delete)

· 
to = {CSEBaseName}/URI of <container> resource

· 
fr = AE-ID

· 
rqi = (token-string)

· pc = empty

	3
	
	IOP Check
	Check if possible that the <container> resource is deleted in registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

· pc = empty

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2002
· X-M2M-RI:  (token-string) same as received in request message
· Message-body: empty  

	
	
	PRO Check CoAP
	Registrar sends response containing:

· Response Code = 2.02

· oneM2M-RSC: 2002(DELETED)

· oneM2M-RQI: (token-string) same as received in request message 

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
to = AE-ID

· 
fr = Registrar CSE-ID
· rsc = 2002(DELETED)

· rqi = (token-string) same as received in request message


	5
	
	IOP Check
	Check if possible that the <container> resource has been removed in registrar CSE.

	6
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.5 ContentInstance Management

8.1.5.1 ContentInstance Create
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_14

	Objective:
	AE adds a contentInstance resource <contentInstance> to a specific container in Registrar CSE via a contentInstance Create Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.19.2

[2] 7.3.6.2.1

	

	Pre-test conditions:
	· AE has created an application resource <AE> on registrar CSE

· AE has created a container resource <container> on registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE  sends a request to create a <container>

	2
	Mca
	PRO Check Primitive 
	· op = 1 (Create)

· to =  {CSEBaseName}/URI of < container > resource
· fr = AE-ID

· rqi = (token-string)

· ty = 4 (contentInstance)

· pc = Serialized representation of <contentInstance> resource

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = POST

· Request-Target:{CSEBaseName}/URI of < container > resource
· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Content-Type:  application/vnd.onem2m-res+xml  or
                         application/vnd.onem2m-res+json
· oneM2M-TY: 4
· Message-body: Serialized representation of <contentInstance> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/URI of < container > resource

· Content-type: application/vnd.onem2m-res+xml;  ty=4 or 
               application/vnd.onem2m-res+json; ty=4
· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)
· Payload: Serialized representation of <contentInstance> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 1 (Create)

· to =  {CSEBaseName}/URI of < container > resource 

· fr = AE-ID

· rqi = (token-string)

· ty = 4 (contentInstance)

· pc = Serialized representation of <contentInstance> resource

	3
	
	IOP Check
	Check if possible that the <container> resource is created in registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <contentInstance> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 201 (Created)

· X-M2M-RSC: 2001 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Location: URI of the created resource.

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <contentInstance> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:

· Response Code = 2.01 

· oneM2M-RSC: 2001

· oneM2M-RQI: (token-string) same as received in request message
· Location-Path: URI of the created resource

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Payload: Serialized representation of <contentInstance> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <contentInstance> resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.5.2 ContentInstance Retrieve

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_15

	Objective:
	AE retrieves information of a contentInstance resource via a container Retrieve Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.19.3

[2] 7.3.6.2.2

	

	Pre-test conditions:
	· AE has created an Application Entity resource <AE> on Registrar CSE

· AE has created a container resource <container> on Registrar CSE

· 

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Retrieve Request for a <contentInstance>

	2
	Mca
	PRO Check Primitive 
	· op = 2 (Retrieve)

· to =  {CSEBaseName}/URI of <contentInstance> resource

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP
	Sent request contains
· Request method = GET
· Request-Target: {CSEBaseName}/URI of <contentInstance> resource

· Host : IP address or the FQDN of Registrar CSE 

· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}/URI of <contentInstance> resource

· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload:

· op = 2 (Retrieve)

· to =  {CSEBaseName}/URI of <contentInstance> resource
· fr = AE-ID

· rqi = (token-string)

· pc = empty

	3
	Mca
	PRO Check Primitive
	· rsc =2000 (OK)
· rqi = (token-string) same as received in request message

· pc = Serialized representation of <contentInstance> resource

	
	
	PRO Check HTTP
	Registrar CSE sends response containing:
· Status Code = 200 (OK)
· X-M2M-RSC: 2000
· X-M2M-RI:  (token-string) same as received in request message
· Content-Type: application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json
· Message-body: Serialized representation of <contentInstance> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05 (OK)

· oneM2M-RSC: 2000(OK)

· oneM2M-RQI: (token-string) same as received in request message

· Content-Type: application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json
· Payload: Serialized representation of <contentInstance> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· 
to = AE-ID

· 
fr = Registrar CSE-ID
· 
rsc 2000(OK)

· 
rqi = (token-string) same as received in request message

· pc = Serialized representation of <contentInstance> resource

	4
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.5.3 ContentInstance Update
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_16

	Objective:
	AE updates information of a contentInstance resource via a contentInstance Update Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.19.4

[2] 7.3.6.2.3

	

	Pre-test conditions:
	· AE has created an Application Entity resource <AE> on Registrar CSE

· AE has created a container resource <container> on Registrar CSE

· 

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a subscription Update  Request to update the lifetime of the resource.

	2
	Mca
	PRO Check Primitive 
	· op =  3 (Update)

· to = {CSEBaseName}/URI of <contentInstance> resource
· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of updated <contentInstance> resource

	
	
	PRO Check HTTP


	Sent request contains
· Request method = PUT
· Request-Target:{CSEBaseName}/URI of <contentInstance> resource

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI:  (token-string)
· X-M2M-Origin:  AE-ID 

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Message-body: Serialized representation of updated <contentInstance> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.03 (PUT)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}/URI of <contentInstance> resource

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of updated < contentInstance > resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/ req /< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
op = 3 (Update)

· to = {CSEBaseName}/URI of <contentInstance> resource

· 
fr = AE-ID

· 
rqi = (token-string)
· 
pc = Serialized representation of updated <contentInstance> resource

	3
	
	IOP Check
	Check if possible that the < contentInstance> resource is updated in Registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2004 (Updated)
· rqi = (token-string) same as received in request message

· pc = Serialized representation of <contentInstance> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Code = 200 (Ok)
· X-M2M-RSC: 2004
· X-M2M-RI:  (token-string) same as received in request message
· Content-Type: application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <contentInstance> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:

· Response Code = 2.04

· oneM2M-RSC: 2004

· oneM2M-RQI: (token-string) same as received in request message

· Content-Type: application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Payload : Serialized representation of <contentInstance> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
to = AE-ID

· 
fr = Registrar CSE-ID

· 
rsc = 2004 (Updated)
· 
rqi = (token-string) same as received in request message
· 
pc = Serialized representation of modified <contentInstance> resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.5.4 ContentInstance Delete

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_17

	Objective:
	AE deletes contentInstance resource via a container Delete Request 

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.19.5

[2] 7.3.6.2.4

	

	Pre-test conditions:
	· AE has created an Application Entity resource <AE> on Registrar CSE

· AE has created a container resource <container> on Registrar CSE

· 

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a subscription Delete Request

	2
	Mca
	PRO Check Primitive 
	· op =  4 (Delete)

· to = {CSEBaseName}/URI of <contentInstance> resource
· fr = AE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP


	Sent request contains
· Request method = DELETE

· Request-Target: {CSEBaseName}/URI of <contentInstance> resource 

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID 

· Message-body: Empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.04 (DELETE)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/URI of <contentInstance> resource
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string) 

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
op = 4 (Delete)

· 
to = {CSEBaseName}/URI of <contentInstance> resource

· 
fr = AE-ID

· 
rqi = (token-string)

· pc = empty

	3
	
	IOP Check
	Check if possible that the <contentInstance> resource is deleted in registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

· pc = empty

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2002
· X-M2M-RI:  (token-string) same as received in request message
· Message-body: empty  

	
	
	PRO Check CoAP
	Registrar sends response containing:

· Response Code = 2.02

· oneM2M-RSC: 2002(DELETED)

· oneM2M-RQI: (token-string) same as received in request message 

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
to = AE-ID

· 
fr = Registrar CSE-ID
· rsc = 2002(DELETED)

· rqi = (token-string) same as received in request message


	5
	
	IOP Check
	Check if possible that the <contentInstance> resource has been removed in registrar CSE.

	6
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.6 Discovery
8.1.6.1 
Discovery of all resources

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_18

	Objective:
	AE discovers all accessible resources from registrar CSE 

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.6

[2] 7.2.3.13

	

	Pre-test conditions:
	· CSEBase resource has been created in registrar CSE with name {CSEBaseName}

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a discovery request to registrar CSE

	2
	Mca
	PRO Check Primitive 
	Sent request contains

· op = 2 (Retrieve)

· to =  {CSEBaseName}

· fr = AE-ID

· rqi = (token-string)

· fu=1

· pc = empty

	
	
	PRO Check HTTP


	Sent request contains

· Request method = GET

· Request-Target: {CSEBaseName}?fu=1

· Host: IP address or the FQDN of Registrar CSE

· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

· Uri-Query: fu=1

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”

Payload: 

· op = 2 (Retrieve)

· to =  {CSEBaseName}

· fr = Registree CSE-ID

· rqi = (token-string)

· fu = 1

· pc = empty

	3
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of data object containing addresses of all discovered resources

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2000 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of data object containing addresses of all discovered resources

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05 

· oneM2M-RSC: 2000

· oneM2M-RQI: (token-string) same as received in request message
· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of data object containing addresses of all discovered resources

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = Registree CSE-ID

· fr = Registrar CSE-ID

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of data object containing addresses of all discovered resources

	4
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.6.2 Discovery with label filter criteria

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_19

	Objective:
	AE discovers accessible resources residing in Registrar CSE using the label filter criteria 

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.6

[2] 7.2.3.13

	

	Pre-test conditions:
	· CSEBase resource has been created in registrar CSE with name {CSEBaseName}

· A <Container> resource with label "key1" is created on Registrar CSE .

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Discovery request  in order to discover the <Container> resource using the label filter criteria

	2
	Mca
	PRO Check Primitive 
	Sent request contains

· op = 2 (Retrieve)

· to =  {CSEBaseName}

· fr = AE-ID

· rqi = (token-string)

· fu=1

· lbl=key1

· pc = empty

	
	
	PRO Check HTTP


	Sent request contains

· Request method = GET

· Request-Target: {CSEBaseName}?fu=1&lbl=key1

· Host: IP address or the FQDN of Registrar CSE

· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

· Uri-Query: fu=1

· Uri-Query: lbl=key1

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”

Payload: 

· op = 2 (Retrieve)

· to =  {CSEBaseName}

· fr = Registree CSE-ID

· rqi = (token-string)

· fu = 1

· lbl=key1

· pc = empty

	3
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of data object containing the addresse of the <Container> address

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2000 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of data object containing the address of the <Container> address

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05 

· oneM2M-RSC: 2000

· oneM2M-RQI: (token-string) same as received in request message
· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of data object containing the address of the <Container> address

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = Registree CSE-ID

· fr = Registrar CSE-ID

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of data object containing the address of the <Container> address

	4
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.6.3 Discovery with limit filter criteria
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_20

	Objective:
	AE discovers accessible resources residing in Registrar CSE limiting the number of matching resources to the specified value.

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.6

[2] 7.2.3.13

	

	Pre-test conditions:
	· CSEBase resource has been created in registrar CSE with name {CSEBaseName}

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Discovery request  in order to discover at most 2 resources in registrar CSE.

	2
	Mca
	PRO Check Primitive 
	Sent request contains

· op = 2 (Retrieve)

· to =  {CSEBaseName}

· fr = AE-ID

· rqi = (token-string)

· fu=1

· lim=2

· pc = empty

	
	
	PRO Check HTTP


	Sent request contains

· Request method = GET

· Request-Target: {CSEBaseName}?fu=1&lim=2

· Host: IP address or the FQDN of Registrar CSE

· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

· Uri-Query: fu=1

· Uri-Query: lim=2

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”

Payload: 

· op = 2 (Retrieve)

· to =  {CSEBaseName}

· fr = Registree CSE-ID

· rqi = (token-string)

· fu = 1

· lim=2

· pc = empty

	3
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of data object containing the address of the <Container> address

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2000 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of data object containing at most 2 addresses of discovered resources

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05 

· oneM2M-RSC: 2000

· oneM2M-RQI: (token-string) same as received in request message
· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of data object containing at most 2 addresses of discovered resources

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = Registree CSE-ID

· fr = Registrar CSE-ID

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of data object containing at most 2 addresses of discovered resources

	4
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.6.4 Discovery with multiple filter criteria
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_21

	Objective:
	AE discovers accessible  resources residing in Registrar CSE using multiple Filter Criteria 

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.6

[2] 7.2.3.13

	

	Pre-test conditions:
	· Two <Container> resources with labels "key1" and "key2" are created in Registrar CSE.

· A <Group> resources with labels "key1" and "key2" is created in Registrar CSE.

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Discovery request in order to discover specific resources located in Registrar CSE using multiple filter criteria

	2
	Mca
	PRO Check Primitive
	Sent request contains

· op = 2 (Retrieve)

· to =  {CSEBaseName}

· fr = AE-ID

· rqi = (token-string)

· fu=1

· lbl=key1

· lbl=key2

· rty=3

· lim=1

· pc = empty

	
	
	PRO Check HTTP
	Sent request contains

· Request method = GET

· Request-Target: {CSEBaseName}?fu=1&key=1&key=2&rty=3&lim=1

· Host: IP address or the FQDN of Registrar CSE

· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

· Uri-Query: fu=1

· Uri-Query: lbl=key1

· Uri-Query: lbl=key2

· Uri-Query: rty=3

· Uri-Query: lim=1

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”

Payload: 

· op = 2 (Retrieve)

· to =  {CSEBaseName}

· fr = Registree CSE-ID

· rqi = (token-string)

· fu = 1

· lbl=key1

· lbl=key2

· rty=3

· lim=1

· pc = empty

	3
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of data object containing the address of one of the <Container> resources

	
	
	PRO Check HTTP
	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2000 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of data object containing the address of one of the <Container> resources

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05 

· oneM2M-RSC: 2000

· oneM2M-RQI: (token-string) same as received in request message
· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of data object containing the address of one of the <Container> resources

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = Registree CSE-ID

· fr = Registrar CSE-ID

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of data object containing the address of one of the <Container> resources

	4
	
	IOP Check2
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.7 Subscription Management

8.1.7.1 Subscription Create
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_22

	Objective:
	AE creates a subscription to Application Entity  resource via subscription Create Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.11.2

[2] 7.3.7.2

	

	Pre-test conditions:
	· AE has created an application resource <AE> on registrar CSE

· AE has created a container resource <container> on  registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE  is requested to send a AE Create request to register to the Registrar CSE

	2
	Mca
	PRO Check Primitive 
	· op = 1 (Create)

· to =  {CSEBaseName}/URI of <Container> resource
· fr = AE-ID

· rqi = (token-string)

· ty = 23 (Subscription)

· pc = Serialized representation of <Subscription> resource

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = POST

· Request-Target:{CSEBaseName}/URI of <Container> resource
· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; ty=2  or
                         application/vnd.onem2m-res+json; ty=2

· Message-body: Serialized representation of <Subscription> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/URI of <Container> resource

· Content-type: application/vnd.onem2m-res+xml or 
               application/vnd.onem2m-res+json
· oneM2M-TY: 23
· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)
· Payload: Serialized representation of <Subscription> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 1 (Create)

· to =  {CSEBaseName}/URI of <Container> resource 

· fr = AE-ID

· rqi = (token-string)

· ty = 23 (Subscription)

· pc = Serialized representation of <Subscription> resource

	3
	
	IOP Check
	Check if possible that the <Subscription> resource is created in registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <Subscription> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 201 (Created)

· X-M2M-RSC: 2001 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Location: URI of the created resource.

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <Subscription> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.01 

· oneM2M-RSC: 2001

· oneM2M-RQI: (token-string) same as received in request message
· Location-Path: URI of the created resource

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Payload: Serialized representation of <Subscription> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <Subscription> resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.7.2 Subscription Retrieve
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_23

	Objective:
	AE retrieves subscription resource from Registrar CSE

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.11.3

[2] 7.3.7.2

	

	Pre-test conditions:
	· AE has created an Application Entity resource <AE> on Registrar CSE

· AE has created a container resource <container> on Registrar CSE

· AE has created a subscription resource <subscription> on Registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Retrieve Request for a <subscription>

	2
	Mca
	PRO Check Primitive 
	· op = 2 (Retrieve)

· to =  {CSEBaseName}/URI of <Subscription> resource

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP
	Sent request contains
· Request method = GET
· Request-Target: {CSEBaseName}/URI of <Subscription> resource

· Host : IP address or the FQDN of Registrar CSE 

· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}/URI of <Subscription> resource

· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload:

· op = 2 (Retrieve)

· to =  {CSEBaseName}/URI of <Subscription> resource
· fr = AE-ID

· rqi = (token-string)

· pc = empty

	3
	Mca
	PRO Check Primitive
	· rsc =2000 (OK)
· rqi = (token-string) same as received in request message

· pc = Serialized representation of <Subscription> resource

	
	
	PRO Check HTTP
	Registrar CSE sends response containing:
· Status Code = 200 (OK)
· X-M2M-RSC: 2000
· X-M2M-RI:  (token-string) same as received in request message
· Content-Type: application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json
· Message-body: Serialized representation of <Subscription> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05 

· oneM2M-RSC: 2000(OK)

· oneM2M-RQI: (token-string) same as received in request message

· Content-Type: application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json
· Payload: Serialized representation of <Subscription> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· 
to = AE-ID

· 
fr = Registrar CSE-ID
· 
rsc 2000(OK)

· 
rqi = (token-string) same as received in request message

· pc = Serialized representation of <Subscription> resource

	4
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.7.3 Subscription Update
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_24

	Objective:
	AE updates information about a subscription via subscription Update  Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.11.4

[2] 7.3.7.2

	

	Pre-test conditions:
	· AE has created an Application Entity resource <AE> on Registrar CSE

· AE has created a container resource <container> on Registrar CSE

· AE has created a subscription resource <subscription> on Registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a subscription Update  Request to update the lifetime of the resource.

	2
	Mca
	PRO Check Primitive 
	· op =  3 (Update)

· to = {CSEBaseName}/URI of <Subscription> resource
· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of updated <Subscription> resource

	
	
	PRO Check HTTP


	Sent request contains
· Request method = PUT
· Request-Target:{CSEBaseName}/URI of <Subscription> resource

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI:  (token-string)
· X-M2M-Origin:  AE-ID 

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Message-body: Serialized representation of updated <Subscription> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.03 (PUT)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}/URI of <Subscription> resource

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of updated <Subscription> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/ req /< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
op = 3 (Update)

· to = {CSEBaseName}/URI of <Subscription> resource

· 
fr = AE-ID

· 
rqi = (token-string)
· 
pc = Serialized representation of updated <Subscription> resource

	3
	
	IOP Check
	Check if possible that the <subscription> resource is updated in Registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2004 (Updated)
· rqi = (token-string) same as received in request message

· pc = Serialized representation of <Subscription> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Code = 200 (Ok)
· X-M2M-RSC: 2004
· X-M2M-RI:  (token-string) same as received in request message
· Content-Type: application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <Subscription> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:

· Response Code = 2.04

· oneM2M-RSC: 2004

· oneM2M-RQI: (token-string) same as received in request message

· Content-Type: application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Payload : Serialized representation of <Subscription> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
to = AE-ID

· 
fr = Registrar CSE-ID

· 
rsc = 2004 (Updated)
· 
rqi = (token-string) same as received in request message
· 
pc = Serialized representation of modified <Subscription> resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.7.4 Subscription Delete
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_25

	Objective:
	AE cancels subscription via an subscription Delete Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.11.5

[2] 7.3.7.2

	

	Pre-test conditions:
	· AE has created an Application Entity resource <AE> on Registrar CSE

· AE has created a container resource <container> on Registrar CSE

· AE has created a subscription resource <subscription> on Registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a subscription Delete Request

	2
	Mca
	PRO Check Primitive 
	· op =  4 (Delete)

· to = {CSEBaseName}/URI of <Subscription> resource
· fr = AE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP


	Sent request contains
· Request method = DELETE

· Request-Target: {CSEBaseName}/URI of <Subscription> resource 

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID 

· Message-body: Empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.04 (DELETE)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/URI of <Subscription> resource
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string) 

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
op = 4 (Delete)

· 
to = {CSEBaseName}/URI of <Subscription> resource

· 
fr = AE-ID

· 
rqi = (token-string)

· pc = empty

	3
	
	IOP Check
	Check if possible that the <Subscription> resource is deleted in registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

· pc = empty

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2002
· X-M2M-RI:  (token-string) same as received in request message
· Message-body: empty  

	
	
	PRO Check CoAP
	Registrar sends response containing:

· Response Code = 2.02

· oneM2M-RSC: 2002(DELETED)

· oneM2M-RQI: (token-string) same as received in request message 

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
to = AE-ID

· 
fr = Registrar CSE-ID
· rsc = 2002(DELETED)

· rqi = (token-string) same as received in request message


	5
	
	IOP Check
	Check if possible that the <subscription> resource has been removed in registrar CSE.

	6
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.8 accessControlPolicy Management

8.1.8.1 accessControlPolicy Create
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_26

	Objective:
	AE creates an accessControlPolicy resource

	Configuration:
	M2M_CFG_01

	References:
	1] 10.2.21.1

[2] 7.3.1.2 

	

	Pre-test conditions:
	·  CSEBase resource has been created in registrar CSE with name {CSEBaseName}

· AE has created a <AE> resource on registrar CSE with name {AE}

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send an accessControlPolicy Create Request

	2
	Mca
	PRO Check Primitive 
	· op = 1 (Create)

· to =  {CSEBaseName}/{AE}

· fr = AE-ID

· rqi = (token-string)

· ty = 1 (accessControlPolicy)

· pc = Serialized representation of <accessControlPolicy > resource

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = POST

· Request-Target:{CSEBaseName}/{AE}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; ty=1   or  application/vnd.onem2m-res+json; ty=1

· Message-body: Serialized representation of <accessControlPolicy > resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{AE}
· Content-type: application/vnd.onem2m-res+xml or  application/vnd.onem2m-res+json
· oneM2M-TY: 1
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: Serialized representation of <accessControlPolicy> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 1 (Create)

· to =  {CSEBaseName}/{AE}

· fr = AE-ID

· rqi = (token-string)

· ty = 1 (RemoteCSE)

· pc = Serialized representation of <accessControlPolicy> resource

	3
	
	IOP Check
	Check if possible that the <container> resource is created in registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <accessControlPolicy> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 201 (Created)

· X-M2M-RSC: 2001 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Location: URI of the created <accessControlPolicy> resource.

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <accessControlPolicy> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.01 

· oneM2M-RSC: 2001

· oneM2M-RQI: (token-string) same as received in request message
· Location-Path: URI of the created <accessControlPolicy> resource

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of <accessControlPolicy> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <accessControlPolicy> resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.8.2 accessControlPolicy Retrieve

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_27

	Objective:
	AE retrieves accessControlPolicy resource

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.21.2

[2] 7.3.1.2

	

	Pre-test conditions:
	·  CSEBase resource has been created in registrar CSE with name {CSEBaseName}

· AE has created a <AE> resource on registrar CSE with name {AE}

· accessControlPolicy resource has been created in registrar CSE under <AE> resource with name {accessControlPolicyName}



	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE  is requested to send a accessControlPolicy retrieve request to Registrar CSE

	2
	Mca
	PRO Check Primitive 
	· op = 2 (Retrieve)

· to =  {CSEBaseName}/{AE}/{accessControlPolicyName}

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = GET

· Request-Target: {CSEBaseName}/{{AE}/{accessControlPolicyName}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{AE}/{accessControlPolicyName}
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 2 (Retrieve)

· to =  {CSEBaseName}/{AE}/{accessControlPolicyName}

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	3
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <accessControlPolicy> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2000 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <accessControlPolicy> resource

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05  (OK)

· oneM2M-RSC: 2000 

· oneM2M-RQI: (token-string) same as received in request message
· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of <accessControlPolicy> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <accessControlPolicy> resource

	4
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.8.3 accessControlPolicy Update

	Interoperability Test Description
	

	
	Identifier:
	TD_M2M_NH_28

	
	Objective:
	AE updates attribute in accessControlPolicy resource

	
	Configuration:
	M2M_CFG_01

	
	References:
	[1] 10.2.21.3

[2] 7.3.1.2

	
	

	
	Pre-test conditions:
	·  CSEBase resource has been created in registrar CSE with name {CSEBaseName}

· AE has created a <AE> resource on registrar CSE with name {AE}

· accessControlPolicy resource has been created in registrar CSE under <AE> resource with name {accessControlPolicyName}



	
	Test Sequence

	
	Step
	RP
	Type
	Description

	
	1
	
	Stimulus
	AE is requested to send an accessControlPolicy update request to Registrar CSE

	
	2
	Mca
	PRO Check Primitive 
	· op = 3 (Update)

· to =   {CSEBaseName}/{AE}/{accessControlPolicyName}

· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of updated <accessControlPolicy > resource

	
	
	
	PRO Check HTTP 


	Sent request contains

· Request method = PUT

· Request-Target: {CSEBaseName}/{AE}/{accessControlPolicyName}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Content-Type:  application/vnd.onem2m-res+xml or  application/vnd.onem2m-res+json

· Message-body: Serialized representation of updated <accessControlPolicy> resource

	
	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.03 (PUT)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{AE}/{accessControlPolicyName}
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

· Content-Type:  application/vnd.onem2m-res+xml or  application/vnd.onem2m-res+json

· Payload: Serialized representation of updated <accessControlPolicy> resource

	
	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 3 (Update)

· to =  {CSEBaseName}/{AE}/{accessControlPolicyName}

· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of updated <accessControlPolicy> resource
	

	
	3
	
	IOP Check
	Check if possible that the <accessControlPolicy> resource has been updated in registrar CSE.

	
	4
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 2004 (UPDATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <accessControlPolicy> resource

	
	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2004 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <accessControlPolicy> resource

	
	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.04 (UPDATED)

· oneM2M-RSC: 2004

· oneM2M-RQI: (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of <accessControlPolicy> resource

	
	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2004 (Updated)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <accessControlPolicy> resource
	

	
	5
	
	IOP Check
	AE indicates successful operation

	
	IOP Verdict
	

	
	PRO Verdict
	


8.1.8.4 accessControlPolicy Delete

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_29

	Objective:
	AE deletes accessControlPolicy resource

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.21.4

[2] 7.3.1.2

	

	Pre-test conditions:
	· CSEBase resource has been created in registrar CSE with name {CSEBaseName}

· AE has created a <AE> resource on registrar CSE with name {AE}

· accessControlPolicy resource has been created in registrar CSE under <AE> resource with name {accessControlPolicyName}

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE  is requested to send an accessControlPolicy delete request to Registrar CSE

	2
	Mca
	PRO Check Primitive 
	· op = 4 (Delete)

· to =  {CSEBaseName}/{AE}/{accessControlPolicyName}

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = DELETE

· Request-Target: {CSEBaseName}/{AE}/{accessControlPolicyName}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.04 (DELETE)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{AE}/{accessControlPolicyName}
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 4 (Delete)

· to =  {CSEBaseName}/{AE}/{accessControlPolicyName}

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	3
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

· pc = empty

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2002 
· X-M2M-RI:  (token-string) same as received in request message
· Message-body: empty

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05 (OK)

· oneM2M-RSC: 2002 

· oneM2M-RQI: (token-string) same as received in request message
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2002

· rqi = (token-string) same as received in request message

· pc = empty

	4
	
	IOP Check
	Check if possible that the <accessControlPolicy> resource has been removed from registrar CSE.

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.8.5 Unauthorized operation (Insufficient Access Rights)
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_30

	Objective:
	AE delete request is rejected due to accessControlPolicy

	Configuration:
	M2M_CFG_01

	References:
	[1] 

[2] ] 7.3.1.2

	

	Pre-test conditions:
	· AE has created an Application Entity resource <AE> on Registrar CSE

· AE has created an accessControlPolicy resource < acp1>  under <AE>  on Registrar CSE,  which forbids to delete container

· AE has created a container resource <container> in application <AE>, using the access right <acp1>

· CSEBase resource has been created in registrar CSE with name {CSEBaseName}

· AE has created a <AE> resource on registrar CSE with name {AE}

· accessControlPolicy resource has been created in registrar CSE under <AE> resource with name {accessControlPolicyName}, which forbids to delete container

· AE has created a <container> resource on registrar CSE under <AE>, with name {containerName}



	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a container Delete Request for resource <container>

	2
	Mca
	PRO Check Primitive 
	· op = 4 (Delete)

· to =  {CSEBaseName}/{AE}/{containerName}

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP


	Sent request contains

· Request method = DELETE

· Request-Target: {CSEBaseName}/{AE}/{containerName}

· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.04 (DELETE)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{AE}/{containerName}
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 4 (Delete)

· to =  {CSEBaseName}/{AE}/{containerName}

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	3
	Mca
	PRO Check Primitive
	Registrar CSE sends response containing:

· rsc = 4103 (ACCESS_DENIED)
· rqi = (token-string) same as received in request message

pc = empty

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 403 (Forbidden) 
· X-M2M-RSC: 4103 
· X-M2M-RI:  (token-string) same as received in request message
· Message-body: empty

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 4.03 (Forbidden)

· oneM2M-RSC: 4103 

· oneM2M-RQI: (token-string) same as received in request message
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = <Response Status Code(4103, ACCESS_DENIED>

· rqi = (token-string) same as received in request message

· pc = empty

	4
	
	IOP Check
	Check if possible that the <container> resource has not been removed in registrar CSE.

	5
	
	IOP Check
	AE indicates unsuccessful operation (Delete error – no privilege)

	IOP Verdict
	

	PRO Verdict
	


8.1.9 Group Management

8.1.9.1 Group Create
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_31

	Objective:
	AE creates a group resource 

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.7.2

[2] 7.3.12.2.1

	

	Pre-test conditions:
	· void

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a group Create Request

	2
	Mca
	PRO Check Primitive 
	· op = 1 (Create)

· to =  {CSEBaseName}

· fr = AE-ID

· rqi = (token-string)

· ty = 9 (group)

· pc = Serialized representation of <group> resource

	
	
	PRO Check HTTP


	Sent request contains
· Request method = POST
· Request-Target: {CSEBaseName}
· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; ty=9 or  application/vnd.onem2m-res+json; ty=9

· Message-body: Serialized representation of <group> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}
· Content-type: application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json
· oneM2M-TY: 9
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: Serialized representation of <group> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· op = 1 (Create)
· to = {CSEBaseName}
· fr = AE-ID

· rqi = (token-string)
· ty = 9 (group)
· pc = Serialized representation of <group> resource

	3
	
	IOP Check
	Check if possible that the <group> resource is created in Registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <group> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 201 (OK)
· X-M2M-RSC: 2001 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Location : URI of the created <group> resource
· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <group> resource

	
	
	PRO Check CoAP
	Registrar CSE sends response containing:

· Response Code = 2.01

· oneM2M-RSC: 2001

· oneM2M-RQI: (token-string) same as received in request message
· Location-Path: URI of the created <group> resource

· Payload: Serialized representation of <group> resource

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message
· pc = Serialized representation of <group> resource

	5
	
	IOP Check
	AE  indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.9.2 Group Retrieve

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_32

	Objective:
	AE retrieves group resource 

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.7.3

[2] 7.3.12.2.2

	

	Pre-test conditions:
	· AE has created a <group> resource on Registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a group Retrieve Request

	2
	Mca
	PRO Check Primitive 
	· op = 2 (RETRIEVE)

· to = {CSEBaseName}/{group}

· fr = AE-ID

· rqi = (token-string)

	
	
	PRO Check HTTP


	Sent request contains
· Request method = GET

· Request-Target: {CSEBaseName}/{group}

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{group}
· Content-type: application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload:

· 
op = 2 (Retrieve)

· 
to = {CSEBaseName}/{group}

· 
fr = <AE-ID>

· 
rqi = (token-string)

	3
	Mca
	PRO Check Primitive
	· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <group> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code =200 (OK)

· X-M2M-RSC: 2000 
· X-M2M-RI: (token-string) same as received in request message
· Message-body: Serialized representation of <group> resource

	
	
	PRO Check CoAP
	Registrar CSE sends response containing:

· Response Code = 2.05

· oneM2M-RSC: 2000

· oneM2M-RQI: (token-string) same as received in request message
· Payload: Serialized representation of <group> resource

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2000

· rqi = (token-string) same as received in request message
· pc = Serialized representation of <group> resource

	4
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.9.3 Group Update

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_33

	Objective:
	AE updates attribute in group resource

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.7.4

[2] 7.3.12.2.3

	

	Pre-test conditions:
	· AE has created a <group> resource on Registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a group Update Request

	2
	Mca
	PRO Check Primitive 
	· op = 3 (Update)

· to = {CSEBaseName}/{group}

· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of <group> resource

	
	
	PRO Check HTTP


	Sent request contains
· Request method = PUT

· Request-Target: {CSEBaseName}/{group}
· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; or application/vnd.onem2m-res+json;

· Message-body: Serialized representation of <group> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.03 (PUT)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{group}
· Content-type: application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: Serialized representation of <group> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· op = 3 (Update)
· to = {CSEBaseName}/{group}
· fr = AE-ID

· rqi = (token-string)
· pc = Serialized representation of <group> resource

	3
	
	IOP Check
	Check if possible that the <group> resource is updated in Registrar CSE..

	4
	Mca
	PRO Check Primitive
	· rsc = 2004 (CHANGED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <group> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Code = 200

· X-M2M-RSC: 2004 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <group> resource

	
	
	PRO Check CoAP
	Registrar CSE sends response containing:

· Response Code = 2.05

· oneM2M-RSC: 2004

· oneM2M-RQI: (token-string) same as received in request message
· Payload: Serialized representation of <group> resource

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message
· rsc = 2004
· pc = Serialized representation of <group> resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.9.4 Group Delete

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_34

	Objective:
	AE deletes group resource

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.7.5

[2] 7.3.12.2.4

	

	Pre-test conditions:
	· AE has created a <group> resource on Registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a group Delete Request

	2
	Mca
	PRO Check Primitive 
	· op = 4 (DELETE)

· to = {CSEBaseName}/{group}

· fr = AE-ID

· rqi = (token-string)

	
	
	PRO Check HTTP


	Sent DELETE request contains
· Request method = DELETE

· Request-Target: {CSEBaseName}/{group}

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

	
	
	PRO Check CoAP
	Sent DELETE request contains

· Method: 0.04 (DELETE)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{group}
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· op = 4

· to = {CSEBaseName}/{group}
· fr = AE-ID

· rqi = (token-string)

	3
	Mca
	PRO Check Primitive
	· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200

· X-M2M-RSC: 2002 
· X-M2M-RI: (token-string) same as received in request message

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05
· oneM2M-RSC: 2002

· oneM2M-RQI: (token-string) same as received in request message

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID
· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 2002

	4
	
	IOP Check
	Check if possible that the <group> resource is deleted in Registrar CSE.

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.10 Node Management
8.1.10.1  Node Create
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_35

	Objective:
	AE creates a node resource 

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.14.1

[2] 7.3.18.2.1

	

	Pre-test conditions:
	· void

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a node Create Request

	2
	Mca
	PRO Check Primitive 
	· op = 1 (Create)

· to =  {CSEBaseName}

· fr = AE-ID

· rqi = (token-string)

· ty = 14 (node)

· pc = Serialized representation of <node> resource

	
	
	PRO Check HTTP


	Sent request contains
· Request method = POST
· Request-Target: {CSEBaseName}
· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; ty=14 or  application/vnd.onem2m-res+json; ty=14

· Message-body: Serialized representation of <node> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}
· Content-type: application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json
· oneM2M-TY: 14
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: Serialized representation of <node> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· op = 1 (Create)
· to = {CSEBaseName}
· fr = AE-ID

· rqi = (token-string)
· ty = 14 (node)
· pc = Serialized representation of <node> resource

	3
	
	IOP Check
	Check if possible that the <node> resource is created in Registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <node> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 201 (OK)
· X-M2M-RSC: 2001 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Location : URI of the created <node> resource
· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <node> resource

	
	
	PRO Check CoAP
	Registrar CSE sends response containing:

· Response Code = 2.01

· oneM2M-RSC: 2001

· oneM2M-RQI: (token-string) same as received in request message
· Location-Path: URI of the created <node> resource

· Payload: Serialized representation of <node> resource

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message
· pc = Serialized representation of <node> resource

	5
	
	IOP Check
	AE  indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.10.2  Node Retrieve
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_36

	Objective:
	AE retrieves node resource 

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.14.2

[2] 7.3.18.2.2

	

	Pre-test conditions:
	· AE has created a <node> resource on Registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a node Retrieve Request

	2
	Mca
	PRO Check Primitive 
	· op = 2 (RETRIEVE)

· to = {CSEBaseName}/{node}

· fr = AE-ID

· rqi = (token-string)

	
	
	PRO Check HTTP


	Sent request contains

· Request method = GET

· Request-Target: {CSEBaseName}/{node}

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{node}
· Content-type: application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload:

· 
op = 2 (Retrieve)

· 
to = {CSEBaseName}/{node}

· 
fr = <AE-ID>

· 
rqi = (token-string)

	3
	Mca
	PRO Check Primitive
	· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <node> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code =200 (OK)

· X-M2M-RSC: 2000 
· X-M2M-RI: (token-string) same as received in request message
· Message-body: Serialized representation of <node> resource

	
	
	PRO Check CoAP
	Registrar CSE sends response containing:

· Response Code = 2.05

· oneM2M-RSC: 2000

· oneM2M-RQI: (token-string) same as received in request message
· Payload: Serialized representation of <node> resource

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2000

· rqi = (token-string) same as received in request message
· pc = Serialized representation of <node> resource

	4
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.10.3  Node Update
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_37

	Objective:
	AE updates attribute in node resource

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.14.3

[2] 7.3.18.2.3

	

	Pre-test conditions:
	· AE has created a <node> resource on Registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a node Update Request

	2
	Mca
	PRO Check Primitive 
	· op = 3 (Update)

· to = {CSEBaseName}/{node}

· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of <node> resource

	
	
	PRO Check HTTP


	Sent request contains
· Request method = PUT

· Request-Target: {CSEBaseName}/{node}
· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; or application/vnd.onem2m-res+json;

· Message-body: Serialized representation of <node> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.03 (PUT)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{node}
· Content-type: application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: Serialized representation of <node> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· op = 3 (Update)
· to = {CSEBaseName}/{node}
· fr = AE-ID

· rqi = (token-string)
· pc = Serialized representation of <node> resource

	3
	
	IOP Check
	Check if possible that the <node> resource is updated in Registrar CSE..

	4
	Mca
	PRO Check Primitive
	· rsc = 2004 (CHANGED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <node> resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Code = 200

· X-M2M-RSC: 2004 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of <node> resource

	
	
	PRO Check CoAP
	Registrar CSE sends response containing:

· Response Code = 2.05

· oneM2M-RSC: 2004

· oneM2M-RQI: (token-string) same as received in request message
· Payload: Serialized representation of <node> resource

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message
· rsc = 2004
· pc = Serialized representation of <node> resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.10.4  Node Delete
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_38

	Objective:
	AE deletes node resource

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.14.4

[2] 7.3.18.2.4

	

	Pre-test conditions:
	· AE has created a <node> resource on Registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a node Delete Request

	2
	Mca
	PRO Check Primitive 
	· op = 4 (DELETE)

· to = {CSEBaseName}/{node}

· fr = AE-ID

· rqi = (token-string)

	
	
	PRO Check HTTP


	Sent DELETE request contains

· Request method = DELETE

· Request-Target: {CSEBaseName}/{node}

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

	
	
	PRO Check CoAP
	Sent DELETE request contains

· Method: 0.04 (DELETE)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{node}
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· op = 4

· to = {CSEBaseName}/{node}
· fr = AE-ID

· rqi = (token-string)

	3
	Mca
	PRO Check Primitive
	· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200

· X-M2M-RSC: 2002 
· X-M2M-RI: (token-string) same as received in request message

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05
· oneM2M-RSC: 2002

· oneM2M-RQI: (token-string) same as received in request message

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID
· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 2002

	4
	
	IOP Check
	Check if possible that the <node> resource is deleted in Registrar CSE.

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.11 PollingChannel Management

8.1.11.1 PollingChannel Create
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_39

	Objective:
	AE creates a <pollingChannel> resource in registrar CSE via a Create Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.13.2

[2] 7.3.21.2.1

	

	Pre-test conditions:
	· AE has created an application resource <AE> on registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE  sends a request to create a < pollingChannel >

	2
	Mca
	PRO Check Primitive 
	· op = 1 (Create)

· to =  {CSEBaseName}/URI of <AE> resource
· fr = AE-ID

· rqi = (token-string)

· ty = 15 (pollingChannel)

· pc = Serialized representation of < pollingChannel > resource

	
	
	PRO Check HTTP 


	Sent request contains

· Request method = POST

· Request-Target:{CSEBaseName}/URI of <AE> resource
· Host: IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; ty=15  or
                         application/vnd.onem2m-res+json; ty=15

· Message-body: Serialized representation of < pollingChannel > resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/URI of <AE> resource

· Content-type: application/vnd.onem2m-res+xmlor 
               application/vnd.onem2m-res+json
· oneM2M-TY: 15
· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)
· Payload: Serialized representation of < pollingChannel > resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 1 (Create)

· to =  {CSEBaseName}/URI of <AE> resource 

· fr = AE-ID

· rqi = (token-string)

· ty = 15 (pollingChannel)

· pc = Serialized representation of < pollingChannel > resource

	3
	
	IOP Check
	Check if possible that the < pollingChannel > resource is created in registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of < pollingChannel > resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 201 (Created)

· X-M2M-RSC: 2001 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Location: URI of the created resource.

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of < pollingChannel > resource

	
	
	PRO Check CoAP
	Registrar sends response containing:

· Response Code = 2.01 

· oneM2M-RSC: 2001

· oneM2M-RQI: (token-string) same as received in request message
· Location-Path: URI of the created resource

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Payload: Serialized representation of < pollingChannel > resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of < pollingChannel > resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.11.2 PollingChannel Retrieve
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_40

	Objective:
	AE retrieves information of a pollingChannel resource via a Retrieve Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.13.3

[2] 7.3.21.2.2

	

	Pre-test conditions:
	· AE has created an Application Entity resource <AE> on Registrar CSE

· AE has created a container resource < pollingChannel > on Registrar CSE

· 

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Retrieve Request for a < pollingChannel >

	2
	Mca
	PRO Check Primitive 
	· op = 2 (Retrieve)

· to =  {CSEBaseName}/URI of < pollingChannel > resource

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP
	Sent request contains
· Request method = GET
· Request-Target: {CSEBaseName}/URI of < pollingChannel > resource

· Host : IP address or the FQDN of Registrar CSE 

· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Message-body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}/URI of < pollingChannel > resource

· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload:

· op = 2 (Retrieve)

· to =  {CSEBaseName}/URI of < pollingChannel > resource
· fr = AE-ID

· rqi = (token-string)

· pc = empty

	3
	Mca
	PRO Check Primitive
	· rsc =2000 (OK)
· rqi = (token-string) same as received in request message

· pc = Serialized representation of < pollingChannel > resource

	
	
	PRO Check HTTP
	Registrar CSE sends response containing:
· Status Code = 200 (OK)
· X-M2M-RSC: 2000
· X-M2M-RI:  (token-string) same as received in request message
· Content-Type: application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json
· Message-body: Serialized representation of < pollingChannel > resource

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05 (OK)

· oneM2M-RSC: 2000(OK)

· oneM2M-RQI: (token-string) same as received in request message

· Content-Type: application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json
· Payload: Serialized representation of < pollingChannel > resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· 
to = AE-ID

· 
fr = Registrar CSE-ID
· 
rsc 2000(OK)

· 
rqi = (token-string) same as received in request message

· pc = Serialized representation of < pollingChannel > resource

	4
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.11.3 pollingChannel Update
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_41

	Objective:
	AE updates attribute in pollingChannel resource via a Update Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.13.4

[2] 7.3.21.2.3

	

	Pre-test conditions:
	· AE has created an Application Entity resource <AE> on Registrar CSE

· AE has created a container resource <container> on Registrar CSE



	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a pollingChannel Update  Request to update the lifetime of the resource.

	2
	Mca
	PRO Check Primitive 
	· op =  3 (Update)

· to = {CSEBaseName}/URI of < pollingChannel > resource
· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of updated < pollingChannel > resource

	
	
	PRO Check HTTP


	Sent request contains
· Request method = PUT
· Request-Target:{CSEBaseName}/URI of < pollingChannel > resource

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI:  (token-string)
· X-M2M-Origin:  AE-ID 

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Message-body: Serialized representation of updated < pollingChannel > resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.03 (PUT)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}/URI of < pollingChannel > resource

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Payload: Serialized representation of updated < pollingChannel > resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/ req /< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
op = 3 (Update)

· to = {CSEBaseName}/URI of < pollingChannel > resource

· 
fr = AE-ID

· 
rqi = (token-string)
· 
pc = Serialized representation of updated < pollingChannel > resource

	3
	
	IOP Check
	Check if possible that the < pollingChannel > resource is updated in Registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2004 (Updated)
· rqi = (token-string) same as received in request message

· pc = Serialized representation of < pollingChannel > resource

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Code = 200 (Ok)
· X-M2M-RSC: 2004
· X-M2M-RI:  (token-string) same as received in request message
· Content-Type: application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Message-body: Serialized representation of < pollingChannel > resource

	
	
	PRO Check CoAP
	Registrar sends response containing:

· Response Code = 2.04

· oneM2M-RSC: 2004

· oneM2M-RQI: (token-string) same as received in request message

· Content-Type: application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json
· Payload : Serialized representation of < pollingChannel > resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
to = AE-ID

· 
fr = Registrar CSE-ID

· 
rsc = 2004 (Updated)
· 
rqi = (token-string) same as received in request message
· 
pc = Serialized representation of modified < pollingChannel > resource

	5
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.11.4 pollingChannel Delete
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_42

	Objective:
	AE deletes a pollingChannel resource via a Delete Request 

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.13.5

[2] 7.3.21.2.4

	

	Pre-test conditions:
	· AE has created an Application Entity resource <AE> on Registrar CSE

· AE has created a container resource <container> on Registrar CSE

· 

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a subscription Delete Request

	2
	Mca
	PRO Check Primitive 
	· op =  4 (Delete)

· to = {CSEBaseName}/URI of < pollingChannel > resource
· fr = AE-ID

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP


	Sent request contains
· Request method = DELETE

· Request-Target: {CSEBaseName}/URI of < pollingChannel > resource 

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID 

· Message-body: Empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.04 (DELETE)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/URI of < pollingChannel > resource
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string) 

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
op = 4 (Delete)

· 
to = {CSEBaseName}/URI of < pollingChannel > resource

· 
fr = AE-ID

· 
rqi = (token-string)

· pc = empty

	3
	
	IOP Check
	Check if possible that the < pollingChannel > resource is deleted in registrar CSE.

	4
	Mca
	PRO Check Primitive
	· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

· pc = empty

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)

· X-M2M-RSC: 2002
· X-M2M-RI:  (token-string) same as received in request message
· Message-body: empty  

	
	
	PRO Check CoAP
	Registrar sends response containing:

· Response Code = 2.02

· oneM2M-RSC: 2002(DELETED)

· oneM2M-RQI: (token-string) same as received in request message 

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· 
to = AE-ID

· 
fr = Registrar CSE-ID
· rsc = 2002(DELETED)

· rqi = (token-string) same as received in request message


	5
	
	IOP Check
	Check if possible that the < pollingChannel > resource has been removed in registrar CSE.

	6
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.1.11.5 Long Polling on a PollingChannel Retrieve
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_43

	Objective:
	AE retrieves information of a pollingChannel resource via a Retrieve Request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.13.7

[2] 7.3.22.2.2

	

	Pre-test conditions:
	· A pollingChannel resource < pollingChannel > has been created in application <AE> on the Registrar CSE

· A subscription to a <container> resource has been created using the <pollingChannel> as a notificationURI in the subscription.

· A single <contentInstance> resource is created in the subscribed to resource.

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a pollingChannelURI Retrieve Request for <pollingChannelURI>

	2
	Mca
	PRO Check Primitive 
	Sent RETRIEVE request contains
· To: <CSEBase>/<AE>/<pollingChannel>/pollingChannelURI
· Fr: AE-ID

	
	
	PRO Check HTTP


	Sent GET request contains
· Request URI <CSEBase>/<AE>/<pollingChannel>/pollingChannelURI
· Host : Registar CSE

· Payload: empty 

	
	
	PRO Check CoAP
	Sent GET request contains
· Method: 0.01 (GET)

· Uri-Host: Registrar CSE host

· Uri-Port: Registrar CSE port

· Uri-Path: <CSEBase>

· Uri-Path: <AE>

· Uri-Path: < pollingChannel >

· URI-Path: pollingChannelURI

	
	
	PRO Check MQTT
	

	3
	Mca
	PRO Check Primitive
	Sent RETRIEVE response contains
· To: AE-ID
· Fr: CSE-ID
· Response Statuse Code : OK
· Cn: pending Notification request

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Code = 200

· Payload: Response PRO Check Primitive with Content set with Notification request

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 2.05 
· Payload: Response PRO Check Primitive with Content set with Notification request

	
	
	PRO Check MQTT
	

	4
	
	IOP Check
	AE indicates successful operation

	5
	
	
	Repeat steps 1-2. There is no pending request.  When the Request Expiration Timestamp expires Registrar sends response indicating “REQUEST_TIMEOUT”

	6
	Mca
	PRO Check Primitive
	Sent RETRIEVE response contains
· To: AE-ID
· Fr: CSE-ID
· Response Statuse Code : REQUEST_TIMEOUT

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Code = 408

	
	
	PRO Check CoAP
	Registrar sends response containing:
· Response Code = 4.04 

· oneM2M-RSC = 4008

	
	
	PRO Check MQTT
	

	IOP Verdict
	

	PRO Verdict
	


8.1.12 FanoutPoint Management

8.1.12.1 FanoutPoint Create

	Interoperability Test Description

	Identifier:
	TD_M2M_NH_35

	Objective:
	AE creates a <contentInstance> resource in each group member

	Configuration:
	

	References:
	[1] 10.2.7.6

[2] 7.3.14.3.1

	

	Pre-test conditions:
	· A group is created containing 2 members of type <container>

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Create Request to create <contentInstance> in each group member

	2
	Check

Mca
	PRO Check Primitive 
	· op = 1 (Create)

· to =  {CSEBaseName}/{group}/fanOutPoint

· fr = AE-ID

· rqi = (token-string)

· ty = 4 (contentInstance)

· pc = Serialized representation of <contentInstance> resource

	
	
	PRO Check HTTP


	Sent request contains
· Request method = POST
· Request-Target: {CSEBaseName}/{group}/fanOutPoint
· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; ty=4 or  application/vnd.onem2m-res+json; ty=4

· Message-body: Serialized representation of < contentInstance > resource
· 

	
	
	PRO Check CoAP
	Sent request contains
· Method: 0.02 (POST)
· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{group}/fanoutPoint

· Content-type: application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json
· oneM2M-TY: 4
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

· Payload: Serialized representation of <contentInstance> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:
Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· op = 1 (Create)
· to = {CSEBaseName}/{group}/fanOutPoint
· fr = AE-ID

· rqi = (token-string)
· ty = 4 (contentInstance)

· pc = Serialized representation of <contentInstance> resource

	4
	
	IOP Check
	Check if possible that the <contentInstance> resource is created in each member hosting CSE

	7
	Check

Mca
	PRO Check Primitive
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = aggregated response

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 201 (OK)
· X-M2M-RSC: 2001 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Message-body: aggregated response

	
	
	PRO Check CoAP
	Registrar CSE sends response containing:
· Response Code = 2.01

· oneM2M-RSC: 2001

· oneM2M-RQI: (token-string) same as received in request message

· Payload: aggregated response

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = aggregated response

	8
	
	IOP Check
	AE  indicates successful operation

	IOP Verdict
	Verify that the aggregrate response includes responses from each member of the group

	PRO Verdict
	


8.1.12.2 FanoutPoint Retrieve
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_36

	Objective:
	AE retrieves the <container> resource from in each group member

	Configuration:
	

	References:
	[1] 10.2.7.8

[2] 7.3.14.3.2

	

	Pre-test conditions:
	· A group is created containing 2 members of type <container>

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Retrieve  Request to the fanoutPoint of <group> resource

	2
	Check

Mca
	PRO Check Primitive 
	· op = 2 (Retrieve)

· to =  {CSEBaseName}/{group}/fanOutPoint

· fr = AE-ID

· rqi = (token-string)

	
	
	PRO Check HTTP


	Sent request contains
· Request method = GET
· Request-Target: {CSEBaseName}/{group}/fanOutPoint
· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

	
	
	PRO Check CoAP
	Sent request contains
· Method: 0.01 (GET)
· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{group}/fanoutPoint
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:
Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· op = 2 (Retrieve)
· to = {CSEBaseName}/{group}/fanOutPoint
· fr = AE-ID

· rqi = (token-string)

	4
	
	IOP Check
	

	7
	Check

Mca
	PRO Check Primitive
	· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = aggregated response

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)
· X-M2M-RSC: 2000 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Message-body: aggregated response

	
	
	PRO Check CoAP
	Registrar CSE sends response containing:
· Response Code = 2.05

· oneM2M-RSC: 2000

· oneM2M-RQI: (token-string) same as received in request message

· Payload: aggregated response

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = aggregated response

	8
	
	IOP Check
	AE  indicates successful operation

	IOP Verdict
	Verify that the aggregrate response includes responses from each member of the group

	PRO Verdict
	


8.1.12.3 FanoutPoint Update
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_37

	Objective:
	AE updates an <container> resource of each member resource

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.7.9

[2] 7.3.14.3.3

	

	Pre-test conditions:
	· A group is created containing 2 members of type <container>

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Update Request to the fanoutPoint of <group> resource to lifetime of the resource.

	2
	Check

Mca
	PRO Check Primitive
	· op = 3 (Update)

· to =  {CSEBaseName}/{group}/fanOutPoint

· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of <container> resource

	
	
	PRO Check HTTP


	Sent request contains
· Request method = PUT
· Request-Target: {CSEBaseName}/{group}/fanOutPoint
· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;

· Message-body: Serialized representation of < container > resource

	
	
	PRO Check CoAP
	Sent request contains
· Method: 0.03 (PUT)
· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{group}/fanoutPoint

· Content-type: application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

· Payload: Serialized representation of <container> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:
Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· op = 3 (Update)
· to = {CSEBaseName}/{group}/fanOutPoint
· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of <container> resource

	3
	
	IOP Check
	Check if possible that both of the <container> resources have been updated in registrar CSE.

	4
	Check

Mca
	PRO Check Primitive
	· rsc = 2004 (CHANGED)

· rqi = (token-string) same as received in request message

· pc = aggregated response

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)
· X-M2M-RSC: 2004 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Message-body: aggregated response

	
	
	PRO Check CoAP
	Registrar CSE sends response containing:
· Response Code = 2.04

· oneM2M-RSC: 2004

· oneM2M-RQI: (token-string) same as received in request message

· Payload: aggregated response

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2004 (CHANGED)

· rqi = (token-string) same as received in request message

· pc = aggregated response

	5
	
	IOP Check
	AE  indicates successful operation

	IOP Verdict
	Verify that the aggregrate response includes responses from each member of the group

	PRO Verdict
	


8.1.12.4 FanoutPoint Delete
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_38

	Objective:
	AE deletes a <container> ofeach member 

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.7.10

[2] 7.3.14.3.4

	

	Pre-test conditions:
	· A group is created containing 2 members of type <container>

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Delete ‘oldest’ Request to the fanoutPoint of <group> resource

	2
	Check

Mca
	PRO Check Primitive 
	· op = 4 (Delete)

· to =  {CSEBaseName}/{group}/fanOutPoint

· fr = AE-ID

· rqi = (token-string)

	
	
	PRO Check HTTP


	Sent request contains
· Request method = DELETE
· Request-Target: {CSEBaseName}/{group}/fanOutPoint
· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

	
	
	PRO Check CoAP
	Sent request contains
· Method: 0.04 (DELETE)
· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{group}/fanoutPoint
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:
Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· op = 4 (Delete)
· to = {CSEBaseName}/{group}/fanOutPoint
· fr = AE-ID

· rqi = (token-string)

	3
	Check

Mca
	PRO Check Primitive 
	· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

· pc = aggregated response

	
	
	PRO Check HTTP


	Registrar CSE sends response containing:
· Status Code = 200 (OK)
· X-M2M-RSC: 2002 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Message-body: aggregated response

	
	
	PRO Check CoAP
	Registrar CSE sends response containing:
· Response Code = 2.02

· oneM2M-RSC: 2002

· oneM2M-RQI: (token-string) same as received in request message

· Payload: aggregated response

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

· pc = aggregated response

	4
	
	Verify
	Check if possible that the oldest <contentInstance> resource has been removed in registrar CSE.

	5
	
	Verify
	AE  indicates successful operation

	IOP Verdict
	Verify that the aggregrate response includes responses from each member of the group

	PRO Verdict
	


8.1.13 Notifcation Management

8.1.13.1 Notification Create
	Interoperability Test Description

	Identifier:
	TD_M2M_NH_39

	Objective:
	AE receives a notification request from the HOST CSE

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.12

[2] 7.4.1

	

	Pre-test conditions:
	· AE1 has created an application resource <AE> on registrar CSE

· AE1 has created a container resource <container> on  registrar CSE 
· AE1 has created a <subscription> as a child resource of a <container>
· AE2 has created an application resource <AE> on registrar CSE

· AE2 has permisions to CREATE a Content Instance in the container created by AE1

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE2 is requested to send a Create request to create <contentInstance> in the  <container> created by AE1. This triggers or causes the HOST CSE to send a notification to AE1.

	2
	Check

Mca
	PRO Check Primitive 
	· op = 5 (Notify)

· to = notificationURI of subscription resource
· from = Registrar CSE-ID 

· rqi = (token-string)

· pc = Serialized representation of Notification data object

	
	
	PRO Check HTTP


	Sent request contains

· Request method = POST

· Request-Target: notificationURI of subscription resource
· Host: IP address or FQDN of notificationURI

· X-M2M-RI:  (token-string)

· X-M2M-Origin: {CSEBaseName}

· Content-Type:  application/vnd.onem2m-ntfy+xml;    
                   or  application/vnd.onem2m-ntfy+json;

· Message-body: Serialized Representation of Notification data object 

	
	
	PRO Check CoAP
	Sent request contains
· Method: 0.02 (POST)

· Uri-Host: notificationURI host

· Uri-Port: notificationURI port

· Uri-Path: AE1 AE-ID
· oneM2M-FR: Registrar CSE-ID
· oneM2M-RQI: (token-string)
· Payload: Serialized Representation of Notification data object

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/<Registrar CSE-ID>/<AE-ID>”
Payload:

· op =  5 (Notify)

· to =  notificationURI of subscription resource
· fr = Registrar CSE-ID

· rqi = (token-string)

· pc = empty

	4
	
	IOP Check
	Check if the notification representation 

	7
	Check

Mca
	PRO Check Primitive
	Sent response contains
· rsc = 2000 (OK)
· 
rqi = (token-string) same as received in request message

	
	
	PRO Check HTTP


	Sent response contains:
· Status Code = 200 (OK)
· X-M2M-RSC: 2000
· X-M2M-RI:  (token-string) same as received in request message

	
	
	PRO Check CoAP
	Sent response contains:

· Response Code = 2.01 
· oneM2M-RSC: 2000(OK)

· oneM2M-RQI: (token-string) same as received in request message

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<Registrar CSE-ID>/<AE-ID>”
Payload: 

· 
to = Registrar CSE-ID
· 
fr = AE1 AE-ID
· 
rsc =  2000(OK)

· 
rqi = (token-string) same as received in request message

	8
	
	IOP Check
	AE1 indicates notification received

	IOP Verdict
	

	PRO Verdict
	


8.2 Non blocking configuration testing

8.2.1 Synchronous request

8.2.1.1 Container management

8.2.1.1.1 Container Create
	Interoperability Test Description

	Identifier:
	TD_M2M_NB_01

	Objective:
	AE creates a <Container> resource using non blocking synchronous request in registrar CSE.

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.4.1

[2] 7.3.6.2.1

	

	Pre-test conditions:
	

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a non blocking synchronous request to create a <Container> resource in registrar CSE

	2
	Mca
	PRO Check Primitive 
	Sent request contains
· op = 1 (Create)

· to = {CSEBaseName}

· fr= AE-ID
· rqi = (token-string)

· rt = 1 (non blocking synchronous)
· ty = 3 (container)

· pc = Serialized Representationof the <Container> resource 

	
	
	PRO Check HTTP


	Sent request contains
· Request method = POST

· Reques-Target: {CSEBaseName}?rt=1

· Host : IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Content Type = application/vnd.onem2m-res+xml; ty=3 or  application/vnd.onem2m-res+json; ty=3
· Message-Body: Serialized Representation of <Container> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}

· Uri-Query: rt=1

· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)

· Content Type = application/vnd.onem2m-res+xml   or application/vnd.onem2m-res+json
· oneM2M-TY: 3
· Payload: Serialized Representation of <Container> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”

Payload:

· op = 1 (Create)

· to = {CSEBaseName}

· fr= AE-ID

· rqi = (token-string)

· rt = 1 (non blocking synchronous)

· ty = 3 (container)

· pc = Serialized Representationof the <Container> resource

	3
	Mca
	PRO Check Primitive
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· rsc = 1000 (Accepted)

· rqi = token-string) same as received in request message

· pc = Reference to the created <Request> resource

	
	
	PRO Check HTTP


	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· Status Code = 202

· X-M2M-RSC: 1000 

· X-M2M-RI= token-string) same as received in request message

· Message-Body: Reference to the created <Request> resource

	
	
	PRO Check CoAP
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:

· Response Code = None

· oneM2M-RSC=1000

· oneM2M-RQI = token-string) same as received in request message

· Payload: Reference to the created <Request> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”

Payload: 

· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 1000 (Accepted)

· pc = Reference to the created <Request> resource

	4
	
	IOP Check
	AE indicates successful operation

	5
	
	Stimulus
	AE is requested to wait then send a retrieve request to <Request> reference

	6
	Mca
	PRO Check Primitive
	Sent Retrieve request contains
· op = 2 (Retrieve)

· to = <Request> reference 

· fr = AE-ID 

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP


	Sent GET request contains

· Request method = GET

· Request URI: <Request> reference

· Host : IP address or the FQDN of Registrar CSE 
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID
· Message-Body: empty

	
	
	PRO Check CoAP
	Sent GET request contains
· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE 

· Uri-Path: <Request> reference
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”

Payload:
· op = 2

· to = <Request> reference

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	7
	Mca
	PRO Check Primitive
	· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = <Request> resource with the parameter "requestStatus" set to 1 (COMPLETED) and the "operationResult" parameter containing the <Container> resource.

	
	
	PRO Check HTTP


	Registrar CSE sends response to AE containing:
· Status Code = 200 

· X-M2M-RSC: 2000
· X-M2M-RI= (token-string) same as received in request message
· Content-Type; application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json

· Message-Body:  <Request> resource with the parameter "requestStatus" set to 1 (COMPLETED)  and the "operationResult" parameter containing the <Container> resource.

	
	
	PRO Check CoAP
	Registrar CSE sends response to AE containing:
· Response Code= 2.05
· oneM2M-RSC: 2000

· oneM2M-RQI: (token-string) same as received in request message
· Content-Type; application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json

· Payload: <Request> resource with the parameter "requestStatus" set to 1 (COMPLETED)  and the "operationResult" parameter containing the <Container> resource.

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”

Payload:

· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 2000 (OK)

· pc = <Request> resource with the parameter "requestStatus" set to 1 (COMPLETED) and the "operationResult" parameter containing the <Container> resource.

	8
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.2.1.1.2 Container Retrieve
8.2.1.1.3 Container Update
	Interoperability Test Description

	Identifier:
	TD_M2M_NB_03

	Objective:
	AE updates a <Container> resource using non blocking synchronous request in registrar CSE.

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.4.1

[2] 7.3.6.2.1

	

	Pre-test conditions:
	· AE has created a <Container> resource in registrar CSE.

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a non blocking synchronous request  to update the <Container> resource.

	2
	Mca
	PRO Check Primitive 
	Sent request contains
· op = 3 (Update)

· to = {CSEBaseName}/URI of <Container> resource

· fr= AE-ID
· rqi = (token-string)

· rt = 1 (non blocking synchronous)
· pc = Serialized Representation of the updated <Container> resource 

	
	
	PRO Check HTTP


	Sent request contains
· Request method = UPDATE

· Reques-Target: {CSEBaseName}/URI of <Container> resource?rt=1

· Host : IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Content Type = application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;
· Message-Body: Serialized Representation of updated <Container> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.03 (UPDATE)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}/URI of <Container> resource

· Uri-Query: rt=1

· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)

· Content Type = application/vnd.onem2m-res+xml;   or  application/vnd.onem2m-res+json;

· Payload: Serialized Representation of updated <Container> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”

Payload:

· op = 3 (Update)

· to = {CSEBaseName}/URI of <Container> resource

· fr= AE-ID

· rqi = (token-string)

· rt = 1 (non blocking synchronous)

· pc = Serialized Representation of updated <Container> resource

	3
	Mca
	PRO Check Primitive
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· rsc = 1000 (Accepted)

· rqi = token-string) same as received in request message

· pc = Reference to the created <Request> resource

	
	
	PRO Check HTTP


	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· Status Code = 202

· X-M2M-RSC: 1000 

· X-M2M-RI= token-string) same as received in request message

· Message-Body: Reference to the created <Request> resource

	
	
	PRO Check CoAP
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:

· Response Code = None

· oneM2M-RSC=1000

· oneM2M-RQI = token-string) same as received in request message

· Payload: Reference to the created <Request> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”

Payload: 

· to = AE-ID

· fr = Registrar CSE-ID

· rqi = token-string) same as received in request message

· rsc = 1000 (Accepted)

· pc = Reference to the created <Request> resource

	4
	
	IOP Check
	AE indicates successful operation

	5
	
	Stimulus
	AE is requested to wait then send a retrieve request to <Request> reference

	6
	Mca
	PRO Check Primitive
	Sent Retrieve request contains
· op = 2 (Retrieve)

· to = <Request> reference 

· fr = AE-ID 

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP


	Sent GET request contains

· Request method = GET

· Request URI: <Request> reference

· Host : IP address or the FQDN of Registrar CSE 
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID
· Message-Body: empty

	
	
	PRO Check CoAP
	Sent GET request contains
· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE 

· Uri-Path: <Request> reference
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”

Payload:
· op = 2

· to = <Request> reference

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	7
	Mca
	PRO Check Primitive
	· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = <Request> resource with the parameter "requestStatus" set to 1 (COMPLETED) and the "operationResult" parameter containing the <Container> resource.

	
	
	PRO Check HTTP


	Registrar CSE sends response to AE containing:
· Status Code = 200 

· X-M2M-RSC: 2000
· X-M2M-RI= (token-string) same as received in request message
· Content-Type; application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json

· Message-Body:  <Request> resource with the parameter "requestStatus" set to 1 (COMPLETED)  and the "operationResult" parameter containing the <Container> resource.

	
	
	PRO Check CoAP
	Registrar CSE sends response to AE containing:
· Response Code= 2.05
· oneM2M-RSC: 2000

· oneM2M-RQI: (token-string) same as received in request message
· Content-Type; application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json

· Payload: <Request> resource with the parameter "requestStatus" set to 1 (COMPLETED)  and the "operationResult" parameter containing the <Container> resource.

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”

Payload:

· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 2000 (OK)

· pc = <Request> resource with the parameter "requestStatus" set to 1 (COMPLETED) and the "operationResult" parameter containing the <Container> resource.

	8
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.2.1.1.4 Container Delete
	Interoperability Test Description

	Identifier:
	TD_M2M_NB_04

	Objective:
	AE deletes a Container resource using non blocking synchronous request.

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.4.1

[2] 7.3.6.2.1

	

	Pre-test conditions:
	· AE has created <Container> resource on registrar CSE.

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a non blocking synchronous request to delete the <Container> resource.

	2
	Mca
	PRO Check Primitive 
	Sent request contains
· op = 4 (Delete)

· to = {CSEBaseName}/URI of <container> resource

· fr= AE-ID
· rqi = (token-string)

· rt = 1 (non blocking synchronous)
· pc = empty 

	
	
	PRO Check HTTP


	Sent request contains
· Request method = DELETE

· Reques-Target: {CSEBaseName}/URI of <Container> resource ?rt=1

· Host : IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID
· Message-Body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.04 (DELETE)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}/URI of <Container> resource

· Uri-Query: rt=1

· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”

Payload:

· op = 4 (Delete)

· to = {CSEBaseName}/URI of <Container> resource

· fr= AE-ID

· rqi = (token-string)

· rt = 1 (non blocking synchronous)

· pc = empty

	3
	Mca
	PRO Check Primitive
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· rsc = 1000 (Accepted)

· rqi = token-string) same as received in request message

· pc = Reference to the created <Request> resource

	
	
	PRO Check HTTP


	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· Status Code = 202

· X-M2M-RSC: 1000 

· X-M2M-RI= token-string) same as received in request message

· Message-Body: Reference to the created <Request> resource

	
	
	PRO Check CoAP
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:

· Response Code = None

· oneM2M-RSC=1000

· oneM2M-RQI = (token-string) same as received in request message

· Payload: Reference to the created <Request> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”

Payload: 

· to = AE-ID

· fr = Registrar CSE-ID

· rqi = token-string) same as received in request message

· rsc = 1000 (Accepted)

· pc = Reference to the created <Request> resource

	4
	
	IOP Check
	AE indicates successful operation

	5
	
	Stimulus
	AE is requested to send a retrieve request to <Request> reference

	6
	Mca
	PRO Check Primitive
	Sent Retrieve request contains
· op = 2 (Retrieve)

· to = <Request> reference 

· fr = AE-ID 

· rqi = (token-string)

· pc = empty

	
	
	PRO Check HTTP


	Sent GET request contains

· Request method = GET

· Request URI: <Request> reference

· Host : IP address or the FQDN of Registrar CSE 
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID
· Message-Body: empty

	
	
	PRO Check CoAP
	Sent GET request contains
· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE 

· Uri-Path: <Request> reference
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”

Payload:
· op = 2

· to = <Request> reference

· fr = AE-ID

· rqi = (token-string)

· pc = empty

	7
	Mca
	PRO Check Primitive
	· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = <Request> resource with the parameter "requestStatus" set to 1 (COMPLETED)

	
	
	PRO Check HTTP


	Registrar CSE sends response to AE containing:
· Status Code = 200 

· X-M2M-RSC: 2000
· X-M2M-RI= (token-string) same as received in request message
· Content-Type; application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json

· Message-Body:  <Request> resource with the parameter "requestStatus" set to 1 (COMPLETED)  

	
	
	PRO Check CoAP
	Registrar CSE sends response to AE containing:
· Response Code= 2.05
· oneM2M-RSC: 2000

· oneM2M-RQI: (token-string) same as received in request message
· Content-Type; application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json

· Payload: <Request> resource with the parameter "requestStatus" set to 1 (COMPLETED)  

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”

Payload:

· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 2000 (OK)

· pc = <Request> resource with the parameter "requestStatus" set to 1 (COMPLETED) 

	8
	
	IOP Check
	AE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.2.2 Asynchronous request

8.2.2.1 Container management
8.2.2.1.1 Container Create
	Interoperability Test Description

	Identifier:
	TD_M2M_NB_05

	Objective:
	AE creates a <Container> resource using non blocking asynchronous request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.4.1

[2] 7.3.6.2.1

	

	Pre-test conditions:
	· AE is reachable on the URI: "AE-Notification-URI"

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a non blocking asynchronous request to create the <Container> resource in registrar CSE.

	2
	Mca
	PRO Check Primitive 
	Sent request contains
· op = 1 (Create)

· to = {CSEBaseName}

· fr= AE-ID
· rqi = (token-string)

· rt = 2 (non blocking asynchronous)
· ty = 3 (container)

· nu= AE-Notification-URI
· oneM2M-RQI: Request-ID

· pc = Serialized Representationof the <Container> resource 

	
	
	PRO Check HTTP


	Sent request contains
· Request method = POST

· Reques-Target: {CSEBaseName}?rt=2

· Host : IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID
· X-M2M-RTU: AE-Notification-URI
· Content Type = application/vnd.onem2m-res+xml; ty=3 or  application/vnd.onem2m-res+json; ty=3
· Message-Body: Serialized Representation of <Container> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}

· Uri-Query: rt=1

· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)

· oneM2M-RTURI: AE-Notification-URI

· Content Type = application/vnd.onem2m-res+xml   or application/vnd.onem2m-res+json
· oneM2M-TY: 3
· Payload: Serialized Representation of <Container> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”

Payload:

· op = 1 (Create)

· to = {CSEBaseName}

· fr= AE-ID

· rqi = (token-string)

· rt = 2 (non blocking asynchronous)

· ty = 3 (container)

· nu= AE-Notification-URI

· pc = Serialized Representationof the <Container> resource

	3
	Mca
	PRO Check Primitive
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· rsc = 1000 (Accepted)

· rqi = token-string) same as received in request message

· pc = Reference to the created <Request> resource

	
	
	PRO Check HTTP


	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· Status Code = 202

· X-M2M-RSC: 1000 

· X-M2M-RI= token-string) same as received in request message

· Message-Body: Reference to the created <Request> resource

	
	
	PRO Check CoAP
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:

· Response Code = None

· oneM2M-RSC=1000

· oneM2M-RQI = token-string) same as received in request message

· Payload: Reference to the created <Request> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”

Payload: 

· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 1000 (Accepted)

· pc = Reference to the created <Request> resource

	4
	
	IOP Check
	AE indicates successful operation

	5
	
	IOP Check
	Registrar CSE sends notify request to AE 

	6
	Mca
	PRO Check Primitive
	Sent request contains
· op = 5 (Notify)

· to = AE-Notification-URI
· fr = registrar CSE-ID
· rqi = (token-string)

· pc = Serialized representation of notification data object

	
	
	PRO Check HTTP


	Sent request contains

· Request method = POST

· Request URI: AE-Notification-URI 

· Host : IP address or the FQDN of Registrar AE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  Registrar CSE-ID
· Message-Body: Serialized representation of notification data object

	
	
	PRO Check CoAP
	Sent request contains
· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar AE

· Uri-Path: AE-Notification-URI
· oneM2M-RQI: (token-string)
· oneM2M-FR: Registrar CSE-ID
· Payload: Serialized representation of notification data object

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< Registrar CSE-ID >/<AE-ID >”

Payload:

· op = 5 (Notify)

· to = AE-Notification-URI

· fr = Registrar CSE-ID

· rqi = (token-string)

· pc=empty

	7
	Mca
	PRO Check Primitive
	AE sends notify response to Registrar CSE containing:

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

	
	
	PRO Check HTTP


	AE sends notify response to Registrar CSE containing:
· Code = 200

· X-M2M-RSC: 2000

· X-M2M-RI= (token-string) same as received in request message

· Message-Body = empty

	
	
	PRO Check CoAP
	AE sends notify response to Registrar CSE containing:
· Response Code= 2.05

· oneM2M-RQI = (token-string) same as received in request message
· Payload = empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<Registrar CSE-ID >/<AE-ID>”

Payload:


· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 2000 (OK)

	8
	
	IOP Check
	Registrar CSE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.2.2.1.2 Container Retrieve
	Interoperability Test Description

	Identifier:
	TD_M2M_NB_06

	Objective:
	AE retrieves a <container> resource using non blocking asynchronous request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.4.1

[2] 7.3.6.2.1

	

	Pre-test conditions:
	· AE has created a <Container> resource on registrar CSE.

· AE is reachable on the URI: "AE-Notification-URI"

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a non blocking asynchronous request to retrieve the <Container> resource from registrar CSE

	2
	Mca
	PRO Check Primitive 
	Sent request contains
· op = 2 (Retrieve)

· to = {CSEBaseName}/URI of <container> resource

· fr= AE-ID
· rqi = (token-string)
· rt = 2 (non blocking asynchronous)

· nu= AE-Notification-URI

· pc = empty 

	
	
	PRO Check HTTP


	Sent request contains
· Request method = POST

· Reques-Target: {CSEBaseName}/URI of <Container> resource ?rt=2

· Host : IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID
· X-M2M-RTU: AE-Notification-URI
· Message-Body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}/URI of <Container> resource

· Uri-Query: rt=2

· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)

· oneM2M-RTURI: AE-Notification-URI

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”

Payload:

· op = 2 (Retrieve)

· to = {CSEBaseName}/URI of <Container> resource

· fr= AE-ID

· rqi = (token-string)

· rt = 2 (non blocking synchronous)

· nu= AE-Notification-URI

· pc = empty

	
	Mca
	PRO Check Primitive
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· rsc = 1000 (Accepted)

· rqi = token-string) same as received in request message

· pc = Reference to the created <Request> resource

	
	
	PRO Check HTTP


	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· Status Code = 202

· X-M2M-RSC: 1000 

· X-M2M-RI= token-string) same as received in request message

· Message-Body: Reference to the created <Request> resource

	
	
	PRO Check CoAP
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:

· Response Code = None

· oneM2M-RSC=1000

· oneM2M-RQI = token-string) same as received in request message

· Payload: Reference to the created <Request> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”

Payload: 

· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 1000 (Accepted)

· pc = Reference to the created <Request> resource

	4
	
	IOP Check
	AE indicates successful operation

	5
	
	IOP Check
	Registrar CSE sends notify request to AE 

	6
	Mca
	PRO Check Primitive
	Sent request contains
· op = 5 (Notify)

· to = AE-Notification-URI
· fr = registrar CSE-ID
· rqi = (token-string)

· pc = Serialized representation of notification data object

	
	
	PRO Check HTTP


	Sent request contains

· Request method = POST

· Request URI: AE-Notification-URI 

· Host : IP address or the FQDN of Registrar AE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  Registrar CSE-ID
· Message-Body: Serialized representation of notification data object

	
	
	PRO Check CoAP
	Sent request contains
· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar AE

· Uri-Path: AE-Notification-URI
· oneM2M-RQI: (token-string)
· oneM2M-FR: Registrar CSE-ID
· Payload: Serialized representation of notification data object

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< Registrar CSE-ID >/<AE-ID >”

Payload:

· op = 5 (Notify)

· to = AE-Notification-URI

· fr = Registrar CSE-ID

· rqi = (token-string)

· pc=empty

	7
	Mca
	PRO Check Primitive
	AE sends notify response to Registrar CSE containing:

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

	
	
	PRO Check HTTP


	AE sends notify response to Registrar CSE containing:
· Code = 200

· X-M2M-RSC: 2000

· X-M2M-RI= (token-string) same as received in request message

· Message-Body = empty

	
	
	PRO Check CoAP
	AE sends notify response to Registrar CSE containing:
· Response Code= 2.05

· oneM2M-RQI = (token-string) same as received in request message
· Payload = empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<Registrar CSE-ID >/<AE-ID>”

Payload:


· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 2000 (OK)

	8
	
	IOP Check
	Registrar CSE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.2.2.1.3 Container Update
	Interoperability Test Description

	Identifier:
	TD_M2M_NB_07

	Objective:
	AE updates a <Container> resource using non blocking asynchronous request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.4.1

[2] 7.3.6.2.1

	

	Pre-test conditions:
	· AE has created a Container resource <Container> on registrar CSE

· AE is reachable on the URI: "AE-Notification-URI"

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a non blocking asynchronous request to update the <Container> resource in registrar CSE.

	2
	Mca
	PRO Check Primitive 
	Sent request contains
· op = 3 (Update)

· to = {CSEBaseName}/URI of <Container> resource

· fr= AE-ID
· rqi = (token-string)

· rt = 2 (non blocking asynchronous)
· nu= AE-Notification-URI
· pc = Serialized Representation of the updated <Container> resource 

	
	
	PRO Check HTTP


	Sent request contains
· Request method = UPDATE

· Reques-Target: {CSEBaseName}/URI of <Container> resource?rt=2

· Host : IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID
· X-M2M-RTU: AE-Notification-URI
· Content Type = application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;
· Message-Body: Serialized Representation of updated <Container> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.03 (UPDATE)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}/URI of <Container> resource

· Uri-Query: rt=2

· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)

· oneM2M-RTURI = AE-Notification-URI

· Content Type = application/vnd.onem2m-res+xml;   or  application/vnd.onem2m-res+json;

· Payload: Serialized Representation of updated <Container> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”

Payload:

· op = 3 (Update)

· to = {CSEBaseName}/URI of <Container> resource

· fr= AE-ID

· rqi = (token-string)

· rt = 2 (non blocking asynchronous)

· nu= AE-Notification-URI

· pc = Serialized Representation of updated <Container> resource

	3
	Mca
	PRO Check Primitive
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· rsc = 1000 (Accepted)

· rqi = token-string) same as received in request message

· pc = Reference to the created <Request> resource

	
	
	PRO Check HTTP


	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· Status Code = 202

· X-M2M-RSC: 1000 

· X-M2M-RI= token-string) same as received in request message

· Message-Body: Reference to the created <Request> resource

	
	
	PRO Check CoAP
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:

· Response Code = None

· oneM2M-RSC=1000

· oneM2M-RQI = token-string) same as received in request message

· Payload: Reference to the created <Request> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”

Payload: 

· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 1000 (Accepted)

· pc = Reference to the created <Request> resource

	4
	
	IOP Check
	AE indicates successful operation

	5
	
	IOP Check
	Registrar CSE sends notify request to AE 

	6
	Mca
	PRO Check Primitive
	Sent request contains
· op = 5 (Notify)

· to = AE-Notification-URI
· fr = registrar CSE-ID
· rqi = (token-string)

· pc = Serialized representation of notification data object

	
	
	PRO Check HTTP


	Sent request contains

· Request method = POST

· Request URI: AE-Notification-URI 

· Host : IP address or the FQDN of Registrar AE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  Registrar CSE-ID
· Message-Body: Serialized representation of notification data object

	
	
	PRO Check CoAP
	Sent request contains
· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar AE

· Uri-Path: AE-Notification-URI
· oneM2M-RQI: (token-string)
· oneM2M-FR: Registrar CSE-ID
· Payload: Serialized representation of notification data object

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< Registrar CSE-ID >/<AE-ID >”

Payload:

· op = 5 (Notify)

· to = AE-Notification-URI

· fr = Registrar CSE-ID

· rqi = (token-string)

· pc=empty

	7
	Mca
	PRO Check Primitive
	AE sends notify response to Registrar CSE containing:

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

	
	
	PRO Check HTTP


	AE sends notify response to Registrar CSE containing:
· Code = 200

· X-M2M-RSC: 2000

· X-M2M-RI= (token-string) same as received in request message

· Message-Body = empty

	
	
	PRO Check CoAP
	AE sends notify response to Registrar CSE containing:
· Response Code= 2.05

· oneM2M-RQI = (token-string) same as received in request message
· Payload = empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<Registrar CSE-ID >/<AE-ID>”

Payload:


· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 2000 (OK)

	8
	
	IOP Check
	Registrar CSE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.2.2.1.4 Container Delete
	Interoperability Test Description

	Identifier:
	TD_M2M_NB_08

	Objective:
	AE deletes a Container resource using non blocking asynchronous request

	Configuration:
	M2M_CFG_01

	References:
	[1] 10.2.4.1

[2] 7.3.6.2.1

	

	Pre-test conditions:
	· AE has created a <Container> resource on registrar CSE

· AE is reachable on the URI: "AE-Notification-URI"

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a non blocking asynchronous request to delete the <Container> resource in registrar CSE.

	2
	Mca
	PRO Check Primitive 
	Sent request contains
· op = 4 (Delete)

· to = {CSEBaseName}/URI of <container> resource

· fr= AE-ID
· rqi = (token-string)

· rt = 2 (non blocking asynchronous)

· nu = AE-Notification-URI
· pc = empty 

	
	
	PRO Check HTTP


	Sent request contains
· Request method = DELETE

· Reques-Target: {CSEBaseName}/URI of <Container> resource ?rt=2

· Host : IP address or the FQDN of Registrar CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID
· X-M2M-RTU= AE-Notification-URI
· Message-Body: empty

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.04 (DELETE)

· Uri-Host: IP address or the FQDN of Registrar CSE

· Uri-Path: {CSEBaseName}/URI of <Container> resource

· Uri-Query: rt=2

· oneM2M-FR: AE-ID

· oneM2M-RQI:  (token-string)

· oneM2M-RTURI = AE-Notification-URI

· Payload: empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”

Payload:

· op = 4 (Delete)

· to = {CSEBaseName}/URI of <Container> resource

· fr= AE-ID

· rqi = (token-string)

· rt = 2 (non blocking asynchronous)

· nu= AE-Notification-URI

· pc = empty

	3
	Mca
	PRO Check Primitive
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· rsc = 1000 (Accepted)

· rqi = token-string) same as received in request message

· pc = Reference to the created <Request> resource

	
	
	PRO Check HTTP


	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:
· Status Code = 202

· X-M2M-RSC: 1000 

· X-M2M-RI= token-string) same as received in request message

· Message-Body: Reference to the created <Request> resource

	
	
	PRO Check CoAP
	Registrar CSE creates an internal <Request> resource and sends acknowledgement response containing:

· Response Code = None

· oneM2M-RSC=1000

· oneM2M-RQI = token-string) same as received in request message

· Payload: Reference to the created <Request> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”

Payload: 

· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 1000 (Accepted)

· pc = Reference to the created <Request> resource

	4
	
	IOP Check
	AE indicates successful operation

	5
	
	IOP Check
	Registrar CSE sends notify request to AE 

	6
	Mca
	PRO Check Primitive
	Sent request contains
· op = 5 (Notify)

· to = AE-Notification-URI
· fr = registrar CSE-ID
· rqi = (token-string)

· pc = Serialized representation of notification data object

	
	
	PRO Check HTTP


	Sent request contains

· Request method = POST

· Request URI: AE-Notification-URI 

· Host : IP address or the FQDN of Registrar AE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  Registrar CSE-ID
· Message-Body: Serialized representation of notification data object

	
	
	PRO Check CoAP
	Sent request contains
· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar AE

· Uri-Path: AE-Notification-URI
· oneM2M-RQI: (token-string)
· oneM2M-FR: Registrar CSE-ID
· Payload: Serialized representation of notification data object

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< Registrar CSE-ID >/<AE-ID >”

Payload:

· op = 5 (Notify)

· to = AE-Notification-URI

· fr = Registrar CSE-ID

· rqi = (token-string)

· pc=empty

	7
	Mca
	PRO Check Primitive
	AE sends notify response to Registrar CSE containing:

· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

	
	
	PRO Check HTTP


	AE sends notify response to Registrar CSE containing:
· Code = 200

· X-M2M-RSC: 2000

· X-M2M-RI= (token-string) same as received in request message

· Message-Body = empty

	
	
	PRO Check CoAP
	AE sends notify response to Registrar CSE containing:
· Response Code= 2.05

· oneM2M-RQI = (token-string) same as received in request message
· Payload = empty

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/resp/<Registrar CSE-ID >/<AE-ID>”

Payload:


· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 2000 (OK)

	8
	
	IOP Check
	Registrar CSE indicates successful operation

	IOP Verdict
	

	PRO Verdict
	


8.3 Single hop configuration testing

8.3.1 Retargeting

8.3.1.1 Container Create 

	Interoperability Test Description

	Identifier:
	TD_M2M_SH_01

	Objective:
	AE creates a remote container resource

	Configuration:
	M2M_CFG_03

	References:

	[1] 10.2.4.1

[2] 7.3.5.2.1

	

	Pre-test conditions:
	· Resource <AE> has been created in Registrar CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Create Request to create <container> on the Hosting CSE.

	2
	Mca
	PRO Check Primitive 
	· op = 1 (Create)

· to =  {CSEBaseName}

· fr = AE-ID

· rqi = (token-string)

· ty = 3 (Container)

· pc = Serialized representation of <container> resource

	3
	
	IOP Check
	· Check if possible that the request is forwarded by the registrar CSE of the AE to the Hosting CSE.

	4
	Mcc
	PRO Check Primitive
	· op = 1 (Create)

· to =  {CSEBaseName}

· fr = AE-ID

· rqi = (token-string)

· ty = 3 (Container)

· pc = Serialized representation of <container> resource

	5
	
	IOP Check
	Check if possible that the <container> resource is created by the Hosting CSE.

	6
	Mcc
	PRO Check Primitive
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <container> resource

	7
	
	IOP Check
	Check if possible that the response is forwarded by the registrar CSE of the AE to the AE.

	8
	Mca
	PRO Check Primitive 
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <container> resource

	9
	
	IOP Check
	AE indicates successful operation

	10
	
	
	Repeat step 1-7 creating container resource with short lifetime

	11
	
	IOP Check
	Check the created resource is removed after the expiry of its lifetime

	IOP Verdict
	

	PRO Verdict
	


8.3.1.2 Container Retrieve

	Interoperability Test Description

	Identifier:
	TD_M2M_SH_02

	Objective:
	AE retrieves a remote container resource

	Configuration:
	M2M_CFG_03

	References:
	[1] 10.2.4.2

[2] 7.3.5.2.2

	

	Pre-test conditions:
	· Resource <AE> has been created in Registrar CSE

· Resource <container> has been created in < AE> in Hosting CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Retrieve Request to retrieve <container> on the Hosting CSE.

	2
	Mca
	PRO Check Primitive 
	· op = 2 (Retrieve)

· to =  {CSEBaseName}/{container}

· fr = AE-ID

· rqi = (token-string)

	3
	
	IOP Check
	· Check if possible that the request is forwarded by the registrar CSE of the AE to the Hosting CSE.

	4
	Mcc
	PRO Check Primitive
	· op = 2 (Retrieve)

· to =  {CSEBaseName}/{container}

· fr = AE-ID

· rqi = (token-string)

	5
	
	IOP Check
	

	6
	Mcc
	PRO Check Primitive
	· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <container> resource

	7
	
	IOP Check
	Check if possible that the response is forwarded by the registrar CSE of the AE to the AE.

	8
	Mca
	PRO Check Primitive 
	· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <container> resource

	9
	
	IOP Check
	AE indicates successful operation

	10
	
	
	Repeat step 1-7 creating container resource with short lifetime

	11
	
	IOP Check
	Check the created resource is removed after the expiry of its lifetime

	IOP Verdict
	

	PRO Verdict
	


8.3.1.3 Container Update

	Interoperability Test Description

	Identifier:
	TD_M2M_SH_03

	Objective:
	AE updates a remote container resource 

	Configuration:
	M2M_CFG_03

	References:

	[1] 10.2.4.3 

[2] 7.3.5.2.3

	

	Pre-test conditions:
	· Resource <AE> has been created in remote CSE

· Resource <container> has been created in < AE>

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Create Request to create <container> on the Hosting CSE.

	2
	Mca
	PRO Check Primitive 
	· op = 3 (Update)

· to =  {CSEBaseName}/{container}

· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of <container> resource

	3
	
	IOP Check
	· Check if possible that the request is forwarded by the registrar CSE of the AE to the Hosting CSE.

	4
	Mcc
	PRO Check Primitive
	· op = 3 (Update)

· to =  {CSEBaseName}/{container}

· fr = AE-ID

· rqi = (token-string)

· pc = Serialized representation of <container> resource

	5
	
	IOP Check
	Check if possible that the <container> resource is updated by the Hosting CSE.

	6
	Mcc
	PRO Check Primitive
	· rsc = 2004 (CHANGED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <container> resource

	7
	
	IOP Check
	Check if possible that the response is forwarded by the registrar CSE of the AE to the AE.

	8
	Mca
	PRO Check Primitive 
	· rsc = 2004 (CHANGED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <container> resource

	9
	
	IOP Check
	AE indicates successful operation

	10
	
	
	Repeat step 1-7 creating container resource with short lifetime

	11
	
	IOP Check
	Check the created resource is removed after the expiry of its lifetime

	IOP Verdict
	

	PRO Verdict
	


8.3.1.4 Container Delete

	Interoperability Test Description

	Identifier:
	TD_M2M_SH_04

	Objective:
	AE delete a remote container resource 

	Configuration:
	M2M_CFG_03

	References:

	[1] 10.2.4.4

[2] 7.3.5.2.4

	

	Pre-test conditions:
	· Resource <AE> has been created in Registrar CSE

· Resource <container> has been created in Hosting CSE

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send a Retrieve Request to retrieve <container> on the Hosting CSE.

	2
	Mca
	PRO Check Primitive 
	· op = 4 (Delete)

· to =  {CSEBaseName}/{container}

· fr = AE-ID

· rqi = (token-string)

	3
	
	IOP Check
	· Check if possible that the request is forwarded by the registrar CSE of the AE to the Hosting CSE.

	4
	Mcc
	PRO Check Primitive
	· op = 4 (Delete)

· to =  {CSEBaseName}/{container}

· fr = AE-ID

· rqi = (token-string)

	5
	
	IOP Check
	Check if possible that the <container> resource is deleted by the Hosting CSE.

	6
	Mcc
	PRO Check Primitive
	· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

	7
	
	IOP Check
	Check if possible that the response is forwarded by the registrar CSE of the AE to the AE.

	8
	Mca
	PRO Check Primitive 
	· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

	9
	
	IOP Check
	AE indicates successful operation

	10
	
	
	Repeat step 1-7 creating container resource with short lifetime

	11
	
	IOP Check
	Check the created resource is removed after the expiry of its lifetime

	IOP Verdict
	

	PRO Verdict
	


8.3.2 <mgmtObj> Test Description

8.3.10.1
<mgmtObj> Create

	Interoperability Test Description

	Identifier:
	TD_M2M_SH_05

	Objective:
	AE creates a <mgmtObj> resource

	Configuration:
	M2M_CFG_03

	References:
	[1] 10.2.8.2

	

	Pre-test conditions:
	· Management Session between Management Server and Management Client

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send an <mgmtObj> Create Request to create an <mgmtObj> on IN-CSE.

	2
	Mca
	PRO Check Primitive 
	· op: 1 (CREATE)

· fr: AE-ID

· to: {CSEBaseName}/{node}

· rqi = (token-string)

· ty = 13 (mgmtObj)

· pc: Serialized representation of the <mgmtObj> resource

	
	
	PRO Check HTTP


	Sent request contains
· Request method = POST

· Request-Target: {CSEBaseName}/{node}

· Host : IP address or FQDN of the IN-CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; ty=13   or  application/vnd.onem2m-res+json; ty=13

· Message-body: Serialized representation of the <mgmtObj> resource

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.02 (POST)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{node}
· Content-type: application/vnd.onem2m-res+xml  or  application/vnd.onem2m-res+json
· oneM2M-TY: 13
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: Serialized representation of <mgmtObj> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message:

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 

· op = 1 (Create)

· to =  {CSEBaseName}/{node}

· fr = AE-ID

· rqi = (token-string)

· ty = 13 (mgmtObj)

· pc = Serialized representation of <AE> resource

	3
	
	IOP Check
	Check if possible that the <mgmtObj> resource is created in IN-CSE

	4
	mc
	PRO Check Primitive
	N/A

	
	
	PRO Check OMA DM


	Requests to create the corresponding MO using Add DM command.

The mapping of <mgmtObj> and MO can be referenced from 5.3 of TS-0005.

	
	
	PRO Check BBF TR069
	Requests to create the corresponding information model using AddObject RPC.

The mapping of <mgmtObj> and information model or RPC can be referenced from clause 7 of TS-0006.

	
	
	PRO Check OMA LWM2M
	Requests to create the corresponding Objects using Create LWM2M Create operations.

The mapping of <mgmtObj> and Object can be referenced from 6.3 of TS-0005.

	5
	
	IOP Check
	Check if possible that the corresponding MO for OMA DM, information model for BBF TR069 or Object for OMA LWM2M is created on the Managed Entity.

	6
	mc
	PRO Check Primitive 
	N/A

	
	
	PRO Check OMA DM


	Response with status code (200) OK. Details can be found in clause 5.4 TS-0005.

	
	
	PRO Check BBF TR069
	Successful response of the RPC. Details can be found in clause 8.1 TS-0006.

	
	
	PRO Check OMA LWM2M
	Response with status code 2.01 Created. Details can be found in clause 6.4 TS-0005.

	7
	Mca
	PRO Check Primitive 
	· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <mgmtObj> resource

	
	
	PRO Check HTTP


	IN-CSE sends response containing:
· Status Code = 201 (OK)

· X-M2M-RSC: 2001 

· X-M2M-RI:  (token-string) same as received in request message

· Content-Location: URI of the created <mgmtObj> resource.

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Message-body: Serialized representation of <mgmtObj> resource

	
	
	PRO Check CoAP
	IN-CSE sends response containing:

· Response Code = 2.01 

· oneM2M-RSC: 2001

· oneM2M-RQI: (token-string) same as received in request message
· Location-Path: URI of the created <mgmtObj> resource
· Payload: Serialized representation of <mgmtObj> resource

	
	
	PRO Check MQTT
	IN-CSE MQTT PUBLISH message:

Topic: “/oneM2M/resp/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2001 (CREATED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <mgmtObj> resource

	8
	
	IOP Check
	AE indicates successful operation

	
	
	
	Repeat step 1-7 creating AE resource with short lifetime

	
	
	
	Check the created resource is removed after the expiry of its lifetime

	IOP Verdict
	

	PRO Verdict
	


8.3.10.2
<mgmtObj> Update

	Interoperability Test Description

	Identifier:
	TD_M2M_SH_06

	Objective:
	AE updates a <mgmtObj> resource

	Configuration:
	M2M_CFG_03

	References:
	[1] 10.2.8.4

	

	Pre-test conditions:
	· Management Session between Management Server and Management Client

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send an <mgmtObj> Update Request to update an <mgmtObj> on IN-CSE.

	2
	Mca
	PRO Check Primitive 
	· op: 3 (UPDATE)

· fr: AE-ID

· to: {CSEBaseName}/{node}/{mgmtObj}

· rqi = (token-string)

· pc: Serialized representation of the <mgmtObj> resource



	
	
	PRO Check HTTP


	Sent request contains
· Request method = PUT

· Request-Target: {CSEBaseName}/{node}/{mgmtObj}

· Host : IP address or FQDN of the IN-CSE
· X-M2M-RI:  (token-string)

· X-M2M-Origin:  AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;

· Message-body: Serialized representation of the <mgmtObj> resource
· 

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.03 (PUT)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{node}/{mgmtObj}
· Content-type: application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)
· Payload: Serialized representation of <mgmtObj> resource

	
	
	PRO Check MQTT
	Sent MQTT PUBLISH message

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· op = 3 (Update)
· to = {CSEBaseName}/{node}/{mgmtObj}
· fr = AE-ID

· rqi = (token-string)
· pc = Serialized representation of <mgmtObj> resource

	3
	
	IOP Check
	Check if possible that the <mgmtObj> resource is updated in IN-CSE

	4
	mc
	PRO Check Primitive
	N/A

	
	
	PRO Check OMA DM


	Requests to update the corresponding MO using Replace DM command.

The mapping of <mgmtObj> and MO can be referenced from 5.3 of TS-0005.

	
	
	PRO Check BBF TR069
	Requests to Update the corresponding information model using SetParameterValues RPC.

The mapping of <mgmtObj> and information model or RPC can be referenced from clause 7 of TS-0006.

	
	
	PRO Check OMA LWM2M
	Requests to Update the corresponding Objects using LWM2M Write operations.

The mapping of <mgmtObj> and Object can be referenced from 6.3 of TS-0005.

	5
	
	IOP Check
	Check if possible that the corresponding MO for OMA DM, information model for BBF TR069 or Object for OMA LWM2M is Updated on the Managed Entity.

	6
	mc
	PRO Check Primitive 
	N/A

	
	
	PRO Check OMA DM


	Response with status code (200) OK. Details can be found in clause 5.4 TS-0005.

	
	
	PRO Check BBF TR069
	Successful response of the RPC. Details can be found in clause 8.1 TS-0006.

	
	
	PRO Check OMA LWM2M
	Response with status code 2.04 Changed. Details can be found in clause 6.4 TS-0005.

	7
	Mca
	PRO Check Primitive 
	· rsc = 2004 (CHANGED)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <mgmtObj> resource

	
	
	PRO Check HTTP


	IN-CSE sends response containing:
· Code = 200

· X-M2M-RSC: 2004 
· X-M2M-RI:  (token-string) same as received in request message

· Content-Type:  application/vnd.onem2m-res+xml  or application/vnd.onem2m-res+json

· Message-body: Serialized representation of <mgmtObj> resource

	
	
	PRO Check CoAP
	IN-CSE sends response containing:

· Response Code = 2.05

· oneM2M-RSC: 2004

· oneM2M-RQI: (token-string) same as received in request message
· Payload: Serialized representation of <mgmtObj> resource

	
	
	PRO Check MQTT
	IN-CSE sends a MQTT PUBLISH message

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message
· rsc = 2004
· pc = Serialized representation of <mgmtObj> resource

	8
	
	IOP Check
	AE indicates successful operation

	
	
	
	Repeat step 1-7 creating AE resource with short lifetime

	
	
	
	Check the Updated resource is removed after the expiry of its lifetime

	IOP Verdict
	

	PRO Verdict
	


8.3.10.3
<mgmtObj> Retrieve

	Interoperability Test Description

	Identifier:
	TD_M2M_SH_07

	Objective:
	AE retrieves a <mgmtObj> resource

	Configuration:
	M2M_CFG_03

	References:
	[1] 10.2.8.3

	

	Pre-test conditions:
	· Management Session between Management Server and Management Client

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send an <mgmtObj> Retrieve Request to retrieve an <mgmtObj> on IN-CSE.

	2
	Mca
	PRO Check Primitive 
	· op = 2 (RETRIEVE)

· to = {CSEBaseName}/{node}/{mgmtObj}

· fr = AE-ID

· rqi = (token-string)



	
	
	PRO Check HTTP


	Sent request contains

· Request method = GET

· Request-Target: {CSEBaseName}/{node}/{mgmtObj}

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

· Content-Type:  application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;

	
	
	PRO Check CoAP
	Sent request contains

· Method: 0.01 (GET)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{node}/{mgmtObj}
· Content-type: application/vnd.onem2m-res+xml; or  application/vnd.onem2m-res+json;

· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message:

Topic: “/oneM2M/req/<AE-ID>/<Registrar CSE-ID>”
Payload:

· 
op = 2 (Retrieve)

· 
to = {CSEBaseName}/{node}/{mgmtObj}

· 
fr = <AE-ID>

· rqi = (token-string)

	3
	
	IOP Check
	Check if possible that the <mgmtObj> resource is retrieved in IN-CSE

	4
	mc
	PRO Check Primitive
	N/A

	
	
	PRO Check OMA DM


	Requests to retrieve the corresponding MO using Get DM command.

	
	
	PRO Check BBF TR069
	Requests to retrieve the corresponding information model using GetParametersValue RPC.

	
	
	PRO Check OMA LWM2M
	Requests to retrieve the corresponding Objects using Retrieve LWM2M Read operation.

	5
	
	IOP Check
	

	6
	mc
	PRO Check Primitive 
	N/A

	
	
	PRO Check OMA DM


	Response with status code (200) OK with the information of the MO. Details can be found in clause 5.4 TS-0005.

	
	
	PRO Check BBF TR069
	Successful response of the RPC with the information about the management related information. Details can be found in clause 8.1 TS-0006.

	
	
	PRO Check OMA LWM2M
	Response with status code 2.05 Content with the information of the Object. Details can be found in clause 6.4 TS-0005.

	7
	Mca
	PRO Check Primitive 
	· rsc = 2000 (OK)

· rqi = (token-string) same as received in request message

· pc = Serialized representation of <mgmtObj> resource

	
	
	PRO Check HTTP


	IN-CSE sends response containing:
· Status Code =200 (OK)

· X-M2M-RSC: 2000 
· X-M2M-RI: (token-string) same as received in request message

· Message-body: Serialized representation of <mgmtObj> resource

	
	
	PRO Check CoAP
	IN-CSE sends response containing:

· Response Code = 2.05

· oneM2M-RSC: 2000

· oneM2M-RQI: (token-string) same as received in request message

· Payload: Serialized representation of <mgmtObj> resource

	
	
	PRO Check MQTT
	IN-CSE sends a MQTT PUBLISH message:

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID

· fr = Registrar CSE-ID

· rsc = 2000

· rqi = (token-string) same as received in request message
· pc = Serialized representation of <mgmtObj> resource

	8
	
	IOP Check
	AE indicates successful operation

	
	
	
	Repeat step 1-7 creating AE resource with short lifetime

	
	
	
	Check the retrieved resource is removed after the expiry of its lifetime

	IOP Verdict
	

	PRO Verdict
	


8.3.10.4
<mgmtObj> Delete

	Interoperability Test Description

	Identifier:
	TD_M2M_SH_08

	Objective:
	AE deletes a <mgmtObj> resource

	Configuration:
	M2M_CFG_03

	References:
	[1] 10.2.8.5

	

	Pre-test conditions:
	· Management Session between Management Server and Management Client

	Test Sequence

	Step
	RP
	Type
	Description

	1
	
	Stimulus
	AE is requested to send an <mgmtObj> Delete Request to delete an <mgmtObj> on IN-CSE.

	2
	Mca
	PRO Check Primitive 
	· op = 4 (DELETE)

· to = {CSEBaseName}/{node}/{mgmtObj}

· fr = AE-ID

· rqi = (token-string)



	
	
	PRO Check HTTP


	Sent DELETE request contains

· Request method = DELETE

· Request-Target: {CSEBaseName}/{node}/{mgmtObj}

· Host : IP address or the FQDN of Registrar CSE

· X-M2M-RI: (token-string)

· X-M2M-Origin: AE-ID

	
	
	PRO Check CoAP
	Sent DELETE request contains

· Method: 0.04 (DELETE)

· Uri-Host: IP address or the FQDN of Registrar CSE
· Uri-Path: {CSEBaseName}/{node}/{mgmtObj}
· oneM2M-FR: AE-ID

· oneM2M-RQI: (token-string)

	
	
	PRO Check MQTT
	Sent a MQTT PUBLISH message

Topic: “/oneM2M/req/< AE-ID>/<Registrar CSE-ID>”
Payload: 
· op = 4

· to = {CSEBaseName}/{node}/{mgmtObj}
· fr = AE-ID

· rqi = (token-string)

	3
	
	IOP Check
	Check if possible that the <mgmtObj> resource is deleted in IN-CSE

	4
	mc
	PRO Check Primitive
	N/A

	
	
	PRO Check OMA DM


	Requests to delete the corresponding MO using Delete DM command.

	
	
	PRO Check BBF TR069
	Requests to delete the corresponding information model using DeleteObject RPC.

	
	
	PRO Check OMA LWM2M
	Requests to delete the corresponding Objects using LWM2M Delete operation.

	5
	
	IOP Check
	Check if possible that the corresponding MO for OMA DM, information model for BBF TR069 or Object for OMA LWM2M is deleted on the Managed Entity.

	6
	mc
	PRO Check Primitive 
	N/A

	
	
	PRO Check OMA DM


	Response with status code (200) OK. Details can be found in clause 5.4 TS-0005.

	
	
	PRO Check BBF TR069
	Successful response of the RPC. Details can be found in clause 8.1 TS-0006.

	
	
	PRO Check OMA LWM2M
	Response with status code 2.02 Deleted. Details can be found in clause 6.4 TS-0005.

	7
	Mca
	PRO Check Primitive 
	· rsc = 2002 (DELETED)

· rqi = (token-string) same as received in request message

	
	
	PRO Check HTTP


	IN-CSE sends response containing:
· Status Code = 200

· X-M2M-RSC: 2002 

· X-M2M-RI: (token-string) same as received in request message

	
	
	PRO Check CoAP
	IN-CSE sends response containing:
· Response Code = 2.05
· oneM2M-RSC: 2002

· oneM2M-RQI: (token-string) same as received in request message

	
	
	PRO Check MQTT
	IN-CSE sends a MQTT PUBLISH message

Topic: “/oneM2M/resp/<AE-ID>/<Registrar CSE-ID>”
Payload: 
· to = AE-ID
· fr = Registrar CSE-ID

· rqi = (token-string) same as received in request message

· rsc = 2002

	8
	
	IOP Check
	AE indicates successful operation

	
	
	
	Repeat step 1-7 creating AE resource with short lifetime

	
	
	
	Check the deleted resource is removed after the expiry of its lifetime

	IOP Verdict
	

	PRO Verdict
	


============== == End of  1st Part: Proposed Test Descriptions ==================
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