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GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.
In case of a correction, and the change apply to previous releases, a separated “mirror CR” should be posted at the same time of this CR
Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
Update the feature IDs.
-----------------------Start of change 1-------------------------------------------
7.3
Constrained actuator as ADN
7.3.1
Profile description

The profile defines constraint actuator that is powered by battery and intended to be used for years after deployment without any human interference for maintenance. Therefore, the function of constraint actuator need to be very limited.

An actuator is intended to be receiving control command from CSE via notification or other means. The actuator then actuates according to the control command.

The actuator need to receive control command. As a result, the actuator need to be request reachable to receive notification or be able to start a polling channel.
7.3.2
Profile usage examples
Swithes deployed along the street light to switch on or off the street light remotely.
7.3.3
Fundamental feature sets
Table 7.3.3-1: Fundamental feature sets for constrained sensor as ADN
	Function
	Feature Set
	Feature
	Remark

	GEN
	GE/GEN/00001
	At least one
	

	GEN
	GE/GEN/00002
	At least one
	

	GEN
	AE/GEN/00001
	At least one
	

	GEN
	AE/GEN/00002
	AE/GEN/00002/00001
	

	REG
	AE/REG/00002
	AE/REG/00002/00001
	

	REG
	AE/REG/00002
	AE/REG/00002/00006
	

	SUB
	AE/SUB/00001
	AE/SUB/00001/00001
	

	SUB
	AE/SUB/00002
	AE/SUB/00002/00001
	



	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


7.3.4
Extendable feature sets
7.x
Constrained actuator as ASN

7.x.1
Profile description

The profile defines constraint actuator that is powered by battery and intended to be used for years after deployment without any human interference for maintenance. Therefore, the function of constraint actuator need to be very limited.

An actuator is intended to be receiving control command from CSE via notification or other means. The actuator then actuates according to the control command.

The actuator need to receive control command. As a result, the actuator need to be request reachable to receive notification or be able to start a polling channel.
The features described in this profile are features of CSE as the ASN exposes Mcc reference point outside.
7.x.2
Profile usage examples
Swithes deployed along the street light to switch on or off the street light remotely.
7.x.3
Fundamental feature sets
The fundamental feature set assumes that the resource id of the <container> resource needed for create <contentInstance> is pre-configured at the ASN-CSE and provisioned to the Aes that tends to send request to the ASN-CSE. 
Table 7.x.3-2: Fundamental feature sets for constrained sensor as ASN
	Function
	Feature Set
	Feature
	Remark

	GEN




	GE/GEN/00001
	At least one
	Support one of the bindings

	
	GE/GEN/00002
	At least one
	Support one of the serializations

	
	CE/GEN/00001

	CE/GEN/00001/00001
	Unstructured resource id

	
	
	CE/GEN/00001/00002
	Structured resource id

	
	CE/GEN/00002
	CE/GEN/00002/00001
	Support blocking request

	REG

	CE/REG/00005

	CE/REG/00005/00001
	Creation of <remoteCSE>

	
	
	CE/REG/00005/00006
	Create the <remoteCSE> with pointOfAccess

	DMR
	CE/DMR/00002
	CE/DMR/00002/00001
	Creation of <contentInstance>


7.x.4
Extendable feature sets
-----------------------End of change 1---------------------------------------------
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