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1. Introduction

This contribution proposes some additional TPs for groups CSE/DMR/UPD of the TS-0018 – Test Suite Structure and Test Purposes covering optional  anda mandatory attributes of several resource types during UPDATE operations (i.e. IN-PROFILE).
Proposal

================ Start of  1st  Part: Test Purposes ==================
7.2.2
Group CSE
	TP Id
	TP/oneM2M/CSE/DMR/UPD/BV/XXX

	Test objective
	Check that the IUT updates successfully the value of the optional attribute OPTIONAL_ATTRIBUTE of the RESOURCE_TYPE resource under CSEBase

	Reference
	TS-0001 10.1.3 

	Config Id
	CF01

	PICS Selection
	PICS_CSE, PICS_IN_PROFILE

	Initial conditions
	with {

the IUT being in the "initial state" 

and the IUT having registered the AE 

and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE under the CSEBase resource containing



no OPTIONAL_ATTRIBUTE attribute

and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 


To set to TARGET_RESOURCE_ADDRESS and


From set to AE-ID and 


Content containing



RESOURCE_TYPE resource containing




OPTIONAL_ATTRIBUTE attribute set to VALUE
}
	IUT ( AE

	
	then {

the IUT updates the RESOURCE_TYPE resource
       and the IUT sends a valid Response containing 


Response Status Code set to 2004 (UPDATED) and


Content containing



RESOURCE_TYPE resource containing




OPTIONAL_ATTRIBUTE attribute set to VALUE
}
	IUT ( AE


	TP Id
	Reference
	OPTIONAL_ATTRIBUTE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_01
	TS-0001 9.6.4-2
	labels
	remoteCSE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_02
	TS-0001 9.6.4-2
	pointOfAccess
	remoteCSE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_03
	TS-0001 9.6.4-2
	nodeLink
	remoteCSE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_04
	TS-0001 9.6.18-2
	labels
	node

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_05
	TS-0001 9.6.18-2
	accessControlPolicyIDs
	node

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_06
	TS-0001 9.6.18-2
	hostedCSELink
	node

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_07
	TS-0001 9.6.5-2
	labels
	AE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_08
	TS-0001 9.6.5-2
	accessControlPolicyIDs
	AE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_09
	TS-0001 9.6.5-2
	AppName
	AE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_10
	TS-0001 9.6.5-2
	pointOfAccess
	AE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_11
	TS-0001 9.6.5-2
	ontologyRef
	AE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_12
	TS-0001 9.6.6-2
	labels
	container

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_13
	TS-0001 9.6.6-2
	accessControlPolicyIDs
	container

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_14
	TS-0001 9.6.6-2
	maxNrOfInstances
	container

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_15
	TS-0001 9.6.6-2
	maxByteSize
	container

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_16
	TS-0001 9.6.6-2
	maxInstanceAge
	container

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_17
	TS-0001 9.6.6-2
	ontologyRef
	container

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_18
	TS-0001 9.6.6-2
	locationID
	container

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_19
	TS-0001 9.6.2-2
	labels
	accessControlPolicy

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_20
	TS-0001 9.6.8-2
	accessControlPolicyIDs
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_21
	TS-0001 9.6.8-2
	labels
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_22
	TS-0001 9.6.8-2
	eventNotificationCriteria
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_23
	TS-0001 9.6.8-2
	expirationCounter
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_24
	TS-0001 9.6.8-2
	groupID
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_25
	TS-0001 9.6.8-2
	notificationForwardingURI
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_26
	TS-0001 9.6.8-2
	batchNotify
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_27
	TS-0001 9.6.8-2
	rateLimit
	subscription


	TP/oneM2M/CSE/DMR/UPD/BV/0XX_28
	TS-0001 9.6.8-2
	pendingNotification
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_29
	TS-0001 9.6.8-2
	notificationStoragePriority
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_30
	TS-0001 9.6.8-2
	latestNotify
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_31
	TS-0001 9.6.8-2
	pendingNotification
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_32
	TS-0001 9.6.8-2
	notificationEventCat
	Subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_33
	TS-0001 9.6.13-2
	labels
	group

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_34
	TS-0001 9.6.13-2
	accessControlPolicyIDs
	group

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_35
	TS-0001 9.6.13-2
	membersAccessControlPolicyIDS
	group

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_36
	TS-0001 9.6.13-2
	groupName
	group


	TP Id
	TP/oneM2M/CSE/DMR/UPD/BV/XXX

	Test objective
	Check that the IUT updates successfully the value of the optional attribute MANDATORY_ATTRIBUTE of the RESOURCE_TYPE resource under CSEBase

	Reference
	TS-0001 10.1.3 

	Config Id
	CF01

	PICS Selection
	PICS_CSE, PICS_IN_PROFILE

	Initial conditions
	with {

the IUT being in the "initial state" 

and the IUT having registered the AE 

and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE under the CSEBase resource

and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 


To set to TARGET_RESOURCE_ADDRESS and


From set to AE-ID and 


Content containing



RESOURCE_TYPE resource containing




MANDATORY_ATTRIBUTE attribute set to VALUE
}
	IUT ( AE

	
	then {

the IUT updates the RESOURCE_TYPE resource
       and the IUT sends a valid Response containing 


Response Status Code set to 2004 (UPDATED) and


Content containing



RESOURCE_TYPE resource containing




MANDATORY_ATTRIBUTE attribute set to VALUE
}
	IUT ( AE


	TP Id
	Reference
	MANDATORY_ATTRIBUTE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_01
	TS-0001 9.6.4-2
	expirationTime
	remoteCSE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_02
	TS-0001 9.6.4-2
	requestReachability
	remoteCSE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_03
	TS-0001 9.6.18-2
	expirationTime
	node

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_04
	TS-0001 9.6.18-2
	nodeID
	node

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_05
	TS-0001 9.6.5-2
	expirationTime
	AE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_06
	TS-0001 9.6.5-2
	requestReachability
	AE

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_07
	TS-0001 9.6.6-2
	expirationTime
	container

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_08
	TS-0001 9.6.2-2
	expirationTime
	accessControlPolicy

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_09
	TS-0001 9.6.2-2
	privileges
	accessControlPolicy

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_10
	TS-0001 9.6.2-2
	selfPrivileges
	accessControlPolicy

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_11
	TS-0001 9.6.8-2
	expirationTime
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_12
	TS-0001 9.6.8-2
	notificationURI
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_13
	TS-0001 9.6.8-2
	notificationContentType
	subscription

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_14
	TS-0001 9.6.13-2
	expirationTime
	group

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_15
	TS-0001 9.6.13-2
	maxNrOfMembers
	group

	TP/oneM2M/CSE/DMR/UPD/BV/0XX_16
	TS-0001 9.6.13-2
	memberIDs
	group


