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7.2.2.1
Registration (REG)
TP/oneM2M/CSE/REG/CRE/BV/00x
	TP Id
	TP/oneM2M/CSE/REG/CRE/BV/00x

	Test objective
	Check that the IUT accepts an create request of <remoteCSE> resource with attributes multiplicity equals to 1. 

	Reference
	TS-0001 10.1.1.2.1, TS-0004 7.4.4.2.1, TS-0001 9.6.4

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid CREATE Request from CSE containing 


to set to ResourceID_of_CSEBase and

from set to CSE_ID and

resource type set to 16(remoteCSE)

request identifier set to REQUEST_ID

representation of <remoteCSE> resource containing


CSEBase attribute set to the resourceID of the <CSEBase> of the IUT and


CSE-ID attribute set to the CSE_ID of the IUT and


requestReachability set to the REQUEST_REACHABILITY
}
	IUT ( CSE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2001 (CREATED) and



Content containing




<remoteCSE> resource representation containing





resourceID attribute set to CSE_ID and




resourceType attribute set to remoteCSE





resourceName attribute set to VALUE1





parentID attribute set to ResourceID_of_CSEBase





expirationTime attribute set to VALUE2





creationTime attribute set to VALUE3





lastModifiedTime attribute set to VALUE3





CSEBase attribute attribute set to the resourceID of the <CSEBase> of the IUT and




CSE-ID attribute set to the CSE_ID of the IUT




requestReachability attribute set to REQUEST_REACHABILITY
}
	IUT ( CSE


VALUE1: resourceNameassigned by the IUT and guarenteed to be unique amang all other resouceNames of child resource of the CSEBase

VALUE2: time assigned by the IUT that is larger than VALUE3

VALUE3: time the IUT creates the remoteCSE resource

TP/oneM2M/CSE/REG/CRE/BV/00x
	TP Id
	TP/oneM2M/CSE/REG/CRE/BV/00x

	Test objective
	Check that the IUT accepts an create request of <remoteCSE> resource with attributes multiplicity equals to 1 without the preconfigured CSE-ID

	Reference
	TS-0001 10.1.1.2.1, TS-0004 7.4.4.2.1, TS-0001 9.6.4

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid CREATE Request from CSE containing 


to set to ResourceID_of_CSEBase and

from set to CSE_ID and

resource type set to 16(remoteCSE)

request identifier set to REQUEST_ID

representation of <remoteCSE> resource containing


CSEBase attribute set to the resourceID of the <CSEBase> of the IUT and


requestReachability set to the REQUEST_REACHABILITY
}
	IUT ( CSE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2001 (CREATED) and



Content containing




<remoteCSE> resource representation containing





resourceID attribute set to CSE_ID and




resourceType attribute set to remoteCSE





resourceName attribute set to VALUE1





parentID attribute set to ResourceID_of_CSEBase





expirationTime attribute set to VALUE2





creationTime attribute set to VALUE3





lastModifiedTime attribute set to VALUE3





CSEBase attribute attribute set to the resourceID of the <CSEBase> of the IUT and




CSE-ID attribute set to the CSE_ID of the IUT




requestReachability attribute set to REQUEST_REACHABILITY
}
	IUT ( CSE


VALUE1: resourceNameassigned by the IUT and guarenteed to be unique amang all other resouceNames of child resource of the CSEBase

VALUE2: time assigned by the IUT that is larger than VALUE3

VALUE3: time the IUT creates the remoteCSE resource

TP/oneM2M/CSE/REG/RET/BV/00x
	TP Id
	TP/oneM2M/CSE/REG/RET/BV/00x

	Test objective
	Check that the IUT accepts an retrieve request of <remoteCSE> resource. 

	Reference
	TS-0001 10.1.1.2.1, TS-0004 7.4.4.2.1, TS-0001 9.6.4

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"

and the IUT having registered the AE/CSE

and the AE/CSE having privileges to perform RETRIEVE operation on the <remoteCSE> resource 
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid RETRIEVE Request from AE/CSE containing 


to set to ResourceID_of_remoteCSE and

from set to AE-ID/CSE-ID and

request identifier set to REQUEST_ID
}
	IUT ( AE/CSE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2000 (OK) and



Content containing




<remoteCSE> resource representation containing





resourceID attribute set to CSE_ID and




resourceType attribute set to remoteCSE and




resourceName attribute set to RESOURCE_NAME and




parentID attribute set to ResourceID_of_CSEBase and




expirationTime attribute set to EXPIRATION_TIME and




creationTime attribute set to CREATION_TIME and




lastModifiedTime attribute set to LAST_MODIFIED_TIME and




CSEBase attribute set to the resourceID of the <CSEBase> of the IUT and




CSE-ID attribute set to the CSE_ID of the IUT and




requestReachability attribute set to REQUEST_REACHABILITY or




ATTRIBUTE set to VALUE
}
	IUT ( AE/CSE


	TP Id
	Reference
	ATTRIBUTE

	TP/oneM2M/CSE/REG/RET/BV/00x _01
	TS-0001 9.6.4
	labels

	TP/oneM2M/CSE/REG/RET/BV/00x _02
	TS-0001 9.6.4
	cseType

	TP/oneM2M/CSE/REG/RET/BV/00x _03
	TS-0001 9.6.4
	pointOfAccess

	TP/oneM2M/CSE/REG/RET/BV/00x _04
	TS-0001 9.6.4
	nodeLink


TP/oneM2M/CSE/REG/UPD/BV/00x
	TP Id
	TP/oneM2M/CSE/REG/UPD/BV/00x

	Test objective
	Check that the IUT accepts an update request of <remoteCSE> resource. 

	Reference
	TS-0001 10.1.1.2.1, TS-0004 7.4.4.2.1, TS-0001 9.6.4

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"

and the IUT having registered the AE/CSE

and the AE/CSE having privileges to perform UPDATE operation on the <remoteCSE> resource 
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE/CSE containing 


to set to ResourceID_of_remoteCSE and

from set to AE-ID/CSE-ID and

request identifier set to REQUEST_ID and


Content containing


ATTRIBUTE set to value
}
	IUT ( AE/CSE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2004 (UPDATED) and



Content containing




<remoteCSE> resource representation containing





ATTRIBUTE set to value
}
	IUT ( AE/CSE


	TP Id
	Reference
	ATTRIBUTE

	TP/oneM2M/CSE/REG/UPD/BV/00x _01
	TS-0001 9.6.4
	expirationTime

	TP/oneM2M/CSE/REG/UPD/BV/00x _02
	TS-0001 9.6.4
	labels

	TP/oneM2M/CSE/REG/UPD/BV/00x _03
	TS-0001 9.6.4
	pointOfAccess

	TP/oneM2M/CSE/REG/UPD/BV/00x _04
	TS-0001 9.6.4
	nodeLink


TP/oneM2M/CSE/REG/DEL/BV/00x
	TP Id
	TP/oneM2M/CSE/REG/DEL/BV/00x

	Test objective
	Check that the IUT accepts an delete request of <remoteCSE> resource. 

	Reference
	TS-0001 10.1.1.2.1, TS-0004 7.4.4.2.1, TS-0001 9.6.4

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"

and the IUT having registered the AE/CSE

and the AE/CSE having privileges to perform DELETE operation on the <remoteCSE> resource 
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid DELETE Request from AE/CSE containing 


to set to ResourceID_of_remoteCSE and

from set to AE-ID/CSE-ID and

request identifier set to REQUEST_ID
}
	IUT ( AE/CSE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2002 (DELETED)
}
	IUT ( AE/CSE
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