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Resource Type statsConfig
The <statsConfig> resource is used to store policies of statistics for AEs. The <statsConfig> resource may be established by the IN-CSEs or by IN-AEs. The <statsConfig> resource shall be located directly under <CSEBase>.
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Figure 9.6.23-1: Structure of <statsConfig> resource

The <statsConfig> resource shall contain the child resources specified in table 9.6.23-1.

Table 9.6.23-1: Child resources of <statsConfig> resource

	Child Resources of <statsConfig>
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<eventConfig>

	0..n
	See clause 9.6.24. This resource configures an event for statistics collection.

	[variable]
	<subscription>

	0..n
	See clause 9.6.8 where the type of this resource is described.


The <statsConfig> resource shall contain the attributes specified in table 9.6.23-2.

Table 9.6.23-2: Attributes of <statsConfig> resource

	Attributes of <statsConfig>
	Multiplicity
	RW/

RO/

WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3  

	resourceID
	1
	RO
	See clause 9.6.1.3.

	resourceName
	1
	WO
	See clause 9.6.1.3.

	parentID
	1
	RO
	See clause 9.6.1.3.

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3  

	creationTime
	1
	RO
	See clause 9.6.1.3  

	expirationTime
	1
	RW
	See clause 9.6.1.3  

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3  

	labels
	0..1 (L)
	RW
	See clause 9.6.1.3  

	creator

	0..1
	RO
	The AE-ID of the entity which created the resource. This can also be the CSE-ID of the IN-CSE if the IN-CSE created the resource.


-----------------------End of change 0.1-------------------------------------------

-----------------------Start of change 0
.2-------------------------------------------

Service Charging and Accounting Procedures
10.2.15.1
Introduction

10.2.15.1.0
Introduction

Clause 10.2.15.1 is informative and provides a use case example to explain how the Infrastructure Node provides statistics for AEs using the <statsConfig> and <statsCollect> resources as defined in clauses 9.6.23, 9.6.24 and 9.6.25.

10.2.15.1.1
Service Event-based Statistics Collection for Applications

Figure 10.2.15.1-1 shows an example of service layer event-based charging based on the Infrastructure Node.

Step 1-2:
A statistics collection resource called <statsConfigSCA1> was created at the IN-CSE by a billing application. Note that the <statsConfig> can also be provisioned. In this use case, the <statsConfigSCA1> has the <eventConfigSCA1> sub-resource. For this specific use case, the <eventConfigSCA1> can be set as following: The eventID attribute is set with a unique ID to differentiate from other chargeable events. The eventType attribute defines what event will trigger the generation of service statistics collection record and is set to "Data Operation" for this case. eventStart and eventEnd attributes apply to timer based event so they will not be included in this event. operationType attribute will be "RETRIEVE". dataSize attribute does not apply so it is not included.
Step 3-5:
In this example, AE1 already registered to IN-CSE. IN-CSE can make the statistics collection configuration accessible by AE. Based on the <statsConfigSCA1>, AE1 creates a statistics collection trigger for itself, stored in <statsCollectAE1>. AE1 will fill in the information for the collection rule. For example, it fills the collectingEntityID attribute with the AE-ID of AE1, and the collectedEntityID attribute empty, which means to collect for any entities. status attribute is set to "Active". The statModel is event-based. The eventID is set with the same ID value as the eventID in the <eventConfigSCA1>. This event collection trigger can be stored in the <eventConfigSCA1> resource at the IN-CSE and IN-CSE will assign a unique ID in attribute statsCollectID
.
Step 6-8:
When the configured event happens, i.e. when AE2 performed a RETRIEVE operation to the data stored by AE1 at IN-CSE, the event is recorded by IN-CSE. IN-CSE generates a service statistics collection record and sends it to AE1. AE1 can choose to use such information for statistics or billing. Transfer of the statistics is out of scope of the present document.

Step 9:
The AE of billing application can update or retrieve the charging policies and collection scenarios that it has the access control privilege.
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Figure 10.2.15.1-1: Event-based Statistics Collection for Applications

10.2.15.2
Create <statsConfig>

This procedure shall be used for the Originator to establish a set of configurations for statistics collection at the Receiver.

The configurations shall be stored at the <statsConfig> resource and each instance of the <statsConfig> resource shall represent a specific configuration.

The Originator shall be an AE that wants to set up the statistics collection configurations.

The Receiver shall be an IN-CSE. 

Table 10.2.15.2-1: <statsConfig> CREATE

	<statsConfig> CREATE

	Associated Reference Points
	Mca

	Information in Request message
	From: Identifier of the AE that initiates the Request

To: The address of the <CSEBase> where the <statsConfig> resource is intended to be Created.

Content: The representation of the <statsConfig> resource for which the attributes are described in clause 9.6.23
Other information in the Request message is defined according to clause 10.1.1.1

	Processing at Originator before sending Request
	The Originator shall request to Create a new <statsConfig> resource by addressing to the <CSEBase> resource of a Hosting CSE. The Originator shall be an AE

	Processing at Receiver
	According to clause 10.1.1.1

	Information in Response message
	According to clause 10.1.1.1

	Processing at Originator after receiving Response 
	None

	Exceptions
	According to clause 10.1.1.1


10.2.15.3
Retrieve <statsConfig>

The RETRIEVE procedure shall be used for the Originator to retrieve the existing <statsConfig> resource from the Receiver.

The Originator shall be an AE that is allowed to retrieve configuration information available for AEs within an IN-CSE.

The Receiver shall be the IN- CSE containing the <statsConfig> resource.

Table 10.2.15.3-1: <statsConfig> RETRIEVE

	<statsConfig> RETRIEVE

	Associated Reference Points
	Mca

	Information in Request message
	From: ID of the Originator

To: Address of the <statsConfig> resource or its attribute to be retrieved

	Processing at Originator before sending Request
	The Originator shall request to obtain <statsConfig> resource information by using the RETRIEVE operation. The request shall address the specific <statsConfig> resource or its attributes of a Hosting CSE. The Originator shall be an AE

	Processing at Receiver
	According to clause 10.1.2

	Information in Response message
	According to clause 10.1.2

	Processing at Originator after receiving Response
	According to clause 10.1.2

	Exceptions
	According to clause 10.1.2


10.2.15.4
Update <statsConfig>

This procedure shall be used for updating <statsConfig> resource.

An UPDATE procedure on the <statsConfig> resource is used for the Originator to update charging related policies at the Receiver.

The Originator shall be the AE that created the <statsConfig> resource. The same AE shall be able to update the resource.

The Receiver shall be a CSE containing the <statsConfig> resource.

Table 10.2.15.4-1: <statsConfig> UPDATE

	<statsConfig> UPDATE

	Associated Reference Points
	Mca

	Information in Request message
	From: ID of the Originator

To: Address of the <statsConfig> resource to be updated

Content: the Originator provides the attributes of <statsConfig> to be updated

	Processing at Originator before sending Request
	According to clause 10.1.3

	Processing at Receiver
	According to clause 10.1.3

	Information in Response message
	According to clause 10.1.3

	Processing at Originator after receiving Response
	None

	Exceptions
	According to clause 10.1.3


10.2.15.5
Delete <statsConfig>

This procedure shall be used for deleting <statsConfig> resource.

The Originator shall be the AE that created the <statsConfig> resource.

The Receiver shall be a CSE containing the <statsConfig> resource.

Table 10.2.15.5-1: <statsConfig> DELETE

	<statsConfig> DELETE

	Associated Reference Points
	Mca

	Information in Request message
	From: ID of the Originator

To: Address of the <statsConfig> resource to be deleted

	Processing at Originator before sending Request
	According to clause 10.1.4.1

	Processing at Receiver
	According to clause 10.1.4.1

	Information in Response message
	According to clause 10.1.4.1

	Processing at Originator after receiving Response
	None

	Exceptions
	According to clause 10.1.4.1


-----------------------End of change 0.2-------------------------------------------

-----------------------Start of change 1-------------------------------------------

DELETE OPERATION
TP/oneM2M/CSE/DMR/DEL/001

	TP Id
	TP/oneM2M/CSE/DMR/DEL/001

	Test objective
	Check that the IUT accepts the deletion of a RESOURCE_TYPE resource

	Reference
	TS-0001 10.1.4

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE

and the AE having privileges to perform DELETE operation on the resource 
TARGET_RESOURCE_ADDRESS
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid DELETE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID

 }
	IUT  AE

	
	then {

the IUT deletes the TARGET_RESOURCE_ADDRESS resource

and the IUT sends a valid Response containing 


Response Status Code set to 2002 (DELETED) 
}
	IUT  AE


	TP Id
	Reference
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/DEL/001_CNT
	TS-0001 10.2.4.4
	3 (container)

	TP/oneM2M/CSE/DMR/DEL/001_GRP
	TS-0001 10.2.7.5
	9 (group)

	TP/oneM2M/CSE/DMR/DEL/001_ACP
	TS-0001 10.2.21.4
	1 (accessControlPolicy)

	TP/oneM2M/CSE/DMR/DEL/001_SCH
	
	18 (schedule)

	TP/oneM2M/CSE/DMR/DEL/001_PCH
	TS-0001 10.2.13.5
	15 (pollingChannel)

	TP/oneM2M/CSE/DMR/DEL/001_SUB
	TS-0001 10.2.11.5 
	23 (subscription)

	TP/oneM2M/CSE/DMR/DEL/001_STCG
	TS-0001 10.2.15.5
	22 (statsConfig)


TP/oneM2M/CSE/DMR/DEL/001_CNT
TP/oneM2M/CSE/DMR/DEL/003
	TP Id
	TP/oneM2M/CSE/DMR/DEL/003

	Test objective
	Check that the IUT responds with an error when the AE tries to delete the resource TARGET_RESOURCE_ADDRESS which does not exist

	Reference
	TS-0001 10.1.4

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"

and the IUT having registered the AE 


and the IUT having not yet created a resource TARGET_RESOURCE_ADDRESS
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid DELETE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID 
}
	IUT ( AE

	
	then {

the IUT does not delete the TARGET_RESOURCE_ADDRESS resource

and the IUT sends a valid Response containing 


Response Status Code set to 4004 (NOT_FOUND)
}
	IUT ( AE


Editor’s Note: permutations need to be added here.
TP/oneM2M/CSE/DMR/DEL/004

	TP Id
	TP/oneM2M/CSE/DMR/DEL/004

	Test objective
	Check that the IUT responds with an error when AE tries to delete a child resource of a RESOURCE_TYPE resource when this resource has been already deleted

	Reference
	TS-0001 10.1.4

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing


a child resource 


and the AE having privileges to perform DELETE operation on the resource 
TARGET_RESOURCE_ADDRESS


and the AE having deleted the TARGET_RESOURCE_ADDRESS resource

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid DELETE Request from AE containing 



To set to TARGET_CHILD_RESOURCE_ADDRESS and


From set to AE_ID

 }
	IUT  AE

	
	then {

the IUT does not delete the TARGET_RESOURCE_ADDRESS resource

and the IUT sends a valid Response containing 


Response Status Code set to 4004 (NOT_FOUND)
}
	IUT ( AE


	TP Id
	Reference
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/DEL/004_CNT
	TS-0001 10.2.4.4
	3 (container)

	TP/oneM2M/CSE/DMR/DEL/004_GRP
	TS-0001 10.2.7.5
	9 (group)

	TP/oneM2M/CSE/DMR/DEL/004_ACP
	TS-0001 10.2.21.4
	1 (accessControlPolicy)

	TP/oneM2M/CSE/DMR/DEL/004_SCH
	
	18 (schedule)

	TP/oneM2M/CSE/DMR/DEL/004_PCH
	TS-0001 10.2.13.5
	15 (pollingChannel)

	TP/oneM2M/CSE/DMR/DEL/004_SUB
	TS-0001 10.2.11.5 
	23 (subscription)

	TP/oneM2M/CSE/DMR/DEL/004_STCG
	TS-0001 10.2.15.5
	22 (statsConfig)


TP/oneM2M/CSE/DMR/DEL/004_CNT
-----------------------End of change 1---------------------------------------------

-----------------------Start of change 2-------------------------------------------
TP/oneM2M/CSE/DMR/UPD/014

	TP Id
	TP/oneM2M/CSE/DMR/UPD/014

	Test objective
	Check that the IUT updates successfully the value of the optional attribute OPTIONAL_ATTRIBUTE of the RESOURCE_TYPE resource.

	Reference
	TS-0001 10.1.3

	Config Id
	CF01

	PICS Selection
	PICS_CSE, PICS_IN_PROFILE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having created the RESOURCE_TYPE resource


and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {


the IUT receives a valid UPDATE Request from AE containing 




To set to TARGET_RESOURCE_ADDRESS and



From set to AE-ID and 




Content containing




RESOURCE_TYPE resource containing





OPTIONAL_ATTRIBUTE attribute set to VALUE
}
	IUT ( AE

	
	then {


the IUT sends a valid Response containing 




Response Status Code set to 2004 (UPDATED) and




Content containing




RESOURCE_TYPE resource containing






OPTIONAL_ATTRIBUTE attribute set to VALUE
}
	IUT ( AE


	TP Id
	Reference
	OPTIONAL_ATTRIBUTE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/UPD/014_ACPI/CNT
	TS-0001 9.6.1.3.2-1
	accessControlPolicyIDs
	container

	TP/oneM2M/CSE/DMR/UPD/014_ET/CNT
	TS-0001 9.6.1.3.1-1
	expirationTime
	container

	TP/oneM2M/CSE/DMR/UPD/014_LBL/CNT
	TS-0001 9.6.1.3.2-1
	labels
	container

	TP/oneM2M/CSE/DMR/UPD/014_MNI/CNT
	TS-0001 9.6.6-2
	maxNrOfInstances
	container

	TP/oneM2M/CSE/DMR/UPD/014_MBS/CNT
	TS-0001 9.6.6-2
	maxByteSize
	container

	TP/oneM2M/CSE/DMR/UPD/014_MIA/CNT
	TS-0001 9.6.6-2
	maxInstanceAge
	container

	TP/oneM2M/CSE/DMR/UPD/014_OR/CNT
	TS-0001 9.6.6-2
	ontologyRef
	container

	TP/oneM2M/CSE/DMR/UPD/014_ET/ACP
	TS-0001 9.6.1.3.1-1
	expirationTime
	accessControlPolicy

	TP/oneM2M/CSE/DMR/UPD/014_LBL/ACP
	TS-0001 9.6.1.3.2-1
	labels
	accessControlPolicy

	TP/oneM2M/CSE/DMR/UPD/014_PV/ACP
	TS-0001 9.6.2-2
	privileges
	accessControlPolicy

	TP/oneM2M/CSE/DMR/UPD/014_PVS/ACP
	TS-0001 9.6.2-2
	selfPriviliges
	accessControlPolicy

	TP/oneM2M/CSE/DMR/UPD/014_ACPI/SUB
	TS-0001 9.6.1.3.2-1
	accessControlPolicyIDs
	subscription

	TP/oneM2M/CSE/DMR/UPD/014_ET/SUB
	TS-0001 9.6.1.3.1-1
	expirationTime
	subscription

	TP/oneM2M/CSE/DMR/UPD/014_LBL/SUB
	TS-0001 9.6.1.3.2-1
	labels
	subscription

	TP/oneM2M/CSE/DMR/UPD/014_ENC/SUB
	TS-0001 9.6.8-2
	eventNotificationCriteria
	subscription

	TP/oneM2M/CSE/DMR/UPD/014_EXC/SUB
	TS-0001 9.6.8-2
	expirationCounter
	subscription

	TP/oneM2M/CSE/DMR/UPD/014_GPI/SUB
	TS-0001 9.6.8-2
	groupID
	subscription

	TP/oneM2M/CSE/DMR/UPD/014_NFU/SUB
	TS-0001 9.6.8-2
	notificationForwardingURI
	subscription

	TP/oneM2M/CSE/DMR/UPD/014_BN/SUB
	TS-0001 9.6.8-2
	batchNotify
	subscription

	TP/oneM2M/CSE/DMR/UPD/014_RL/SUB
	TS-0001 9.6.8-2
	rateLimit
	subscription


	TP/oneM2M/CSE/DMR/UPD/014_PN/SUB
	TS-0001 9.6.8-2
	pendingNotification
	subscription

	TP/oneM2M/CSE/DMR/UPD/014_NSP/SUB
	TS-0001 9.6.8-2
	notificationStoragePriority
	subscription

	TP/oneM2M/CSE/DMR/UPD/014_LN/SUB
	TS-0001 9.6.8-2
	latestNotify
	subscription

	TP/oneM2M/CSE/DMR/UPD/014_NCT/SUB
	TS-0001 9.6.8-2
	notificationContentType
	subscription

	TP/oneM2M/CSE/DMR/UPD/014_NEC/SUB
	TS-0001 9.6.8-2
	notificationEventCat
	Subscription

	TP/oneM2M/CSE/DMR/UPD/014_LBL/STCG
	TS-0001 9.6.23-2
	labels
	statsConfig

	TP/oneM2M/CSE/DMR/UPD/014_ACPI/SUB
	TS-0001 9.6.23-2
	accessControlPolicyIDs
	statsConfig


-----------------------End of change 2---------------------------------------------

-----------------------Start of change 3---------------------------------------------

TP/oneM2M/CSE/DMR/CRE/015

	TP Id
	TP/oneM2M/CSE/DMR/CRE/015

	Test objective
	Check that the IUT accepts the creation of a RESOURCE_TYPE resource with the optional attribute OPTIONAL_ATTRIBUTE provided

	Reference
	TS-0001 10.1.1

	Config Id
	CF01

	PICS Selection
	PICS_CSE, PICS_IN_PROFILE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the AE having privileges to perform CREATE operation on the resource 
AE_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid CREATE Request from AE containing 



To set to AE_RESOURCE_ADDRESS and


From set to AE-ID and 



Content containing



RESOURCE_TYPE resource containing




valid OPTIONAL_ATTRIBUTE attribute 
}
	IUT ( AE

	
	then {

the IUT creates the RESOURCE_TYPE resource

and the IUT sends a valid Response containing 



Response Status Code set to 2001 (CREATED)

}
	IUT ( AE


	TP Id
	Reference
	OPTIONAL_ATTRIBUTE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/CRE/015_ACPI/CNT
	TS-0001 9.6.1.3.2-1
	accessControlPolicyIDs
	container

	TP/oneM2M/CSE/DMR/CRE/015_ET/CNT
	TS-0001 9.6.1.3.1-1
	expirationTime
	container

	TP/oneM2M/CSE/DMR/CRE/015_LBL/CNT
	TS-0001 9.6.1.3.2-1
	labels
	container

	TP/oneM2M/CSE/DMR/CRE/015_MNI/CNT
	TS-0001 9.6.6-2
	maxNrOfInstances
	container

	TP/oneM2M/CSE/DMR/CRE/015_MBS/CNT
	TS-0001 9.6.6-2
	maxByteSize
	container

	TP/oneM2M/CSE/DMR/CRE/015_MIA/CNT
	TS-0001 9.6.6-2
	maxInstanceAge
	container

	TP/oneM2M/CSE/DMR/CRE/015_OR/CNT
	TS-0001 9.6.6-2
	ontologyRef
	container

	TP/oneM2M/CSE/DMR/CRE/015_ET/CIN
	TS-0001 9.6.1.3.1-1
	expirationTime
	contentInstance

	TP/oneM2M/CSE/DMR/CRE/015_LBL/CIN
	TS-0001 9.6.1.3.2-1
	labels
	contentInstance

	TP/oneM2M/CSE/DMR/CRE/015_CR/CIN
	TS-0001 9.6.7-2
	creator
	contentInstance

	TP/oneM2M/CSE/DMR/CRE/015_CNF/CIN
	TS-0001 9.6.7-2
	contentInfo
	contentInstance

	TP/oneM2M/CSE/DMR/CRE/015_OR/CIN
	TS-0001 9.6.7-2
	ontologyRef
	contentInstance

	TP/oneM2M/CSE/DMR/CRE/015_ET/ACP
	TS-0001 9.6.1.3.1-1
	expirationTime
	accessControlPolicy

	TP/oneM2M/CSE/DMR/CRE/015_LBL/ACP
	TS-0001 9.6.1.3.2-1
	labels
	accessControlPolicy

	TP/oneM2M/CSE/DMR/CRE/015_ACPI/SUB
	TS-0001 9.6.1.3.2-1
	accessControlPolicyIDs
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_ET/SUB
	TS-0001 9.6.1.3.1-1
	expirationTime
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_LBL/SUB
	TS-0001 9.6.1.3.2-1
	labels
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_ENC/SUB
	TS-0001 9.6.8-2
	eventNotificationCriteria
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_EXC/SUB
	TS-0001 9.6.8-2
	expirationCounter
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_GPI/SUB
	TS-0001 9.6.8-2
	groupID
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_NFU/SUB
	TS-0001 9.6.8-2
	notificationForwardingURI
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_BN/SUB
	TS-0001 9.6.8-2
	batchNotify
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_RL/SUB
	TS-0001 9.6.8-2
	rateLimit
	subscription


	TP/oneM2M/CSE/DMR/CRE/015_PSN/SUB
	TS-0001 9.6.8-2
	preSubscriptionNotify
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_PN/SUB
	TS-0001 9.6.8-2
	pendingNotification
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_NSP/SUB
	TS-0001 9.6.8-2
	notificationStoragePriority
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_LN/SUB
	TS-0001 9.6.8-2
	latestNotify
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_NCT/SUB
	TS-0001 9.6.8-2
	notificationContentType
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_NEC/SUB
	TS-0001 9.6.8-2
	notificationEventCat
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_CR/SUB
	TS-0001 9.6.8-2
	creator
	subscription

	TP/oneM2M/CSE/DMR/CRE/015_SU/SUB
	TS-0001 9.6.8-2
	subscriberURI
	Subscription

	TP/oneM2M/CSE/DMR/CRE/015_CR/STCG
	TS-0001 9.6.23-2
	creator
	statsConfig


-----------------------End of change 3---------------------------------------------

-----------------------Start of change 4---------------------------------------------

TP/oneM2M/CSE/DMR/CRE/001
	TP Id
	TP/oneM2M/CSE/DMR/CRE/001

	Test objective
	Check that the IUT accepts the creation of a RESOURCE_TYPE resource on the TARGET_RESOURCE_ADDRESS of type PARENT_RESOURCE_TYPE with resource name not provided

	Reference
	TS-0001 10.1.1.1

	Config Id
	CF01

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the Originator having privileges to perform CREATE operation on the resource 
TARGET_RESOURCE_ADDRESS 
}

	Expected behaviour
	Test events
	Direction

	
	when {


the IUT receives a valid CREATE Request from AE containing 




Resource Type set to RESOURCE_TYPE and 

To set to TARGET_RESOURCE_ADDRESS and



From set to AE-ID and 




Content containing




RESOURCE_TYPE resource containing




no resourceName attribute
}
	IUT ( AE

	
	then {
the IUT creates the RESOURCE_TYPE resource 

and the IUT sends a valid Response containing 



Response Status Code set to 2001 (CREATED) and




Content containing




RESOURCE_TYPE resource containing






Valid resourceName attribute 

}
	IUT ( AE


	TP Id
	Reference
	RESOURCE_TYPE
	PARENT_RESOURCE_TYPE

	 TP/oneM2M/CSE/DMR/CRE/001_CNT/CB
	TS-0001 10.2.4.1 
	3 (container)
	5 (CSEBase)

	 TP/oneM2M/CSE/DMR/CRE/001_CNT/AE
	TS-0001 10.2.4.1 
	3 (container)
	2 (AE)

	 TP/oneM2M/CSE/DMR/CRE/001_CNT/CNT
	TS-0001 10.2.4.1 
	3 (container)
	3 (container)

	TP/oneM2M/CSE/DMR/CRE/001_GRP/CB
	TS-0001 10.2.7.2
	9 (group)
	5 (CSEBase)

	TP/oneM2M/CSE/DMR/CRE/001_GRP/AE
	TS-0001 10.2.7.2
	9 (group)
	2 (AE)

	TP/oneM2M/CSE/DMR/CRE/001_ACP/CB
	TS-0001 10.2.21.1
	1 (accessControlPolicy)
	5 (CSEBase)

	TP/oneM2M/CSE/DMR/CRE/001_ACP/AE
	TS-0001 10.2.21.1
	1 (accessControlPolicy)
	2 (AE)

	TP/oneM2M/CSE/DMR/CRE/001_SCH/CB
	
	18 (schedule)
	5 (CSEBase)

	TP/oneM2M/CSE/DMR/CRE/001_SCH/AE
	
	18 (schedule)
	2 (AE)

	TP/oneM2M/CSE/DMR/CRE/001_SCH/SUB
	
	18 (schedule)
	23 (subscription)

	TP/oneM2M/CSE/DMR/CRE/001_PCH/AE
	TS-0001 10.2.13.2
	15 (pollingChannel)
	2 (AE)

	TP/oneM2M/CSE/DMR/CRE/001_SUB/CB
	TS-0001 10.2.11.2 
	23 (subscription)
	5 (CSEBase)

	TP/oneM2M/CSE/DMR/CRE/001_SUB/AE
	TS-0001 10.2.11.2 
	23 (subscription)
	2 (AE)

	TP/oneM2M/CSE/DMR/CRE/001_SUB/CNT
	TS-0001 10.2.11.2 
	23 (subscription)
	3 (container)

	TP/oneM2M/CSE/DMR/CRE/001_SUB/ACP
	TS-0001 10.2.11.2 
	23 (subscription)
	1 (accessControlPolicy)

	TP/oneM2M/CSE/DMR/CRE/001_SUB/SCH
	TS-0001 10.2.11.2 
	23 (subscription)
	18 (schedule)

	TP/oneM2M/CSE/DMR/CRE/001_SUB/GRP
	TS-0001 10.2.11.2 
	23 (subscription)
	9 (group)

	TP/oneM2M/CSE/DMR/CRE/001_NOD/CB
	TS-0001 9.6.3-1
	14 (node)
	5 (CSEBase)

	TP/oneM2M/CSE/DMR/CRE/001_MGC/CB
	TS-0001 9.6.3-1
	12 (mgmtCmd)
	5 (CSEBase)

	TP/oneM2M/CSE/DMR/CRE/001_LCP/CB
	TS-0001 9.6.3-1
	10 (locationPolicy)
	5 (CSEBase)

	TP/oneM2M/CSE/DMR/CRE/001_STCG/CB
	TS-0001 9.6.3-1
	22 (statsConfig)
	5 (CSEBase)

	TP/oneM2M/CSE/DMR/CRE/001_STCL/CB
	TS-0001 9.6.3-1
	21 (statsCollect)
	5 (CSEBase)

	TP/oneM2M/CSE/DMR/CRE/001_MSSP/CB
	TS-0001 9.6.3-1
	11(m2mServiceSubscriptionProfile)
	5 (CSEBase)

	TP/oneM2M/CSE/DMR/CRE/001_ASAR/CB
	TS-0001 9.6.3-1
	19(serviceSubscribedAppRule)
	5 (CSEBase)

	TP/oneM2M/CSE/DMR/CRE/001_SUB/CSR
	TS-0001 9.6.4-1
	23 (subscription)
	16 (remoteCSE)

	TP/oneM2M/CSE/DMR/CRE/001_SCH/CSR
	TS-0001 9.6.4-1
	18 (schedule)
	16 (remoteCSE)

	TP/oneM2M/CSE/DMR/CRE/001_EVCF/STCG
	TS-0001 9.6.23-1
	7 (eventConfig)
	22 (statsConfig)

	TP/oneM2M/CSE/DMR/CRE/001_SUB/STCG
	TS-0001 9.6.23-1
	23 (subscription)
	22 (statsConfig)


-----------------------End of change 4---------------------------------------------

�This applies to our ‘unofficial’ annotated spreadsheet.


�REQ-0001-09315


�REQ-0001-09316


�REQ-0001-09317


�This applies to our ‘unofficial’ annotated spreadsheet.


��Spec: Does this agree with 9.6.25, which says “The <statsCollect> resource shall be located directly under <CSEBase> of IN-CSE.”?


�REQ-0001-10085


�REQ-0001-10086


�REQ-0001-10087


�REQ-0001-10088
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