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Introduction

oneM2M API template to be used in TR-0051
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6.2.4 
<AE> Resource
6.2.4.1
API-AE-C

	API Id
	API/AE/CRE/001_RCN/0

API/AE/CRE/001_RCN/1

API/AE/CRE/001_RCN/2

API/AE/CRE/001_RCN/3

	API Name
	AE CREATE with resultContent parameter

	Target Resource
	<CSEBase> resource of the requested <AE> resource

	Description
	The interface is used by a AE Registree to send a <AE> CREATE request attached with resultContent to a Registrar CSE and the Registrar CSE creates a <AE> resource and sends back a response to the AE Registree according to the configured resultContent parameter.
· When resultContent is set to 0 (zero): The response contains the response status code ONLY with no information of the created <AE> resource.

· When resultContent is set to 1 (one): The response contains a response status code as well as the <AE> resource information (attributes) that represents the nCube.

· When resultContent is set to 2 (two): The response contains a response status code as well as the hierarchical address of the created <AE> resource information.

· When resultContent is set to 3 (three): The response contains a response status code, the hierarchical address, and attributes of the created <AE> resource that represent the Registree entity.

Note that mandatory attributes for creation of the <AE> are highlighted in create request.

A temperature sensor is registered to the platform by sending a <AE> registration request to the CSEBase.



	Resource Structure
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	Call Flow
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	Resource URL Information 


	POST /mngateway?rcn=<VALUE>

	HTTP Header Information
	Header

Value

Accept

application/ json

X-M2M-RI

Request ID 

X-M2M-Origin

AE-ID of request originator

Content-Type

application/vnd.onem2m-res+json; ty=2


	Example with 

RCN=0
	    API/AE/CRE/001_RCN/0

HTTP Request:

POST /mngateway ?rcn=0 HTTP/1.1

Host: 127.0.0.1:8282

X-M2M-Origin: C

Content-Type: application/json;ty=2

X-M2M-NM: ae_name

X-M2M-RI: 1234

Cache-Control: no-cache

{


"m2m:ae": {


"api": "A01.com.company.Temp1",


"lbl": ["indoor_temp", "room_1"],


"rr": true ,


"rn": "temp_sensor"

}

}

HTTP Response:

201 Created

Content-Location:/mnID/CAE5630283216026458665

Content-Type:application/json

X-M2M-Origin:/mnID
X-M2M-RI:1234

X-M2M-RSC:2001



	Example with 

RCN=1
	    API/AE/CRE/001_RCN/1
HTTP Request:

POST /mngateway ?rcn=1 HTTP/1.1

Host: 127.0.0.1:8282

X-M2M-Origin: C

Content-Type: application/json;ty=2

X-M2M-NM: ae_name

X-M2M-RI: 1234

Cache-Control: no-cache

{


"m2m:ae": {


"api": "A01.com.company.Temp1",


"lbl": ["indoor_temp", "room_1"],


"rr": true ,


"rn": "temp_sensor"

}

}

HTTP Response:

201 Created

Content-Location:/mngateway/CAE4281618854833941285

Content-Type:application/json

X-M2M-Origin:/mnID
X-M2M-RI:1234

X-M2M-RSC:2001

{

    "m2m:ae": {

        "rn": "temp_sensor",

        "ty": 2,

        "ri": "/mnID/CAE4281618854833941285",

        "pi": "/ mnID",

        "ct": "20171212T170445",

        "lt": "20171212T170445",

        "lbl": [

            "indoor_temp",

            "room_1"

        ],

        "acpi": [

            "/mnID/acp-8955427686962290289",

            "/mnID/acp-1695412900143849726"

        ],

        "et": "20171212T170445",

        "api": "A01.com.company.Temp1",

        "aei": "CAE4281618854833941285",

        "poa": [],

        "rev": false,

        "rr": true

    }

}


	Example with 

RCN=2


	    API/AE/CRE/001_RCN/2
TBD


	Example with 

RCN=3
	    API/AE/CRE/001_RCN/3
TBD
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