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Introduction
This CR is add content for procedure of  UE reachability use case.
-----------------------Start of change 1-------------------------------------------
7 Procedures
7.1 
UE Reachability monitoring 



[image: image2.emf]Platform

(IN-CSE)

App

(IN-AE) 

Targeted Device

ASN-CSE 

ANS-AE

1:Registration:Create <remoteCSE>

7:Create <subscription>  to the 

<schedule> of Targeted Device

10:Notify Request

9 Interworking with 

3GPP with 

MonitorEvent API

8:Create Response

11:Notify Response

12 Update <container> request to 

the targeted device

3:Create <node> of Targeted Device

5:Create <schedule>

2:Create Response

6:Create Response


Figure: 7.1-1: Procedure of UE Reachability monitoring
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 Figure: 7.1-2: Resource structure
1-2: The targeted device (ASN-CSE) with SIM Registers to the platform (IN-CSE) and creates the child resource <remoteCSE> of the resource <CSEBase>.
3-4: The targeted device (ASN-CSE) creates the child resource <node> of the resource <CSEBase> in the platform (IN-CSE) which hostedCSELink is to its <remoteCSE>.
5-6: The targeted device (ASN-CSE) creates the child resource <schedule> of the resource <node> in the platform (IN-CSE).
7-8: The application (IN-AE) creates a <subscription> to the ResourceID of <schedule> of the targeted device in the platform (IN-CSE).
9: The platform (IN-CSE) sends Monitoring Request to the 3GPP network to monitor the targeted device reachable status.
10: The platform (IN-CSE) sends the Notify request to the application about the reachable status of the targeted device when receving the notify from the 3GPP network and updating the <schedule>.
11: The application (IN-AE) sends the Notify response to the platform (IN-CSE).
12: The application (IN-AE) sends the <container> Update request including the control command to the targeted device   according to the next reachable time of the <schedule>.
13: The platform (IN-CSE) sends the request to the targeted device directly.

-----------------------End of change 1---------------------------------------------
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