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Introduction
This CR is add content for procedure of  UE reachability use case.
-----------------------Start of change 1-------------------------------------------
8
Implementation
<Text> Describe the detail implementation procedure of the specified use case.
8.1 Implementation for UE Reachability monitoring
8.1.1 
Introduction
This clause presents necessary procedures required for the implementation of the use case in clause 5.1, including conditions that should be met for the correct implementation of the current use case, and resource tree etc.
8.1.2 
Assumptions
Assumptions are presented as below in order to ensure the use case can be correctly implemented.

· Security is not considered in the current use case;

· CoAP binding of oneM2M primitives is used in the current use case, required features according to [i.3];
· JSON serializations of oneM2M primitives is used in the current use case;

· Short names for the representation of the resources and attributes are used in the current use case;

Each oneM2M entity including AE and CSE are addressable with correct host address that can be IP addresses or FQDN addresses resolved to IP addresses by DNS network services according to addressing rules specified in oneM2M standards. 

The IN-CSE and ASN-CSE entities presented in this use case are addressable with the following identifiers, using SP-relative structured format.

· IN-CSE:

· CSE-ID: /in-cse
· Resource ID: cse127865gu57fa
· resourceName of IN-CSE’s CSEBase resource: server

· ASN-CSE:


· CSE-ID: /asn-cse
· Resource ID: cse463432er91er
· M2M-Ext-ID: 123456789@domain.com which should be pre-provioned in the 3GPP network.
ResourceName of CSEBase resource: terminal
8.1.3 
Resource Structure
See Figure: 7.1-2: Resource structure.
8.1.4
Implementation Procedures
	Step
	Message Example in Clause 7.1

	1
	CoAP Request:

Method: 0.02(POST) 
Uri-Host: in-cse.provider.com:5683 

Uri-Path: ~

Uri-Path: in-cse

Uri-Path: cse127865gu57fa
Content-Type: application/vnd.onem2m-res+json

oneM2M-TY: 16
oneM2M-FR: asn-cse 

oneM2M-RQI: 0001

{

"m2m: csr": 

{

  "rn": "asn-cse" 
"cb": "cse463432er91er",


"csi": "asn-cse",

  }

}



	2 
	CoAP Response:

2.01 Created

oneM2M-RSC: 2001

oneM2M-RQI: 0001
Location-Path: server/asn-cse

	3
	CoAP Request:

Method: 0.02(POST) 
Uri-Host: in-cse.provider.com:5683 

Uri-Path: ~

Uri-Path: in-cse

Uri-Path: cse127865gu57fa



Content-Type: application/vnd.onem2m-res+json

oneM2M-TY: 14
oneM2M-FR: asn-cse 

oneM2M-RQI: 0001

{

"m2m: nod": 

{

"ni": "node123",


"hcl": "asn-cse"
  }

}



	4
	The same as Step2.

	5
	CoAP Request:

Method: 0.02(PUT) 
Uri-Host: in-cse.provider.com:5683 

Uri-Path: ~

Uri-Path: in-cse

Uri-Path: cse127865gu57fa
Content-Type: application/vnd.onem2m-res+json

oneM2M-TY: 16
oneM2M-FR: asn-cse 

oneM2M-RQI: 0001

{

"m2m: csr": 

{

 
"nl": "node123"
  }

}



	6
	CoAP Response:

2.04 Changed
oneM2M-RSC: 2001

oneM2M-RQI: 0001

	7
	CoAP Request:

Method: 0.02(POST) 
Uri-Host: in-cse.provider.com:5683 

Uri-Path: in-cse

Uri-Path: cse127865gu57fa

Uri-Path: node123
Content-Type: application/vnd.onem2m-res+json

oneM2M-TY: 18
oneM2M-FR: in-ae 

oneM2M-RQI: 0001

{

"m2m: sch": 

{

  "se": "* 0-30 0-23/2 * * * *",, 
" nco": TRUE
 }

}



	8
	The same as Step2.

	9
	CoAP Request:

Method: 0.02(POST) 
Uri-Host: in-cse.provider.com:5683 

Uri-Path: in-cse
Uri-Path: in-ae
Uri-Path: cse127865gu57fa
Uri-Path: cse463432er91er
Uri-Path: node123
Uri-Path: schedule
Content-Type: application/vnd.onem2m-res+json

oneM2M-TY: 23
oneM2M-FR: in-ae 

oneM2M-RQI: 0003
{

"m2m: sub": 

{

  " nu": "ae.provider.com/in-ae/application",


" nct": 1
  }

}



	10
	CoAP Response:

2.01 Created

oneM2M-RSC: 2001

oneM2M-RQI: 0001
Location-Path: server/in-ae

	11
	Editor Note: this step could not be specified until 3GPP CT3 has finished the API interface.

	12
	CoAP Request:

Method: 0.02(POST) 
Uri-Host: ae.provider.com:5683 

Uri-Path: ~

Uri-Path: in-ae
Uri-Path: application
Content-Type: application/vnd.onem2m-res+json

oneM2M-TY: 18
oneM2M-FR: in-cse 

oneM2M-RQI: 0004
{

"m2m: sch": 

{

  "se": "* 5-35 0-23/2 * * * *",

  }

}



	13
	CoAP Response:

2.01 Created

oneM2M-RSC: 2001

oneM2M-RQI: 0004
Location-Path: /in-ae/ae137849axcfrd/ 

	14
	CoAP Request:

Method: 0.02(POST) 
Uri-Host: asn-cse.provider.com:5683 

Uri-Path: ~

Uri-Path: asn-cse

Uri-Path: cse463432er91er 

Uri-Path: container1

Content-Type: application/vnd.onem2m-res+json

oneM2M-TY: 4

oneM2M-FR: in-ae 

oneM2M-RQI: 0003

{

"m2m:cin": 

{

  "cnf": "text/plains:0",


"con": "off"

  }

}



	
	


-----------------------End of change 1---------------------------------------------
-----------------------Start of change 2---------------------------------------------
2.2
Informative references

The following referenced documents are not necessary for the application of the present document but they assist the user with regard to a particular subject area.
[i.1]
oneM2M Drafting Rules  (http://member.onem2m.org/Static_pages/Others/Rules_Pages/oneM2M-Drafting-Rules-V1_0.doc)

[i.2]
oneM2M TS-0001 (V3.10.0): "Functional Architecture".

[i.3]
oneM2M TS-0008 (V3.0.0): "CoAP Protocol Binding".

-----------------------End of change 2---------------------------------------------
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