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GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.
In case of a correction, and the change apply to previous releases, a separate “mirror CR” should be posted at the same time of this CR
Mirror CR: applies only when the text, including clause numbering are exactly the same.

Companion CR: applies when the change means the same but the baselines differ in some way (e.g. clause number).
Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete clauses need not show surrounding clauses as long as the proposed clause number clearly shows where the new clause is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction

Following AAP comments from ITU-T SG20 during , the CR proposes to update the reference of the RFC 3986 that is updated by RF C6874 & RFC 7320
-----------------------Start of change 1-------------------------------------------
2.1
Normative references

References are either specific (identified by date of publication and/or edition number or version number) or non‑specific. For specific references,only the cited version applies. For non-specific references, the latest version of the referenced document (including any amendments) applies.

The following referenced documents are necessary for the application of the present document.
[1]
oneM2M TS-0001: "Functional Architecture" V2.10.1.
[2]
oneM2M TS-0004: "Service Layer Core protocol Specification" V2.8.0.
[3]
oneM2M TS-0008: "CoAP Protocol Binding" V2.0.1.
[4]
oneM2M TS-0009: "HTTP Protocol Binding" V2.7.0.

[5]
oneM2M TS-0010: "MQTT Protocol Binding" V2.4.1.
[6]
oneM2M TS-0015: "Testing Framework".
[7]
oneM2M TS-0011: "Common Terminology".

[8]
IETF RFC 7320: " URI Design and Ownership".
[9]
IETF RFC 7230: "Hypertext Transfer Protocol (HTTP/1.1): Message Syntax and Routing".

[10]
oneM2M TS-0005: "Management Enablement (OMA)".

[11]
oneM2M TS-0006: "Management Enablement (BBF)".

[12]
oneM2M TS-0003: “Security Solutions” V1.4.2.
[13]
oneM2M TS-0034: “Semantics Support” V0.3.0
[14]
IETF RFC 6874: " Representing IPv6 Zone Identifiers in Address Literals and Uniform Resource Identifiers ".
-----------------------End of change 1---------------------------------------------

-----------------------Start of change 2-------------------------------------------

5.3
Test Settings

This clause contains some test requirements applied to the testing, some constraints, restrictions for executions or some recommendations.

In order to ease test setup and execution, the CSE and AE are requested to support the following settings:

· Security shall be disable as it is out of scope of this interoperability testing.

· Resource names are pre-provisioned, except for content instance resources that are automatically assigned by the hosting CSE.

· After each "Delete" primitive on a resource, the user shall check the resource is effectively deleted.

· Unless it is indicated in the test cases prequisites, by default, all the applications shall have the required access rights to manage resources on the CSE.

In order to address the TBDs in the oneM2M CoAP binding specification (TS-0008 [3]), basic XML and JSON media-type numbers shall be used in the contentFormat option.

In the test descriptions specified below, the following definitions of terms used for short-hand notation apply:

Serialized Representation :
refers to either an XML or a JSON representation of data in text-string format as defined in clauses 8.3 and 8.4 of TS-0004 [2].

Host Address:
refers to the authority part of a target URI as defined in RFC 7320 [8], RFC 6874 [14] and RFC 7230 [9] which can be represented as an IP literal encapsulated within square brackets, an IPv4 address in dotted decimal form, or a registered name, and optionally extended by a port identifier. 
-----------------------End of change 2---------------------------------------------
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