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Introduction
This contribution proposes add the clause 6.2.4 related the <AE> resource API for CREATE, RETRIEVE, UPDATE and DELETE.
================= start of input 1  =============================
6.2.4 
<AE> Resource
6.2.4.0
Introduction
The <AE> resource represents information about an Application Entity that is registered to a CSE. The originator of a <AE> create request is and only can be an AE. A CSE is not allowed to initiate a <AE> create request. 
The <AE> resource which resides in different kind of nodes such as Application Dedicated Node, Middle Node, Infrastructure Node etc. An Application Dedicated Node could reside in a constrained M2M device, while a Middle Node could reside in an M2M gateway and an Infrastructure Node could reside in an M2M Service Infrastructure. For example, in smart home scenario, light bulbs are modelled as Application Dedicated Node which communicate with home gateway which is modelled as a Middle Node and in resource registration phase, light bulbs can be registered as an <AE> resource.
6.2.4.1
API-AE-CRE
	API Id
	API/AE/CRE/001

API/AE/CRE/001_RCN0

API/AE/CRE/001_RCN1

API/AE/CRE/001_RCN2

API/AE/CRE/001_RCN3

	API Name
	AE CREATE with or without resultContent parameter

	Target Resource
	<CSEBase> resource of the requested <AE> resource

	Description
	The interface is used by a AE Registree to send a <AE> CREATE request to a Registrar CSE and the Registrar CSE creates a <AE> resource and sends back a response to the AE Registree according to the configured resultContent parameter.
· 
· 
· 
· 

A sensor is registered to the platform by sending a <AE> registration request to the CSEBase.
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	HTTP Header Information
	Header

Value

Accept

application/ json

X-M2M-RI

Request ID 

X-M2M-Origin

AE-ID of request originator

Content-Type

application/json; ty=2


	Example with 

RCN=0
	    API/AE/CRE/001_RCN0

HTTP Request:

POST /mn-name?rcn=0 HTTP/1.1

Host: 192.168.0.10:8282
X-M2M-Origin: C

Content-Type: application/json;ty=2

X-M2M-RI: 1234

{


"m2m:ae": {


"api": "A01.com.company.Temperature1",


"lbl": ["indoor_temperature", "room_1"],


"rr": false ,


"rn": "ae_sensor"

}

}

HTTP Response:

201 Created






Content-Length:0 

Content-Location:/mnID/CAE0120180404T0830181405122857960960_cse01

X-M2M-RI:1234

X-M2M-RSC:2001


	Example with 

RCN=1

or No RCN
	    API/AE/CRE/001
   API/AE/CRE/001_RCN1
HTTP Request:

POST /mn-name?rcn=1 HTTP/1.1

Host: 192.168.0.10:8282
X-M2M-Origin: C

Content-Type: application/json;ty=2

X-M2M-RI: 1234

{


"m2m:ae": {


"api": "A01.com.company.Temperature",


"lbl": ["indoor_temperature", "room_1"],


"rr": false ,


"rn": "ae_sensor"

}

}
HTTP Response:

























201 Created

Content-Length:310 

Content-Location:/mnID/CAE0120180404T0833201405122522252800_cse01

Content-Type:application/json

X-M2M-RI:1234

X-M2M-RSC:2001
{

    "m2m:ae": {

        "aei": "CAE0120180404T0833201405122522252800_cse01",

        "api": "A01.com.company.Temperature",

        "ct": "20180404T083320",

        "et": "99991231T235959",

        "lbl": [

            "indoor_temperature",

            "room_1"

        ],

        "lt": "20180404T083320",

        "pi": "mnID",

        "ri": "CAE0120180404T0833201405122522252800_cse01",

        "rn": "ae_sensor",

        "rr": false,

        "ty": 2

    }

}

	Example with 

RCN=2


	API/AE/CRE/001_RCN2
HTTP Request:

POST /mn-name?rcn=2 HTTP/1.1

Host: 192.168.0.10:8282
X-M2M-Origin: C

Content-Type: application/json;ty=2

X-M2M-RI: 1234

{


"m2m:ae": {


"api": "A01.com.company.Temperature",


"lbl": ["indoor_temperature", "room_1"],


"rr": false ,


"rn": "ae_sensor"

}

}
HTTP Response:

201 Created

Content-Length:40 

Content-Location:/mnID/CAE0120180404T0836301405122354398720_cse01

Content-Type:application/json

X-M2M-RI:1234

X-M2M-RSC:2001




{

    "m2m:uri": "mn-name/ae_sensor"

}


	Example with 

RCN=3
	API/AE/CRE/001_RCN3
HTTP Request:

POST /mn-name?rcn=3 HTTP/1.1

Host: 192.168.0.10:8282
X-M2M-Origin: C

Content-Type: application/json;ty=2

X-M2M-RI: 1234

{


"m2m:ae": {


"api": "A01.com.company.Temperature",


"lbl": ["indoor_temperature", "room_1"],


"rr": false, ,


"rn": "ae_sensor"

}

}
HTTP Response:

201 Created

Content-Length:355 

Content-Location:/mnID/CAE0120180404T0838301405122186544640_cse01

Content-Type:application/json

X-M2M-RI:1234

X-M2M-RSC:2001





















{

    "m2m:rce": {

        "m2m:ae": {

            "aei": "CAE0120180404T0838301405122186544640_cse01",

            "api": "A01.com.company.Temperature",

            "ct": "20180404T083830",

            "et": "99991231T235959",

            "lbl": [

                "indoor_temperature",

                "room_1"

            ],

            "lt": "20180404T083830",

            "pi": "mnID",

            "ri": "CAE0120180404T0838301405122186544640_cse01",

            "rn": "ae_sensor",

            "rr": false,

            "ty": 2

        },

        "uri": "mn-name/ae_sensor"

    }

}


6.2.4.2
API-AE-RET
	API Id
	API/AE/RET/001_RCN1

API/AE/RET/001_RCN4

	API Name
	AE RETRIEVE with or without resultContent parameter

	Target Resource
	The <AE> resource located under <CSEBase>

	Description
	The interface is used to send a <AE> RETRIEVE request attached with resultContent to the <AE> resource located under the <CSEBase> of the CSE, and the hosting CSE will send back a response according to the configured resultContent.





	Resource Structure
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	Call Flow
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	HTTP Header Information
	Header

Value

Accept

application/ json

X-M2M-RI

Request ID 

X-M2M-Origin

AE-ID of request originator

Content-Type

application/json


	Example with 

RCN=1

or No RCN
	    API/AE/RET/001

   API/AE/RET/001_RCN1
HTTP Request:

GET /mn-name/ae_sensor?rcn=1 HTTP/1.1

Host: 192.168.0.10:8282
X-M2M-Origin: CAE0120180404T0838301405122186544640_cse01
Accept: application/json









HTTP Response:

200 OK
Content-Length:308 

Content-Type:application/json

X-M2M-RI:1234

X-M2M-RSC:2000



{

    "m2m:ae": {

        "aei": "CAE0120180404T0838301405122186544640_cse01",

        "api": "A01.com.company.Temperature",

        "ct": "20180404T083830",

        "et": "99991231T235959",

        "lbl": [

            "indoor_temperature",

            "room_1"

        ],

        "lt": "20180404T083830",

        "pi": "mnID",

        "ri": "CAE0120180404T0838301405122186544640_cse01",

        "rn": "ae_sensor",

        "rr": false,

        "ty": 2

    }

}


























	Example with 

RCN=4
	    API/AE/RET/001_RCN4
HTTP Request:

GET /mn-name/ae_sensor?rcn=4 HTTP/1.1

Host: 192.168.0.10:8282
X-M2M-Origin: CAE0120180404T0838301405122186544640_cse01
Accept: application/json









// In the example, the <AE> has 2 child <container> resources cont_temp1 and cont_temp2

HTTP Response:

200 OK
Content-Length:874 

Content-Type:application/json

X-M2M-RI:1234

X-M2M-RSC:2000










































































{

    "m2m:ae": {

        "aei": "CAE0120180404T0838301405122186544640_cse01",

        "api": "A01.com.company.Temperature",

        "ct": "20180404T083830",

        "et": "99991231T235959",

        "lbl": [

            "indoor_temperature",

            "room_1"

        ],

        "lt": "20180404T084508",

        "m2m:cnt": [

            {

                "cbs": 0,

                "cni": 0,

                "ct": "20180404T084508",

                "et": "99991231T235959",

                "lbl": [

                    "indoor_temp"

                ],

                "lt": "20180404T084508",

                "mbs": 60000000,

                "mia": 1600,

                "mni": 10000,

                "pi": "CAE0120180404T0838301405122186544640_cse01",

                "ri": "cnt20180404T0845081405122522252801_cse01",

                "rn": "cont_temp2",

                "st": 0,

                "ty": 3

            },

            {

                "cbs": 0,

                "cni": 0,

                "ct": "20180404T084503",

                "et": "99991231T235959",

                "lbl": [

                    "indoor_temp"

                ],

                "lt": "20180404T084503",

                "mbs": 60000000,

                "mia": 1600,

                "mni": 10000,

                "pi": "CAE0120180404T0838301405122186544640_cse01",

                "ri": "cnt20180404T0845031405122606179840_cse01",

                "rn": "cont_temp1",

                "st": 0,

                "ty": 3

            }

        ],

        "pi": "mnID",

        "ri": "CAE0120180404T0838301405122186544640_cse01",

        "rn": "ae_sensor",

        "rr": false,

        "ty": 2

    }

}


6.2.4.3
API-AE-UPD
	API Id
	API/AE/UPD/001
API/AE/UPD/001_RCN0

API/AE/UPD/001_RCN1



	API Name
	AE UPDATE with or without resultContent set 

	Target Resource
	The <AE> resource located under <CSEBase> resource of CSE

	Description
	The interface is used to send a <AE> UPDATE request to the target <AE> resource under the CSE, and the hosting CSE will send back a response only containing the response status code indicating the request processing status.


	Resource Structure
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	Call Flow
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	HTTP Header Information
	Header

Value

Accept

application/ json

X-M2M-RI

Request ID 

X-M2M-Origin

AE-ID of request originator

Content-Type

application/json


	Example with 

RCN=0

	    API/AE/UPD/001_RCN0
HTTP Request:

PUT /mn-name/ae_sensor?rcn=0 HTTP/1.1

Host: 192.168.0.10:8282
X-M2M-Origin: CAE0120180404T0838301405122186544640_cse01
Content-Type:application/json
Accept: application/json

{


"m2m:ae": {


"poa": ["http://ae.temp.com:9090"],

“rr”:true
}

}

HTTP Response:

200 OK
Content-Length:0 

X-M2M-RI:1234

X-M2M-RSC:2004




	Example with 

RCN=1

or No RCN

	    API/AE/UPD/001_RCN1
HTTP Request:

PUT /mn-name/ae_sensor?rcn=1 HTTP/1.1

Host: 192.168.0.10:8282
X-M2M-Origin: CAE0120180404T0838301405122186544640_cse01
Content-Type:application/json
Accept: application/json

{


"m2m:ae": {


"poa": ["http://ae.temp.com:9090"],

“rr:”:true
}

}

HTTP Response:

200 OK

Content-Length:341 

Content-Type:application/json

X-M2M-RI:1234

X-M2M-RSC:2004

{

    "m2m:ae": {

        "aei": "CAE0120180404T0838301405122186544640_cse01",

        "api": "A01.com.company.Temperature",

        "ct": "20180404T083830",

        "et": "99991231T235959",

        "lbl": [

            "indoor_temperature",

            "room_1"

        ],

        "lt": "20180404T085903",

        "pi": "mnID",

        "poa": [

            "http://ae.temp.com:9090"

        ],

        "ri": "CAE0120180404T0838301405122186544640_cse01",

        "rn": "ae_sensor",

        "rr": true,

        "ty": 2

    }

}











6.2.4.4
API-AE-DEL
	API Id
	API/AE/DEL/001

API/AE/DEL/001_RCN0

API/AE/DEL/001_RCN1




	API Name
	AE DELETE 

	Target Resource
	The <AE> resource located under <CSEBase> resource of CSE

	Description
	The interface is used to send a <AE> DELETE request to the hosting CSE, and the hosting CSE will delete the <AE> and send back a response containing a response status code indicating the DELETE request status.



	Resource Structure
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	Call Flow
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	HTTP Header Information
	Header

Value

Accept

application/ json

X-M2M-RI

Request ID 

X-M2M-Origin

AE-ID of request originator

Content-Type

application/json


	Example with 

RCN=0


	API/AE/DEL/001_RCN0
HTTP Request:

DELETE /mn-name/ae_sensor?rcn=0 HTTP/1.1

Host: 192.168.0.10:8282
X-M2M-Origin: CAE0120180404T0838301405122186544640_cse01
HTTP Response:

200 OK
Content-Length:0 

X-M2M-RI:1234

X-M2M-RSC:2002


	Example with 

RCN=1 or
no RCN

	API/AE/DEL/001
API/AE/DEL/001_RCN1
HTTP Request:

DELETE /mn-name/ae_sensor HTTP/1.1

Host: 192.168.0.10:8282
X-M2M-Origin: CAE0120180404T0904581405122774033921_cse01

HTTP Response:

200 OK

Content-Length:308 

Content-Type:application/json

X-M2M-RI:1234

X-M2M-RSC:2002

{

    "m2m:ae": {

        "aei": "CAE0120180404T0904581405122774033921_cse01",

        "api": "A01.com.company.Temperature",

        "ct": "20180404T090458",

        "et": "99991231T235959",

        "lbl": [

            "indoor_temperature",

            "room_1"

        ],

        "lt": "20180404T090556",

        "pi": "mnID",

        "ri": "CAE0120180404T0904581405122774033921_cse01",

        "rn": "ae_sensor",

        "rr": false,

        "ty": 2

    }

}







================= end of input 1  =============================
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