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Introduction
This contirubtion is provided to fix minor error in pollingChannel test purposes. And it also include one new test case for AE.
· TP/oneM2M/CSE/PCH/003

· Two changes has been made. Test objective has been rephrased since it was a bit vague to understand. Secondly, expected behaviour did not include response for Notify Request from the AE. The expected behaviour need to include not only forwarding the response to Originator, but also sending the response about Notify Request from the AE.
· TP/oneM2M/AE/PCH/002
· This is new test case for AE which testing whether it can send Retrieve Request to pollingChannelURI resource.
-----------------------Start of change 1-------------------------------------------
TP/oneM2M/CSE/PCH/003

	TP Id
	TP/oneM2M/CSE/PCH/003

	Test objective
	Check that the IUT performs both forwarding the polling response message to the CSE and sending response to AE after receiving a Notify Request from the AE

	Reference
	TS-0001 [1], clause 10.2.13.8, TS-0004 [2], clause 7.4.22.2.2

	Config Id
	CF02

	Parent Release
	Release 2

	PICS Selection
	PICS_PCH

	Initial conditions
	with {

the IUT being in the "initial state" 

and the IUT having registered an AE 

and the AE1 having a child <pollingChannel> resource 

and the IUT having received a retrieve Request from the AE containing
           To set to POLLINGCHANNELURI_RESOURCE_ADDRESS


and the IUT having received a NOTIFY Request from the CSE containing 

     To set to AE_RESOURCE_ADDRESS and
           From set to CSE_ID 


and the IUT sends a Response to the AE containing
Response Status Code set to 2000 (OK)
Content containing


            the Request received from the CSE
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a NOTIFY Request from the AE containing

            To set to POLLINGCHANNELURI_RESOURCE_ADDRESS and
            Content containing
      Response Status Code set to RESPONSE_STATUS_CODE
}
	IUT ( AE

	
	then {

the IUT sends a Response to the CSE 
Response Status Code set to RESPONSE_STATUS_CODE

the IUT sends the valid NOTIFY Response to the AE 
}
	IUT ( CSE
IUT ( AE

	Note: Based on figure 10.2.13.1-1 in TS-0001[1] step 005 and 006


-----------------------End of change 1---------------------------------------------

-----------------------Start of new text 1-------------------------------------------

TP/oneM2M/AE/PCH/002
	TP Id
	TP/oneM2M/AE/PCH/002

	Test objective
	Check that the IUT sends an RETRIEVE Request to <pollingChannelURI> resource

See the Note below.

	Reference
	TS-0001 [1], clause 10.2.13.6, TS-0004 [2], clause 7.4.22.2.2

	Config Id
	CF02

	Parent Release
	Release 2

	PICS Selection
	PICS_PCH

	Initial conditions
	with {

the IUT being registered 

and the IUT being switched on

and the AE having a child <pollingChannel> resource 
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT is triggered to send a valid RETRIEVE Request containing 

     To set to POLLINGCHANNELURI _RESOURCE_ADDRESS
}
	NA

	
	then {

the IUT sends a valid RETRIEVE Request containing

     To set to POLLINGCHANNELURI _RESOURCE_ADDRESS

From set to AE_ID
}
	IUT ( CSE

	Note: Based on figure 10.2.5.12-1 in TS-0001[1] step 001.


-----------------------End of new text 1---------------------------------------------
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