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GUIDELINES for Change Requests:
Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.
Each CR should contain changes related to only one particular issue/problem.
If this is  a correction, and the change applies to previous releases, a separate “mirror CR” should be posted at the same time as this CR
Mirror CR: applies only when the text, including clause numbering are exactly the same.
Companion CR: applies when the change means the same but the baselines differ in some way (e.g. clause number).
Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made e.g. a change impacting 5 tables should not only include a proposal to change only 3 tables. Include any changes to references, definitions, and abbreviations in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar.
Use change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete clauses need not show surrounding clauses as long as the proposed clause number clearly shows where the proposed new clause is located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to the content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
Change 1: the name of the property ‘areaNwkType’, of sub-device dmAreaNwkInfo, is not consistent with Rule 4-3, which states that sub-device properties must have a prefix ‘prop’. It is then renamed as ‘propAreaNwkType’.
Change 2: 
· A missing table is added for properties of sub-devices.
· The values in the table of properties for module classes are removed, because they correspond to items that have previously migrated from properties to datapoints.
********************** Start of change 1   **********************
[bookmark: _Toc89380458]5.8.10 dmAreaNwkInfo
A dmAreaNwkInfo is a SDT SubDevice entity, mapped as a <flexContainer> resource that expresses the information about the devices in a M2M Area Network managed by the parent flexNode.
Table 5.8.10-1: Properties of dmAreaNwkInfo model
	Property Name
	Property Type
	Multiplicity
	Description

	propAareaNwkType
	xs :string
	1
	Indicates the type of M2M Area Network



Table 5.8.10-2: Modules of dmAreaNwkInfo model
	Module Instance Name
	Module Class Name
	Multiplicity
	Description

	dmAreaNwkDeviceInfo
	dmAreaNwkDeviceInfo
	0..N
	See clause 5.8.11


********************** End of change 1   **********************
********************** Start of change 2   **********************
[bookmark: _Toc89380474][bookmark: _Toc89380475]6.3.3 Resource attributes for properties and data points
In protocol bindings resource attributes names for properties of module classes shall be translated into short names of Table 6.3.3‑1.
Table 6.3.3‑1: Resource attribute short names (ModuleClass properties)
			Attribute Name
	Occurs in
	Short Name

	chargingCapacity
	electricVehicleConnector
	chaCy

	dischargingCapacity
	electricVehicleConnector
	disCy

	electricEnergy
	battery
	eleEy

	material
	battery
	matel

	voltage
	battery
	volte



In protocol bindings resource attributes names for data points of module classes shall be translated into short names of Table 6.3.3‑2.
[bookmark: _Ref486715683]Table 6.3.3‑2: Resource attribute short names (ModuleClass data points)
	Attribute Name
	Occurs in
	Short Name

	absoluteEnergyConsumption
	energyConsumption
	abECn

	(…)
	
	



In protocol bindings resource attributes names for properties of sub-devices shall be translated into short names of Table 6.3.3-3.
Table 6.3.3-3: Resource attribute short names (SubDevice properties)
			Attribute Name
	Occurs in
	Short Name

	propAreaNwkType
	dmAreaNwkInfo
	pANTe



********************** End of change 2  **********************
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