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Correct formatting issues 
https://git.onem2m.org/specifications/ts/ts-0023/-/merge_requests/70
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--------------------- Start of change 1 ---------------------
TS-0023-SDT_based_Information_Model_and_Mapping_for_Vertical_Industries.md



---a/TS-0023-SDT_based_Information_Model_and_Mapping_for_Vertical_Industries.md
+++b/TS-0023-SDT_based_Information_Model_and_Mapping_for_Vertical_Industries.md
@@ -5505,12 +5505,12 @@ The SubDevice models (in clause [5.4](#54-subdevice-models) or [5.8.9](#589-dmar
5505	5505		When the SubDevice model in clause [5.4](#54-subdevice-models) or [5.8.9](#589-dmareanwkinfo) is mapped to the &lt;flexContainer> resource, and if the device supports the functionality associated with a SubDevice in the model, a &lt;flexContainer> resource which is mapped from SubDevices definitions shall be created as a child resource.
5506	5506		
5507	5507		
5508		-	  - Rule 7-1: The containerDefinition attribute shall be set according to clause [6.4.5](#645-subdevices).
5509		-	  - Rule 7-1a: Each entry in the 'Module' table shall be mapped to a child resource(s) which is mapped as a specialised &lt;flexContainer> following the rule in clause [6.2.3](#623-resource-mapping-for-moduleclass).
5510		-	  - Rule 7-2: The XSD file for each SubDevice model shall be named according to clause [6.5.5](#655-xsd-definitions-for-subdevices).
5511		-	  - Rule 7-3: void
5512		-	  - Rule 7-4: The resourceName attribute for each SubDevice that appears as a child of a Device or FlexNode model shall be created with the value set to "SubDevice Instance Name". If the SubDevice is contained in a list (multiplicity 0..N or 1..N), its resourceName attribute shall be set to "SubDevice Instance Name" appended with an underscore '_' and an incrementing index so that it is unique in the parent's children (e.g. "cuff_0", "cuff_1", etc.). The index shall not have leading 0's.
5513		-	  - Rule 7-5: Each &lt;flexContainer> associated to a SubDevice model may have as child resource any &lt;flexContainer> associated to a ModuleClass model of the Metadata domain defined in clause [5.3.9](#539-metadata-domain).
	5508	+	- Rule 7-1: The containerDefinition attribute shall be set according to clause [6.4.5](#645-subdevices).
	5509	+	- Rule 7-1a: Each entry in the 'Module' table shall be mapped to a child resource(s) which is mapped as a specialised &lt;flexContainer> following the rule in clause [6.2.3](#623-resource-mapping-for-moduleclass).
	5510	+	- Rule 7-2: The XSD file for each SubDevice model shall be named according to clause [6.5.5](#655-xsd-definitions-for-subdevices).
	5511	+	- Rule 7-3: void
	5512	+	- Rule 7-4: The resourceName attribute for each SubDevice that appears as a child of a Device or FlexNode model shall be created with the value set to "SubDevice Instance Name". If the SubDevice is contained in a list (multiplicity 0..N or 1..N), its resourceName attribute shall be set to "SubDevice Instance Name" appended with an underscore '_' and an incrementing index so that it is unique in the parent's children (e.g. "cuff_0", "cuff_1", etc.). The index shall not have leading 0's.
	5513	+	- Rule 7-5: Each &lt;flexContainer> associated to a SubDevice model may have as child resource any &lt;flexContainer> associated to a ModuleClass model of the Metadata domain defined in clause [5.3.9](#539-metadata-domain).
5514	5514		
5515	5515		
5516	5516		In other words, all SubDevices implicitly have the following lines in their modules table:
@@ -6482,7 +6482,7 @@ The XSD definitions for Actions are specified upon the following rule:
6482	6482		
6483	6483		- Rule: [Domain Prefix]-act-[action name]-v&lt;TS-version>.xsd where the string '&lt;TS-version>' shall be interpreted as the version of the present document.
6484	6484		
6485		-	For example, the XSD definition for "[activateClockTimer](#53190-timer)" specified in TS-0023 v4.3.0 shall be "HOD-act- activateClockTimer -v4_3_0.xsd".
	6485	+	For example, the XSD definition for "[activateClockTimer](#53190-timer)" specified in TS-0023 v4.3.0 shall be "HOD-act-activateClockTimer-v4_3_0.xsd".
6486	6486		
6487	6487		
6488	6488		### 6.5.5 XSD definitions for SubDevices
----------------------- End of change 1 -----------------------
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