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Introduction
 Mirror to the CR SDS-2019-0053
********** Start of change 1 **********
D.5
Resource areaNwkInfo

The [areaNwkInfo] resource is a specialization of the <mgmtObj>resource.
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Figure D.5-1: Structure of [areaNwkInfo] resource

The [areaNwkInfo] resource shall contain the child resource specified in table D.5-1.

Table D.5-1: Child resources of [areaNwInfo] resource

	Child Resources of [areaNwkInfo]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 where the type of this resource is described

	[variable]
	<semanticDescriptor>
	0..n
	See clause 9.6.30


The [areaNwkInfo] resource shall contain the attributes specified in table D.5-2.

Table D.5-2: Attributes of [areaNwkInfo] resource

	Attributes of [areaNwkInfo]
	Multiplicity
	RW/

RO/

WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3.

	resourceID
	1
	RO
	See clause 9.6.1.3.

	resourceName
	1
	WO
	See clause 9.6.1.3.

	parentID
	1
	RO
	See clause 9.6.1.3.

	expirationTime
	1
	RW
	See clause 9.6.1.3.

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3.

	creationTime
	1
	RO
	See clause 9.6.1.3.

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3.

	labels
	0..1(L)
	RW
	See clause 9.6.1.3.

	mgmtDefinition
	1
	WO
	See clause 9.6.15. Has fixed value "areaNwkInfo" to indicate the resource is for area network information.

	objectIDs
	0..1 (L)
	WO
	See clause 9.6.15.

	objectPaths
	0..1 (L)
	WO
	See clause 9.6.15.

	description
	0..1
	RW
	See clause 9.6.15.

	areaNwkType
	1
	RW
	The areaNwkType is an implementation-chosen string that indicates the type of M2M Area Network. This attribute is a specialization of [objectAttribute] attribute.

	listOfDevices
	0..1 (L)
	RW
	Indicates the list of devices in the M2M Area Network. The attribute contains references to [areaNwkDeviceInfo] resource. From listOfDevices, the topology of the area network can be discovered and retrieved. This attribute is a specialization of [objectAttribute] attribute.


********** End of change 1 **********

********** Start of change 2 **********
D.6
Resource areaNwkDeviceInfo

The [areaNwkDeviceInfo] resource is a specialization of the <mgmtObj>resource.
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Figure D.6-1: Structure of [areaNwkDeviceInfo] resource

The [areaNwkDeviceInfo] resource shall contain the child resources specified in table D.6-1.

Table D.6-1: Child resources of [areaNwkDeviceInfo] resource

	Child Resources of [areaNwkDeviceInfo]
	Child Resource Type
	Multiplicity
	Description

	[variable]
	<subscription>
	0..n
	See clause 9.6.8 where the type of this resource is described

	[variable]
	<semanticDescriptor>
	0..n
	See clause 9.6.30


The [areaNwkDeviceInfo] resource shall contain the attributes specified in table D.6-2.

Table D.6-2: Attributes of [areaNwkDeviceInfo] resource

	Attributes of [areaNwkDeviceInfo]
	Multiplicity
	RW/

RO/

WO
	Description

	resourceType
	1
	RO
	See clause 9.6.1.3.

	resourceID
	1
	RO
	See clause 9.6.1.3.

	resourceName
	1
	WO
	See clause 9.6.1.3.

	parentID
	1
	RO
	See clause 9.6.1.3.

	expirationTime
	1
	RW
	See clause 9.6.1.3.

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3.

	creationTime
	1
	RO
	See clause 9.6.1.3.

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3.

	labels
	0..1(L)
	RW
	See clause 9.6.1.3.

	mgmtDefinition
	1
	WO
	See clause 9.6.15. Has fixed value "areaNwkDeviceInfo" to indicate the resource is for area network device information.

	objectIDs
	0..1 (L)
	WO
	See clause 9.6.15.

	objectPaths
	0..1 (L)
	WO
	See clause 9.6.15.

	description
	0..1
	RW
	See clause 9.6.15.

	devId
	1
	RW
	Indicates the id of the device. It could be the id of the hardware or nodeId. This attribute is a specialization of [objectAttribute] attribute.

	devType
	1
	RW
	Indicates the type of the device. The attribute also indicates the functions or services that are provided by the device. Examples include temperature sensor, actuator, Zigbee coordinator or Zigbee router. This attribute is a specialization of [objectAttribute] attribute.

	areaNwkId
	1
	RW
	The reference to an areaNwkInfo resource which this device associates with. This attribute is a specialization of [objectAttribute] attribute.

	sleepInterval
	0..1
	RW
	The interval between two sleeps. This attribute is a specialization of [objectAttribute] attribute.

	sleepDuration
	0..1
	RW
	The time duration of each sleep. This attribute is a specialization of [objectAttribute] attribute.

	status
	0..1
	RW
	The status of the device (sleeping or waked up).

	listOfNeighbors
	0..1 (L)
	RW
	Indicates the neighbour devices of the same area network. When modified, the connection relationship of the devices shall be modified accordingly. This attribute is a specialization of [objectAttribute] attribute.


********** End of change 2 **********
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