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Introduction
This CR is edit text for TR-0055 V0.2.0 in chapter 5.1 to keep consistency.
-----------------------Start of change 1-------------------------------------------
1 Introduction to 3GPP V2X Service 

5.1        Introduction
This document introduces a baseline architecture for supporting 3GPP  V2X service interworking. It describes how the oneM2M system can leverage the 3GPP V2X related features and services that 3GPP added in releases 15.  
Figure 5.1-1 shows, at a high level, how 3GPP interfaces with external entities.  A more detailed picture can be found in 3GPP TS 23.285 [3]. There are two modes of operation for V2X communication, namely over the PC5 and over LTE-Uu. LTE-Uu can be unicast and/or MBMS. These two operation modes can be used by a UE independently for transmission and reception, e.g. a UE can use MBMS for reception without using LTE-Uu for transmission. A UE can also receive V2X messages via LTE-Uu unicast downlink.
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Figure 5.1-1: 3GPP V2X Related Interfaces
V2X Control Funtion is used to provision the UE with necessary parameters in order to use V2X communication over V3 reference point by OMA-DM protocol.

The V2X Application Server supports the V2X service parameter provision, location reporting, MBMS group and network status & QoS monitoring and report functions according to 3GPP TS 23.285[2] and 3GPP TR23.795[3].

The UE is used to communicate with V2X Control Function via V3 referenct point to exchange the V2X control information, communicate with V2X Application Server via V1 reference point by MBMS or Unicast, and communicate with other UEs over the PC5 or LTE-Uu  interface. The UE type can be vehicle, stationary or pedestrian.
Notes：
· 1 In 3GPP R15 it is assumed that there is only one logical V2X Control Function in each PLMN that supports V2X Services.
· 2 There are multiple BM-SCs in a given PLMN.
-----------------------End of change 1---------------------------------------------
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