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Introduction
This contribution addresses: 
· Multiplicity of attribute creator of <timeSeries> resource

Current specification defines multiplicity “1” for creator attribute of <timeSeries> resource. Proposal is to change the multiplicity to “0..1”.
Note: Attribute creator in general in all oneM2M resources has multiplicity 0..1.

-------------------------------------Start of change 1-------------------------------------------
Table 9.6.36-2: Attributes of <timeSeries> resource
	Attributes of 
<timeSeries>
	Multiplicity
	RW/
RO/
WO
	Description
	<timeSeriesAnnc> Attributes

	resourceType
	1
	RO
	See clause 9.6.1.3.
	NA

	resourceID
	1
	RO
	See clause 9.6.1.3.
	NA

	resourceName
	1
	WO
	See clause 9.6.1.3.
	NA

	parentID
	1
	RO
	See clause 9.6.1.3.
	NA

	expirationTime
	1
	RW
	See clause 9.6.1.3 
	MA

	accessControlPolicyIDs
	0..1 (L)
	RW
	See clause 9.6.1.3. If no accessControlPolicyIDs value is configured, the accessControlPolicyIDs of the parent resource shall be applied for privilege checking.
	MA

	labels
	0..1 (L)
	RW
	See clause 9.6.1.3.
	MA

	creationTime
	1
	RO
	See clause 9.6.1.3.
	NA

	lastModifiedTime
	1
	RO
	See clause 9.6.1.3.
	NA

	announceTo
	0..1 (L)
	RW
	See clause 9.6.1.3.
	NA

	announcedAttribute
	0..1 (L)
	RW
	See clause 9.6.1.3.
	NA

	dynamicAuthorizationConsultationIDs
	0..1 (L)
	RW
	See clause 9.6.1.3.
	OA

	creator
	0..1
	RO
	 See clause 9.6.1.3.
	NA

	maxNrOfInstances
	0..1
	RW
	Maximum number of direct child <timeSeriesInstance> resources in the <timeSeries> resource.
	OA

	maxByteSize
	0..1
	RW
	Maximum size in bytes of data that is allocated for the <timeSeriesInstance> resource for all direct child<timeSeriesInstance> resources.
	OA

	 maxInstanceAge
	0..1
	RW
	Maximum age of a direct child <timeSeriesInstance> resource in the <timeSeries> resource. The value is expressed in seconds.
	OA

	currentNrOfInstances
	1
	RO
	Current number of direct child <timeSeriesInstance> resource in the <timeSeries> resource. It is limited by the maxNrOfInstances. The currentNrOfInstances attribute of the <timeSeries> resource shall be updated on successful creation or deletion of direct child <timeSeriesInstance> resource of <timeSeries > resource.
	OA

	currentByteSize
	1
	RO
	Current size in bytes of data stored in all direct child <timeSeriesInstance> resources of a <timeSeries> resource. It is limited by the maxByteSize. The currentByteSize attribute of the <timeSeries> resource shall be updated on successful creation or deletion of direct child <timeSeriesInstance> resource of <timeSeries> resource.
	OA

	periodicInterval
	0..1
	WO
	If the Time Sereis Data is periodic, this attribute shall contain the expected amount of time between two instances of Time Series Data.
	OA

	missingDataDetect
	0..1
	WO
	Indicates whether the Receiver shall detect the missing Time Series Data if it is periodic.
	NA

	ontologyRef
	0..1
	RW
	A reference (URI) of the ontology used to represent the information that is stored in the child <timeSeriesInstance> resources of the present <timeSeriesData> resource (see note).
	OA

	missingDataMaxNr
	0..1
	RW
	Maximum number of entries in the missingDataList if the periodicInterval is set and the missingDataDetect is TRUE.
	OA

	missingDataList
	0..1(L)
	RO
	The list of the dataGenerationTime value representing the missing Time Series Data in descending order by time if the periodicInterval is set and the missingDataDetect is TRUE.
	OA

	missingDataCurrentNr
	0..1
	RO
	Current number of the missing Time Series Data in the missingDataList.
	OA

	missingDataDetectTimer
	0..1
	RW
	The missingDataDetectTimer after which a missing Time Series Data shall be considered lost by the hosting CSE. Note that the setting of this value may not apply in certain transports such as TCP, and as such the hosting CSE may reject proposed values or suggest different values.
	OA

	NOTE:	The access to this URI is out of scope of oneM2M.
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