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Introduction

This CR proposes interworking procedures between an ASN/MN-CSE (SCS) and an SCEF. The CR is based on the solution G: Tightly coupled Edge/Fog Computing with 3GPP T8 API #2 of TR-0052. In the solution G, 3GPP T8 interface is directly available to a ASN/MN-CSE and the ASN/MN-CSE fills the role of a SCS for interworking with a SCEF.
Note that SDS-0447 addresses impacted resources for this CR.
R01 updates based on SDS discussion.
-----------------------Start of change 1-------------------------------------------

7.x
Interworking with ASN/MN-CSE(SCS)
The clause introduces the interworking procedures between an ASN/MN-CSE (SCS) and an SCEF via T8 APIs.
7.x.2
Procedures
7.x.2.1
Cellular IoT non-IP data delivery(NIDD)
N/A

7.x.2.2
UE Reachability monitoring of Monitoring events

The procedure with IN-CSE is depicted in clause 7.4.1. In this procedure, the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS).

7.x.2.3
UE Availability after DDN Failure of Monitoring events

The procedure with IN-CSE is depicted in clause 7.4.2. In this procedure, the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS).

7.x.2.4
UE Communication Failure of Monitoring events

The procedure with IN-CSE is depicted in clause 7.4.3. In this procedure, the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS).

7.x.2.5
UE Loss of Connectivity of Monitoring events

The procedure with IN-CSE is depicted in clause 7.4.4. In this procedure,the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS).

7.x.2.6
Roaming Status of Monitoring events

The procedure is depicted in clause 7.4.5. In this procedure, the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS).

7.x.2.7
Detecting Change of IMSI-IMEI(SV) Association of Monitoring events

The procedure with IN-CSE is depicted in clause 7.4.6. In this procedure, the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS).

7.x.2.8
Location Reporting of Monitoring events

The procedure with IN-CSE is depicted in clause 7.4.7. In this procedure, the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS).
7.x.2.9
Number of UEs in an Area of Monitoring events

The procedure with IN-CSE is depicted in clause 7.4.8. In this procedure, the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS).
7.x.2.10
3GPP Based Device triggering

The procedure with IN-CSE is depicted in clause 7.5. In this procedure, the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS). 
7.x.2.11
Configuration of Traffic Patterns

The procedure with IN-CSE is depicted in clause 7.6. In this procedure, the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS).

7.x.2.12
Group message delivery using MBMS

N/A
7.x.2.13
Informing about Potential Network Issues

The procedure with IN-CSE is depicted in clause 7.8. In this procedure, the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS).

7.x.2.14
Setting up an AS session with required QoS procedure

The procedure with IN-CSE is depicted in clause 7.9. In this procedure, the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS).

7.x.2.15
Background Data Transfer

The procedure with IN-CSE is depicted in clause 7.10. In this procedure, the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS). 
7.x.2.16
Network Parameter Configuration

The procedure with IN-CSE is depicted in clause 7.12. In this procedure, the ASN/MN-CSE functions as a SCS and the procedure related to IN-CSE is replaced by the ASN/MN-CSE (SCS)
-----------------------End of Change 1 ---------------------------------------------
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