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Introduction
New TPs for rcn for release 2
----------------------- Start of change 1 -----------------------
TP/oneM2M/CSE/DMR/UPD/019
	TP Id
	TP/oneM2M/CSE/DMR/UPD/019

	Test objective
	Check that the IUT rejects a UPDATE Request target to TARGET_RESOURCE_ADDRESS resource  when the Result Content set to RESULT_CONTENT

	Reference
	TS-0001 [1], clause 8.1.2, TS-0004 [2], clause 7.3.2.1

	Config Id
	CF01

	Parent Release
	Release 2

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE


and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS


}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and 



Result Content set to RESULT_CONTENT


Content and



RESOURCE_TYPE resource containing





valid attribute
 }
	IUT  AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 4000 (BAD_REQUEST) and



no Content 
}
	IUT  AE


	TP Id
	Reference
	RESULT_CONTENT

	TP/oneM2M/CSE/DMR/UPD/019_RCN/2
	TS-0004 [2], clause 6.3.4.2.7
	2 (hierarchical address)

	TP/oneM2M/CSE/DMR/UPD/019_RCN/3
	
	3 (attributes and hierarchichal address)

	TP/oneM2M/CSE/DMR/UPD/019_RCN/4
	
	4 (attributes and child resources)

	TP/oneM2M/CSE/DMR/UPD/019_RCN/5
	
	5 (attributes and child resource references)

	TP/oneM2M/CSE/DMR/UPD/019_RCN/6
	
	6 (child resource references)

	TP/oneM2M/CSE/DMR/UPD/019_RCN/7
	
	7 (original resource)

	TP/oneM2M/CSE/DMR/UPD/019_RCN/8
	
	8 (child resources)


TP/oneM2M/CSE/DMR/UPD/020
	TP Id
	TP/oneM2M/CSE/DMR/UPD/020

	Test objective
	Check that the IUT returns nothing of TARGET_RESOURCE_ADDRESS resource when the Result Content is set to 0 (nothing)

	Reference
	TS-0001 [1], clause 8.1.2, TS-0004 [2], clause 6.3.3.2.7

	Config Id
	CF01

	Parent Release
	PARENT_RELEASE

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing

            a child resource


and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and 

           
Result Content set to 0 (nothing)


Content and



RESOURCE_TYPE resource containing





valid attribute
}
	IUT  AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2004 (UPDATED) and



no Content

}
	IUT  AE


	TP Id
	PARENT_RELEASE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/UPD/020_CNT
	Release 2
	3 (container)

	TP/oneM2M/CSE/DMR/UPD/020_GRP
	Release 2
	9 (group)

	TP/oneM2M/CSE/DMR/UPD/020_ACP
	Release 2
	1 (accessControlPolicy)

	TP/oneM2M/CSE/DMR/UPD/020_SCH
	Release 3
	18 (schedule)

	TP/oneM2M/CSE/DMR/UPD/020_PCH
	Release 3
	15 (pollingChannel)

	TP/oneM2M/CSE/DMR/UPD/020_SUB
	Release 3
	23 (subscription)

	TP/oneM2M/CSE/DMR/UPD/020_TS
	Release 3
	29 (timeSeries)


TP/oneM2M/CSE/DMR/UPD/021
	TP Id
	TP/oneM2M/CSE/DMR/UPD/021

	Test objective
	Check that the IUT returns successfully only attributes of TARGET_RESOURCE_ADDRESS resource when the Result Content is set to 1 (attributes)

	Reference
	TS-0001 [1], clause 8.1.2, TS-0004 [2], clause 6.3.3.2.7

	Config Id
	CF01

	Parent Release
	PARENT_RELEASE

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing 

            a child resource


and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and 



Result Content set to 1 (attributes)


Content and



RESOURCE_TYPE resource containing





valid attribute
}
	IUT  AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2004 (UPDATED) and



Content containing




RESOURCE_TYPE resource containing

attributes and




no hierarchichal address and

no child resources and


no child resource references
}
	IUT  AE


	TP Id
	PARENT_RELEASE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/UPD/021_CNT
	Release 2
	3 (container)

	TP/oneM2M/CSE/DMR/UPD/021_GRP
	Release 2
	9 (group)

	TP/oneM2M/CSE/DMR/UPD/021_ACP
	Release 2
	1 (accessControlPolicy)

	TP/oneM2M/CSE/DMR/UPD/021_SCH
	Release 3
	18 (schedule)

	TP/oneM2M/CSE/DMR/UPD/021_PCH
	Release 3
	15 (pollingChannel)

	TP/oneM2M/CSE/DMR/UPD/021_SUB
	Release 3
	23 (subscription)

	TP/oneM2M/CSE/DMR/UPD/021_TS
	Release 3
	29 (timeSeries)


TP/oneM2M/CSE/DMR/UPD/022
	TP Id
	TP/oneM2M/CSE/DMR/UPD/022

	Test objective
	Check that the IUT returns successfully only modified attributes of TARGET_RESOURCE_ADDRESS resource when the Result Content is set to 9 (modified attributes)

	Reference
	TS-0001 [1], clause 8.1.2, TS-0004 [2], clause 6.3.3.2.7

	Config Id
	CF01

	Parent Release
	PARENT_RELEASE

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing 

            a child resource


and the AE having privileges to perform UPDATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and 



Result Content set to 9 (modified attributes)


Content and



RESOURCE_TYPE resource containing





valid ATTRIBUTE attribute set to VALUE
}
	IUT  AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2004 (UPDATED) and



Content containing




RESOURCE_TYPE resource containing

valid ATTRIBUTE attribute set to VALUE and




no hierarchichal address and

no child resources and


no child resource references
}
	IUT  AE


	TP Id
	PARENT_RELEASE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/UPD/022_CNT
	Release 2
	3 (container)

	TP/oneM2M/CSE/DMR/UPD/022_GRP
	Release 2
	9 (group)

	TP/oneM2M/CSE/DMR/UPD/022_ACP
	Release 2
	1 (accessControlPolicy)

	TP/oneM2M/CSE/DMR/UPD/022_SCH
	Release 3
	18 (schedule)

	TP/oneM2M/CSE/DMR/UPD/022_PCH
	Release 3
	15 (pollingChannel)

	TP/oneM2M/CSE/DMR/UPD/022_SUB
	Release 3
	23 (subscription)

	TP/oneM2M/CSE/DMR/UPD/022_TS
	Release 3
	29 (timeSeries)


TP/oneM2M/CSE/DMR/DEL/011
	TP Id
	TP/oneM2M/CSE/DMR/DEL/011

	Test objective
	Check that the IUT rejects a DELETE Request target to TARGET_RESOURCE_ADDRESS resource  when the Result Content set to RESULT_CONTENT

	Reference
	TS-0001 [1], clause 8.1.2, TS-0004 [2], clause 7.3.2.1

	Config Id
	CF01

	Parent Release
	Release 2

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE


and the AE having privileges to perform DELETE operation on the resource 
TARGET_RESOURCE_ADDRESS


}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid DELETE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and 



Result Content set to RESULT_CONTENT


no Content
 }
	IUT  AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 4000 (BAD_REQUEST) and



no Content 
}
	IUT  AE


	TP Id
	Reference
	RESULT_CONTENT

	TP/oneM2M/CSE/DMR/DEL/011_RCN/2
	TS-0004 [2], clause 6.3.4.2.7
	2 (hierarchical address)

	TP/oneM2M/CSE/DMR/DEL/011_RCN/3
	
	3 (attributes and hierarchichal address)

	TP/oneM2M/CSE/DMR/DEL/011_RCN/4
	
	4 (attributes and child resources)

	TP/oneM2M/CSE/DMR/DEL/011_RCN/5
	
	5 (attributes and child resource references)

	TP/oneM2M/CSE/DMR/DEL/011_RCN/6
	
	6 (child resource references)

	TP/oneM2M/CSE/DMR/DEL/011_RCN/7
	
	7 (original resource)

	TP/oneM2M/CSE/DMR/DEL/011_RCN/8
	
	8 (child resources)

	TP/oneM2M/CSE/DMR/DEL/011_RCN/9
	
	9 (modified attributes)


TP/oneM2M/CSE/DMR/DEL/012

	TP Id
	TP/oneM2M/CSE/DMR/DEL/012

	Test objective
	Check that the IUT returns nothing of TARGET_RESOURCE_ADDRESS resource when the Result Content is set to 0 (nothing)

	Reference
	TS-0001 [1], clause 8.1.2, TS-0004 [2], clause 6.3.3.2.7

	Config Id
	CF01

	Parent Release
	PARENT_RELEASE

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing

            a child resource


and the AE having privileges to perform DELETE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid DELETE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and 

           
Result Content set to 0 (nothing)


no Content
}
	IUT  AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2002 (DELETED) and


no Content

}
	IUT  AE


	TP Id
	PARENT_RELEASE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/DEL/012_CNT
	Release 2
	3 (container)

	TP/oneM2M/CSE/DMR/DEL/012_GRP
	Release 2
	9 (group)

	TP/oneM2M/CSE/DMR/DEL/012_ACP
	Release 2
	1 (accessControlPolicy)

	TP/oneM2M/CSE/DMR/DEL/012_SCH
	Release 3
	18 (schedule)

	TP/oneM2M/CSE/DMR/DEL/012_PCH
	Release 3
	15 (pollingChannel)

	TP/oneM2M/CSE/DMR/DEL/012_SUB
	Release 3
	23 (subscription)

	TP/oneM2M/CSE/DMR/DEL/012_TS
	Release 3
	29 (timeSeries)


TP/oneM2M/CSE/DMR/DEL/013
	TP Id
	TP/oneM2M/CSE/DMR/DEL/013

	Test objective
	Check that the IUT returns successfully only attributes of TARGET_RESOURCE_ADDRESS resource when the Result Content is set to 1 (attributes)

	Reference
	TS-0001 [1], clause 8.1.2, TS-0004 [2], clause 6.3.3.2.7

	Config Id
	CF01

	Parent Release
	PARENT_RELEASE

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE containing 

            a child resource


and the AE having privileges to perform DELETE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid DELETE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and 



Result Content set to 1 (attributes)


no Content
}
	IUT  AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2002 (DELETED) and



Content containing




RESOURCE_TYPE resource containing

attributes and




no hierarchichal address and

no child resources and


no child resource references
}
	IUT  AE


	TP Id
	PARENT_RELEASE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/DEL/013_CNT
	Release 2
	3 (container)

	TP/oneM2M/CSE/DMR/DEL/013_GRP
	Release 2
	9 (group)

	TP/oneM2M/CSE/DMR/DEL/013_ACP
	Release 2
	1 (accessControlPolicy)

	TP/oneM2M/CSE/DMR/DEL/013_SCH
	Release 3
	18 (schedule)

	TP/oneM2M/CSE/DMR/DEL/013_PCH
	Release 3
	15 (pollingChannel)

	TP/oneM2M/CSE/DMR/DEL/013_SUB
	Release 3
	23 (subscription)

	TP/oneM2M/CSE/DMR/DEL/013_TS
	Release 3
	29 (timeSeries)


TP/oneM2M/CSE/DMR/CRE/019
	TP Id
	TP/oneM2M/CSE/DMR/CRE/019

	Test objective
	Check that the IUT returns successfully only attributes of TARGET_RESOURCE_ADDRESS resource when the Result Content is set to 1 (attributes)

	Reference
	TS-0001 [1], clause 8.1.2, TS-0004 [2], clause 6.3.3.2.7

	Config Id
	CF01

	Parent Release
	PARENT_RELEASE

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE 

and the AE having privileges to perform CREATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid CREATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and 



Result Content set to 1 (attributes)


Content containing

               RESOURCE_TYPE resource representation
}
	IUT  AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2001 (CREATED) and



Content containing




RESOURCE_TYPE resource containing

attributes and




no hierarchichal address and

no child resources and


no child resource references
}
	IUT  AE


	TP Id
	PARENT_RELEASE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/CRE/019_CNT
	Release 2
	3 (container)

	TP/oneM2M/CSE/DMR/CRE/019_GRP
	Release 2
	9 (group)

	TP/oneM2M/CSE/DMR/CRE/019_ACP
	Release 2
	1 (accessControlPolicy)

	TP/oneM2M/CSE/DMR/CRE/019_PCH
	Release 2
	15 (pollingChannel)

	TP/oneM2M/CSE/DMR/CRE/019_SUB
	Release 2
	23 (subscription)

	TP/oneM2M/CSE/DMR/CRE/019_SCH
	Release 3
	18 (schedule)

	TP/oneM2M/CSE/DMR/CRE/019_TS
	Release 3
	29 (timeSeries)


TP/oneM2M/CSE/DMR/CRE/020
	TP Id
	TP/oneM2M/CSE/DMR/CRE/020

	Test objective
	Check that the IUT returns successfully only modified attributes of TARGET_RESOURCE_ADDRESS resource when the Result Content is set to 9 (modified attributes)

	Reference
	TS-0001 [1], clause 8.1.2, TS-0004 [2], clause 6.3.3.2.7

	Config Id
	CF01

	Parent Release
	PARENT_RELEASE

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE


and the IUT having created a resource TARGET_RESOURCE_ADDRESS of type 
RESOURCE_TYPE

and the AE having privileges to perform CREATE operation on the resource 
TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid CREATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID and 



Result Content set to 1 (attributes)


Content containing

               RESOURCE_TYPE resource representation
}
	IUT  AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2001 (CREATED) and



Content containing




RESOURCE_TYPE resource containing

modified attributes 
}
	IUT  AE


	TP Id
	PARENT_RELEASE
	RESOURCE_TYPE

	TP/oneM2M/CSE/DMR/CRE/020_CNT
	Release 2
	3 (container)

	TP/oneM2M/CSE/DMR/CRE/020_GRP
	Release 2
	9 (group)

	TP/oneM2M/CSE/DMR/CRE/020_ACP
	Release 2
	1 (accessControlPolicy)

	TP/oneM2M/CSE/DMR/CRE/020_PCH
	Release 2
	15 (pollingChannel)

	TP/oneM2M/CSE/DMR/CRE/020_SUB
	Release 2
	23 (subscription)

	TP/oneM2M/CSE/DMR/CRE/020_SCH
	Release 3
	18 (schedule)

	TP/oneM2M/CSE/DMR/CRE/020_TS
	Release 3
	29 (timeSeries)


TP/oneM2M/CSE/DMR/NTF/001
	TP Id
	TP/oneM2M/CSE/DMR/NTF/001

	Test objective
	Check that the IUT rejects a NOTIFY Request when the Result Content set to RESULT_CONTENT

	Reference
	TS-0001 [1], clause 8.1.2, TS-0004 [2], clause 7.3.2.1

	Config Id
	CF01

	Parent Release
	Release 2

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE1

and the IUT having registered the AE2

and the AE1 having privileges to perform NOTIFY operation on the AE2_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid NOTIFY Request from AE1 containing 



To set to AE2_RESOURCE_ADDRESS and


From set to AE1_ID and 



Result Content set to RESULT_CONTENT
}
	IUT  AE1

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 4000 (BAD_REQUEST) and



no Content 
}
	IUT  AE1


	TP Id
	Reference
	RESULT_CONTENT

	TP/oneM2M/CSE/DMR/NTF/001_RCN/1
	TS-0004 [2], clause 6.3.4.2.7
	1 (attributes)

	TP/oneM2M/CSE/DMR/NTF/001_RCN/2
	
	2 (hierarchical address)

	TP/oneM2M/CSE/DMR/NTF/001_RCN/3
	
	3 (attributes and hierarchichal address)

	TP/oneM2M/CSE/DMR/NTF/001_RCN/4
	
	4 (attributes and child resources)

	TP/oneM2M/CSE/DMR/NTF/001_RCN/5
	
	5 (attributes and child resource references)

	TP/oneM2M/CSE/DMR/NTF/001_RCN/6
	
	6 (child resource references)

	TP/oneM2M/CSE/DMR/NTF/001_RCN/7
	
	7 (original resource)

	TP/oneM2M/CSE/DMR/NTF/001_RCN/8
	
	8 (child resources)


TP/oneM2M/CSE/DMR/NTF/002
	TP Id
	TP/oneM2M/CSE/DMR/NTF/002

	Test objective
	Check that the IUT returns nothing when the Result Content is set to 0 (nothing)

	Reference
	TS-0001 [1], clause 8.1.2, TS-0004 [2], clause 6.3.3.2.7

	Config Id
	CF01

	Parent Release
	Release 2

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE1

and the IUT having registered the AE2

and the AE1 having privileges to perform NOTIFY operation on the resource 
AE2_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid NOTIFY Request from AE1 containing 



To set to AE2_RESOURCE_ADDRESS and


From set to AE1_ID and 

           
Result Content set to 0 (nothing)
}
	IUT  AE1

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2000 (OK) and



no Content

}
	IUT  AE1


---------------------- End of change 1 -----------------------
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