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Introduction
New TPs for registration for release 2 in order to complete AE registration when AE-ID-Stem is/is starting by “S”. As background:
· Initial registration (case A), AE-ID-Stem = “S”, covered by:

· MN – TP/CSE/REG/CRE/005, TP/CSE/REG/CRE/006, TP/CSE/REG/CRE/007

· IN – TP/CSE/REG/CRE/0x0 (handling of CREATE AE with From “S”)
· Re-registration (case B), AE-ID-Stem = “S*”, covered by:

· MN - TP/CSE/REG/CRE/008, TP/CSE/REG/CRE/010

· IN - TP/CSE/REG/CRE/009, 
· Initial registration (case B), AE-ID-Stem = “S*”, covered by:

· MN - TP/CSE/REG/CRE/003, TP/CSE/REG/CRE/0x2 (handling of response from IN-CSE)
· IN - TP/CSE/REG/CRE/001_SAE, TP/CSE/REG/CRE/002_SAE, TP/CSE/REG/CRE/0x1 (handling of CREATE AEANNC)
· Deregistration of AE, AE-ID-Stem =”S*”, covered by:

· MN - TP/CSE/REG/DEL/006 (sending UPDATE AEANNC), TP/CSE/REG/DEL/007 (handling of response from IN-CSE)
· IN - TP/ CSE/REG/DEL/005 
R01 – A small correction about the link attribute and small typo about formatting. 
----------------------- Start of change 1 -----------------------
TP/oneM2M/CSE/REG/CRE/0x0
	TP Id
	TP/oneM2M/CSE/REG/CRE/0x0

	Test objective
	Check that the IUT accepts a create request of <AE> resource with attributes multiplicity equals to 1 and asking AE_ID_Stem by indicating AE_ID_Stem starting with character ‘S’.

	Reference
	TS-0001 [1], clause 10.1.1.2.2 case a, TS-0004 [2], clause 7.4.5.2.1

	Config Id
	CF01

	Parent Release
	Release 2

	PICS Selection
	PICS_IN_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid CREATE Request from AE containing 



From set to ‘S’ and



Resource Type set to 2(AE) and


Content containing




AE resource representation 
}
	IUT ( AE

	
	then {

the IUT sends a valid Response containing 


Response Status Code set to 2001 (CREATED) and



Content containing




AE resource containing




ResourceID attribute set to S-AE-ID-STEM 

}
	IUT ( AE

	NOTE: S-AE-ID-STEM = Value starting with “S” assigned by IN-CSE


TP/oneM2M/CSE/REG/CRE/0x1
	TP Id
	TP/oneM2M/CSE/REG/CRE/0x1

	Test objective
	Check that the IUT accepts an AE registration (preprovisioned S-AE-ID-STEM provided by AE), communication between MN-CSE and IN-CSE

	Reference
	TS-0001 [1], clause 10.1.1.2.2 – case a, step 5-8

	Config Id
	CF03

	Parent Release
	Release 2

	PICS Selection
	PICS_IN_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid CREATE Request from the CSE containing 



Resource Type set to 10002 (AEAnnc) and

           From set to SP-RELATIVE-AE-ID and 



Content containing 

AEAnnc resource containing 




    link attribute set to SP-RELATIVE-AE-ID and



    labels indicating ‘Credential-ID:None’
}
	IUT( MN-CSE

	
	then {

the IUT creates the AEANNC_RESOURCE_ADDRESS resource 


and the IUT sends a valid Response to CSE containing 



Response Status Code set to 2001 (CREATED) and
           Content containing

AEAnnc resource containing 




      link attribute set to SP-RELATIVE-AE-ID* and



      labels indicating ‘Credential-ID:None’                 

}
	IUT ( MN-CSE

	NOTE: 
SP-RELATIVE-AE-ID = {SP-RELATIVE-CSE-ID}/{AE-ID-STEM}




SP-RELATIVE-AE-ID* = {SP-RELATIVE-CSE-ID}/{S-AE-ID-STEM}




AE-ID-STEM = “S”




S-AE-ID-STEM = Valid AE-ID-Stem starting with “S”


TP/oneM2M/CSE/REG/CRE/0x2
	TP Id
	TP/oneM2M/CSE/REG/CRE/0x2

	Test objective
	Check that the IUT accepts an AE re-registration (allowed M2M-SP-assigned AE-ID, S-AE-ID-STEM provided by AE), transfer response to the AE

	Reference
	TS-0001 [1], clause 10.1.1.2.2 – case b, step 8

	Config Id
	CF02

	Parent Release
	Release 2

	PICS Selection
	PICS_MN_CSE

	Initial conditions
	with {

the IUT being in the "initial state" and

the IUT having registered the MN-CSE and

the AE having sent a registration containing



From set to S-AE-ID-STEM and


the IUT having sent a valid AEAnnc CREATE Request to IN-CSE
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid Response from IN-CSE containing 



Response Status Code set to 2001 (CREATED) and
           Content containing

AEAnnc resource containing 




      link attribute set to SP-RELATIVE-AE-ID and



      labels attribute indicating ‘Credential-ID:None’ 
}
	IUT ( IN-CSE

	
	then {

the IUT sends a valid Response to the AE containing 



Response Status Code set to 2001 (CREATED) and



Content containing 




AE resource containing





AE-ID attribute set to S-AE-ID-STEM 
}
	IUT ( AE

	NOTE: SP-RELATIVE-AE-ID = {SP-RELATIVE-CSE-ID}/{S-AE-ID-STEM }



S-AE-ID-STEM = Value starting with “S” assigned by IN-CSE


TP/oneM2M/CSE/REG/DEL/005
	TP Id
	TP/oneM2M/CSE/REG/DEL/005

	Test objective
	Check that the IUT accepts an AE de-registration when AE-ID is starting with “S”

	Reference
	TS-0001 [1], clause 10.1.4.2.2

	Config Id
	CF01

	Parent Release
	Release 2

	PICS Selection
	PICS_IN_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE containing


From set to “S”

and the AE having privileges to perform DELETE operation on the resource AE

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid DELETE Request from AE containing 



To set to AE_RESOURCE_ADDRESS and


From set to AE_ID and 

           no Content
}
	IUT  AE

	
	then {

the IUT deletes the AE_RESOURCE_ADDRESS resource 


and the IUT sends a valid Response containing 


Response Status Code set to 2002 (DELETED) 
}
	IUT  AE


TP/oneM2M/CSE/REG/DEL/006
	TP Id
	TP/oneM2M/CSE/REG/DEL/006

	Test objective
	Check that the IUT accepts an AE de-registration when AE-ID is starting with “S”

	Reference
	TS-0001 [1], clause 10.1.1.2.2

	Config Id
	CF02

	Parent Release
	Release 2

	PICS Selection
	PICS_MN_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE containing



From set to “S”

and the AE having privileges to perform DELETE operation on the resource AE

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid DELETE Request from AE containing 



To set to AE_RESOURCE_ADDRESS and


From set to AE_ID and 

           no Content
}
	IUT  AE

	
	then {

the IUT sends a valid UPDATE Request containing


Content containing



AEANNC_RESOURCE_ADDRESS resource containing



link attribute set to “INACTIVE” 
}
	IUT  IN-CSE


TP/oneM2M/CSE/REG/DEL/007
	TP Id
	TP/oneM2M/CSE/REG/DEL/007

	Test objective
	Check that the IUT accepts the response from IN-CSE for the AE de-registration when AE-ID is starting with “S”

	Reference
	TS-0001 [1], clause 10.1.1.2.2

	Config Id
	CF02

	Parent Release
	Release 2

	PICS Selection
	PICS_MN_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having registered the AE containing



From set to “S”

and the AE having privileges to perform DELETE operation on the resource AE 

and the AE having sent a valid DELETE Request at  AE_RESOURCE_ADDRESS resource


and the IUT having sent a valid UPDATE Request to IN-CSE containing



Content containing




AEANNC_RESOURCE_ADDRESS resource containing





link attribute set to empty
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid Response from IN-CSE containing 



Response Status Code set to 2004 (UPDATED)

}
	IUT  IN-CSE

	
	then {

the IUT deletes the AE_RESOURCE_ADDRESS resource

and the IUT sends a valid Response containing



Response Status Code set to 2002 (DELETED)

}
	IUT  AE


---------------------- End of change 1 -----------------------
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