	TDE-2019-0047-TS-0018_New_TPs_for_haim_R3
	[image: image1.png]






	CHANGE REQUEST

	Meeting:*
	TDE #39.1

	Source:*
	ETSI 

	Date:*
	2019-14-03

	Contact:*
	Miguel Angel Reina Ortega, ETSI, MiguelAngel.ReinaOrtega@etsi.org

	Reason for Change/s:*
	New TPs for haim release 3

	CR  against:  Release*
	Rel-3

	CR  against:  WI*
	 FORMCHECKBOX 
 Active <Work Item number>  

 FORMCHECKBOX 
 MNT Maintenace / < Work Item number(optional)>
 FORMCHECKBOX 
 STE Small Technical Enhancements / < Work Item number (optional)>

Only ONE of the above shall be ticked

	CR  against:  TS/TR*
	TS-0018-V-3.0.0


	Clauses/Sub Clauses*
	

	Type of change: *
	 FORMCHECKBOX 
 Editorial change

 FORMCHECKBOX 
 Bug Fix or Correction

 FORMCHECKBOX 
 Change to existing feature or functionality

 FORMCHECKBOX 
 New feature or functionality

Only ONE of the above shall be ticked

	Post Freeze checking:*
	This CR contains only essential changes and corrections?  YES  FORMCHECKBOX 
  NO  FORMCHECKBOX 

This CR is a mirror CR? YES  FORMCHECKBOX 
   NO  FORMCHECKBOX 
  if YES, please indicate the document number of the original CR: 


	Template Version:23 February 2015 (Dot not modify)


oneM2M Notice

The document to which this cover statement is attached is submitted to oneM2M.  Participation in, or attendance at, any activity of oneM2M, constitutes acceptance of and agreement to be bound by terms of the Working Procedures and the Partnership Agreement, including the Intellectual Property Rights (IPR) Principles Governing oneM2M Work found in Annex 1 of the Partnership Agreement.

GUIDELINES for Change Requests:

Provide an informative introduction containing the problem(s) being solved, and a summary list of proposals.

Each CR should contain changes related to only one particular issue/problem.

Follow the principle of completeness, where all changes related to the issue or problem within a deliverable are simultaneously proposed to be made E.g. A change impacting 5 tables should not only include a proposal to change only 3 tables. Includes any changes to references, definitions, and acronyms in the same deliverable.
Follow the drafting rules.
All pictures must be editable.
Check spelling and grammar to the extent practicable.
Use Change bars for modifications.
The change should include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change. Additions of complete sections need not show surrounding clauses as long as the proposed section number clearly shows where the new section is proposed to be located.
Multiple changes in a single CR shall be clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.
When subsequent changes are made to content of a CR, then the accepted version should not show changes over changes. The accepted version of the CR should only show changes relative to the baseline approved text. 
Introduction
New TPs for haim for release 3.
----------------------- Start of change 1 -----------------------
7.2.2.11 Home Appliance Information Model and Mapping (HAIM)
7.2.2.11.1
CREATE Operation

TP/oneM2M/AE/HAIM/CRE/001

	TP Id
	TP/oneM2M/AE/HAIM/CRE/001

	Test objective
	Check that the IUT creates a [HAIM_DEVICE] resource as a specialization of the <flexContainer> resource on the hosting CSE using the appropriate ‘DeviceClass ID’

	Reference
	TS-0001 [1], clause 9.6.1.2.2.3, and TS-0023 [7], clauses 5.4, 6.2.2 and 6.4.2

	Config Id
	CF03

	Parent Release
	Release 3

	PICS Selection
	PICS_AE

	Initial conditions
	with {

the IUT being registered and

the IUT being switched on and 

the IUT having privileges to perform CREATE operation on resource 



TARGET_RESOURCE_ADDRESS and

the IUT exposing a controlling interface for a HAIM_DEVICE 
}

	ted behaviour
	Test events
	Direction

	
	when {

the IUT is triggered to send a valid CREATE Request containing



To set to TARGET_RESOURCE_ADDRESS



Content set to [HAIM_DEVICE] resource
}
	NA

	
	then {

the IUT sends a valid CREATE Request containing 



To set to TARGET_RESOURCE_ADDRESS and


Content containing




[HAIM_DEVICE] resource as a specialization of <flexContainer> 


containing





containerDefinition attribute set to 









"org.onem2m.home.device.HAIM_DEVICE”
}
	CSE ( IUT


	TP Id
	HAIM_DEVICE

	TP/oneM2M/AE/HAIM/CRE/001_AIR
	deviceAirConditioner (1)

	TP/oneM2M/AE/HAIM/CRE/001_CLO
	deviceClothesWasher (2)

	TP/oneM2M/AE/HAIM/CRE/001_ELE
	deviceElectricVehicleCharger (3)

	TP/oneM2M/AE/HAIM/CRE/001_LIG
	deviceLight (4)

	TP/oneM2M/AE/HAIM/CRE/001_MIC
	deviceMicrogeneration (5) 

	TP/oneM2M/AE/HAIM/CRE/001_OVE
	deviceOven (6)

	TP/oneM2M/AE/HAIM/CRE/001_REF
	deviceRefrigerator (7) 

	TP/oneM2M/AE/HAIM/CRE/001_ROB
	deviceRobotCleaner (8)

	TP/oneM2M/AE/HAIM/CRE/001_SMA
	deviceSmartElectricMeter (9)

	TP/oneM2M/AE/HAIM/CRE/001_STO
	deviceStorageBattery (10)

	TP/oneM2M/AE/HAIM/CRE/001_TEL
	deviceTelevision (11)

	TP/oneM2M/AE/HAIM/CRE/001_THE
	deviceThermostat (12)

	TP/oneM2M/AE/HAIM/CRE/001_WAT
	deviceWaterHeater (13)


TP/oneM2M/AE/HAIM/CRE/002

	TP Id
	TP/oneM2M/AE/HAIM/CRE/002

	Test objective
	Check that the IUT creates a [HAIM_MODULE] resource as a specialization of the <flexContainer> resource and as a child of [HAIM_DEVICE] resouce on the hosting CSE using the appropriate ModuleClass ID

	Reference
	TS-0001 [1], clause 9.6.1.2.2.3, and TS-0023 [7], clauses 5.3, 5.4, 6.2.2 and 6.4.3

	Config Id
	CF03

	Parent Release
	Release 3

	PICS Selection
	PICS_AE

	Initial conditions
	with {

the IUT being registered and

the IUT being switched on and 

the IUT having privileges to perform CREATE operation on resource 



TARGET_RESOURCE_ADDRESS and

the IUT exposing a controlling interface for a HAIM_DEVICE 
}

	ted behaviour
	Test events
	Direction

	
	when {

the IUT is triggered to send a valid CREATE Request containing



To set to TARGET_RESOURCE_ADDRESS



Content set to [HAIM_DEVICE] resource
}
	NA

	
	then {

the IUT sends a valid CREATE Request containing 



To set to TARGET_RESOURCE_ADDRESS and


Content containing




[HAIM_DEVICE] resource containing 





[HAIM_MODULE] resource as a specialization of 






<flexContainer> as an instance of the HAIM_MODULE 






ModuleClass containing







containerDefinition attribute set to 











"org.onem2m.home. moduleclass.HAIM_MODULE”
}
	CSE ( IUT


	TP Id
	HAIM_MODULE
	HAIM_DEVICE


	TP/oneM2M/AE/HAIM/CRE/002_SEL
	binarySwitch
	deviceElectricVehicleCharger (3)

	TP/oneM2M/AE/HAIM/CRE/002_SLI
	binarySwitch
	deviceLight (4)

	TP/oneM2M/AE/HAIM/CRE/002_SWA
	binarySwitch
	deviceWaterHeater (13)

	TP/oneM2M/AE/HAIM/CRE/002_FEL
	faultDetection
	deviceElectricVehicleCharger (3)

	TP/oneM2M/AE/HAIM/CRE/002_REL
	runMode
	deviceElectricVehicleCharger (3)

	TP/oneM2M/AE/HAIM/CRE/002_BEL
	battery
	deviceElectricVehicleCharger (3)

	TP/oneM2M/AE/HAIM/CRE/002_BST
	battery
	deviceStorageBattery (10)

	TP/oneM2M/AE/HAIM/CRE/002_VEL
	electricVehicleConnector
	deviceElectricVehicleCharger (3)

	TP/oneM2M/AE/HAIM/CRE/002_GMI
	energyGeneration
	deviceMicrogeneration (5)

	TP/oneM2M/AE/HAIM/CRE/002_CSM
	energyConsumption
	deviceSmartElectricMeter (9)

	TP/oneM2M/AE/HAIM/CRE/002_TTH
	temperature
	deviceThermostat (12)


TP/oneM2M/AE/HAIM/CRE/003

	TP Id
	TP/oneM2M/AE/HAIM/CRE/003

	Test objective
	Check that the IUT creates the appropriate Properties, according to the HAIM_DEVICE model, as [customAttribute] attributes of the [HAIM_DEVICE] resource on the hosting CSE, with [customAttribute] name set to the prefix ‘prop’ plus the Property name

	Reference
	TS-0001 [1], clause 9.6.1.2.2.3, and TS-0023 [7], clauses 5.4, 5.6 and 6.2.5

	Config Id
	CF03

	Parent Release
	Release 3

	PICS Selection
	PICS_AE

	Initial conditions
	with {

the IUT being registered and

the IUT being switched on and 

the IUT having privileges to perform CREATE operation on resource 



TARGET_RESOURCE_ADDRESS and

the IUT exposing a controlling interface for a HAIM_DEVICE 
}

	ted behaviour
	Test events
	Direction

	
	when {

the IUT is triggered to send a valid CREATE Request containing



To set to TARGET_RESOURCE_ADDRESS



Content set to [HAIM_DEVICE] resource
}
	NA

	
	then {

the IUT sends a valid CREATE Request containing 



To set to TARGET_RESOURCE_ADDRESS and


Content containing




[HAIM_DEVICE] resource containing 





appropriate [customAttribute] attributes with name set to





"prop” prefix plus the property name

}
	CSE ( IUT


	TP Id
	HAIM_DEVICE

	TP/oneM2M/AE/HAIM/CRE/003_AIR
	deviceAirConditioner (1)

	TP/oneM2M/AE/HAIM/CRE/003_CLO
	deviceClothesWasher (2)

	TP/oneM2M/AE/HAIM/CRE/003_ELE
	deviceElectricVehicleCharger (3)

	TP/oneM2M/AE/HAIM/CRE/003_LIG
	deviceLight (4)

	TP/oneM2M/AE/HAIM/CRE/003_MIC
	deviceMicrogeneration (5) 

	TP/oneM2M/AE/HAIM/CRE/003_OVE
	deviceOven (6)

	TP/oneM2M/AE/HAIM/CRE/003_REF
	deviceRefrigerator (7) 

	TP/oneM2M/AE/HAIM/CRE/003_ROB
	deviceRobotCleaner (8)

	TP/oneM2M/AE/HAIM/CRE/003_SMA
	deviceSmartElectricMeter (9)

	TP/oneM2M/AE/HAIM/CRE/003_STO
	deviceStorageBattery (10)

	TP/oneM2M/AE/HAIM/CRE/003_TEL
	deviceTelevision (11)

	TP/oneM2M/AE/HAIM/CRE/003_THE
	deviceThermostat (12)

	TP/oneM2M/AE/HAIM/CRE/003_WAT
	deviceWaterHeater (13)


TP/oneM2M/AE/HAIM/CRE/004

	TP Id
	TP/oneM2M/AE/HAIM/CRE/004

	Test objective
	Check that the IUT creates the appropriate Properties, according to the HAIM_MODULE model, as [customAttribute] attributes of the [HAIM_MODULE] resource on the hosting CSE, with [customAttribute] name set to the prefix ‘prop’ plus the Property name

	Reference
	TS-0001 [1], clause 9.6.1.2.2.3, and TS-0023 [7], clauses 5.3 and 6.2.5

	Config Id
	CF03

	Parent Release
	Release 3

	PICS Selection
	PICS_AE

	Initial conditions
	with {

the IUT being registered and

the IUT being switched on and 

the IUT having privileges to perform CREATE operation on resource 



TARGET_RESOURCE_ADDRESS and

the IUT exposing a controlling interface for a HAIM_DEVICE 
}

	ted behaviour
	Test events
	Direction

	
	when {

the IUT is triggered to send a valid CREATE Request containing



To set to TARGET_RESOURCE_ADDRESS



Content set to [HAIM_DEVICE] resource
}
	NA

	
	then {


the IUT sends a valid CREATE Request containing 



To set to TARGET_RESOURCE_ADDRESS and



Content containing



[HAIM_DEVICE] resource containing 





[HAIM_MODULE] resource as a specialization of 






<flexContainer> containing






appropriate [customAttribute] attributes with name set to






"prop” prefix plus the Property name

}
	CSE ( IUT


	TP Id
	HAIM_DEVICE
	HAIM_MODULE


	TP/oneM2M/AE/HAIM/CRE/004_VBT
	deviceElectricVehicleCharger (3)
	battery

	TP/oneM2M/AE/HAIM/CRE/004_SBT
	deviceStorageBattery (10)
	battery

	TP/oneM2M/AE/HAIM/CRE/004_VCN
	deviceElectricVehicleCharger (3)
	electricVehicleConnector


TP/oneM2M/AE/HAIM/CRE/005

	TP Id
	TP/oneM2M/AE/HAIM/CRE/005

	Test objective
	Check that the IUT creates the appropriate DataPoints, according to the HAIM_MODULE model, as [customAttribute] attributes of the [HAIM_MODULE] resource on the hosting CSE, with [customAttribute] name set to the Datapoint name

	Reference
	TS-0001 [1], clause 9.6.1.2.2.3, and TS-0023 [7], clauses 5.3 and 6.2.6

	Config Id
	CF03

	Parent Release
	Release 3

	PICS Selection
	PICS_AE

	Initial conditions
	with {

the IUT being registered and

the IUT being switched on and 

the IUT having privileges to perform CREATE operation on resource 



TARGET_RESOURCE_ADDRESS and

the IUT exposing a controlling interface for a HAIM_DEVICE 
}

	ted behaviour
	Test events
	Direction

	
	when {

the IUT is triggered to send a valid CREATE Request containing



To set to TARGET_RESOURCE_ADDRESS



Content set to [HAIM_DEVICE] resource
}
	NA

	
	then {


the IUT sends a valid CREATE Request containing 



To set to TARGET_RESOURCE_ADDRESS and



Content containing



[HAIM_DEVICE] resource containing 





[HAIM_MODULE] resource as a specialization of 






<flexContainer> containing






appropriate [customAttribute] attributes with name set to






the DataPoint name

}
	CSE ( IUT


	TP Id
	HAIM_DEVICE
	HAIM_MODULE


	TP/oneM2M/AE/HAIM/CRE/005_ACT
	deviceAirConditioner (1)
	temperature

	TP/oneM2M/AE/HAIM/CRE/005_ACU
	deviceAirConditioner (1)
	turbo

	TP/oneM2M/AE/HAIM/CRE/005_ACW
	deviceAirConditioner (1)
	wind

	TP/oneM2M/AE/HAIM/CRE/005_CWR
	deviceClothesWasher (2)
	rinseLevel

	TP/oneM2M/AE/HAIM/CRE/005_CWS
	deviceClothesWasher (2)
	spinLevel

	TP/oneM2M/AE/HAIM/CRE/005_CWW
	deviceClothesWasher (2)
	waterFlow

	TP/oneM2M/AE/HAIM/CRE/005_CWL
	deviceClothesWasher (2)
	waterLevel

	TP/oneM2M/AE/HAIM/CRE/005_VCB
	deviceElectricVehicleCharger (3)
	battery

	TP/oneM2M/AE/HAIM/CRE/005_VCE
	deviceElectricVehicleCharger (3)
	electricVehicleConnector

	TP/oneM2M/AE/HAIM/CRE/005_LBR
	deviceLight (4)
	brightness

	TP/oneM2M/AE/HAIM/CRE/005_LCL
	deviceLight (4)
	colour

	TP/oneM2M/AE/HAIM/CRE/005_LCS
	deviceLight (4)
	colourSaturation

	TP/oneM2M/AE/HAIM/CRE/005_LFD
	deviceLight (4)
	faultDetection

	TP/oneM2M/AE/HAIM/CRE/005_RDS
	deviceRefrigerator (7)
	doorStatus

	TP/oneM2M/AE/HAIM/CRE/005_RPS
	deviceRefrigerator (7)
	powerSave

	TP/oneM2M/AE/HAIM/CRE/005_EEC
	deviceSmartElectricMeter (9)
	energyConsumption

	TP/oneM2M/AE/HAIM/CRE/005_TVA
	deviceTelevision (11)
	audioVideoInput

	TP/oneM2M/AE/HAIM/CRE/005_TVV
	deviceTelevision (11)
	audioVolume

	TP/oneM2M/AE/HAIM/CRE/005_TVB
	deviceTelevision (11)
	binarySwitch

	TP/oneM2M/AE/HAIM/CRE/005_TVC
	deviceTelevision (11)
	televisionChannel

	TP/oneM2M/AE/HAIM/CRE/005_WHB
	deviceWaterHeater (13)
	boiler

	TP/oneM2M/AE/HAIM/CRE/005_WHC
	deviceWaterHeater (13)
	clock

	TP/oneM2M/AE/HAIM/CRE/005_WHH
	deviceWaterHeater (13)
	hotWaterSupply

	TP/oneM2M/AE/HAIM/CRE/005_WHR
	deviceWaterHeater (13)
	runMode


TP/oneM2M/AE/HAIM/CRE/006

	TP Id
	TP/oneM2M/AE/HAIM/CRE/006

	Test objective
	Check that the IUT creates the appropriate HAIM_Action resources as specializations of the <flexContainer> resource and as children of [HAIM_MODULE] resource on the hosting CSE using the appropriate Action ID.

	Reference
	TS-0001 [1], clause 9.6.1.2.2.3, and TS-0023 [7], clauses 6.2.3 and 6.2.4

	Config Id
	CF03

	Parent Release
	Release 3

	PICS Selection
	PICS_AE

	Initial conditions
	with {

the IUT being registered and

the IUT being switched on and 

the IUT having privileges to perform CREATE operation on resource 



TARGET_RESOURCE_ADDRESS and

the IUT exposing a controlling interface for a HAIM_DEVICE 
}

	ted behaviour
	Test events
	Direction

	
	when {

the IUT is triggered to send a valid CREATE Request containing



To set to TARGET_RESOURCE_ADDRESS



Content set to [HAIM_DEVICE] resource
}
	NA

	
	then {

the IUT sends a valid CREATE Request containing 



To set to TARGET_RESOURCE_ADDRESS and


Content containing




[HAIM_DEVICE] resource containing 





[HAIM_MODULE] resource as a specialization of 






<flexContainer> as an instance of the HAIM_MODULE 






ModuleClass containing







the appropriate HAIM_Action resources as 







specializations of <flexContainer> containing









containerDefinition attribute set to 












   “org.onem2m.home.moduleclass.HAIM_MODULE. 






   <Action ID>”
}
	CSE ( IUT


	TP Id
	HAIM_DEVICE

	HAIM_MODULE


	TP/oneM2M/AE/HAIM/CRE/006_ACT
	deviceAirConditioner (3)
	timer

	TP/oneM2M/AE/HAIM/CRE/006_TVC
	deviceTelevision (11)
	televisionChannel


---------------------- End of change 1 -----------------------
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