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New TPs for primitiveProfile release 4.
----------------------- Start of change 1 -----------------------
TP/oneM2M/CSE/PP/001

	TP Id
	TP/oneM2M/CSE/PP/001

	Test objective
	Check that IUT applies the referenced <primitiveProfile> over the request messages by adding the applicable parameters/attributes when the request message contains a valid Primitive Profile Identifier parameter and the referenced profile is accessible to the Hosting CSE.

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25

	Config Id
	CF01

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

The IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the IUT having a target resource at TARGET_RESOURCE_ADDRESS


and the AE having the privilege to perform OPERATION on

TARGET_RESOURCE_ADDRESS


and the IUT having a <primitiveProfile> resource at PRIMITIVE_PROFILE_ADDRESS

containing 


additions attribute having list of attributes to be added

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid OPERATION Request from AE containing 



a valid Primitive Profile Identifier and



To set to TARGET_RESOURCE_ADDRESS and



From set to AE_ID
}
	AE ( IUT

	
	then {

The IUT applies the profile by adding attributes defined in additions 
attribute

and the IUT sends the request to TARGET_RESOURCE_ADDRESS

}
	IUT


	TP Id
	OPERATION

	TP/oneM2M/CSE/PP/001_CRE
	CREATE

	TP/oneM2M/CSE/ PP /001_RET
	RETRIEVE

	TP/oneM2M/CSE/ PP /001_UPD
	UPDATE

	TP/oneM2M/CSE/ PP /001_DEL
	DELETE


TP/oneM2M/CSE/PP/002

	TP Id
	TP/oneM2M/CSE/PP/002

	Test objective
	Check that IUT applies the referenced <primitiveProfile> over the request messages by deleting the applicable parameters/attributes when the request message contains a valid PrimitiveProfileIdentifier parameter and the referenced profile is accessible to the Hosting CSE.

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25

	Config Id
	CF01

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the IUT having a target resource at TARGET_RESOURCE_ADDRESS


and the AE having the privilege to perform OPERATION on


TARGET_RESOURCE_ADDRESS


and the IUT having a <primitiveProfile> at PRIMITIVE_PROFILE_ADDRESS containing 



deletions attribute having list of attributes to be deleted
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid OPERATION Request from AE containing 



a valid Primitive Profile Identifier and



To set to TARGET_RESOURCE_ADDRESS and



From set to AE_ID

}
	AE ( IUT

	
	then {

The IUT applies the profile by deleting attributes defined in deletions


and the IUT sends the request to TARGET_RESOURCE_ADDRESS

}
	IUT


	TP Id
	OPERATION

	TP/oneM2M/CSE/PP/001_CRE
	CREATE

	TP/oneM2M/CSE/ PP /001_RET
	RETRIEVE

	TP/oneM2M/CSE/ PP /001_UPD
	UPDATE

	TP/oneM2M/CSE/ PP /001_DEL
	DELETE


TP/oneM2M/CSE/PP/003

	TP Id
	TP/oneM2M/CSE/PP/003

	Test objective
	Check that IUT applies the referenced <primitiveProfile> over the request messages by modifying the applicable parameters/attributes when the request message contains a valid PrimitiveProfileIdentifier parameter and the referenced profile is accessible to the Hosting CSE.

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25

	Config Id
	CF01

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the IUT having a target resource at TARGET_RESOURCE_ADDRESS


and the AE having the privilege to perform OPERATION on 
TARGET_RESOURCE_ADDRESS


and the IUT having a <primitiveProfile> at PRIMITIVE_PROFILE_ADDRESS containing 



modifications attribute having list of attributes to be modified

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid OPERATION Request from AE containing 



a valid Primitive Profile Identifier and



To set to TARGET_RESOURCE_ADDRESS and



From set to AE_ID

}
	AE ( IUT

	
	then {
    The IUT applies the profile by modifying attributes defined in modifications

    and the IUT sends the request to TARGET_RESOURCE_ADDRESS

}
	IUT


	TP Id
	OPERATION

	TP/oneM2M/CSE/PP/001_CRE
	CREATE

	TP/oneM2M/CSE/ PP /001_RET
	RETRIEVE

	TP/oneM2M/CSE/ PP /001_UPD
	UPDATE

	TP/oneM2M/CSE/ PP /001_DEL
	DELETE


TP/oneM2M/CSE/PP/004
	TP Id
	TP/oneM2M/CSE/PP/004

	Test objective
	Check that the IUT successfully processes the request without applying the profile when the <primitiveProfile> resource referenced by the PrimitiveProfileIdentifier parameter in the request is not present or not accessible by Hosting CSE.

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25

	Config Id
	CF01

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the IUT having a target resource at TARGET_RESOURCE_ADDRESS


and the AE having the privilege to perform OPERATION on 


TARGET_RESOURCE_ADDRESS


and the <primitiveProfile> resource is not accessible by Hosting CSE            

 }

	Expected behaviour
	Test events
	Direction

	
	when {

The IUT receives a valid OPERATION Request from AE containing



a valid Primitive Profile Identifier and 



To set to TARGET_RESOURCE_ADDRESS and



From set to AE_ID


}
	AE ( IUT

	
	then {

The IUT sends the request to TARGET_RESOURCE_ADDRESS

}
	IUT


	TP Id
	OPERATION

	TP/oneM2M/CSE/PP/002_CRE
	CREATE

	TP/oneM2M/CSE/ PP/002_RET
	RETRIEVE

	TP/oneM2M/CSE/ PP/002_UPD
	UPDATE

	TP/oneM2M/CSE/ PP/002_DEL
	DELETE


TP/oneM2M/CSE/PP/005
	TP Id
	TP/oneM2M/CSE/PP/005

	Test objective
	Check that the IUT successfully processes the request without applying the profile when the attributes in the request do not match with the referenced <primitiveProfile> resource attributes.

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25

	Config Id
	CF01

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the IUT having a target resource at TARGET_RESOURCE_ADDRESS


and the AE having the privilege to perform OPERATION on 


TARGET_RESOURCE_ADDRESS


and the IUT having a <primitiveProfile> at PRIMITIVE_PROFILE_ADDRESS containing



IDList attribute and



resourceTypes attribute and



operations attribute and




resourceIDs attribute and



releaseVersions attribute and 



applicability attribute 

}

	Expected behaviour
	Test events
	Direction

	
	when {


The IUT receives a valid OPERATION Request from AE containing  



a valid Primitive Profile Identifier and 



To set to TARGET_RESOURCE_ADDRESS and



From set to AE_ID

not matching with the <primitiveProfile> resource attributes 



}
	 AE ( IUT

	
	then {

The IUT sends the request to TARGET_RESOURCE_ADDRESS

}
	IUT


	TP Id
	OPERATION

	TP/oneM2M/CSE/PP/003_CRE
	CREATE

	TP/oneM2M/CSE/ PP /003_RET
	RETRIEVE

	TP/oneM2M/CSE/ PP /003_UPD
	UPDATE

	TP/oneM2M/CSE/ PP /003_DEL
	DELETE


TP/oneM2M/CSE/PP/006
	TP Id
	TP/oneM2M/CSE/PP/006

	Test objective
	Check that the IUT rejects the creation of a <primitiveProfile> resource when a mutual exclusivity check is failed, on the names of the attributes or parameters specified in the additions, deletions and modifications attributes in the request.

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25

	Config Id
	CF01

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the AE having the privilege to perform CREATE operation on 
TARGET_RESOURCE_ADDRESS

 }

	Expected behaviour
	Test events
	Direction

	
	when {

The IUT receives a valid CREATE Request from AE containing


Resource Type set to 60? (primitiveProfile) and



Content containing




primitiveProfile resource containing





additions attribute and





deletions attribute and 





modifications attribute

                   not being mutually exclusive

}
	 AE ( IUT

	
	then {

the IUT sends a valid Response containing 



Response Status Code set to 4102 (BAD REQUEST)

}
	IUT 🡪 AE


TP/oneM2M/CSE/PP/007

	TP Id
	TP/oneM2M/CSE/PP/007

	Test objective
	Check that the IUT rejects the updation of <primitiveProfile> resource when a mutual exclusivity check is failed, on the names of the attributes or parameters specified in the additions, deletions and modifications attributes of the request.

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25

	Config Id
	CF01

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the AE having the privilege to perform UPDATE operation on 
TARGET_RESOURCE_ADDRESS


and the IUT having a <primitiveProfile> at PRIMITIVE_PROFILE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {


The IUT receives a valid UPDATE Request from AE containing



To set to PRIMITIVE_PROFILE_ADDRESS and



Content containing




additions attribute and




deletions attribute and





modifications attribute




not being mutually exclusive

}
	AE ( IUT

	
	then {

the IUT sends a valid Response containing 




Response Status Code set to 4102 (BAD REQUEST)

}
	IUT( AE


TP/oneM2M/CSE/PP/008
	TP Id
	TP/oneM2M/CSE/PP/008

	Test objective
	Check that the IUT rejects the creation of a <primitiveProfile> resource when a request contains non permissible parameters specified in the additions, deletions and modifications attributes of the request.

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25

	Config Id
	CF01

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the AE having the privilege to perform CREATE operation on

TARGET_RESOURCE_ADDRESS      

}

	Expected behaviour
	Test events
	Direction

	
	when {


The IUT receives a valid CREATE Request from AE containing


To set to PRIMITIVE_PROFILE_ADDRESS and




Content containing





primitiveProfile resource containing






additions attribute indicating ADD_PARAMETER and






deletions attribute indicating DEL_PARAMETER and






modifications attribute indicating MOD_PARAMETER

}
	AE ( IUT

	
	then {

The IUT sends a valid Response containing 



Response Status Code set to 4102 (BAD REQUEST)

}
	IUT ( AE


TP/oneM2M/CSE/PP/009

	TP Id
	TP/oneM2M/CSE/PP/009

	Test objective
	Check that the IUT rejects the UPDATE operation on resource <primitiveProfile> when a request contains non permissible parameters specified in the additions, deletions and modifications attributes of the request.

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25

	Config Id
	CF01

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the AE having the privilege to perform UPDATE operation on

TARGET_RESOURCE_ADDRESS


and the IUT having a <primitiveProfile> at PRIMITIVE_PROFILE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

The IUT receives a valid UPDATE Request from AE containing
  

To set to PRIMITIVE_PROFILE_ADDRESS and



Content containing




primitiveProfile resource containing





additions attribute indicating ADD_PARAMETER and





deletions attribute indicating DEL_PARAMETER and





modifications attribute indicating MOD_PARAMETER
}
	AE ( IUT

	
	then {

the IUT sends a valid Response containing 



Response Status Code set to 4102 (BAD REQUEST)

}
	IUT ( AE


TP/oneM2M/CSE/PP/010
	TP Id
	TP/oneM2M/CSE/PP/010

	Test objective
	Check that IUT successfully applies the <primitvieProfile> to the notification (Notify request primitive) in case of nonBlockingRequestAsynch request having valid attribute PrimitiveProfileIdentifier

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25, TS0004 [2] clause 7.5.1.2.5

	Config Id
	CF01

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the IUT having a resource representation at TARGET_RESOURCE_ADDRESS

and the IUT having received a valid nonBlockingRequestAsynch request containing 



a valid Primitive Profile Identifier

and the IUT having a <primitiveProfile> at PRIMITIVE_PROFILE_ADDRESS containing



additions attribute set to ATTRIBUTE_LIST_1  and


deletions attribute set to ATTRIBUTE_LIST_2  and


modifications attribute set to ATTRIBUTE_LIST_3
}

	Expected behaviour
	Test events
	Direction

	
	when {

The requested operation is completed

}
	IUT

	
	then {

The IUT applies the <primitiveProfile> to Notify request primitive by
   adding attributes defined in ATTRIBUTE_LIST_1

   deleting attributes defined in ATTRIBUTE_LIST_2                  

   modifying attributes defined in  ATTRIBUTE_LIST_3                            

   and the IUT sends a valid NOTIFY request containing 


content representation



}
	IUT ( AE


TP/oneM2M/CSE/PP/011
	TP Id
	TP/oneM2M/CSE/PP/011

	Test objective
	Check that IUT successfully applies the <primitvieProfile> to the response in case of nonBlockingRequestSynch request having valid PrimitiveProfileIdentifier attribute

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25, TS0004 [2] clause 7.2.2.2

	Config Id
	CF02

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

The IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the IUT having the <request> resource at TARGET_RESOURCE_ADDRESS


and the IUT having received a valid nonBlockingRequestSynch request containing 



a valid Primitive Profile Identifier


and the IUT having a <primitiveProfile> at PRIMITIVE_PROFILE_ADDRESS containing 



additions attribute set to ATTRIBUTE_LIST_1 and


deletions attribute set to ATTRIBUTE_LIST_2  and


modifications attribute set to ATTRIBUTE_LIST_3
}

	Expected behaviour
	Test events
	Direction

	
	when {

The requested operation is completed

}
	IUT

	
	then {


The IUT applies the referenced <primitiveProfile> to the response by


adding attributes defined in ATTRIBUTE_LIST_1


deleting attributes defined in ATTRIBUTE_LIST_2


modifying attributes defined in ATTRIBUTE_LIST_3


and the IUT sends an UPDATE request to the <request> resource
containing 



Response Primitive in operationResult attribute 
}
	IUT


TP/oneM2M/CSE/PP/012
	TP Id
	TP/oneM2M/CSE/PP/012

	Test objective
	Check that IUT successfully applies the <primitiveProfile> to the notification request generated for the <subscription> resource

	Reference
	TS-0001 [1], clause 9.6.8, 9.6.73, 10.2.25

	Config Id
	CF03

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE



and the IUT having a valid <subscription> resource containing 



a primitiveProfileID attribute set to PRIMITIVE_PROFILE_ID


and AE having subscribed to the <subscription> resource


and the IUT having a valid <primitiveProfile> resource containing



resourceID attribute set to PRIMITIVE_PROFILE_ID and


additions attribute set to ATTRIBUTE_LIST_1 and


deletions attribute set to ATTRIBUTE_LIST_2 and


modifications attribute set to ATTRIBUTE_LIST_3
}

	Expected behaviour
	Test events
	Direction

	
	when {

The IUT generates a valid notification request for a the <subscription> resource containing primitiveProfileID
}
	IUT

	
	then {


The IUT applies the <primitiveProfile> resource referenced in the


primitiveProfileID attribute to the generated notification by 


adding attributes defined in ATTRIBUTE_LIST_1


deleting attributes defined in ATTRIBUTE_LIST_2


modifying attributes defined in  ATTRIBUTE_LIST_3                         
}
	IUT


TP/oneM2M/CSE/PP/013
	TP Id
	TP/oneM2M/CSE/PP/013

	Test objective
	Check that the IUT retargets the request to the hosting CSE without applying the <primitiveProfile> when the To parameter contains the hosting CSE-ID which is known by the IUT 

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25

	Config Id
	CF02

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state”


and the IUT having registered to a Hosting CSE (H-CSE)


and the IUT having registered the AE


and the Hosting CSE having create a RESOURCE on TARGET_RESOURCE_ADDRESS


and the AE having privileges to perform OPERATION on the Hosting CSE

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid OPERATION Request from the AE  containing


a valid Primitive Profile Identifier and



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID 

}
	AE ( IUT

	
	then {

The IUT forwards the OPERATION Request to Hosting CSE without


applying the <primitiveProfile> resource referenced in the


Primitive Profile Identifier

}
	IUT ( H-CSE


	TP Id
	OPERATION

	TP/oneM2M/CSE/PP/009_CRE
	CREATE

	TP/oneM2M/CSE/ PP /009_RET
	RETRIEVE

	TP/oneM2M/CSE/ PP /009_UPD
	UPDATE

	TP/oneM2M/CSE/ PP /009_DEL
	DELETE


TP/oneM2M/CSE/PP/0014

	TP Id
	TP/oneM2M/CSE/PP/0014

	Test objective
	Check that IUT applies the referenced <primitiveProfile> over the response messages by adding the applicable parameters/attributes when the originating AE specified a valid PrimitiveProfileIdentifier parameter in the corresponding request.

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25

	Config Id
	CF01

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

The IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the IUT having a RESOURCE at TARGET_RESOURCE_ADDRESS


and the IUT having a <primitiveProfile> resource containing 



resourceID attribute set to PRIMITIVE_PROFILE_ID and 



a valid additions attribute having list of attributes to be added


and AE having the privilege to perform OPERATION on TARGET_RESOURCE_ADDRESS


and the IUT having received a valid OPERATION Request from the AE containing



a valid Primitive Profile Identifier and


To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID 

}

	Expected behaviour
	Test events
	Direction

	
	when {

The IUT receives a valid response from a resource containing


To set to AE_ID and



From set to TARGET_RESOURCE_ADDRESS

}
	IUT

	
	then {

The IUT applies the referenced primitive profile by adding attributes defined


in additions attribute

and the IUT sends a valid Response to the AE 
}
	IUT ( AE


	TP Id
	OPERATION

	TP/oneM2M/CSE/PP/001_CRE
	CREATE

	TP/oneM2M/CSE/ PP /001_RET
	RETRIEVE

	TP/oneM2M/CSE/ PP /001_UPD
	UPDATE

	TP/oneM2M/CSE/ PP /001_DEL
	DELETE


TP/oneM2M/CSE/PP/0015

	TP Id
	TP/oneM2M/CSE/PP/0015

	Test objective
	Check that IUT applies the referenced <primitiveProfile> over the response messages by deleting the applicable parameters/attributes when the originating AE specified a valid PrimitiveProfileIdentifier parameter in the corresponding request.

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25

	Config Id
	CF01

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

The IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the IUT having a RESOURCE at TARGET_RESOURCE_ADDRESS


and the IUT having a <primitiveProfile> resource containing



resourceID attribute set to PRIMITIVE_PROFILE_ID and


 
deletions attribute having list of attributes to be deleted


and AE having the privilege to perform OPERATION on TARGET_RESOURCE_ADDRESS


and the IUT having received a valid OPERATION Request from the AE containing



a valid Primitive Profile Identifier and



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID 

}

	Expected behaviour
	Test events
	Direction

	
	when {

The IUT receives a valid response from a resource containing



To set to AE_ID and



From set to TARGET_RESOURCE_ADDRESS

}
	IUT

	
	then {

The IUT applies the referenced primitive profile by deleting attributes defined in deletions attribute 

and the IUT sends a valid Response to the AE 
}
	IUT ( AE


	TP Id
	OPERATION

	TP/oneM2M/CSE/PP/001_CRE
	CREATE

	TP/oneM2M/CSE/ PP /001_RET
	RETRIEVE

	TP/oneM2M/CSE/ PP /001_UPD
	UPDATE

	TP/oneM2M/CSE/ PP /001_DEL
	DELETE


TP/oneM2M/CSE/PP/0016

	TP Id
	TP/oneM2M/CSE/PP/0016

	Test objective
	Check that IUT applies the referenced <primitiveProfile> over the response messages by modifying the applicable parameters/attributes when the originating AE specified a valid PrimitiveProfileIdentifier parameter in the corresponding request.

	Reference
	TS-0001 [1], clause 9.6.73, 10.2.25

	Config Id
	CF01

	Parent Release
	Release 1

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

The IUT being in the "initial state"


and the IUT being a hosting CSE


and the IUT having registered an AE


and the IUT having a RESOURCE at TARGET_RESOURCE_ADDRESS


and the IUT having a <primitiveProfile> resource containing 



resourceID attribute set to PRIMITIVE_PROFILE_ID and


modifications attribute having list of attributes to be modified


and AE having the privilege to perform OPERATION on TARGET_RESOURCE_ADDRESS


and the IUT having received a valid OPERATION Request from the AE containing



a valid Primitive Profile Identifier and



To set to TARGET_RESOURCE_ADDRESS and


From set to AE_ID 

}

	Expected behaviour
	Test events
	Direction

	
	when {

The IUT receives a valid response from a resource containing



To set to AE_ID and



From set to TARGET_RESOURCE_ADDRESS

}
	IUT

	
	then {

The IUT applies the referenced primitive profile by modifying attributes 
defined in modifications attribute

and the IUT sends a valid Response to the AE 
}
	IUT ( AE


	TP Id
	OPERATION

	TP/oneM2M/CSE/PP/001_CRE
	CREATE

	TP/oneM2M/CSE/ PP /001_RET
	RETRIEVE

	TP/oneM2M/CSE/ PP /001_UPD
	UPDATE

	TP/oneM2M/CSE/ PP /001_DEL
	DELETE


---------------------- End of change 1 -----------------------
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