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Introduction
Change 1. 7.2.2.18 Service Subscription User Profile clause can be fit into subscription clause 7.2.2.4. 
Change 2. TP/oneM2M/CSE/SUB/SSUP/008 need to be removed since it is duplicated with TP/oneM2M/CSE/SUB/SSUP/001.
-----------------------Start of change 1-------------------------------------------

7.2.2.4
Subscription and Notification (SUB)

7.2.2.4.5
Service Subscription User Profile 
TP/oneM2M/CSE/SUB/SSUP/001
	TP Id
	TP/oneM2M/CSE/SUB/SSUP/001

	Test objective
	Check that the IUT successfully performs operations on resource serviceSubscribedUserProfile for authorized M2M Service User.

	Reference
	TS-0001 [1], clauses 9.6.68

	Config Id
	CF01

	Parent Release
	Release 4

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having m2mServiceSubscriptionProfile at TARGET_RESOURCE_ADDRESS containing a child resource 


and the AE having privileges to perform OPERATION on TARGET_RESOURCE_ADDRESS

and the IUT having an authorized M2M Service User AE-ID                      

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid OPERATION Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to authorized M2M Users AE-ID and  
}
	IUT ( AE

	
	then {


the IUT sends a valid Response containing 



Response Status set to RESPONSE_STATUS_CODE and



Content containing 




serviceSubscribedUserProfile resource representation (when required)
}
	IUT ( AE


	TP Id
	OPERATION
	RESPONSE_STATUS_CODE

	TP/oneM2M/CSE/SUB/SSUP/001_CRE
	CREATE
	2001 (CREATED)

	TP/oneM2M/CSE/SUB/SSUP/001_RET
	RETRIEVE
	2000 (OK)

	TP/oneM2M/CSE/SUB/SSUP/001_UPD
	UPDATE
	2004 (UPDATED)

	TP/oneM2M/CSE/SUB/SSUP/002_DEL
	DELETE
	2002 (DELETED)


TP/oneM2M/CSE/SUB/SSUP/002

	TP Id
	TP/oneM2M/CSE/SUB/SSUP/002

	Test objective
	Check that the IUT rejects the operation on serviceSubscribedUserProfile resource when the attributes violate the limits specified in the parent resource. 

	Reference
	TS-0001 [1], clauses 9.6.68

	Config Id
	CF01

	Parent Release
	Release 4

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

      and the IUT having registered an AE


and the IUT having serviceSubscribedUserProfile at TARGET_RESOURCE_ADDRESS 
and the AE having privileges to perform OPERATION on TARGET_RESOURCE              
and the IUT having an authorized M2M Service User AE-ID
}

	Expected behavior
	Test events
	Direction

	
	when {

the IUT receives a valid OPERATION Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to authorized M2M Users AE-ID
}
	IUT ( AE

	
	then {


the IUT sends a valid Response containing 



Response Status Code set to 4102 (CONTENTS_UNACCEPTABLE)

}
	IUT ( AE


	TP Id
	OPERATION

	TP/oneM2M/CSE/SUB/SSUP/002_CRE
	CREATE

	TP/oneM2M/CSE/SUB/SSUP/002_UPD
	UPDATE


TP/oneM2M/CSE/SUB/SSUP/003
	TP Id
	TP/oneM2M/CSE/SUB/SSUP/003

	Test objective
	Check that the IUT successfully restricts the usage of services by a M2M Service User

	Reference
	TS-0001 [1], clauses 9.6.68

	Config Id
	CF01

	Parent Release
	Release 4

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state"

      and the IUT having registered an AE


and the IUT having m2mServiceSubscriptionProfile at TARGET_RESOURCE_ADDRESS containing a child resource


the AE having privileges to perform OPERATION on TARGET_RESOURCE_ADDRESS

and the IUT having an authorized M2M Service User                      

}

	Expected behavior
	Test events
	Direction

	
	when {

the IUT receives a valid OPERATION Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to an authorized M2M Service User AE-ID

}
	IUT ( AE

	
	then {


the IUT sends a valid Response containing 



Response Status Code set to RESPONSE_STATUS_CODE and 



Content containing 




serviceSubscribedUserProfile resource representation
}
	IUT ( AE


	TP Id
	OPERATION
	RESPONSE_STATUS_CODE

	TP/oneM2M/CSE/SUB/SSUP/003_CRE
	CREATE
	2001 (CREATED)

	TP/oneM2M/CSE/SUB/SSUP/003_UPD
	UPDATE
	2004 (UPDATED)


TP/oneM2M/CSE/SUB/SSUP/004
	TP Id
	TP/oneM2M/CSE/SUB/SSUP/004

	Test objective
	Check that the IUT rejects the OPERATION when the associated services of a M2M Service User reach limits provided in the serviceSubscribedUserProfile resource.

	Reference
	TS-0001 [1], clauses 9.6.68

	Config Id
	CF01

	Parent Release
	Release 4

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

      and the IUT having registered an AE


and the IUT having serviceSubscribedUserProfile at TARGET_RESOURCE_ADDRESS 
and the AE having privileges to perform OPERATION on TARGET_RESOURCE_ADDRESS                  

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid OPERATION Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to an authorized M2M Service User AE-ID 
}
	IUT ( AE

	
	then {


the IUT sends a valid Response containing 



Response Status Code set to 4102 (CONTENTS_UNACCEPTABLE)

}
	IUT ( AE


	TP Id
	OPERATION

	TP/oneM2M/CSE/SUB/SSUP/004_CRE
	CREATE

	TP/oneM2M/CSE/SUB/SSUP/004_UPD
	UPDATE


TP/oneM2M/CSE/SUB/SSUP/005
	TP Id
	TP/oneM2M/CSE/SUB/SSUP/005

	Test objective
	Check that IUT rejects the request when the values of ATTRIBUTE in request exceed the actual resources associated with the Service user.

	Reference
	TS-0001 [1], clauses 9.6.68

	Config Id
	CF01

	Parent Release
	Release 4

	PICS Selection
	PICS_CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

      and the IUT having registered an AE


and the IUT having serviceSubscribedUserProfile at TARGET_RESOURCE_ADDRESS 
and the AE having privileges to perform UPDATE on TARGET_RESOURCE_ADDRESS                      
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to an authorized M2M Service User AE-ID

}
	IUT ( AE

	
	then {


the IUT sends a valid Response containing 



Response Status Code set to 4102 (CONTENTS_UNACCEPTABLE)
}
	IUT ( AE


	TP Id
	ATTRIBUTE

	TP/oneM2M/CSE/SUB/SSUP/005_MNA
	maxNumAEs

	TP/oneM2M/CSE/SUB/SSUP/005_MNN
	maxNumNodes

	TP/oneM2M/CSE/SUB/SSUP/005_MNC
	maxNumContainers

	TP/oneM2M/CSE/SUB/SSUP/005_MNI
	maxNumInstancesPerContainer


TP/oneM2M/CSE/SUB/SSUP/006
	TP Id
	TP/oneM2M/CSE/SUB/SSUP/006

	Test objective
	Check that IUT accepts the request when the values of ATTRIBUTE in request do not exceed the actual resources associated with the Service user.

	Reference
	TS-0001 [1], clauses 9.6.68

	Config Id
	CF01

	Parent Release
	Release 4

	PICS Selection
	PICS _CSE

	Initial conditions
	with {

the IUT being in the "initial state" 

      and the IUT having registered an AE

and the IUT having serviceSubscribedUserProfile at TARGET_RESOURCE_ADDRESS 
and the AE having privileges to perform UPDATE on TARGET_RESOURCE_ADDRESS                     
}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid UPDATE Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to AE-ID and  
}
	IUT ( AE

	
	then {


the IUT sends a valid Response containing 



Response Status Code set to 2004 (UPDATED)
}
	IUT ( AE


	TP Id
	RESOURCE_TYPE

	TP/oneM2M/CSE/SUB/SSUP/006_MNA
	maxNumAEs

	TP/oneM2M/CSE/SUB/SSUP/006_MNN
	maxNumNodes

	TP/oneM2M/CSE/SUB/SSUP/006_MNC
	maxNumContainers

	TP/oneM2M/CSE/SUB/SSUP/006_MNI
	maxNumInstancesPerContainer


TP/oneM2M/CSE/SUB/SSUP/007
	TP Id
	TP/oneM2M/CSE/SUB/SSUP/007

	Test objective
	Check that IUT successfully accepts the request with the default access control policies when the accessControlPolicyIDs attribute of a resource serviceSubscribedUserProfile created by this M2M Service User is not configured.

	Reference
	TS-0001 [1], clauses 9.6.68

	Config Id
	CF01

	Parent Release
	Release 4

	PICS Selection
	PICS _CSE

	Initial conditions
	with {

the IUT being in the "initial state" 


and the IUT having m2mServiceSubscriptionProfile at TARGET_RESOURCE_ADDRESS 


and the AE having privileges to perform OPERATION on TARGET_RESOURCE_ADDRESS

and the IUT having an authorized M2M Service User AE-ID               

}

	Expected behaviour
	Test events
	Direction

	
	when {

the IUT receives a valid OPERATION Request from AE containing 



To set to TARGET_RESOURCE_ADDRESS and


From set to an authorized M2M Service User AE-ID 

}
	IUT ( AE

	
	then {


the IUT sends a valid Response containing 



Response Status Code set to RESPONSE_STATUS_CODE
}
	IUT ( AE


	TP Id
	OPERATION
	RESPONSE_STATUS_CODE

	TP/oneM2M/CSE/SUB/SSUP/007_CRE
	CREATE
	2001 (CREATED)

	TP/oneM2M/CSE/SUB/SSUP/007_RET
	RETRIEVE
	2000 (OK)

	TP/oneM2M/CSE/SUB/SSUP/007_UPD
	UPDATE
	2004 (UPDATED)



	
	

	
	

	
	

	
	

	
	

	
	

	
	







	
	
	

	
	



	

	
	





	


	
	
	

	
	
	

	
	
	

	
	
	


TP/oneM2M/CSE/SUB/SSUP/008
	TP Id
	TP/oneM2M/CSE/SUB/SSUP/008

	Test objective
	Check that IUT rejects OPERATION request if service subscription profile associated with the M2M service user/AE is not available.

	Reference
	TS-0004 [2], clauses 7.3.2

	Config Id
	CF01

	Parent Release
	Release 4

	PICS Selection
	PICS_IN_CSE

	Initial conditions
	with {

   the IUT being in the "initial state" 
       and the IUT having registered the AE

   and the IUT not having a <serviceSubscribedUserProfile> associated with the M2M service user at TARGET_RESOURCE_ADDRESS
       and the AE having privileges to perform operation on  

               TARGET_RESOURCE_ADDRESS

}

	Expected behaviour
	Test events
	Direction

	
	when {

    the IUT receives a valid OPERATION Request from an AE containing



To set to TARGET_RESOURCE_ADDRESS and




From set to AE-ID and  



a valid content
}
	IUT ( AE

	
	then {


     the IUT sends a valid Response containing 



    Response Status Code set to 41xx  (UNAUTHORIZED_USER)
}
	IUT ( AE


	TP Id
	OPERATION

	TP/oneM2M/CSE/SUB/SSUP/008_RET
	RETRIEVE

	TP/oneM2M/CSE/SUB/SSUP/008_UPD
	UPDATE

	TP/oneM2M/CSE/SUB/SSUP/008_DEL
	DELETE


-----------------------End of change 1---------------------------------------------
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