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Introduction
The highlighted clause in TS-0022 should not be TS-0001 clause 8.1.2 as this map to “Request” which is not valid here. 

It should refer to clauses which describes field device configurations without external management technologies.

TS-0022, chapter 5

	Devices in the Field Domain that host oneM2M AEs and CSEs require configuration that permits the AE or CSE to successfully operate in the M2M Service Layer. oneM2M TS-0001 [2] and oneM2M TS-0003 [3] specifies much of what is needed to configure these devices in the Field Domain (i.e., ADN, ASN/MN). Specifically, oneM2M TS‑0001 [2] provides:
· Guidance on how a CSE is minimally provisioned in Annex E of the specification including how a user AE is established within a Hosting CSE.

· Specification of the general communication flows across the Mca and Mcc reference points in clause 8.

· Specifications for how ASN/MN and ADN nodes and M2M Applications are enrolled in the M2M System such that the node in the Field domain can establish connectivity with a CSE. TS-0001 heavily relies on Clause 6 and on the Remote Security Provisioning Framework (RSPF) of oneM2M TS-0003 [3] to specify how the security credentials of ASN/MN and ADN nodes and M2M Applications are established in the M2M System for the enrolment of the node or M2M Application in the M2M System.

· Specifications for how the ADN and ASN/MN nodes in the Field Domain are managed using external management technologies in clause 6.2.4.

· Guidance for how the ADN and ASN/MN nodes in the Field Domain can be configured without the support of external management technologies in clause 8.1.2.

The above clauses in oneM2M TS-0001 [2] assume that, for a M2M Application to operate in the M2M System, all required information needed to establish M2M Service operation between a Registrar or Hosting CSE and the AE or CSE in the Field Domain is configured before registration of the AE or CSE to the M2M System.




After thoroughly checking the same in TS-0001 and TS-0022, following clauses can be referred instead:

8.1.3.3
Management using the Mcc reference point of TS-0022

8.1.3.4 Management using the oneM2M IPE technology of TS-0022

Corresponding clauses are updated in this CR.

-----------------------Start of change 1-------------------------------------------
5
Introduction

Devices in the Field Domain that host oneM2M AEs and CSEs require configuration that permits the AE or CSE to successfully operate in the M2M Service Layer. oneM2M TS-0001 [2] and oneM2M TS-0003 [3] specifies much of what is needed to configure these devices in the Field Domain (i.e., ADN, ASN/MN). Specifically, oneM2M TS‑0001 [2] provides:

· Guidance on how a CSE is minimally provisioned in Annex E of the specification including how a user AE is established within a Hosting CSE.

· Specification of the general communication flows across the Mca and Mcc reference points in clause 8.

· Specifications for how ASN/MN and ADN nodes and M2M Applications are enrolled in the M2M System such that the node in the Field domain can establish connectivity with a CSE. TS-0001 heavily relies on Clause 6 and on the Remote Security Provisioning Framework (RSPF) of oneM2M TS-0003 [3] to specify how the security credentials of ASN/MN and ADN nodes and M2M Applications are established in the M2M System for the enrolment of the node or M2M Application in the M2M System.
· Specifications for how the ADN and ASN/MN nodes in the Field Domain are managed using external management technologies in clause 6.2.4.

· Guidance for how the ADN and ASN/MN nodes in the Field Domain can be configured without the support of external management technologies in clause 8.1.3 in the present document.
The above clauses in oneM2M TS-0001 [2] assume that, for a M2M Application to operate in the M2M System, all required information needed to establish M2M Service operation between a Registrar or Hosting CSE and the AE or CSE in the Field Domain is configured before registration of the AE or CSE to the M2M System.

The present document specifies the additional architectural elements, resources and procedures necessary to configure ASN/MN and ADN nodes in the Field Domain in order for that device to establish M2M Service Layer operation. These architectural elements, resources and procedures are in addition to the architectural elements, resources and procedures already defined in oneM2M TS-0001 [2] and oneM2M TS-0003 [3].

-----------------------End of change 1---------------------------------------------

CHECK LIST

· Does this Change Request include an informative introduction containing the problem(s) being solved, and a summary list of proposals.?
· Does this CR contain changes related to only one particular issue/problem?
· Have any mirror CRs been posted?
· Does this Change Request  make all the changes necessary to address the issue or problem?  E.g. A change impacting 5 tables should not include a proposal to change only 3 tables?Does this Change Request follow the drafting rules?
· Are all pictures editable?
· Have you checked the spelling and grammar?
· Have you used change bars for all modifications?
· Does the change include the current and surrounding clauses to clearly show where a change is located and to provide technical context of the proposed change? (Additions of complete clauses need not show surrounding clauses as long as the proposed clause number clearly shows where the new clause is proposed to be located.)
· Are multiple changes in this CR clearly separated by horizontal lines with embedded text such as, start of change 1, end of change 1, start of new clause, end of new clause.?
© 2020 oneM2M Partners
                                                                                                   Page 5 (of 5)



[image: image1.png]